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The Economite® Line 
low cost miniature pushbutton switches 

SPST-NO circuit 
momentary switch 
for panel mounting 

These attractive miniature pushbutton 
switches are ideal for use in applica­
tions requiring a SPST momentary 
action, such as business machines, ap­
pliances, communication equipment, 
vending machines and all applications 
where space, weight and low cost are 
of prime importance . These reliable 
switches are available in a variety of 
pushbutton colors and include neces­
sary panel mounting hardware . 

specifications 

Contact Rating: 
Silver: 1 amp 
Gold : 1 volt 10 ma to 500 ma at 125 
VAC 

-! I t 1.10 

t I 
.29 

.08 

.04 x .06 SLOT 

DIMENSIONS IN INCHES 

how to order: 

Part Number Contacts 

44-111 -001 
44-111-011 SP ST-NO 
44-111 -021 1 AMP 
44-111-031 SILVER 
44-111-041 
44-111 -051 

44-111-000 
44-111 -010 SP ST-NO 

DIA. 

Contact Material: Silver or gold 44-111 -020 LOW ENERGY 

Contact Resistance: 20 milliohms initially 
Life Expectancy: 50 ,000 actuati ans 
End of Life Criteria : 1 ohm 
Stroke: .060" 
Breakdown Voltage : 500 V 60 Hz 
Insulation Resistance : 50,000 megohms 
Operating Force: 100-300 grams 
Temperature Range: -30°C to +68°C 
Contact Combination : SPST-NO 
Mounts: 9 /32" dia . panel hole 

44-111 -030 GOLD 
44-111-040 
44-111-050 

Button Color 

White 
Black 
Red 
Green 
Blue 
Yellow 

White 
Black 
Red 
Green 
Blue 
Yellow 

Made in the Orient 

CHICAGO SWITCH, INC. I 1714 N. DAMEN I CHICAGO, ILLINOIS 60647 I (312) 489-5500 
13 



T0-5 Rotary Spasaver™ Switch 
specifications 

Contact Rating: 1 volt 10 ma to 500 ma at 
125VAC 
Contact Material : Hard gold over barrier 
Contact Resistance : 80 milliohms max. 
initially 
Life Expectancy : 10,000 actuations 
End of Life Criteria : 100 milliohms con­
tact resistance 
Angle of Throw: 45° /position - 8 position 
max . 
Breakdown Voltage: 500 V 60 Hz 
Insulation Resistance : 50,000 megohms 
Actuation Torque: 50 inch-grams max . 
initially 
Temperature Range: -30°C to +100°C 

SWITCH POSITIONS VIEWED FROM SHAFT END 
(SHOWN WITH POSITIONS " 0" AND 4 MADE) 

F LAT 301 

.23 

~[·~~ 
~'1 1 J . o3 .os·· 

" 0" COMMON • 1Q .26 --l..15 

O~- LOCATING-..-n 
" O" TABS 

70+0 1 0 ~COMMON 
6> 0 2 < '• 
~o 03 .-~ o l 45.'>- <50 _j · COMMON 

TYP. TYP. O.P.O.T. 

. o•tID·0

3

l r LOCATINQG 1r
03

·04 ~ TABS - _: -, 

0 0 0 ° 0 
~ • - 1 • 

I \ o o o o I 
~ _ J 

.025 DIA. 8 PINS .030 DIA. 6 PINS 
LOCATED ON A .20 B.C. LOCATED ON A .20 B.C 

T0-6 CAN, OF NICKLE CC>nER ALLOY 
AVAI LABLE WITH BUSHING FOR PANEL MOUNT 

RING SEAL WELDED 
TO HEADER BELOW 

DOUBLE DETENT RING DAUM 
INCLUDES STOl"S AS REQUIR ED 

MASSI VE GOLD PLATED 
CONTACT RO LLER 

liD LD PLATED 
COMMON CONTACT PLATE 

GOLD PLATED ONE ·PI ECE CONTACT (I ) 
GLASS SEALED THROUGH HEADER 

OFF.J"OSIT ION TAUL Y WAVE SOLDERAB LE 

This new sub-miniature rotary switch gets up to 8 positions into a T0-5 can . Gold contacts 
assure reliable switching over a long life . Mounting can be accomplished by wave soldering 
directly to P.C. board, by means of board sockets, or panel mounted with optional bushing. 
The actuator moves through 360° in detented steps of 45°. Also available with stops as 
requ ired from 2 to 8 positions . Contacts will switch 0.5 amps at 125VAC (will carry 3 
amps) with an operating temperature range of -30°c to 100°c. The exploded drawing will 
give you an indication of the quality and engineering features of this switch. 

The small compact size offers a distinct advantage, particularly in view of the increasing cost 
of P.C . board real estate and the premium on front or rear panel space. Now you know why 
we call it a SPASAVER . With the hand wiring eliminated, the savings are even greater. 

The use of glass to metal contact pin seals eliminates any contamination when using the 
latest wave soldering techniques. This method of soldering not only reduces the time of 
connecting, removes the possibility of connection errors, but assures uniformly good solder 
joints as well. A savings in itself. 

Applications of switches of this type are widely varied . One of the more popular uses is in 
manually programming a single standardized P.C. board for test or multifunction usage . 
With the switch mounted near the access edge, using a thumb wheel, the board does not 
have to be removed to change funct ion or program . This type of application is used in test 
equipment, process control equipment, computer peripherals input terminals and telephone 
switching equ ipment. 

The panel mount bushing version also offers some unique advantages which are cost saving. 
After the switch or switches are P.C. mounted , the board can be panel mounted via the 
switch bushings . 

how to order: 
30-XXX-XXX 

Switch 
Code Positions Positions 

202 2 (45°) 1,2 
303 3 (90°) 1,2,3 
404 4 (135°) 1,2,3.4 r-
505 5 (180°) 1,2,3,4,5 
606 6 (225°) 1,2 ,3,4 ,5,6 
707 7 (270°) 1,2,3,4,5,6,7 
808 8 (360°) 1,2 ,3,4,5,6 ,7 ,0 

*Different shaft lengths available on a special order basis 
- consult factory . 

Std . Shaft 
Code Lengths * 
05 .05" 
18 .18" 
30 .30" 
50 .50" 

Code Bushing 

0 None 
1 Y. -40 THD.** 

w/flat 
** Includes : (1) Y." internal tooth lockwasher 

(2) Y. -40 nuts .06" th ick Knob (optional) CS No. 55-000-529 
Hardware shipped bulk. 

NOTE : Shaft length measured with no bush ing. With bushing .30" actuator is flush with 
top of bushing. 

DPDT 30-222-XXX 

BUSHING CODE TT 
SHAFTLENGTH_C_O_D_E~~~~~~----' 

Patented Made in U.S.A. 
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Single-Pole Rocker and Paddle Switches 
26 series and P26 series-unlighted 

• U.L. Listed and CSA Certified for : 10 amps at 125VAC induc­
tive or 12VOC; 8 amps at 250VAC inductive, Y, h.p. (U.L. File 
No. E43318) (CSA File No . 39185) 

• Contacts : Silver-cadmium 

• Breakdown Voltage : 2,000 V 60 Hz min. 

•Snap-in installation 

• Features : Heavy duty and low energy versions available 

• Wide range of color combinations 

•Special colors, hot stamping and metal bezels available 

• Matching panel lights and lighted switches available 

• Solder, screw or slip-on terminals 

( 

• Two switches in one case . 
Specify by two part numbers. 
Such as : 

• Switch plus a lens in one 
case . 

"26-290-102 + 26-280-103" 
Panel cutout 1 .08" x .96" 

• U.L. listed 6 amps inductive 
at 125VAC 

TERMINAL CODES 

_lJ/2 LEO .LB6 Ljj3 l_lfil 
·28 .36 31 33 35 
TYP. 0 MAX. 0 TYP. 0 TYP. 0 TYP. 

r- ..---- r- r- -.-
SOLDER t/4" SLIP-ON )i'," SLIP-ON 

how to order: 

P.C. SOLDER 
(. I I " SLIP-ON) 

P26-XXX-10X 

SCREW 

d [TTI b 
L 1.19 _J 

1.06 

.55 

.55 

. 19~ MAX. 
~CKE __ 

I I ' 
.36 MAX . t,.. i 

_ J_ __ ~,J L , 

TERMINALS _ __/ L 1.06 

ADD .J,. FOR I Panel Thickness: Snaps into panels from .031" to .125" thick. 

PADDLE 
SWITCH 

TERMINAL CODE 

0 - Y. "wide 
slip-on 

1 - Screw 
2 - Solder 
3 - P.C. Solder 

(.11" slip-on) 
6 - 3 / 16" wide 
8 - See Se ries 

26-8 

*Rocker color only . 

ROCKER & PADDLE 
COLOR CODE 

0 - White 
2 - Red 
4 - Ivory * 
5 - Green* 
6 - Blu e 
8 - Gray * 
9 - Blac k 

CASE COLOR CODE 

0 - White 
1 - Brt. Alum. Bezel 
2 - Red 
4 - Ivory 
5 - Green 
6 - Light Blue 
8 - Gray 
9 - Bl ack 

CIRCUIT CODE 

0 - SPST on -off 
1 - SPST-NO Momentary-on 
2 - SPOT Maintained 
3 - SPOT Momentary Transfer 
4 - SPOT 3-Position Center-off 
5 - SPST-NC Momentary-off 
6 - SPOT 3-Position Center-off Momentary-both sides 
8 - Refer to li gh ted rocker switch series 
9 - SPOT 3-Position Center-off Momentary-one side 

Made in Europe 
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Single-Pole Lighted Rocker Switches 

26 series 
(neon & incandescent) ~ CilJ gjs ~II 

L 1 19 J RECOMMENDED Z:=J 
• U.L. Listed and CSA Certified for : 10 amps at 125VAC induc­

tive or 12VDC; 8 amps at 250VAC inductive , Y, h .p. (U.L. File 
No. E43318) (CSA File No . 39185) 

• Contacts : Silver-cadmium 

• Positive actuation 

:noSITION ON:Y ~Q9 MAX . S.·TROKE . - ~CUT-OUT . 

.62 

I • - + 
l 
. .39 r . . , --L 

L 1.06 - T 
.36 MAX. TERMINALS • Slip-on, solder and screw terminals 

• Metal bezels available 
Panel Thickness: snaps into panels from .031" to .125" thick . 

how to order: 26-XXX-XXS 
,.-------TU~--

TERMINAL CODE ROCKER COLOR CODE CASE COLOR CODE CIRCUIT CODE 

0- Y." slip-on 0- White 0- White 1 - SPST on-off 
1- Screw 2- Red 1- Brt . Alum. Bezel 3- SP ST-NO 
2- Solder 3- Clear 2- Red 
3- P.C. solder 4- Amber 4- Ivory 

(.11" slip-on) 5- Greent 5- Green 
6- 3/16" slip-on 6- Light Blue 
8- See Series 8- Gray 

26-8 9- Black 

t Consult factory for neon versions in green. 
Standard Lamp Terminations: Klipsocket 40-000-001 on incandescents, 
6" wire leads with resistor on neons. 

Made in Europe 

26-8 series-internally 
lighted (neon) 
• Suggested Load : 10 amps at 125V AC or 12VDC; 8 amps at 250 

VAC 

• Contacts : Silver-cadmium 

• Snap-i n installation 

• Positive actuation 

• Slip-on , solder and screw terminals 

• Metal bezels available 

Momentary-on 

~ I 11 

L_ 1.19 

r >1~, CSIT~NONLY 

1_ ~' I 

how to order: 26-SXX-XXX 106 

.62 

LAMP CODE 

2 - 4 -6 .3 V incandescent 
600,000 - 3,000 hour life 

3 - 18-28 V incandescent 
1,760,000 - 10,000 hour 
life 

4 - 9-14 V incandescent 
180,000 - 1,000 hour I ife 

6 - 125 V neon, high inten­
sity, 5,000 hour I ife 

7 - 250 V neon, medium in­
tensity, 25,000 hour life 

8 - 125 V neon, medium in­
tensity, 25 ,000 hour life 

9 - NO LAMP 

lg 48 

L 
l-- 108 

RECOMMENDED 
PANEL CUT·OUT 

iir· MAX . 

..-----------T-' T ~--P-an_e_I r_h_ic_k_ne_s_s:_s_na_p_s_in_1o_pa_n_e1_s_fr_o_m_.0_3_1
1

_' _to_.__,125n thick. 

CIRCUIT CODE 

1 - SPST on-off 
3 - SPST-NO Momentary-on 
4 - SPST-NC Momentary-off 

Made in Europe 

LAMP CODE 

0 - 110 V neon 
1 - 220 V neon 

TERMINAL CODE 

0 - Y." wide slip-on 
1 - Screw 
2 - Solder 
3 - P.C. solder 

(.11" slip-on) 
6 - 3/16" wide slip-on 

ROCKER CODE 

0 - White 
2- Red 
3 - Clear 
4 - Amber 

CASE CODE 

0 - White 
1 - Brt. Alum . Bezel 
2- Red 
4 - Ivory 
5 - Green 
6 - Light Blue 
8 - Gray 
9 - Black 

CHICAGO SWITCH, INC. I 1714 N. DAMEN I CHICAGO , ILLINOIS 60647 I (312) 489-5500 
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Double-Pole Rocker-Single-Pole Size 
38 series-unlighted 

• U.L. Listed and CSA Certified for : 6 amps at 125VAC inductive 
or 12VOC; 3 amps at 250VAC inductive; Y:. h.p. (U.L. File No. 
E43318) (CSA Fi le No. 39185) 

•Breakdown Voltage : 2,000 V 60 Hz min . 

•Snap-in installation 

.o 
.20 

- 1 .08 

AKommended P•n•I 
Cut-out 

• Features: Heavy duty and low energy versions available 

•Special colors, hot stamping and metal bezels available 

•Matching panel lights available 
Panel Thickness : Snaps into panels from .031 " to .125" thick. 

•Solder or slip-on terminals 

how to order: 
I 

CIRCUIT CODE 

00 - SPST on-off 
01 - SPST-NO momentary-on 
02 - SPOT maintained 
03 - SPOT momentary transfer 
05 - SPST-NC momentary-off 
10 - OPST on-off 
11 - OPST-NO momentary-on 
12 - OPOT maintained 
13 - OPOT momentary transfer 
15 - OPST-NC momentary-off 

38-XX9-TRB 
=r TT 
I 

TERMINAL CODE 

2 - Solder 
3 - .11" slip -on 

ROCKER COLOR CODE 

0 - White 
8 - Gray 
9 - Black 

Panel Indicator Lights 
15 Series Matches 26, 27, and 38 series rocker 

~ -

40 ' .47 and paddle switches. ~o g .,,..., __. 
18 -

- 16 

l.19 
HIGH L[NS 

1 07 

• U.L. Listed and CSA Certified versions available (U.L. File No. 
E43668) (CSA File No. 39184) 

•• ' 
~~ " .. • Snap-in installation 

• Hot stamping available FLUSH ltNS 

CASE COLOR CODE 

0 - White 
1 - Brt . Alum . Bezel 
8 - Gray 
9 - Black 

Made in Europe 

--g " '---
L .. ,. 
RECOMMENDED 
PANEL CUT-OUT 

INCANDESCENT 0 
TERMINAL 

CONFIGURATION , 

WIRE TERMINATION 
(ti " tONGl 

• Available with protruding lenses, transparent lenses , and two 
separate panel lights in one "double case" 

~. o :, 
·'.JfMAX. ' NEON ANO FLUORESCENT 
J_!!MINAlS J ~ .. TERMINAL CONFIGURATION 

how to order: 15-XXX-1X9 Panel Thickness: Snaps Into panels from .031" to .125" th ick. 

~-----TJT ~ 
TERMINAL COIJE LENS CODE CASE COLOR CODE LAMP CODE 

0 - Y:" wide 0- White , flush type 0 - White 0 - 125 V Neon , high intensity , 5 ,000 hour life 
slip-on 1 - White, high type 1 - Brt. Alum. Bezel 1 - 250 V Neon, medium intensity , 25 ,000 hour life 

1 - Screw 2 - Red , flush type 2- Red 2 - 4-6 .3 V Incandescent , 600,000 · 3,000 hour life• 
2- Solder 3- Red , high type 4- Ivory 3 - 18·28 V Incandescent, 1,760,000 · 10,000 hour life" • Not U.L. Listed . 
3 - P.C. solder 4 - Yellow, flush type 5- Light Green 4 - 9-14 V Incandescent, 180,000 · 1,000 hour life• • • Incandescent only. 

(. 11 " sl ip-on) 5 - Green , f.lush typet 6 - Light Blue 5 - 125 V Neon , medium intensity, 25,000 hour life t Incandescent and Fluorescent only . 
4 - Wi re (6" long) 6 - Green , h igh type t 8- Gray 6 - 380 V Neon , medium intensity , 25,000 hour life tt Green or clear lens only. 
6- 3/16" wide 7 - A mber, high type 9- Black 7 - 125 V Fluorescenttt 

slip-on 8 - Clear, flush type 8 - 250 V Fluorescenttt 
9 - Bl ue , flush type•• 9 - 380 V Fluorescenttt Made in Europe 

CHICAGO SWITCH, INC. I 1714 N. DAMEN I CHICAGO, ILLINOIS 60647 I (312) 489-5500 
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Double-Pole and Single-Pole 
Rocker & Paddle Switches 

27 series and P27 series-unlighted 
• U.L. Listed and CSA Certified for : 10 amps at 125VAC induc­

tive or 12VDC; 8 amps at 250VAC inductive, Y, h .p. (U.L. File 
No. E43318) (CSA File No . 39185) 

•Contacts : Silver-cadmium 

•Breakdown Voltage : 2,000 V 60 Hz min . 

•Snap-in installation 

• Features : Heavy duty and low energy versions availabl e 

•Matching lighted switches and panel lights availabl e 

•Special colors , hot stamping and metal bezels availabl e 

• Numbered terminals 

•Solder, screw or slip-on terminals 

ED PANEL J'-

( 

TERMINAL CODE [I]]~
. j RECOMMEND--o 

·87 CUT-OUT .88 iJ 1.03 L 
L 

~...-==LJ L io8 _J 

1.19 ___J 19 .08 r------____ 
.12 MAX. STROKE ·63 

3 POSITION ONLY 

LJ:t2 .LEO j_F6 Llr3 .Lirl''/ 
.28 36 31 33 35 
TYP. 0 MAX. 0 TYP. 0 TYP. 0 TYP. 

r- f r- ,---- -.-
SOLDER 1/4 11 SLIP·ON ~.11 SLIP-ON 

I.DI MAX. .62 

,,_.,.,_~........-'.<-----: - ~ ---IT~~~.:;<\ 
!. ~ ·-·-· - l--·36 1MAX:._ _ 

----'+-- - ------r::: 
CENTERLINE WALL I.OS I .06 THICK MAX. 

how to order: 
L__ TERMINALS 

Panel Thickness: Snaps into panels from .{)31" to .12511 thick. P2 7 •l XX• XX X 
T 

ADD "P" FOR PADDLE SWITCH 

CIRCUIT CODE 

00 - SPST On -Off 
01 - SPST-NO Momentary-On * 
02 - SPDT Maintained 
03 - SPDT Momentary-Transfer* 
04 - SPOT 3-Posit ion Center-Off 
05 - SPST-NC Momentary-Off* 
06 - SPOT 3-Position Center-Off Momentary-Both Sides 
07 - SPDT3-Position Center-Off Momentary-On e Side 
10 - OPST On-Off 
11 - OPST-NO Momentary-On* 
12 - OPOT Maintained 
13 - OPOT Momentary-Transfer* 
14 - OPOT 3 -Position Center-Off 
15 - OPST-NC Momentary-Off* 
16 - DPOT 3-Position Center-Off Momentary-Both Sides 
17 - OPOT 3-Position Center-Off Momentary-One Side 

*Rocker switch circuits only . 

TERMINAL CODE 

0 - Y." wide 
sl ip-on 

1 - Screw 
2 - Solder 
3 - P.C. solder 

(.11" slip-on) 
6 - 3/16" wide 

sl ip-on 

ROCKER & PADDLE 
COLOR CODE 

0 - Wh it e 
2 - Red 
4 - Ivory 
5 - Green 
6 - Light Blue 
8 - Gray 
9 - Bl ack 

P.C. SOLOER 
(. 11" SLIP-ON' 

SCREW 

CASE COLOR CODE 

0 - White 
1 - Brt. Alum . Bezel 
2 - Red 
4 - Ivory 
5 - Green 
6 - Light Blue 
8 - Gray 
9 - Bl ac k 

Made in Europe 
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Double-Pole and Single-Pole 
Lighted Rocker & Paddle Switches 

27 series and P27 series 
(neon & incandescent) ~ ' 1•£COMM£NDED I D PANEL CUT-OUT f'-

.87 

I 
.88 

7 I 1.03 l 
• U.L. Listed and CSA Certified for : 10 amps at 125VAC induc­

tive or 12VDC; 8 amps at 250VAC inductive, Y:z h.p . (U.L. File 
No. E43318) (CSA File No. 39185) 

=---i J -

L I L 1.08 J 
l.19 __J [ J1 ~0SITION ONLY . ,______ 

• Contacts : Silver-cadmium 

• Snap-in installation 

• Positive actuation 

• Slip-on, solder and screw terminals 

• Metal bezels available 1.06 

I ~. 19 .63 i MAX. STROKE 

I 

.62 

.39 

how to order: P2 7- xx X- xx x Panel Thickness: Snaps into panels from .031" to .125" th ick. 

ADD "P" FOR PADDL~WITCH T T i;_T ____ __, 
I ROCKER & PADDLE 

CIRCUIT CODE LAMP CODE TERMINAL CODE COLOR CODE CASE COLOR CODE 

70 - SPST On-Off 2 - 4-6 .3 V incandescent, O - %"slip-on O - White 0 - White 
71 - SPST-NO Momentary-On* 600,000 - 3,000 hour life 1 - Screw 2 - Red 1 - Brt. Alum. Bezel 
72 - SPOT Maintained 3 - 18·28 V incandescent , 2 - Solder 3 - Clear 2 - Red 
73 - SPOT Momentary Transfer* 1,760 · 1,000 hour life 3 - P.C. solder 4 - Amber 4 - Ivory 
74 - SPOT 3 -Position Center-Off 4 - 9-14 V incandescent, (. 11 " slip-on) 5 - Greent 5 - Green 
75- SPST-NC Momentary -Off* 100,000 · 1,000 hour life 6 - 3/16" sl ip-on 6 - Light Blue 
76 _ SPOT 3-Position 6 - 125 V neon, high intensity, a - Gray 

Momentary -Both Sides 5,000 hour life 9 - Black 
77 - SPOT 3-Position 7 - 250 V neon, medium in-

M omentary-One Side tensity, 25,000 hour life •Rocker switch circuits only. 
80 _ DPST On-Off 8 - 125 V neon, medium in- t Consult factory for neon versions in green . 
81 _ OPST-NO Momentary-On"' tensity , 25,000 hour life Standard Lamp Terminations : Klipsocket 40-000-001 on incandescents, 

- .08 

85 _ DPST-NC Momentary-Off• 9 - NO LAMP 6" wire leads with resistor on neons. Made in Europe 

27-3 series-
internally lighted 
P27-3 series­
internally lighted (neon) 
• U.L. Listed and CSA Certified for : 10 amps at 125VAC induc­

tive or 12VDC; 8 amps at 250VAC inductive, Y:z h.p . (U .L. File 
No . E43318) (CSA File No. 39185) 

• Contacts : Silver-cadmium 

• Breakdown Voltage : 2,000 V 60 Hz min . 

• Matching panel lights available 

•Special colors, hot stamping and metal bezels available 

• Numbered terminals 

Panel Thickness: Snaps Into panels from .031" to .125" thick. 

how to order: 
P27-3XX-XXX 

• Solder, screw or slip-on terminals 

ADD "P" Fro_R_P_A_D_D_L_~_s_w_1-;::=c=H====)T T 
CIRCUIT CODE 

0 - SPST On-Off 
1 - SPST-NO Momentary -On* 
2 - SPOT 
3 - SPOT Momentary Transfer* 
4 - SPOT 3-Position Center-Off 
5 - SPST-NC Momentary-Off* 
6 - SPOT 3-Position Center-Off 

Momentary -Both Sides 
7 - SPOT 3-Position Center-Off 

Momentary-One Side 
B - DPST 
9 - DPST-NO Momentary -On* 

LAMP CODE 

0 - 110 V neon••• 
1 - 220 V neon 
6 - 380 V neon•• 

TERMINAL CODE 

0 - Y. " wide slip-on 
1 - Screw 
2 - Solder 
3 - P.C. solder 

(.11" slip-on! 
6 - 3/ 16" wide slip-on 

ROCKER AND CASE COLOR CODE 
PADDLE 
COLOR CODE 

0 - White 
2- Red 
3 - Clear 
4- Amber 
5- Greent 

0 - White 
1 -
2 -
4 -
5 -
6 -
8-
9 -

Brt . Alum. Bezel 
Red 
Ivory 
Green 
Light Blue 
Gray 
Black 

t Consult factory for neon versions in green . 
• Rocker switch circuits on ly. 
** 380 V neon not U.L. Listed 
• • • 11 O V neon not listed at 250VAC 

Made in Europe 
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Standard Leaf Switch Design Guide 

Chicago Switch custom designed leaf switches provide for low cost, 
long life switching in stereo equipment, televisions, computers, 
business machines, electronic organs, vending machines, appliances , 
and electronic games. We would be pleased to custom design stan­
dard switches to fit your application - without costly retooling or 
special designing. Because of our engineering., production and design 
facilities - and the versatility of our tooling - you can get the 
exact leaf switch to meet your requ irements. 

Actuation can be furnished in cam, roller, pushbutton, rotor 
actuated - or any mechanical situation you require . 

Contacts and lifters can be located on your switch anywhere along 
the blade length with increments of .001 of an inch, if necessary . 

our design ... 

If CHICAGO SWITCH is to do the designing, give us as much of the 
following data as possible: 

A. Circuit 

Number and kind of circuits required . When you need a SPST 
circuit , be sure to specify whether normally open (NO) or 
normally closed (NC); if SPOT, whether break-before-make 
(non-shorting) or make-before-break (shorting) . 

B. Actuation 

Kind of actuation required . Will you need a lifter - roller -
cam follower? Will actuation be directly against a metal blade? 
A fiber-insulator blade? 

C. Load 

Note the load each circuit in the switch is to carry . It deter­
mines contact size and material. 

D. Ambient 

Required shelf life , duty cycle, ambient environment con­
ditions - particularly if unusual. Contact material and, per­
haps, plating might make a big, favorable difference. 

E. Stroke 

Any critical places within the stroke - if there are any - where 
switching must occur or actuation force reach a specified level. 
How far will switch be stroked? 

F. Mounting 

The side of the stack that is to be on the mounting surface, and 
the relationship to the point of actuation to the mounting sur­
face and front mounting hole (the spacer hole nearest the 
blades) . 

G. Stack Height 

Any limits there may be to height of stack . 

H. U.L. 

Whether the end use of your product requires U.L. approval . 

Contacts can be made of palladium, gold , silver, silver cadmium, 
90-10, silver-plated - whatever material will do the best job. 

Blade profile - Most industry standards and many specials are 
available from stock . Any profile can be made to your specifica­
tions . Blade material can be any of either the standard or exotic 
materials . 

No matter what your requirements - Chicago Switch has the 
experience and facilities to produce leaf switches for you on both 
large and small orders - switches that are guaranteed to perform 
and produce to blueprint. 

or your design 

If you want to do your own designing, you specify the prototype 
and we'll supply the s.amples for your approval, then handle the 
production runs. 
What to Specify: 

1 . Mounting Centers 
You have your choice of Y. " mounting center with small 
spacers or with larger spacers , or 3/8" mounting center or 
our new miniature 3/16" line. 

2. Blades 
a . Length of each blade 
b . Lug position of each blade 
c. Thickness and material of each blade 
d . Number of blades per switch 
e . Preforms 

3 . Contacts 
a. Size and shape of each contact 
b . Material of each contact 
c. Which particular blade each contact goes on and the contact 
position on the blade 

4 . Lifters 
a . Shape of each lifter 
b . Length of each lifter 
c. Which particular blade each lifter goes on and the lifter 
position on the blade 

5. Spacers 
a . Size of each spacer 
b . Position of each spacer in the stack 

6 . Tubing 
a. Inside diameter of tubing 
NOTE : Only a No. 3 screw clearance diameter is available in 
Y." x Y, " spacers. 

7. Other Information 
a . Forms in blades (if any) 
b . Sequence of switching (if necessary) 
c . Brackets (if any) 
d . Flexible fibre insulators (if any) 

8 . Application Information 
a. Load 
b . Duty cycle 
c . Life requirement 
d. Adverse ambient conditions 

9 . A Sketch of the Suggested Prototype 

90% of all leaf switches can be built by using these standard, already 
tooled parts. By familiarizing yourself with them you can put 
together virtually any combination of switching circuits with low­
cost leaf switches . Please use decimal-inch or fractional-inch dimen ­
sions , if possible - other notation if necessary . 
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Standard Leaf Switch Design Guide 
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Blade Lengths: Any blade length, contact position, lifter position, or form-can be had in 
any .001" from .156" to 2.500" from the center of the front mounting hole. 

Thickness: Any blade thickness from .006" to .020" can be had . 

Material: Both nickel-silver , and tinned phosphor bronze, the best all-around long-life 
spring materials, can be readily soldered to without pre-treatment. For use with .250" 
x .500" spacers, the mounting holes are .156" dia . 

Fibre Insulators: Flexible vulcanized fibre insulators for Y." mounting centers can be had 
in .01 O" and .015" thicknesses . Length from .125" to 2.000" . . 005" thick insulators can 
be had in lengths up to 1.312" maximum . 

~o ,2 5 _J_ 
~122_~---~f .30 
__, .12 TO 2.00 FT 

Blade Lengths: 1,500 different blade lengths can be had from .875" to 2.375" from the 
center of the front mounting hole. The same wide choice is available in contact hole 
positions (dimension "A"), lifter hole positions (dimension "B"), and form positions . 

Thickness: Any blade thickness from .006" to .020" can be had. For use with .296" x 
.562" spacers, the mounting holes are .187" dia. 

Material: Both nickel-silver and tinned phosphor-bronze are available. 

Fibre Insulators: Flexible vulcanized fibre insulators for 3/8" mounting center can be had 
in .010" and .015" thicknesses and any length from .156" to 2 .000". 

-1 ~ 38 _L 
@=~ .38 OR .50 

-I .16 TO H 
2.00 

Sizes: .017" to .062" thick, .109" to .187" dia. for round contacts, .019" thick, .032" to 
.125" long for cross bar contacts. 

Material: Fine silver for commercial applications , No . 1 gold alloy or palladium for low­
energy circuits, silver-cadmium or silver-cadmium oxide for weld and arc resistance, gold 
flash for shelf life . 

Stakings: Rivet head contacts are staked into holes in the blades . The staked shank itself 
can serve as a contact on the other side of the blade , behind the head . You may specify 
a flat, radiused or point stake, as you wish . 

Standard lifters are nylon, .187" dia. 

Lengths Available: 1 / 16 " to 7 /16 " in increments of 1 /32" . Lifters can be positioned any­
where on the blade. 

Note: Designate position of contacts, lifter preforms, and other components in terms of 
distance from the front mounting hole center. Self extinguishing (SE grades) material 
availabl e. Special lifter shapes available. 

A 
~~ 
L ,---. 

.88 -..I 

Header Plates: Available for %" and 3 /8" mounting center switches. 

Mounting : Right angle brackets are availabl e . 

Nut Plates: Available for %" mounting center switches. 

Available in .032", .047" , .062", .078" and .093" thicknesses 
and in the above profiles, self extinguishing (SE grades) material. 

Tubing: Tubing can be had with an l.D. of : .105/.115 (for No. 3 
screw), .114/. 123 (for No. 4 screw), and .128/.137 (for No. 5 
screw) . 
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Standard Leaf Switch Design Guide 
Basic Leaf Switch 

Spacesaver tm Leaf Switch 
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Made in U.S.A. 

Basic Snap Switch 

Jak-Switch tm Jack Adapter 
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• Mates with Dynam ic 
Instrument Connector 
1608114 , or equivalent. 

@ 
SECTION B·B 

KlipsocketrM Lampholders 
This low cost, reliable Klipsocket fits all T -1% Midget 
Flange Based Incandescent and Neon Lamps. The bulb 
engages with the nickel -silver contact-terminals which are 
molded in the glass filled nylon base. Terminals are 
designed for soldering or sl ip-on connectors. 

specifications 

Holding Force : 1 lb. min . 
Breakdown Voltage : 2 ,000 V 
60 Hz 

~ HOO°' 
~::::~ .Loo .. 

Made in U.S.A . 
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Econolite TM Panel Indicator Lights 
17-00 series 
•Long life 

• High brilliance 

• Temperature range to 1 oo0 c 
•Mounts in .319-.325" dia. hole 

how to order: 17-00 -

LENS STYLE TERMINAL 
CODE CODE COLOR CODE VOLTAGE CODE 

1 - Round lens 1 - Solder 0 - White 0- 110 V neon 
2- Round lens 2- Wire 2- Red 1 - 220 V neon 

& chrome (6" long) 4- Amber 2- 4-6 V incandescent 
flange 3- Pins for 5- Green 3- 18-28 v 

3- Round lens P.C. board (not incandescent 
& chrome w/neon) 4- 8-12 V incandescent 
flange 8 - Clear 6- 380 V neon 

4- Square lens 7- 110 v fluorescent* 
5- Triangular 8- 220 V fluorescent* 

lens 9- 380 V fluroescent* 
6 - Arrow lens 

* For green or clear lenses only. 

17-11 
. 

sen es 
• U.L. Listed and CSA Certified (U.L. File No. E43668) 

(CSA File No. 39184) 

•Chrome bezels available for round-faced versions 

•Other lamp ratings, 240V neon versions, hot stamping 

how to order: 17-llX-XXX 

~-~TJ 
LENS STYLE TERMINAL 
CODE CODE VOLTAGE CODE 

1- Round flat 0 - Y." wide 0- 125 V neon, high intensity 
lens slip-on 5,000 hour life 

2- Round flat 1 - Solder 1- 250 V neon, medium in· 
lens & 2- Wire (6" tensity, 25,000 hour life 
chrome long) 2 - 4-6 .3 V incandescent** 
bezel 6- 3/16" wide 600,000 · 3,000 hours life 

3- Round flat slip-on 3- 18-28 V incandescent** 
lens & 7 - P.C. solder 1, 760,000 - 10,000 hours 
chrome ring (.11" slip- 4 - 9-14 V incandescent** 

4 - Square lens on) 180,000 - 1,000 hours life 
5 - Triangular 5 - 125 V neon, medium in-

lens COLOR CODE tensity, 25,000 hours life 
7- Round con- 0- White 6 - 380 V neon, medium in-

cave lens 2- Red tensity, 25,000 hours life 
8- Round con- 4 - Amber 7 - 125 V fluorescent* 

cave lens 5 - Green (not 8- 250 V fluorescent * 
& chrome w/neon) 9- 380 V fluorescent* 
bezel 8 - Clear 

• For green or clear lenses only. 
** Not U.L. Listed 
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Made in Europe 
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