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Latest Trends in Microminiaturization -

new approaches, applications in systems, 

design problems and research directions 

EIGHT-NEIGHBOR NOR gate (above) ; background shows 
fiip-fiop array using insulated-gate field-effect transistors 
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The Counter with a Meniory 

now measures 

to 500 Mc 

with better than 

10-mv sensitivity 

General Radio's Universal Counter now meas
ures to 500 Mc with its new Frequency Converter. 

The Converter beats an unknown frequency 
against 10-Mc multiples of a 5-Mc standard fre 
quency from the Counter, and applies the less
than-10-Mc difference frequency to the 1130-A 
Counter. 

with the NEW 1133-A Frequency Converter youget: 

• Two selectivity modes - narrow band for measuring low-level signals 
in noise; wide band for simplified high-level measurements . 

• 10-mv sensitivity from 100 kc to 500 Mc. 

• Linear mixing circuits to preserve the signal-to-noise ratio of the meas
ured frequency; greatly extends the usefulness of the 1130-A Counter 
for low-level measurements. 

• A unique dial arrangement which presents a large, easy-to-read digital 
display. 

• Panel lights that eliminate guesswork - automatically indicate proper 
tuned-amplifier setting for narrow- band measurements. 

The 1130-A 10-Mc Counter measures fre· 
quency, period , t e n-period, time -interval, 
freque ncy ratios , pul se durations, and 
events w ithout specia l plu g- in units. A turn 
of a switch changes conven tional intermit· 
ten t display t o con tinuous counting a nd 
display. 

The 1130-A uses an inherently reliabl e 
decade code ... does not require fussy , 
regulated power suppli es .. . does not g ive 
erroneous readings without warning ... 
operates properly und er the worst combi· 
nation of tolera nces imposed by tubes, 
components, and volta ges . .. perfo rms 
properly even when its tubes approach th e 
half-dead state. 

Input trigger -level, slope, and attenuator 
co n t rols permit triggering at any selected 
poi nt on signal waveform, reducin g the 
effects of noise . 

Price of the new 1133-A Frequency Converter is $1250. The 1130-A Digital Time and Frequency 
Meter costs between $2585 and $2950 depending on time-base stability desired. All prices 
are U.S. sales prices, f.o.b . Concord, Massachusetts. Write for complete information . 

GENERAL RADIO COMPANY 
WEST CONCO RD , MASSACHUSETTS 

NEW YORK, N. Y., 964-2722 CHICAGO PHILADELPHIA, 424-7419 WASHINGTON, D.C. SYRACUSE DALLAS SAN FRANCISCO LOS ANGELES ORLANDO, FLA. 
Ridgefield, N J .. 943-3140 (Oak Park) 848-9400 Abington, 887-8486 (Rockvi lle, Md.) 946-1600 454-9323 FL 7-403 1 (Los Altos) 948-8233 469-6201 425-467 I 
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ARRAY OF insulated-gate field-effect transistor flip-flops will be 
diced into groups of 10 to become decks then interconnected as 
digital decade scalers in the frequency synthesizer of an ssb 
transmitter-receiver being built by RCA Labs. These tran
sistors are also used in the eight-neighbor NOR gate shown in 
the inset; the flexible gold films are deposited between the sili
con lands and ceramic package in one evaporation. For more 
news on advances in microelectronics, see p 45 COVER 

UNDERSEA TRANSMITTERS Will Locate Missile Impacts. 
Acoustic signals will link hydrophone arrays to ships. Atlantic 
Missile Range will use this system to cover target areas distant 
from land 18 

HYDROPHONES WILL TRACR SUBS. Here's another acoustic 
system, in experimental use for the Atlantic Undersea Test and 
Evaluation Center. Transmission range is 10,000 yards 19 

INTEGRATED CIRCUITS Go Operational. The orders have gone 
out for 140,000 integrated ci rcuits for Minuteman. This whole
sale use in ICBM's will put integrated circuits on the shelf for 
other uses 26 

SATELLITE INSPECTOR Gets Priority. Air Force hopes to put 
men into command and control space vehicles. Other chores for 
manned spacecraft : satellite repair and inspection 28 

VTOL DEVELOPMENT Spurred by Limited-War Needs. Mili
tary plans to use vertical-take-off-and-landing planes in coun
ter-insurgency operations. H e1'e's a rundou:n on the special 
electrnnics needed 30 

SYNCHRONOUS SATELLITES. First of these will be Syncom I, 
slated for launch this week. NASA is also planning a ·'!Jn-
chronous weather satellite system 32 

SPECIAL-ADVANCES IN MICROMINIATURIZATION. This 
is the year to go micro, many manufacturers as~ert. A whole 
new technology has progressed from promise to prnctice in four 
short years. This report covers thin films, bulk semiconductor 
techniques, component-oriented approaches and combinations of 
all three. Today the question is not when rn icro miniaturization 
but how. By M. F. Wolff 45 

ORBITING GEOPHYSICAL OBSERVATORY: A Look Inside. 
In a gross parody of Caesar's succinct war communique, the 
National Aeronautics and Space Administration now talks of 
"Ogo, Ego, Pogo." H ere's a look inside the complex satellite 
that will ca1-ry 50 different experiments a/oft next summer. 

By P. F. Glaser and E. R. Spangler, Space Technology Labs 61 
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CROSSTALK 

Microminiaturization Coming of Age 

PERENNIAL OPTIMISTS and perennial pessi
mists can be equally detrimental to progress. 
This thought was brought home to us while 
gathering material for the special feature on 
microminiaturization beginning on p 45. 

Recent progress in the design and application 
of integrated circuits, for example, is little short 
of amazing. Such circuits are now being incor
porated into special-purpose digital computers 
and major military weapons systems (see p 26) 
despite early reactions resulting from too much 
ballyhoo on the one hand and too much cold 
water on the other. 

As Harrell Noble, of the Electronics Tech
nology Laboratory at Wright-Patterson AFB, 
said in our May 11, 1962, issue, when an Air 
Force team began a search for some new method 
of simply performing electronic functions back 
in 1·953 they found two people in one laboratory 
who appeared to know what they wanted. And 
even these two said technology had not advanced 
far enough to permit solution of the problem. 
Others, at the same time, were painting glowing 
pictures for the future but offering little help. 

Who is responsible for the solutions now 
rapidly being brought to bear? In our opinion 
just a few solid citizens in the military and 
industry who refused to be frightened off either 
by the early ballyhoo or by the imposing tech
nical problems. They said, in effect, "this is 
what is needed, we have some keys to it, let's 
find more as fast as we intelligently can and 
then build it." And they did. 

The over-optimistic and the over-pessimistic 
initially frightened off many good men in the 
middle who could have contributed greatly to 
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microminiaturization. This has happened before, 
and will happen again, in the exponentially
growing electronics industry. 

We need more of these men in the middle, 
men who look ahead, but with good timing and 
good judgment. 

SP ACE WORKHORSE. A space vehicle to be 
launched this summer may turn out to be the DC 47 
of orbital flight. Designated OGO (Orbiting Geo
physical Observatory) for its initial flight, it is the 
first general purpose vehicle for space exploration. 
The basic design may remain frozen for several 
years. 

The purpose of the vehicle (see p 61) is to pro
vide a couple of cubic yards of orbiting laboratory. 
Instead of the satellite being wrapped around the 
experiments to be carried aloft, the experiment will 
be tailored to an off-the-shelf vehicle. The airborne 
laboratory comes with all modern conveniences in
cluding solar cells to supply power, attitude stabi
lizers and space-to-ground links. 

NEW OLD WORLD. India is a country more famous 
for its metaphysical investigations than its physical 
research. Yet India has vigorous programs of scien
tific research on many fronts. Besides the indus
trial and university laboratories, there are govern
ment supported research establishments that 
investigate the same natural phenomena that sci
entists in the Western world have been probing. 

Quite recently too, several American and European 
firms have set up subsidiaries there, and will build 
laboratories for fundamental research. Many Indian 
engineers and scientists obtain their graduate train
ing in America and Europe, frequently returning to 
industrial posts in India with a broader techno
logical background than many a home-grown Ameri
can Ph.D. 

As proof of the pudding this week, we are pub
lishing an article (p 71) by staffers of the Indian 
National Physical Laboratory, in New Delhi-a 
laboratory that closely parallels our own National 
Bureau of Standards. The report is on a new method 
of speeding up a binary counter, using feedback. 
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SWEEP WIDTHS 
••• all In one instrument 
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NEW m.®9008 

SWEEP SIGNAL 
GENERATOR 

The new Jerrold 900B is the last word 
in versatility and precision, the ultimate 
instrument fo r all your IF, VHF, and UHF 
sweep requirements. Bench space re
quirements and test set-up time are 
drastically cut because so much is al
ready built in: 
• Built-in crystal-controlled harmonic 

markers at 1, 10, and lOOmc intervals. 
• Built-in variable-gain de or cc-coup

led 'scope preamplifier with 200X 
maximum gain. 

• Built-in precision attenuator from zero 
to SOdb in lOdb steps. 

Generating sweeps with center frequen
cies ranging from 500kc to 1200mc, 
the 900B offers unusual stability with 
sweep widths as narrow as lOkc and as 
wide as 400mc. Write for complete 
technical data. 

$1,980.00 f.o.b. Philadelphia 
•Typical communication receiver IF (selectivity 
approx. 6 kc). 

••frequency response of typical wide·bond dis· 
tributed omplifi_!r (~·216 me). 

JERROLD ELECTRONICS CORPORATION 
lndntrlal P111dacts DIY. • Philad1lp~la 32, P1. 

-" A subsidiary ofTHE JERROLD CORPORATION 
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COMMENT 

Women Engineers 

In response to the letter from 
Mrs. Coleman ( Comment, p 4, Dec. 
12, 1962) : 

Mrs. Coleman is perhaps not 
aware of the widespread efforts of 
the Society of Women Engineers to 
seek out engineering talent among 
women, and to encourage their de
velopment both as engineering pro
fessionals and as happy, fulfilled in
dividuals. 

I do not agree with Mrs. Coleman. 
There are women engineers. They 
earn excellent salaries. They are 
happy in their work-and they are 
lucky enough to be living the lives 
they chose to lead. There will be 
more and more of them as the years 
roll on. But in our highly-valued 
home- and family-oriented culture, 
women alone will never solve the 
engineering shortage. We must look 
to better utilization of all our 
trained engineering manpower
incl uding both men and women-to 
do that. 

But I will say this: If you know 
a girl with technical talent who 
really wants to be an engineer-by 
all means encourage her in her 
aspirations. For by so doing you 
will help her to do in life what she 
really wants to do-and that, after 
all, is the only sure road to her hap
piness and your freedom! What 
kind of an engineer she becomes is 
up to her; but whether she becomes 
one at all may well be up to you. 

AILEEN CAVANAUGH 

Society of Women Engineers 
New York, New York 

Flat-Plane vs End-Fire Antennas 

Concerning your article entitled 
New Telemetry Antenna Adds 
Flexibility (p 48, Feb. 1), certain 
fundamental properties of end-fire 
arrays in general, and more recent 
work in particular, require further 
cons ideration. We have found the 
following: 

Mechanical: A four-element ar
ray of about 8 ft square and 6 ft 
deep has the same gain as an ap
proximately 12 ft square x 2 ft 
deep conventional dipole mattress 
array. The end-fire array has a 
quasicubical shape with the center 

of pedestal axes intersection at the 
center of gravity and close to the 
center of wind pressure from all 
aspects. This results in lower in
ertia, no overhung mass, much 
smaller swept volume and more 
flexibility since counterweights and 
wind sails are not required. Safe 
antenna stowage is thus achieved at 
any orientation. 

Electrical: Boresight errors due 
to polarization and frequency are 
mainly caused by unbalance of the 
antenna radiators. A four-element 
end-fire array constitutes only a 
two-element interferometer ; its ele-

ment number n (advantage \ / n) has 
resulted in total combined measured 
boresight errors due to polarization 
and frequency of less than 0.05 deg, 
an order of magnitude less than 
figures quoted. 

In addition, end-fires permit si
multaneous multiple frequency 
band operation while mattress ar
rays are often considerably less 
flexible. In such other areas as 
polarization diversity, method of 
track, etc. , both techniques can be 
equal. 

Reliability: Since an end-fire an
tenna employs few active elements 
and makes up its gain by the para
sitically excited end-fire directors, 
fewer transmission losses, radiator 
matching structures, and power di
vider components will be required. 
This reduces the number of failures 
that may occur at various intercon
necting points and critic::il ln<'al 
areas . 

JOH K PARRY 

Technical Planning 
Avien, Inc. 
Woodside, N.Y. 

Variable-Width Pulses 

In reference to my article, How 
to Produce Variable Width Pulses 
(p 48, Dec. 21, 1962) : 

In Fig. 1, resistor R ,, should not 
be connected to the collector of tran
sistor Q,, but to -24 volts. And 
diode D, should be a PS005. 

In Fig. 2, resistor R ,. should go 
to +18 v. 

Monroe Callculating 
Machine Co. 

Orange, New Jersey 

IRVING SIMON 
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LAMBDA 
LA SERIES 

IMMEDIATE 

DELIVERY 

Convection Cooled· Transistorized 
REGULATED POWER SUPPLIES 

SPECIAL • Convection Cooled- No internal 
FEATURES blowers or filters - maintenance free 

•Ambient 50°C 
•No Voltage Spikes or overshoot on 

"turn on, turn off," or power failure 
• Guaranteed S years 

LA SERIES 
O· 34 VDC 5, . 10, 20 AMP 

20· 105 VDC 2, 4, 8 AMP 
75-330 VDC 0.8, 1.5, 3 AMP 

• Remote programming over Vernier band 
• Hermetically-sealed transformer designed 

to Mll-T-27A . 
• Easy Service Access 
• Short Circuit Proof 
• Constant Current Operation-Consult Factory 

ALL MODELS 105-140 VAC INPUT 

CONDENSED DATA-LA SERIES 

DC OUTPUT (Regulated for line and load) 

Model Voltage RangeCl) Vernier Band(!!) Current Raoge<3) Price<-0 

LA 50-03B 0- 34 VDC 4V 0- 5 AMP $ 350 
LA100-03B 0- 34 VDC 4V 0-10 AMP 465 
LA200-03B 0- 34 VDC 4V 0-20 AMP 685 
LA 20-05B 20-105 VDC 10 v 0- 2 AMP 350 
LA 40-05B 20-105 VDC lOV 0- 4 AMP 495 
LA 80-05B 20-105 VDC 10 v 0- 8 AMP 780 
LA 8-08B 75-330VDC 30 v 0- 0.8 AMP 395 
LA 15-08B 75-330 VDC 30 v 0- 1.5 Ai\1P 560 
LA 30-08B 75-330 VDC 30 v 0- 3 AMP 860 

Regulation (line) Less than 0.05 per cent or 8 millivolts 
(whichever is greater). For input varia
tions from 105-140 VAC. 

Regulation (load) . . . .. Less than 0.10 per cent or 15 millivolts 
(whichever is greater). For load varia
tions from 0 to full load. 

Ripple and Noise ....... Less than 1 millivolt rms with either 
terminal grounded. 

LA·MBDA 

Temperature 
Coefficient. . . ........ . . Less than 0.025%/° C. 

(1) The DC output \'Oltage for each model is completely covered by four selector 
switches plus vernier range. 
(2) Center of vernier band may be set at any of 16 points throughout voltage range. 
(3) Current rating applies over entire voltage range. 
(4) Prices are for unmetered models. For metered models add the suffix "M" and 
add $30.00 to the price. 

AC INPUT 105-140 V AC, 60 ± 0.3 cycle <•> 

(5) This frequency band amply covers standard commercial power line tolerances 
in the United States and Canada. For operation over wider frequency band, coo· 
suit factory. 

Size 
LA 50-03B, LA20-05B, LA 8-08B 
LA100-03B, LA40-05B, LA15-08B 
LA200-03B, LA80-05B, LA30-08B 

3%" H x 19" W x 14%" D 
7" H x 19" W x 14%" D 

10%" H x 19" W x 16%" D_ 

SEND F O R COMPLETE LAMBDA CATALOG. 

ELECTR O NICS CORP.-
5115 BROAD HOLLO W R OAD • H U N T I NGTON, L . I ., NEW YORK • 516 MYRTLE 4 · 4l!OO 

West e rn Reg ional O ffi ce: 230 North Lake A venu e, Pasadena, California• Phone: Code 2 1 3 , MUrray 1-25 44 

New Eng land Reg ional O ffice : 275 B o ston Post Road, M a rlboro , M assach usetts • Phone : Code 617, HUntley 5 -7122 

Middle Atlantic Distr ict O ffi ce: 515 B road Hollo w Roa d , H untingt o n, L . I ., N ew York • P'1one : Code 516, MYrt le 4 - 4200 

S o utheastern Reg ion : W . A. Brown & Associates, Inc., Eng i n eering Representatives 

Orlando, F la.• Fort Lauderdale, Fla.• Huntsville, Ala. • Alexandria, Va. • Winston-Salem, N. C,1 



IN ONE SCOPE, hp 130C, $695 
The 130C Oscilloscope features identical amplifiers, 200 
µ.v/cm sensitivity, and a 500 kc bandwidth. Measures low
level signals directly without preamplification. Ideal for view
ing output from transducers, strain gauges, small signals in 
solid state devices, detected rf, medical, physical phenomena 
and phase shift. In addition, a x2 to x50 magnifier expands 
waveforms for detailed measurements. Automatic triggering 
and beam finder simplifies operation while a no-parallax and 
no-glare CRT permits more accuracy. 
The specifications tell the complete story. Look them over, 
then call your nearest Hewlett-Packard representative for a 
demonstration of this remarkable scope in your own lab. 

SPECIFICATIONS 
SWEEP GENERATOR 
Internal Sweep: 21 ranges, 1 µ.sec/cm to 5 sec/cm, accuracy 
within ±3%: vernier provides continuous adjustment between 
ranges and extends slowest sweep to at least 12.5 sec/cm 
Magnification: x2, x5, xlO, x20, x50, accuracy within ±5% 
of sweep rates not exceeding a maximum rate of 0.2 µ.sec/cm 

Automatic Triggering: Base line displayed in the absence of 
input signal; internal, 50 cps to 500 kc signal causing 0.5 cm 
or more vertical deflection, also from line voltage; external, 
50 cps to 500 kc, 0.5 v p-p; trigger point, zero crossing, 
positive or negative slope 

Amplitude Selection Triggering: Internal, 10 cps to 500 kc, 
0.5 cm or more deflection; external, de to 500 kc, 0.5 v p-p 
or more; trigger on any point on waveform, positive or neg
ative slope. 

Single Sweep: Front panel switch 

VERTICAL & HORIZONTAL AMPLIFIERS 

6 

Bandwidth: DC Coupled: de to 500 kc; ac coupled (at input): 
10 cps to 500 kc; ac coupled (in amplifiers for trace stabiliza
tion): 25 cps to 500 kc at 0.2 mv/cm sensitivity; lower cut-off 
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is reduced proportional to sensitivity down to 20 mv/cm where 
it is 0.25 cps 

Sensitivity: 0.2 mv/cm to 20 v/cm; 16 ranges in l, 2, 5, 10 
sequence; attenuator accuracy, ±3%; vernier extends mini
mum sensitivity to 50 v/cm 

Internal Calibrator: Approx. 350 cps square wave, 5 mv ± 3% 
Input Impedance: 1 megohm shunted by 45 pf, constant on 
all sensitivity ranges 
Balanced Input: Available on all sensitivity ranges 
Phase Shift: Within ± 1 ° relative phase shift to 100 kc 

GENERAL 
External Calibrator: Approximately 350 cps, 500 mv ±2%, 
front panel input 

Cathode Ray Tube: 10 x 10 cm internal graticule type, P31 
phosphor standard, P-2, P-7 and P-11 available, same cost 
Intensity Modulation: Terminals on rear; +20 volt pulse 
blanks CRT at normal intensity 

Power: 115/230 volts ± 10%; 50 to 1000 cps approx. 90 watts 
Size: 16%" wide, 7-5/16" high, 16%" deep; brackets fur
nished for quick conversion to 7" x 19" rack mount; 32 lbs. 
Price: $695 

Price f. o. b. factory. Data subject to change without notice. 

HEWLETT-PACKARD COMPANY 
1501 Page Mill Road, Palo Alto, California, Area Code 415, 
DA 6-7000. Sales and service representatives in all principal 
areas; Europe, Hewlett-Packard S.A. 54 Route des Acacias, 
Geneva; Canada, Hewlett-Packard (Canada) Ltd., 8270 May
rand Street, Montreal 0242 
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electronics NEWSLETTER 

Soviets Latching Onto Echo II Satellite 
U.S. AND SOVIET plans for co
perative experiments with the 
Echo II passive communications 
satellite balloon (p 7, Dec. 14, 
1962) are firming up. Technical 
arrangements are expected to 
be ironed out when Hugh L. Dry
den, NASA's deputy adminis
trator, meets with his Soviet coun
terpart in Rome next month. 

Facsimile, teletypewriter, tele
phone and radio signals may be 
bounced for about 15 minutes a 
week between the ground station 
at Andover, Me., and one in west
ern Russia. 

Construction of an American 
ground station in Alaska is re
portedly being considered for com
munication with a Soviet station in 
Siberia. This could increase com
munications time considerably. The 
two stations would be in sight of 
Echo for much longer periods. 

Meanwhile, the U.S. plans to use 
Echo II for tests of transmission 
medium characteristics, to study 
modulation and demodulation, and 
to analyze acquisition, tracking and 
orbital data. USAF will use a com
munications terminal at Floyd, 
N.Y., transmitter at Trinidad, and 
transportable station near Buffalo, 
N.Y. 

Instead of inflating Echo with 
low-pressure gas, NASA may try 
dividing it into sections and filling 
each with high-pressure gas to 
eliminate the danger of rupture 
from sudden total inflation. Should 
NASA make the change, the launch 
date would be rescheduled. Launch 
is now planned for spring. 

Duobinary Coding 
Speeds Up Data Flow 

DUOBINARY CODING will speed up r a
dio and telephone-line data trans
mission to 2,400 bits a second, or 
3,200 words a minute, according to 
General Telephone & Electronics. 
System developed by Lenkurt 
should result in broader and more 
economical use of communications 
facili t ies, GT&E claims. The coding 
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technique is to convert binary l's 
to either plus or minus pulses with 
a multivibrator according to the 
pattern of intervening binary O's. 
The O's remain unchanged. System 
can be used with any linear modu
lation method but f-m is most suit
able. 

Coherent Green-Light 
Source Is Achieved 

INTENSE, coherent light in the green 
spectrum has been generated by 
Lear Siegler using an infrared laser 
and harmonic generating material. 
The company thinks it could pave 
the way for underwater laser com
munication and surveillance tech
niques. However, a true green laser, 
one generating coherent green light 
directly, has yet to be achieved. 
Many researchers are attempting to 
perfect a green laser. 

So far, the device has put out 

over 10 Kw of coherent radiation 
with a bandwidth of 2 angstroms 
centered on 5,300 angstroms. Peak 
powers of several megawatts may 
be obtained soon. An output beam 
from a neodymium-doped glass laser 
is projected into a nonlinear crystal 
(KDP or ADP) that generates a 
second harmonic with a wavelength 
of 0.53 microns. Beam width of the 
emitted green light is approxi
mately 1 milliradian. The multiplier 
has a conversion efficiency of 1 to 
3 percent. It was developed at LSI's 
Laser Systems Center, formerly 
Trion Instruments. 

New Optical Diode and 
Transistor Are Planned 

BOSTON-Solid-State device group 
at MIT Lincoln Laboratory is pre
paring experimental techniques for 
fabrication of high-speed photo
diode and beam-of-light transistor, 

Ring of Lasers Acts as Gyroscope 

GYROSCOPE without moving parts 
may result from Sperry laser sys
tem (p 7, Feb. 8) that measures 
rate of rotation. 

Four helium-neon lasers in series 
along a closed optical path emit iden
tical coherent light beams, one 
clockwise and one counterclockwise. 
When the entire device is rotated, 
optical light path length in each di
rection effectively changes, since the 
speed of light is constant, and the 
frequencies of the two beams are 
altered in opposite directions. Beat 
note picked up in one corner is used 
for direct digital indication of r ate 
of rotation and, when integrated, 
fo r total amount turned. 

In a demonstration last week, 
laser beams of 2.61 x 1014 cps pro
duced heat frequencies in the audio 
range, achieving a resolution of 2 
degrees per minute. Resolution, 
said Sperry scientists, is limited 

.._ __ I METER _ _ ___, 

GAS 
TUBE 

,..----.. 
ROTATION 

TRANS-

GAS 
TUBE 

PARENT COUNTER· 
GAS MIRROR CLOCKWISE 

£.-:::-=-=~~~~B.:=::-:::-=-~-~__.::BEAM 
CLOCKWISE TO COMBINING 

BEAM OPTICS ANO 
PHOTO CATHODE 

only by ability of detecting instru
ments to pick up and measure ex
tremely low beat frequencies . 

Sperry expects to develop a prac
tical device under an Air Force con
tract. Ring laser devices will be in
sensitive to linear accelerations, 
gravity forces and vibrations, 
Sperry indicated. Absence of in
tricate mechanical parts machining 
would make production costs low 
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both device structures based on gal
lium-arsenide heterojunctions. Pro
posed diode would be high-speed 
photodetector for radiation emitted 
from either coherent or incoherent 
gallium arsenide diode infrared 
source. The new trans istor would 
have infrared-emitting gallium
arsenide p-n junction as emitter 
and an n-gallium arsenide, p-ger
manium heterojunction as collector. 

Among advantages of beam-of
light transistor predi cted by Lin
coln Lab design group is use of 
very low lifetime material. thus pos
s ibly opening t ransi !"tor fi eld to 
variety of low-I ifetime semicon
ductor materials. 

Ask Australia to Join 
British Satellite Plan 

MELBOURNE - Australian govern
ment will be pre.sented this week 
with a plan to join a $450-million 
Commonwealth communications sat
ellite scheme. Basil de Ferranti of 
Britain's Ferranti Ltd., partner in 
British Space Development Corp., 
says Australian share would be 
about one tenth of total cost and 
would provide 1,000 telephone chan
nels to Britain and one tv channel. 
Australia now has 10 telephone 
channels to Britain. Project would 
reduce cost of telephone calls be
tween the two countries by half, de 
Ferranti said. System would use 
twelve satellites orbiting 7,000 
miles above the equator and could 
be operative within five years, he 
said. 

New Satellite Series to 
Get Atomic Power Supply 

WASHINGTON-AEC is negotiating 
a $180,000 contract with Martin 
Marietta to develop a 20-watt Snap 
for NASA's satellite Imp (Inter
planetary Monitoring Probe ) . The 
new Snap will probably be a scaled
down Snap 9-a, the 25-watt, pluto
nium-fueled device being developed 
by Martin for Navy's Transit navi
gation satellite. 

Imp is designed to collect radia
tion and magnetic field data from 
around 110 miles to 150,000 mil es 
f1 om earth. Seven or more Imps 
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are now in the program. Part of 
their mission is to provide solar 
flare predictions for Apollo. 

NASA wants to fly an Imp satel
lite powered by two Snaps in about 
20 months. Weight limit for both 
Snaps is 45 lb. Meanwhile, a t least 
two other Imps with solar power 
will be flown, starting this fall. The 
130-lb satellite is being de\•eloped 
by Goddard Space Flight Center. 

Two Computer Makers 
Will Exchange Patents 

DETROIT-Burroughs and IBM have 
entered into a licensing agreement 
under which each makes its pa tent 
rights covering information han
dling systems available to the other. 
The agreement is retroactive, cover
ing all existing patents, plus any 
that may be developed in the five 
years beginning February 7. 

A Burroughs source stated that 
Burroughs does not f eel it gained 
any immediate advantage, that the 
object was freedom to pursue re
search without worrying whether 
the two companies might be travel
ing a parallel path. There will be 
no exchange of prepatent informa
tion. Similar agreements have been 
made between IBl\I and RCA and 
Sperry Rand. 

Radar Antenna Tilts 
Beam Electronically 

LONDON-Radar height-finding an
tenna developed by Marconi 's \\" ire
Jess Telegraph Co. tilts the beam by 
frequency-sweeping, using a delay 
line. Full performance details are 
still classified but antenna sidelobes 
are 32 db do \Yn on the main beam 
and the vertical scann ing arc ex
ceeds 70 degrees. Data acquisit ion 
is faster due to the in ertiale"" ti lt
ing and t he integrn ti on of the 
height finding and sun·eillarn.:e ra
dars . .An experimental l 0-cm !"wcpt
fr equency antenna has been success
fully tested up to 3-~ Iw peak p·•wer. 

Frequ ency sweeping technique 
uses a 12 1-foot-long. he I i c: :1 11 y 
wound wayeguide as a c!ela>· line to 
illuminate a duraluminum c:~·Jind ri
cal parabolic r efl ector . . .\not her ap
proach is to stack zigzag coaxia l de
lay lines rectangular matrix. 

In Brief ... 

AIR FORCE estimates each of the 
1,000 Phantom aircraft it is buy
ing (see p 12) will carry about 
$250,000 in airborne electronics. 

ARMY will buy $20.2-million worth 
of AN / PRC-25 man-packed tran
sistor radio sets in the year start
ing July 1. 

ELECTRICAL wiring problems in the 
Atlas 130-D will delay Astronaut 
Leroy Cooper's Mercury orbital 
flight, which had been scheduled 
for April. 

MAJOR JAPANESE set makers will 
bring out 16-inch color-tv sets 
with 90-degree-deftection picture 
tubes this spring. New size is be
ing introduced in an attempt to 
make set acceptable to both do
mestic and export markets. 

F·AIRCHILD STRATOS will build a two
ton meteoroid detection satellite 
costing up to $10 million. for 
NASA. Aluminum-Mylar skins of 
!)6-foot-wide wings will act as 
huge ..capacitors, discharged upon 
each penetration by a meteoroid, 
providing signal pulse. 

RCA OFFICIALLY announced this week 
its development of an insulated
gate field-effect transistor (see 
p 45). 

ON FEBRUARY 25, small business 
firms will be sent invitations to 
bid, by Air Force Electronic Sys
tems Divis ion, Bedford, :\Iass., 
for programmed instructi on tech
niques to train personnel in trou
ble-shooting at Sage sites. 

:'IIAr.NAVOX has a $4.8-million con
tract from Air Force for airbnrne 
uhf communicat ions equipment. 
Gear will be shipped to Germany 
under NA TO agreements. 

ILS LOCALIZER antenna installed at 
London Airport by Standard 
Tel ephones and Cable, an ITT as
sociate, is 160 feet wid e, twice 
standard size. Bea m is only 4 de
g1·ees wide. With its aid, the first 
completely automatic landing in 
fog has been made at the airport, 
ITT says. 
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New lrom Sprague! 

Get nearly twice the capacitance of older designs in 
Sprague's new high-gain etched-foil TANTALEX® Capacitors 
IMPROVE FILTERING EFFICIENCY WITH NO SACRIFICE IN RELIABILITY, SIZE, OR WEIGHT! 

H IGH CAPACITANCE Tubular Tan ta lex Capacitors with 
almost double the capacitance of standard etched-foil 

tantalum capacitors have been developed by the Sprague 
Electric Company to meet the needs of design engineers. 

A new etching technique, the result of an intensive research 
program, gives considerably higher effective surface area to 
the capacitor electrodes without sacrifice in reliability or in any 
of the electrical parameters by which foil tantalum capacitors 
are usually judged. 

Unlike other "high capacitance" foil tantalums, Sprague 
Tantalex Capacitors continue to maintain their rigid standards 
for shelf and service life under severe environmental condi
tions. Certain performance characteristics have actually been 
tightened. For example, allowable leakage current has now 
been halved, making the use of these capacitors possible in 
many new applications. 

SPRAGUE COMPONENTS 

Etched-foil Tantalex Capacitors are available in two operat• 
ing temperature ranges-polarized Type 1l2D and non-polar
ized Type 113D for -55 C to +85 C operation, as well as 
polarized Type 122D and non-polarized Type 123D for 
-55 C to + 125 C operation. 

The Foil-type Tantalex Capacitor Line also includes con
ventional low-gain etched-foil and plain-foil capacitors in both 
polarized and non-polarized construction, providing a foil 
tantalum capacitor for every application. 

SPARGUt 

For complete technical data on 85 C capacitors, request 
Engineering Bulletin 3601 B. For the full story on capacitors 
for 125 C operation, write for Engineering Bulletin 3602B. 
Address Technical Literature Section, Sprague Electric 
Company, 35 Marshall Street, North Adams, Massachuselfs. 

CAPACITORS 

TRANSISTORS 

MAGNETIC COMPONENTS 

RESISTORS 

MICRO CIRCUITS 

INTERFERENCE FILTERS 

PULSE TRANSFORMERS 

PIEZOELECTRIC CERAMICS 

PULSE-FORM I NG NETWORKS 

TOROIDAL INDUCTORS 

HIGH TEMPERATURE MAGNET WIRE 

CERAMIC-BASE PRINTED NETWORKS 

PACKAGED COMPONENT ASSEMBLIES 

FUNCTIONAL DIGITAL CIRCUITS 

ELECTRIC WAVE FILTERS 

SPRAGUE® 
THE MARK OF RELIABILITY 

'Sprague' and '@' are registered trademarks of the Sprague Electric Co. 
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Design extra customer appeal into your products 

10 elect ronics 



with high-performance Mallory Batteries 
Miniaturization . . . convenience . . . reliability ..• 
these are sales-boosting values that you can build into 
your new products, by using Mallory Batteries. 

Leader in development and manufacture of high
performance batteries, Mallory has a broad range of 
battery systems that may help you generate new ideas 
in the use of packaged power: 

Mallory Mercury Batteries ... especially useful in low 
to moderate drain electronic circuits; 3 to 4 times more 
energy per unit volume and more milliampere-hour life 
than ordinary batteries; shelf life of 6 years or more. 
They're unique in their ability to deliver steady voltage 
throughout their long life. No-load output voltage is 
constant to ± 72%. In many sizes, including miniature 
types small as an aspirin tablet. 

Mallory Manganese Batteries ••• new alkaline system 

for medium and high drain service; dependability and 
shelf life comparable to Mallory Mercury Batteries; 
service life far greater than ordinary batteries in photo
graphic, lighting, motor drive and similar applications. 
Many standard cell types. 

Rechargeable Mercury Batteries ... a new kind of 
renewable power source with exceptional performance. 

Solidion® Solid State Batteries .•• high voltage in 
miniature size, extremely long storage life ••• for micro
ampere drains. 

Mercury-Zinc Carbon Batteries ••• long-life system 
especially useful in cordless clocks and other low drain 
service. 

Write today for technical data, and for a consultation 
on your requirements. 

Mallory Battery Company 
North Tarrytown, N.Y. MiiIORY 

February 15, 1963 

Mallory Battery Company of Canada Limited, Clarkson, Ontario 
Mallory Batteries, Ltd., Crawley, England 
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PENTAGON IS 

STUDYING ITS 

CONTRACTORS' 

WELL-BEING 

ASW DESTROYER 

MAJOR R&D 

TASK FOR NAVY 

FCC ORGANIZES 

UHF BROADCAST 

ADVISORY PANEL 

AIR FORCE 

BUYS 1,000 

NAVY PLANES 
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WASHINGTON THIS WEEK 

PENTAGON is preparing a "comprehensive white paper" on the 
impact of government procurement policies on the defense and space 
industries. It will define fundamental issues to be ironed out by the De
fense Department and industry over the next decade. 

Among the key questions: How to preserve maximum private enter
prise for companies essentially in a "captive" industry with one cus
tomer? What earnings level will sustain a healthy industrial base? 
How to absorb major changes in development and production programs 
resulting from technology, global politics, even disarmament? 

Assistant Defense Secretary Thomas Morris, in charge of DOD logis
tics policy, plans to use the paper as a long-range agenda for Defense 
Industry Advisory Council meetings. 

ANTISUBMARINE-WARF ARE destroyer escort proposed by 
Navy would be designed from the keel up for ASW service-the first 
Navy ship so designed and the first new class of Navy vessels in many 
years. It would be crammed with electronic equipment. Navy plans 
to devote a significant part of its fiscal 1964 R&D effort to the ship. 
First prototype and the program are to be called Sea Hawk. 

INDUSTRY ADVISORY GROUP will help FCC deal with prob
lems in developing uhf broadcasting. To be organized at the National 
Association of Broadcasters' convention in Chicago next month, the 
group signifies FCC eagerness to avoid in uhf the painful experiences 
of early f-m broadcasting. The group, headed by Commissioner Robert 
E. Lee, will provide a "continuing forum," allowing FCC to take timely 
action on uhf problems. An early objective will be to encourage indus
try and the public to think of an "all-channel" tv system, instead of 
uhf and vhf. 

Industry cooperation-led by EIA-on all-channel tv set questions 
pleased FCC. EIA is expected to play a key role again, but the new group 
will be broadly based, including NAB, the Association for Competitive 
Broadcasting, educational broadcasting associations, tv networks and 
"others who believe they could contribute." The organization has Justice 
Department approval on antitrust grounds, but must stick to general 
problems. 

AIR FORCE'S buy of McDonnell Aircraft's F4H Phantom II tacti
cal fighter (F-110) will total more than 1,000 planes over a five-year 
period and cost some $2 billion. Navy is also buying several hundred 
more. 

Fire control equipment on the Air Force and Navy versions is expected 
to differ. One important mission, in the Air Force, will be supporting 
ground troops, putting stress on air-to-surface capabilities. Navy 
has "optimized" air-to-air fire control for intercepter missions. 

Air Force selected the Navy-developed plane last year and has just 
received first deliveries. Electronic subcontractors include Texas Instru
ments, Bendix, Litton Industries, General Electric, Hydon Manufactur
ing and Electronic Specialty. 
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STANDARD 
DTL 
logic 

circuits 

gueg 

off-the-shelf 
We can give you immediate delivery 
on any of our standard circuits. Our 
standard line includes: NANO/NOR 
Gate, Buffer, Multi-Purpose Flip-Flop, 
Diode Array, and Exclusive-OR Net
work. Each of these circuits provides 
a maximum noise rejection and the 
highest speed possible on low power 
consumption. And each is a product 
of the most refined degree of planar 
technology today. Your choice of 
T0-5 can or flat modular packaging_ 
Write for complete details: 680 West 
Maude Avenue, Sunnyvale, California. 

SIGNETICS INTEGRATED CIRCUITS 

variFEBS® 
customized 
digital or 

linear circuits 

gueg 
cz=-

3 weeks 
This is the quickest and most eco
nomical way to get integrated circuits 
made to meet your requirements. 
Here's how it works. Take any of our 
standard circuits. (They all have 500 
MC transistors, 3 nsec diodes, 60 pf 
capacitors, and resistors up to 20 
K.) And redesign the interconnection 
patterns. Then we'll integrate your 
interconnection patterns onto the 
silicon chip. Your choice of T0-5 
can or flat modular packaging. Write 
for complete details to: 680 West 
Maude Avenue, Sunnyvale, California. 

SIGNETICS INTEGRATED CIRCUITS 

preFEBS® 
custom digital 

or linear 
circuits 

$8$ 

8 weeks 
Here's the newest concept in inte· 
gated circuits. You design your own 
linear or digital circuit. Breadboard 
it with individually packaged transis
tors, resistors, diodes and capacitors 
from our stock. (These components 
have their associated parasitic ca
pacitance and will duplicate the 
performance in the final integrated 
circuit.) Then return the circuit to us. 
And we'll integrate it. Your choice of 
T0-5 can or flat modular packaging. 
Write for complete details: 680 West 
Maude Avenue, Sunnyvale, California. 

SIGNETICS INTEGRATED CIRCUITS 



/ IB@cfil~IB advertises : I 
how to look around in the tunnel ••• sweetness and light through capacitance •• • 
what a good fighter's buttons are like 

Cosmic film from France 
The cobblestones seen in 
this electron micrograph 
are grains of silver halide 
sticking up out of a gelatin 
matrix. Very smart for 
extra-terrestrial use. Bear 
in mind the photographic 
conditions out there. 

During the earthbound 
childhood of our race, we 
have been saying "ultra
violet" for radiation shorter in wavelength than what our 
particular natural-born sensing device happens to be tuned 
to. When at last we venture out from under the air blanket 
and note the ambience of the universe, we see what a special 
case is the life we have led. The color of the cosmos is not 
confined to an octave centered about the dominant hue of 
green cheese. 

Even as we sing out in exultation, however, we must r.!!mind 
ourselves that all matter is opaque below about 2000A and 
that the tunnel is Jong and dark all the way to x-rayland; for 
everything animal, vegetable, mineral, or gaseous is prone to 
electron transitions. 

The light in your eyes, of course, goes out at around 3800A, 
but any silver halide photographic material will get you down 
to 2500A. The next 500A is sticky: you spread a fluorescent oil 
over the emulsion to convert the energy to a wavelength long 
enough to penetrate the gelatin. Below 2000A this stratagem 
poops out because even the oil robs you. At this point many 
years ago a spectroscopist named Victor Schumann had the 
bright idea of eroding gelatin away with H2S04 to uncover 
the halide crystals. This worked fine. Schumann plates also 
proved useful for registering the focused ions in Aston's early 
mass spectrographs. 

About 15 years ago we improved on Schumann plates by a 
technique that left only enough gelatin to keep the grains 
apart, as seen above. We call the product KODAK SWR Plates 
and still recommend it unless you need high sensitivity so 
desperately that neither granularity nor price can stand in 
your way. In that event we can arrange to import for you 
some 180mm x 35mm strips of film from Kodak-Pathe. Our 
clever French cousins have developed a very tricky centrifugal 
coating technique that permits them to paste down much 
larger halide crystals than the SWR kind, resulting in le film 
TYPE SC5 (environ 10 fois la sensibilite du film S. W.R. vers 
12001). 

If $108 for 24 such strips is not out of scale with the magnitude of 
your thi11king, get in touch on this matter with Eastman Kodak Com
pany, Special Sensitized Products Division, Rochester 4, N. Y. If 
you need nothing more special than a new free booklet entitled "Kodak 
Materials for Emission Spectrography," same address still applies. 

Electric sugar, $5 per lb. 
A mighty industry breaks down the sugar molecule in the 
interests of conviviality. Use of the sugar molecule as a base 
for further building is little practiced, except by us. (We do it in 
the northeast corner of a state which respects the venerable 
craft that works the other way.) 

And what is achieved thereby? 
A high dielectric constant, a large increase in the capacitance 

of an electrical condenser compared with when there is nothing 
between the plates. 

Obviously, the manufacturers of capacitors and of electro
luminescent panels have had to be notified. We find them 
interested and alert. 

We divert a little sucrose from coffee breaks and react it 
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with acrylonitrile, forming a clear, viscous liquid designated 
Cyanoethyl Sucrose in which a statistical 7.3 of the 8 availabl.e 
hydroxyls are replaced by OC2H4CN groups. At 60 cycles this 
substance has a dielectric constant of 38 and competes with 
other cyanoethylated dielectrics at 11-19 ~nd w!th chlorinated 
aromatic hydrocarbons at 4-6. (The dielectric constant of 
water runs around 80, but water is such watery stuff!) 

Other invidious comparisons: 

cost per lb. 

dissipation factor 
(25°C, 60 cycles) 

volume resistivity 
(25 ° C, ohm-cm) 

Cyanoethyl 
Sucrose 

$5 
(development) 

0.010 

5 x 10 11 

other cyanoethylated 
dielectrics 

$12-$27 

0.17 -2 .7 

3-6 x JO• 

chlorinated 
aromatics 

!5c-25c 

< 0 .1 

> 5 x 10 12 

Request an 8-ounce sample of Cyanoethyl Sucrose and a data .s~eet 
from Eastman Chemical Products, inc., Kingsport, Tenn. (Subs1dwry 
of Eastman Kodak Company). 

A more constant constant 
They shall beat their swords into plowshares and 
their spears into pruning hooks. Nation shall not 
lift up sword against nation. Neither shall they 
learn war any more. _ISAIAH 

Lockheed is very proud of its F-104 Starfighter. At a recent 
U. S. Air Force Fighter Weapons Meet at Nellis AFB, Nev., 
an F-104 (C model) outflew, outgunned, and outbombed all 
13 of its competitors. 

Lockheed has given us permission to disclose that the F-104 
carries a 19.25mm hemisphere of KODAK ]RTRAN 2 Optical 
Material on the flat face of which we deposit by a unique 
method a 4mm x 4mm film of lead sulfide to which leads are 
attached. This kind of infrared sensor we can a KODAK EK
TRON Detector, Type Q-5, Modified. The hemisphere has been 
made also out of another high-index infrared-transmitting 
material, strontium titanate. Replacement of this by IRTRAN 
2 material seems to make the time constant of the detector
which is about 250 µsec at 25°C- more stable over long 
periods with less effect from storage conditions. Also, the 
dark resistance stays put better. Therefore the s/n drifts less. 
Incidentally, signal and noise levels are both high, which 
lessens the demands on the associated circuitry. (NEP, how
ever, is less than 6.7 x 10- 11 watts for 600°C radiation chopped 
at 2500 cycles/sec over a 1 cycle/sec bandwidth.) 

We mention high index. We are rather pleased at having it 
in the record that some years ago we suggested to the brethren 
that the same principle that makes an oil-immersion micro
scope objective resolve more detail than the best dry objective 
could also be worked for another purpose in the infrared 
game. Putting the detector film on the high-index hemisphere 
flat boosts the signal by 3.4 X. 

Safe as the F-104 makes us feel as we sit before our hearths, we'd 
feel even safer if we had more sales outlets for these buttons than just 
one make of airplane. We sure would like it if it turned out, in line 
with the prophet's beautiful allusion to old iron, that an entirely dif
ferent use were found in addition for Type Q-5 detectors. Eastman 
Kodak Company, Special Products Division, Rochester 4, N. Y. can 
help you think about that. 

Prices subject to change without notice. 

If you like, we can send you a pocket reference book that may 
help you and us achieve mutually beneficial contact through the 
bewildering variety of other products we make. Address Eastman 
Kodak Company, Dept. 8 , Rochester 4, N. Y. It is a tiny bit out of 
date, but that can't be helped. (Everybody dies a little each day.) 
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STACKPOLE-proved in service! 
When it comes to stringent service requirements, 
Stackpole measures up! Designed to meet or exceed 
every MIL-R-11 requirement, Stackpole Coldite 
70+ Fixed Composition Resistors bring in addition 
extra load life, and moisture and humidity resistance 
to a host of industrial applications. 

For Extra Dependability, we mold Coldite 70+ 
resistance elements and outer insulating shells of 
similar materials. A completely new process then 
forms them into a solid, homogeneous structure that 
defies catastrophic failure or erratic resistance 
changes in severe environments. 

Electronic Components Division 

STACKPOLE CARBON COMPANY 
St. Marys, Penna, 

Easiest of All to Solder by Dip or Iron, Coldite 
70+ Resistors are unequaled for production line 
efficiency. They're the only resistors, whose leads 
are solder dipped - not once, but twice - besides 
the usual tin coating. That's why leads stay smooth 
and tarnish-free even after months in storage. 

Today's Best-Looking Resistors, Coldite 70+ 
combine handsome, glossy finish and uniform, easily
read color codes. Their attractive appearance easily 
survives scrubbing with solvents. They're available 
in MIL-R-11 Type RC-20 (Y2 watt), Type RC-32 
(1-watt), and Type RC-42 (2-watt) in all standard 
resistance values and at ordinary resistor prices. 

STMKPOLE 

Oftli/e 70®f 
fixed composition RESISTORS 

CERAMA6e FERRITE CORES • VARIABLE COMPOSITION RESISTORS • SLIDE & SNAP SWITCHES • CERAMA6NETe 
CERAMIC MAGNETS • FIXED COMPOSITION CAPACITORS • BRUSHES FOR ALL ROTATING ELECTRICAL EQUIPMENT 
ELECTRICAL CONTACTS • GRAPHITE BEARINGS, SEAL RINGS, ANODES • HUNDREDS OF RELATED CARBON & GRAPHITE PRODUCTS. 
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MORE VERSATILE THAN EVER 

MULTIPLE 
VAPOR 

SOURCE 

VACUUM 
COATING 

UNIT 
Following are listed some of the special fea· 
cures supplied as standard fittings in the 
EDWARDS 19E6 evaporator. 

Stainless Steel Bell Jar, Viton Gasketting, Six 
Position Vapor Source, Substrate Heater, 
Motor Driven Rotary Substrate Holder, Glow 
Discharge Cleaning, Ultimate Vacuum with 
LN2 trap 2 x 10-7 Torr. 

Fast reliable pump downs are, of course, a 
feature of all EDWARDS evaporators. 

Write for your free technical reprints, written 
by members of our research staff on "Thin 
Films and Ultra High Vacuum Techniques." 

MICRO-CIRCUIT JIG AND MASK CHANGER 

The micro-circuit jig is complete with a 
six-position vapor source, enabling six 2" 

square substrates to be coated with six different materials 
using six different masks. 

The jig is also provided with two substrate heaters, one to 
preheat the substrate to 150°C. and the second to raise the 
temperature of the substrate in the evaporation position to 
300°C. Resistance monitor pick-up points are provided and 
separate resistance monitor and automatic source shutter can 
be provided. 

Standard EDWARDS patented glow discharge cleaning rings 
are supplied with the jig, along with the rotating six-position 
vapor source. 

The accuracy of registration of each successive mask in con
tact with a given substrate is within +0.001". 

OMEGATRON-MASS 
SPECTROMETER 

The "Speedivac" Omegatron Mass Spectrometer analyzer de· 
livers quantitative and qualitative data of minute quantities 
of residual gases and vapors in vacuum systems. Its bakeable 
small volume head ( 80cc) is an integral part of the system 
and permits achievement of ultra high vacuum. In addition to 
platinum iridium electrodes which can be readily outgassed 
and arranged in stock structure for precise alignment, the unit 
provides the following characteristics: High Sensitivity• Ex· 
tended Range • Excellent Resolving Power • Rapid 
Response, Linear Scan • Pressure Measurement Jn de
pendent of Gas Composition • High Sensitivity Leak 
Detection • Simple Construction 

GENERAL SPECIFICATIONS 

Range Mass 2-200 

Resolution Complete separation of adjacent peaks to moss 32 and 
very good separation to mass 60. 

Sensitivity The unifs high sensitivily enables the analysis of residual 
gases in the range 1 o-6 to 10-11 Torr. 

Response Time 5 ta 30 minutes depending on scanning sysl'em. 

EDWARDS HIGH VACUUM INC. I 3279 GRAND ISLAND BLVD. , GRAND ISLAND, N.Y, 

MANUFACTURERS OF THE MOST COMPLETE LINE OF HIGH VACUUM COMPONENTS AND SYSTEMS 
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small 
change 

rouR•LAYE• INTEGRATED CIRCUIT ANO LOGIC MOOULC CARAltll 

Small change? Yes-but it guarantees big performance. This little board is one sample of 
our leadership in the f ield of precision mult i layer circuitry. It costs just about what you see here. 

February 15, 196 3 

Why not send us your requirements? 

CINCH-GRAPHIK 
DIVISION OF UNITED-CARR FASTENER CORPORATION 

200 South Turnbull Canyon Road, City of Industry (Los Angeles), California • Phone (Area Code 213) 333·1201 
Offices in 22 Principal Cities throughout United States, Canada, England and Aust ralia listed under Cinch Mfg, Co. 
or United·Carr Fastener Corporation • Cinch • Ucinite • Monadnock Mills • Howard B. Jones • Palnut 
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UNDERSEA TRANSMITTERS TO 

LOCATE MISSILE IMPACTS 

Sound signals will 

link hydrophones to 

ship instrumentation 

By JOHN W. WASIK 
McGraw-Hill World News 

CAPE CANAVERAL-A new self
contained missile-impact-location 
system, remotely controlled by an 
attending range vessel, will be 
tried on the Atlantic Missile Range. 

Impact-sensing arrays, anchored 
to the sea floor, are to receive and 
transmit data acoustically, elimi
nating cable links to land stations. 

Bendix-Pacific is developing the 
system, known as Star (for Ship 
Tended Acoustic Relay) under a 
$1-million Air Force contract. Esti
mated operational date if the sys
tem works as expected is March 
1964. Systems are being tested off 
the island of Eleuthera. 

Once the Star system arrays are 
in position, AMR will be capable of 
covering vast expanses of ocean 
area, such as the South Atlantic 
and Indian Oceans, never covered 
before. Array locations will be de
termined by navigation methods. 

Later, navigational satellites like 
Transit can give more precise lo
cations. 

NETWORKS-Two networks are 
planned for the Star system. 

The Broad Ocean Area (BOA) 
net for large-area location of mis
sile impacts will work with sound 
fixing and ranging (sofar) bombs 
carried aboard reentering nose 
cones or instrument packages. 
Ejected on impact, the bombs will 
explode about 3,000 feet deep. 

The smaller array, known as a 
"splash net," can detect the splash 
and resulting sound propagation of 
an impact and does not need a so
far bomb. It will pinpoint impacts 
in preselected target areas. 

Both nets will consist of about 
five units in arrays several miles in 
diameter. Units will have ship-posi
tioning transponders as well as im
pact locaters. When interrogated by 
a range vessel, the transponders 
will emit an acoustic signal so the 
ship can orient itself to the array. 

The range vessel will be able to 
turn each individual unit on and 
off, interrogate the ship positioning 
transponders and command a unit 
to surface by actuating an explo-
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BATTERY PACK 
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SIGNAL AND RETRANSMITS j 

5- SHIP RECEIVES SIGNAL • 1 

sive cutters that severs the cable. 

BROAD AREA NET-Components 
of each BOA Net unit will be on 
a vertical cable, as illustrated. 

The transponder, about 100 feet 
above bottom, will receive an 
acoustic signal from the vessel and 
respond acoustically on a different 
frequency. Time delay will indicate 
distance between ship and trans
ponder. Interrogation of all units, 
each on a different frequency, will 
give ship position relative to the 
array, within an error of 500 feet 
at a range of 15 nautical miles. 

SOFAR TRANSDUCER-The so
far transducer (hydrophone and 
amplifying equipment) will be posi
tioned in the sound-channel axis 
of the ocean (an approximately 
horizontal plane usually at an aver
age depth of 3,000 feet) permitting 
detection of a sofar bomb detona
tion several hundred miles away. 

The acoustic signal received by 
the hydrophones is converted into 
an electrical signal by a piezoelec
tric device, amplified and sent about 
9,000 feet down the cable to a 
projector. The projector reconverts 
the signal and emits it on a differ
ent acoustic frequency. 

These signals and those from the 
ship-positioning transponders (also 
on different frequencies), are re
corded with time signals aboard 
ship. Measurement of signal time 
delays and triangulation give im
pact location within miles. 

The sofar transponders will also 
serve for ship-positioning. 

The smaller Target Array net 
will have essentially the same 
equipment as the BOA net. How
ever, the impact-location hydrophone 
will be only 300 feet from the pro
jector. The hydrophones will detect 
the splash of impacts close to the 
net. Location accuracy will be 
within an error of 600 feet within 
10 nautical miles of the array 
oenter. 
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BUOY ELECTRONIC system operates on digital commands 
from the shipboard system. Binary counters (one for each hydro
phone) provide a precise timing signal. 

Hydrophones Will Track Subs 

Experimental system 

will transmit to 

ship 10,000 yards away 

LOS ANGELES-An experimental, 
deep-water, submarine detection 
and tracking system has been in
stalled in an undersea canyon off 
the Atlantic Coast. 

Called Taut Array, the system 
was built by Martin for the Navy 
to evaluate an underwater tracking 
system being considered for Proj
ect Autec, the Atlantic Undersea 
Test and Evaluation Center (ELEC
TRONICS, p 7, Jan. 4) 

A report on the system, called 
Taut Array, was given here two 
weeks ago at the IRE military elec
tronics conference, by I. G. Raudsep 
and W. C. Silbert, of Martin. 

ARRAY STRUCTURE-The sys
tem consists of three vertical 
strings of hydrophones 2 to 5 miles 
apart, linked by electronic systems 
in surface buoys to a data-process
ing system aboard ship. 

Each hydrophone is an anchored 
submarine cable into which six hy
drophones are integrated at depths 
of about 225, 500, 1,000, 3,900, 4,-
200 and 4,650 feet. A main sub
surface buoy 150 feet deep holds 
the array taut while an auxiliary 
buoy 50 feet down carries a seventh 
hydrophone. 

Feb ruary 15, 1963 

The 7 hydrophones, each a trans
ducer and a transistor preampli
fier, have individual transmission 
lines to the surface. 

DATA P ROCESSING-The loca
tion of the ship is determined by 
measuring the travel t ime of an 
acoustic signal between a ship's 
projector and each hydrophone in 
vertical arrays. Maximum range 
from any array is 10,000 yards. 

An r-f pulse transmitted at uhf 
from the shipboard system starts 
seven 17-bit binary counters in each 
buoy counting a precise timing sig
nal transmitted from the ship. 

On board, received data is modi
fied for input to a multichannel 
tape recorder or digital computer. 
The basic data word is a 17-bit 
word received from each counter 
in the buoys. 

Japan EIA Predicts 
16.3 % Production Rise 
TOYKO-Japan Electronics Industry 
Association predicts Japan will pro
duce $1,834-million worth of elec
tronics in fiscal 1963 (April, 1963, 
through March, 1964). This is 16.3 
percent more than in fiscal 1962. 
JEIA said production of industrial 
electronics will increase 24.8 per
cent and consumer goods 12.7 per
cent. Entertainment electronics will 
total $970 million including, $533.3 
million for tv sets, up 5 percent, and 
$235 million for radios, an in
crease of 14.4 percent. 

fhe 
Lasf Word in 

HIGH 
SPffD 
printer systems 

from 

PC>TTER 
the 

LP·1200 SYSTEM 
provides: 

• LOW COST BUFFER STORAGE ••• 
Computer proven Magnetostrictive 
Delay Lines are compatible with the 
fastest computer systems. 

• NEW DELAY LINE AMPLIFIER ••• 
Peak Detection circuit improves 
reliability at higher frequencies. 

• QUALITY HIGH SPEED PRINT·OUT 
Vacuum Paper control, coupled with 
high speed paper feed produces 
clean, sharp impressions. 

• HUMAN ENGINEERING provides ... 
quick, f ront paper loading, ease of 
ribbon change, access to drum and 
hammers, convenient operating 
controls. 

• ADDITIONAL FEATURES ••• 
non . wearing Elastomeric torsion 
bearings assure long hammer life; 
low inertia drive belts minimize 
clutch and brake wear. 

• 12 WEEK DELIVERY 

To /earn how the Potter LP-1200 Printer 
System con reduce the cosf of your 
computer time, write to the General 
Manager, Printer Division, today. 
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HAT 

TEYIN, MICRO DRILL PRESSES are sensitive 
® because there are no sliding quills and 

splines to cause drag. They are accurate because the precision 

preloaded ball bearing spindle is made to hold Levin WW Style 

Collets. For drilling holes from 1/sth inch down to 1/1000 inch and 

smaller look to Levin for the finest in Micro-Drilling equipment. 

Send for Drill Catalog Today 

LOUIS LEVIN & SON, INC. 
3573-1 Hayden Avenue Culver City, California 
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do you want 
lacing cgrds and tapes 

YI 11.Q f2r Y.m!? 

NYLON and DACRON CORDS 
and FLAT BRAIDED TAPES 

give you all these advantages 
In addition - they meet Govt. Spec. MIL T-713B. 

Available in wax-coated, wax-free or "G. E." Finish. 

Write for free samples 

THE HEMINWAY & BARTLETT MFG . CO. 
Electronics D1v1s1on 500 Fifth Avenue New York 36 N Y 
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High Quality 
Nichicon Capacitors 
for all electronic equipment 
Nichicon resea rch and experience assures remarka
b.le strength and stability in all its capacitors. 
Nichicon produces a complete line of capacitors 
designed for every need. 

~ M AIN PRODUCTS: Oil Paper Capacitor, 
~ Electrolytic Capacitor, Tantalum Capacitor, 
• • Metall ized Paper Capacitor, Ceramic Capaci -

n1.cL1.con tor, Mica Capacitor and Mylar Capacitor,. etc. 

NicL.icon Capacitor Lfd. 
HEAD OFFICE : Uehara Bldg., Oikedori, Karasurnahigashi-iru 

Nakagyo-ku, Kyoto, Japan 
CABLE ADDRESS ' CAPACITOR KYOTO 

CIRCLE 202 ON READER SERVICE CARD 
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More easily made with Cambion® 
There are more than 15,000 standard electronic components in the 
CAMBION line, including terminals, terminal boards, insulated termi
nals, coil forms, coils, capacitors, connectors, chokes, computer com
ponents and hardware. They are immediately available from stock and 
so reliable, they are unconditionally guaranteed in any quantity. When 
it's time to decide, choose CAMBION. You can't go wrong. Write for our 
new full-line Catalog. Cambridge 

00 Thermionic Corporation,437Con- ~/!\ ~, :;J~ • ~ 
cord Ave., Cambridge 38, Mass. ~ 
STANDARDIZE ON CAMB I ON ..• THE GUARANTEED ELECTRONIC COMPONENTS 
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FILTER DESIGNERS! 

INDIANA GENERAL 
TEMPERATURE COMPENSATED 
CUP CORE ASSEMBLIES OFFER 
YOU ALL THESE ADVANTAGES: 

1 Seven sizes (International Series) from stock 
.599" to 1.425" O.D. 

2 
3 
4 

5 
6 

7 

Frequencies -1 kc to 1.5 me. 
"Q" values to 800. 
Standard Gapped Inductance Values 40 to 1,000 

MH/1000 turns. 
Unmatched temperature stability. 
Available in complete assemblies with trimmer for 

minimum of 123 adjustment. 
Complete test specifications and performance 

curves available. 

""- Shell Mounting 
Bracket 

"" Temperature Stable 
FERRAMIC® Cup Core 

~Cores Shipped as 
Matched Pairs with 
Precision-Ground Air Gap 

~Trimmer Assembly 

°"Rivets 

........ Specify Indiana General TC cup core assemblies next time you order. Wire 
or call for price and deli very information to Indiana General Corporation, 
Electronics Division, Keasbey, New Jersey, for complete performance curves 
and specifications. Request Bulletin 28 

22 

T-GCORES INDIANA GENERAL riil 
INDIANA GENERAL l':il 
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FER RITES MEMORY 
PRODUCTS 

PERMANENT 
MAGNETS 

MINIATURE 
MOTORS 

MEMORY 
PRODUCTS 
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Only IRC Fixed Composition Resistors offer 

6 WAYS TO CUT ASSEMBLY COSTS 
HERE'S WHY . .. IRC MIL-R-11 resistors are available 
in 6 forms of packaging. Whether you use high speed inserting 
machines or solder resistors individually, there is a packaging 
form to simplify your production procedure. 

0 AMMO PAK. 10,000 resistors on continuous lead tape. 
@ BODY TAPE REEL. Bodies held by pressure sensitive 

tape. 
E) GRIP REEL. IRC exclusive; no adhesive, indexed for 

automation. e LEAD TAPE REEL. Leads held by pressure sensitive tape. 
0 GRIP STRIP®. IRC exclusive; no adhesive, spill-proof, 

easy release. 
0 ORIENTED BULK. Neatly oriented resistors with 

straight leads. 
IRC Fixed Composition Resistors offer significant savings in 
counting, handling, stocking and assembling. Write for Packaging 
Bulletin. International Resistance Co., Philadelphia 8, Pa: 

February 15, 1963 

PERFORMANCE ADVANTAGES 

= 
IRC Type GBT's also provide 

• Ranges to 100,000 megohms 

• Superior high frequency characteristics • 

• Outstanding load life 

• Better resistance-temperature characteristics 

• Greater moisture protection 

• Stronger termination 

• Weldable leads 
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Who can deliver the most complete line of portable instrumentation recorders? AMPEX 

And what a line it is. There's a portable for medical, for 
industrial, for research applications, for rugged applica
tions -for almost every data acquisition need. And there's 
a price to fit almost every budget. Behind each recorder 
stands the name of Ampex-to assure you true instrumen
tation performance all the time. On the top, above: the low
cost SP-300. It has four speeds, four tracks, push-button 
selection for FM or Direct recording, plus built-in attenua
t ion , monitoring, calibration and erase. In the middle is the 
FR -1300. It offers 14 tracks, 300 cps to 300 KC capa
bil ity on Di rect, DC to 20 KC on FM and six speeds pre
cisely controlled by a unique servo-driven capstan. On the 

24 CIRCLE 24 ON READER SERVICE CARD 

bottom: the rugged CP-100. It records Direct, FM-Carrier 
and PDM. Has a closed loop drive, six standard speeds, 14 
tracks, a frequency response of up to 250 KC on Direct, 
down to DC on FM. And it operates on almost any source 
of power-includ ing batteries. In other words, Ampex 
has a portable line so complete you can pick a reco rder 
to fit your needs instead of having to modify your requ ire
ments to fit the recorder. For more information write the 
only company providing recorders, tapes and core memory 
devices for every application: Ampex Corp., 934 Cha rter 
St., Redwood City, Calif. Term financing and I AMPEX I 
leasing available. Worl dwide sal es and service. 
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Design engineers are using Coors high-strength, vacuum-tight BeO ceramics as a 
new material for high-temperature, hermetic assemblies-envelopes and windows 
-as well as for heat sinks. Consistently vacuum-tight, 10-10, Coors Beryllia is avail
able in several compositions. They can be metalized and brazed using conventional 
techniques, making them readily adaptable to a wide range of ceramic-metal 
designs. High heat transfer properties of Coors Beryllia (better than yellow brass) 
give you new latitude for designing assemblies that are smaller and/ or higher 
powered. Other physical properties equal or excel those of Coors high alumina 
ceramics. Write for data sheet 9501, send your drawings for quotations, or call 
your nearest Coors Regional Sales Manager: WEsT CoAsT, William s. Smith, Jr. , EM 6-8129, 
Redwood City, Calif.; MIDWEST, John E. Marozeck , 529-2510, Roselle, Ill .; CENTRAL, Donald Dobbins, 
GL 4-9638, Canton, Ohio; EAST COAST, John J. McManus, MA 7-3996, Manhasset, N. Y.; NEW ENGLAND, 

Warren G. McDonald, FR 4-0663, Schenectady, N. Y.; SOUTHWEST, Kenneth R. Lundy, DA 7-5716, Dallas, 
Te)(as; SOVT»WEST, William H. Ramsey, UN 4-6369, Houston, Texas, 

~ 

BERYLLIA CERAMICS 
Coors Porcelain Co., Golden, Colo. 
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SIZE REDUCTION. Single board, 
on opposite page, carrying inte
grated circuits replaces five printed
circuit boards in present Minute
man computer shown here 

Integrated Circuits 

Go Operational 

Wholesale use in ICBM 
will put them on the 
shelf for other uses 

By HAROLD C. HOOD 
Pacific Coast Editor 

LOS ANGELES - Long-heralded 
swingover by important segments 
of the electronics industry to inte
grated circuits use (seep 45) seems 
assured with the commitment of 
major portions of the Air Force's 
improved Minuteman B missile to 
the new technology. 

All electronics packages on the 
new missile, including guidance 
computer, flight control, and inertia 
measuring systems will be micro
miniature. 

Benefits to the missile include a 
considerable increase in range over 
the 6,300 miles reported for the op
erational A model, larger warhead 
capability, vastly improved reliabil
ity and a tripling of target-hitting 
accuracy. 

And, wholesale use of the latest 
semiconductor microcircuits in the 
program, long noted for its empha
sis on reliability, should provide a 
powerful catalyst for designers on 
other projects to call out integrated 
circuits. 

Production contracts for 140,000 
integrated circuits have been let by 
Autonetics division of North Amer
ican Aviation, associate prime con
tractor. Initial funding includes 
$1.2 million to Texas Instruments, 
$300,000 to Westinghouse, and 
$300,000 to RCA. These, plus fol-

low-on contracts being drawn up, 
represent more dollars than all pre
vious production orders combined. 

Initial deliveries were last month. 
Systems are to be tested this year 
and first launch of a completed bird 
is expected during 1965. 

CIRCUITS ORDERED - Approxi
mately 20 different circuit types, 
mostly digital for the missile's guid
ance computer, are being made. 

Texas Instruments will produce 
about 80,000 semiconductor net
works including flip-flops, high-gain 
NAND gates, output drivers, gated 
wri te switches and demodulator 
choppers. Westinghouse will be a 
second source for many of these. 
Among RCA circu its will be a new 
power switch. Eventually, each sup
plier can supply the entire line. 

.J'"'..., D,. 
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TYPICAL CIRCUIT for Minuteman computer is th·is 
fi i p-fiop. Elements are formed in silicon by the passivated 
planar process. True state of the fiip-flop is defined as Q, 
not conducting and Q, conducting 

26 

0.250 

,_./ 

['-., 

' ,_./ 

' y ';Z 

-J !-- 0.050 

f- 0.125 -J 

0.035 ~-----zd CD C3 bz 

0 .( 

OUTSIDE DIMENSIONS of most of the integrat"d 
circuits are :l: by ~ inch. This may represent a size reduc
tion as high as 20 to 80, compared to present Minuteman 
circuits composed of discrete components 

electron ics 



SOME THIN FILMS-Circuits not 
suited to integrated circuit tech
niques, primarily the more precise 
analog circuits and power supplies, 
will be ceramic-wafer printed cir
cuits ( CPC's) carrying thin-film 
passive elements, micropackaged ac
tive elements, or integrated circuit 
elements. 

In some cases an integrated-cir
cuit amplifier is mounted on a CPC 
with external discrete components 
and serves as an oscillator or trig
ger as well. Circuits reqmrmg 
matched transistors are generally 
CPC. 

C. P. Ballard, chief engineer of 
Autonetics' Minuteman division, 
says half as many integrated 
circuit elements as discrete compo
nents are used throughout the mis
sile, and the average integrated cir
cuit has the equivalent of 10 to 20 
discrete components. 

Guidance computer for the new 
bird weighs considerably less than 
its predecessor. Memory capacity 
is doubled to handle check-out 
chores previously relegated to 
ground support equipment and to 
upgrade operational capability. 

About a tenth of the integrated 
circuits ordered will wind up in 
ground support equipment. 

COST WILL DROP- One Auto
nectics official indicates that first 
circuit ordered will cost about twice 
that of its discrete component coun
terpart. Cost of the two should be 
about equal in follow-on contracts 
and should cost far less next year, 
he says. 

A reliable source told ELECTRON

ICS that a typical first-batch inte
grated-circuit would cost $100 to 
$150, while the comparable discrete 
component circuit costs slightly over 
$50. 

February 15, 1963 

thm oce the 12 
main 

reasons 
why you will 

choose WESTON-ROCHAR COUNTERS 
• All solid state 
• High crystal stability 
• High input sensitivity 
• Maximum count capacity 
• Low consumption 
• AC or DC power supply 
• Cabinet or standard rack mounting 

. . H.F. converters opera-
• Direct reading on the counter> evenwhenconnectedto 

• Direct recording from the counter ting at any frequency. 

• Wide temperature range 
• Shock and vibration tests 
• A great number of additional accessories (plug -in, 

transducers, ... ) extending the range 
of applications of the instruments. 

For complete specifications, as/(. : 

monvfocfv•ed by Rarl.ar 

k 

lltclroni]_ue 

Distributed in U.S.A. and Canada by: · 
WESTON- Newark (N .J.) 
for complete information on our line of products and address of 
our agency in your country please apply to 
ROCHAR-ELECTRONIQUE, 51, rue Racine 
MONTROUGE (Seine) FRANCE. 
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HOW 
ARE 

YOUR 

0 
If they aren't what they 

should be, then you 
ought to be specifying 
Coaxial Connectors by 

Automatic 
METAL PRODUCTS CORPORATION 
323 Berry St., B'klyn 11, N. Y. • Evergreen 8·6057 
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AIR FORCE GIVES PRIORITY TO 

Satellite Inspector 
Air Force hopes to put 
men into spacecraft 
/or command and control 

BROOKS AFB, TEXAS-Man will 
be needed in a number of military 
space missions, Maj. Gen. 0. J. 
Ritland told industry representa
tives, scientists and physicians at 
the Aerospace Medical meeting 
here last week. Ritland is Deputy 
to the Commander, Air Force Sys
tems Command, for Manned Space 
Flight. 

Highest priority for a manned 
system, Ritland said, is Satellite 
Inspector (Saint), a vehicle that 
will rendezvous with hostile satel
lites, identify, inspect and, if 
necessary, destroy them. The un
manned version of this project was 
recently cut back by the Depart
ment of Defense (ELECTRONICS, p 
18, Dec. 21, 1962) due to lack of 
funds, plus the decision to update 

the system with new improved sen
sors. 

Three other weapon systems in 
which man would be a valuable con
tributor, Ritland said, are: service 
capsules to repair complex un
manned satellites and to rescue 
stranded astronauts, a command 
and control and communications 
center located in space, and a sys
tem to control and defend sectors 
of space vital to national security. 

Only practical step, to date, to
ward realizing these objectives is 
the recent NASA-DOD agreement 
to collaborate on the two-man 
Gemini program. Within a few 
days, the Air Force will submit 
plans for its participation to a 
board consisting of representatives 
from the DOD, NASA and USAF. 

A space station, housing from 
two to four men, would be the basic 
vehicle needed for the command 
and control and communications 
center, and for the defense center. 
Ritland said such a space station 
is within the state of the art. All 
that's needed is DOD approval. 

Voice of America's New Station 

U.S. INFORMATION AGENCY last week formally inaugurated its short
wave transmitting complex at Greenville, N. C. Station control room 
(above) directs 22 transmitters with a total output of 4.8 Mw. Alpha 
Continental was prime contractor, Austin Co. and Smith Electronics were 
designers 
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A new solid state radar system built by STL engineers and 
scientists can send out and receive signals at X-band fre
quencies to help man rendezvous and dock vehicles in 
space. STELA TRAC is its name. It is the first solid state 
system of its kind. The X-band transmitter is shown above. 
It has successfully passed temperature and vibration tests. 
STELATRAC can also be used as a command link between 
vehicles in flight. By altering its module design, the flexible 
radar system operates as an altimeter and doppler velocity 
sensor to guide spacecraft safely to the surface of the moon 
and planets. Today STL is busy on many such projects as 
STELATRAC. STL is also prime contractor for NASA's 
OGO and a new series of classified spacecraft for Air Force
ARP A. And STL continues Systems Management for the 

Air Force's Atlas, Titan and Minuteman programs. These 
activities create immediate openings in Theoretical Physics 
• Systems Engineering • Radar Systems • Experimental 
Physics • Applied Mathematics • Space Communications • 
Antennas and Microwaves • Inertial Guidance • Analog 
Computers • Solid State Physics • Computer Design • 
Telecommunications • Space Physics • Digital Computers 
• Guidance & Navigation • Electromechanical Devices • 
Engineering Mech anics • Aerodynamics • Propulsion 
Systems. For Southern California or Cape Canaveral 
positions, write Dr. R. C. Potter, Department CG-2, 
One Space Park, Redondo Beach, California, or Box 
4277, Patrick AFB , Florida. Your inquiry will receive 
a prompt reply. STL is an equal opportunity employer. 

A SPACE TECHNOLOGY LABORATORIES, INC. 
~· o subsidiary of Thompson Ramo Wooldridge Inc. 
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Los Angeles• Vandenberg AFB• Norton AFB. San Bernardino• Cape Canaveral• Washington, D. C. • Boston • Huntsville • Daytort 
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Limited-War Needs Spur VTOL 

ARMY RESEARCH VTOL aircraft uses GE jet engines in Ryan-built 
airplane. Jet streams are diverted to turbine edges of lift fans in wings 
and nose for vertical take-off and landing 

TILTING 
PROPELLER 
system is used in 
Curtiss-Wright 
VTOL aircraft. Full 
scale mock up shows 
two of the four 
props. Speed range 
planned is zero at 
hover, 460 mph 
in regular fiight 

AUGMENTED JET 
aircraft, designed for 
VTOL operation is 
shown in conventional 
take-off. Lockheed 
Aircraft Corp. research 
vehicle is undergoing 
vertical-take-off tests 
this year 

VTOL TRANS
PORT uses ducted 
propellers in artist's 
illustration of re
search aircraft built 
by Bell Aerosystems 
Co. Speeds to 350 
mph in conventional 
fiight are expected 
in this military era/ t 

Vertical take-off planes 

require special radar 

and stabilization gear 

By LEON H. DULBERGER 
Associate Editor 

THE DREAM of aeronautical de
signers-an aircraft with the verti
cal-flight ability of the helicopter 
and the high forward speeds of con
ventional craft-is near realization. 
Maximum usefulness of VTOL air
craft will be achieved through ap
plication of special electronics. 

Development programs are now 
underway at a host of firms, under 
several military contracts, aimed at 
evolving operational vertical-take
off-and-landing (VTOL) aircraft. 

The military is expected to in
ventory VTOL aircraft by 1967. 

The need for VTOL airplanes has 
grown out of the tactical demands 
of modern warfare. Prime among 
these are counter-insurgency oper
ations, where the ability to operate 
in rough terrain is mandatory and 
the relatively low speeds of the heli
copter are prohibitive. VTOL air
craft tasks include reconnaissance, 
intellgience and supply. Higher
speed designs may be used to main
tain air superiority. 

ELECTRONIC SYSTEMS-VTOL 
aircraft will require extensive elec
tronics, including conventional gear 
such as vhf and uhf communica
tions, standard navigation equip
ment and iff equipment for identi
fication. 

Various military missions will de
mand specialized gear, including 
such surveillance equipment as side
looking radar, low-light-level televi
sion, infrared detection systems and 
electronically operated cameras. 

The side-looking radar may em
ploy synthetic aperture antennas, 
and computer signal processing 
techniques, for all weather mapping 
capability. 

To assure all-weather operation 
of VTOL aircraft, and operation 
over rugged terrain, special obsta
cle avoidance radar display syatems, 



Development 

high accuracy radar altimeters, and 
corner-reflector i·adar for landing 
may be required. In the latter sys
tem, reflectors tuned to the air
craft's radar frequency-thus pro
viding a strong signal return-are 
laid out in a square to outline the 
landing area. 

Direction-finding equipment is 
also a must for all-weather opera
tion. 

VTOL aircraft for search and re
covery operations would employ 
doppler radar for target acquisi
tion, and would also require special
ized direction finding gear. 

FLIGHT CONTROLS-Autopilot 
systems will be used in VTOL craft, 
as in most tactical aircraft. For 
certain missions, however, special 
stabilization systems may be used 
to provide extremely stable vertical 
flight. Manual override for the 
pilot would be provided. Such a sta
bilizer system might be designed 
along the lines of those used by heli
copters for maintaining stable ver
tical flight in ASW hydrophone 
dunk operations. 

Control of the transition from 
vertical to normal flight will be ac
complished using hydraulic or elec
tromechanical systems. However, 
electronic amplifier s may form part 
of the feedback control or indicator 
portion of such systems. 

PROPULSION-Various methods 
of propulsion are under develop
ment. These include: fan-in-wing, 
ducted fan, augmented jet, tilt 
wing, and tilt propeller. 

In addition to the U. S. military 
development contracts, and NASA 
research, there is international in
terest in developing a NA TO air
craft through international manu
facturing arrangements. 

All VTOL ai rcraft now under 
study by the services are develop
mental in nature, and seek to prove 
the proper approaches for aircraft 
designed for different flight mis
sions. When tactical conditions per
mit, most vertical-take-off designs 
may be used as short take-off air
craft, allowing larger payloads to be 
carried. 
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DVST 
Machlett 

Direct View 
Storage 
Tubes 

Brightness: 

Over 2000 foot lamberts -ML- 8130 
O ve r 1500 f oot lamberts -ML-8139 

Writing Speed-at full bri ghtness: 

Over one half m i llion i nch e s p er second - ML-8130 
Over 150,000 inches p er second- ML-8139 

Storage: Uniform Storage Characteristics 

Resolution: To 80 written lines per i nch at 
opt imum brightness 

Focus: - both tubes : Electrostatic 

Deflection : M L- 8130 - Electrostati c 
ML- 8139 - Magnetlc 

USES 

Airborne 

Weather radar 
Search Navigation 
Terra i n Avo idance 

Ground 

Slow-scan television 
Storage, lnstrumentatlon 

Shipboard 

Sonar long- memory d isplays 
Mari ne displays 
Sonar devices dlsplays 

Write today for complete dat a on these new 
Machlett Direct View Storage Tubes. 

An Affi liate o' Raytheon Compan~ 

THE MACHLETT LABORATORIES, INC. 
SPR IN GD A l.E, CONNECTICUT 
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BIG 
PERFORMANCE 

SUB 
MINIATURE 

DIMENSIONS :~ 
i( 

TE RM I N- A- L-=""'\.i. 

BLOCKS ~'. 

] 
ACTUAL SIZE SIX STATION BLOCK 

SUBMINIATURE 
CB-S SERIES 

Rated to 15 AMPS 
#16 to #32 AWG wire 

Cam block's patented ''' design utilizes 
a self-contained cylindrical cam. The 
wedging action of the cam, in con
junction with the busbar design, pro
duces fast, positive locking with high 
vibration proof characteristics and 
extremely efficient conduction. 

• No Lugging • No Screws 
• No Solder • No Special Tools 
• No Loose Parts 

Making wire connections is amazingly 

simple: (A) strip wire, (8) insert into 

connector, (C) turn cam 

• Wiring Labor Time is Sharply 

Reduced 

• In-Field Service and Maintenance 

is Simplified 

• Improved Quality Control With 

Less Dependence on Employee 's 

Skill 

Unbreakable, solid bottom body con

struction provides high dielectric 

strength and good protection against 

short circuiting and contami nation . 

Terminal markings are molded on the 

housing. 
" Patent No. 3,042,896 
Write for technical data sheets 

WAL THAM PRECISION INSTRUMENT 
COMPANY. INC. 

221 CRESCENT STREET 

WAL THAM 54, MASSACHUSETTS 

Tel: TW•nb,.ook 3·4000 TWX : WALTH 1183-X 
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SYNCOM TESTS will be made by USNS Kingsport, off Nigeria, and 
station at Lakehurst, N.J. Photos show installation of 30-foot Triax an
tenna, by GE, and control room. Bendix headed team equipping the ship 

Syncom to Have Cousin 

NASA is now planning 
a synchronous weather 
satellite systerrn, too 

SYNCOM I, the communications 
satellite slated for launch this 
week (ELECTRONICS, p 7, Feb. 8), 
is the forerunner of synchronous
orbiting communications and 
weather satellites. Appearing sta
tionary in a 24-hour orbit at an 
altitude of 22,300 miles, each of 
the satellites will provide continu
ous coverage of one-third the earth. 

By summer, NASA expects to 
settle on design requirements for 
follow-on Syncoms with communi
cations channel capabilities similar 
to Telstar and Relay. Syncom I , 
built by Hughes, will not be truly 
stationary-it will move in a fig
ure-8 over the Atlantic-and can 
handle only one two-way telephone 
call or teletypewriter message. 

By 1964, NASA hopes to orbit 
the first synchronous weather 
satellite. The agency has just given 
Republic Aviation a $136,640 con
tract to determine the system's 
technical requirements. 

Syncom I carries dual communi
cations transponders. Either re
ceiver may be used with either of 
the two twt transmitters . There 
are also two identical command re
ceivers. Antennas include a slotted 

array for communications trans
mission, a dipole for communica
tions reception and a 4-whip turn
stile for telemetry and command. 

F requencies are around 7,360 MC 
for communications transmission 
from ground, 1,815 Mc for satellite 
response, 1,820 Mc for the satellite's 
beacon signal, and 148 Mc for com
mand. Satellite range and range 
rate are determined from two-way 
transmission time and doppler shift 
in the beacon signal. 

SYNCOM'S fit in third-stage Delta 
launch rocket is checked by Douglas 
engineers 



.•. WITH TRANSISTORIZED WIEN BRIDGE OSCILLATOR 

Here's the advanced new signal generator with one-fourth the bulk of competitive 
instruments ... and more capabili ty. The E-H Model 410 is a stable, reliable 
instrument providing 6 decades of frequency coverage from 10 cps to 
10 megacycles. You'll find the compact new 410 is easy to use for audio, ultrasonic 
and video measurements. And far less bulky on the bench! 

SPECIFICATIONS 
FREQUENCY RANGE: 10 cps to 10 MC. 6 Bands 
OUTPUT: 3 volts into 600 ohms or 50 ohms ; 1.5 volts into 600 ohms back matched 
FREQUENCY RESPONSE: Flat within 1 db over the entire frequency range 
DISTORTION: Less than 1 O/o to 1 oo kc 
OUTPUT ATTENUATOR: Up to 50 db, separate attenuators for 600 ohms and 50 ohms output 

DIMENSIONS: 6 inches high, 12 inches wide, 9 inches deep. Weight-15 lbs. 
PRICE: $545. Rack mounted $20 extra 

WRITE, WIRE OR TELEPHONE TODAY FOR MORE INFORMATION ••• REPRESENTATIVES IN ALL MAJOR CITIES 

rnH E-H RESEARCH LABORATORIES, INC. 
163 ADELINE STREET • TEMPLEBAR 4-3030 • OAKLAND 20 , CALIFORNIA 

WX OA 396 U Cable EHLA 
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Why so many? 

We admit it. 
Amphenol. more than any other 

connector manufacturer, accepts re
sponsibility for confronting you with 
a seemingly endless selection of rack 

and panel connectors. 
There's a good reason. 
For some uses, a ten-contact con

nector the size of an Idaho potato will 
do just fine. In others, ten connections 
must be squeezed into a space no 
bigger than a jelly bean. Still other ap
plications have unique requirements 
that relate to environment or mating 
force-even the technical skill of the 
operator. 

WHY WE DO IT 

We make a lot of different rack and 
panel connectors because it takes a 
lot to satisfy the wide range of appli
cations. 

For example: the Amphenol Blue 
Ribbon® rack and panel connector 
is widely used in ·blind· mating ap
plications. Part of Blue Ribbons' pop
ularity is due to the fact that they 
mate with a smooth and gradual 
wedge-like force. Because they mate 
so smoothly, the ·feeling" of correct 
alignment is unmistakable. 

Another advantage of the Blue 
Ribbon design is the wiping action 
that occurs as connectors mate. Each 
time Blue Ribbons are mated, contact 
surfaces are wiped clean. Combine 
wiping action with high mated contact 
pressure, and the result is an extreme
ly low-resistance connection. 

THINKING SMAU? 

As fine a connector as we know the 
Blue Ribbon is - it's just not right for 
the real tiny stuff. Thus, as miniaturized 

electronic equipment became popular, 
Amphenol engineers developed the 
Micro Ribbon® -a rack and panel 

connector utilizing the ribbon contact 
principle, but in as little as one-half the 
space. Further development produced 
a circular Blue Ribbon connector 
which crammed 50 contacts into a 
diameter just under 3 inches. 

Also, there's the question of termi
nating rack and panel connectors. 
Often, confined quarters or complex 
wired harnesses can tax the dexterity 
of even the most skilled worker 

To solve this problem, Amphenol 
engineers developed rack and panel 
connectors with Poke-Home® con
tacts. Poke-Home contacts make it 
possible to terminate conductors inde
pendent of the connector. Contacts are 
crimped, soldered, or even welded to 
conductors, then inserted into the con
nector. Besides simplifying assembly, 
Poke-Home contacts can be easily re
moved after assembly should circuit 
changes or repairs later become neces
sary. Needless to say, Amphenol rack 
and panel connectors with Poke-Home 
contacts (Min-Rae 17®, 93 and 94 
Series, for example) are popular items 

with engineers who are forced to think 
small. spacewise. 

BEATING THE ELEMENTS 

There's a need for environmentally 
resistant rack and panel connectors, 
too. High performance aircraft, missiles 
and space craft led to the development 
of Amphenol 126 and 217 Series en
vironmentally sealed rack and panel 
connectors. (The 21 7 offers the added 
feature of Poke-Home contacts.) Other 

Amphenol rack and panel connectors 

can accommodate coaxial connectors; 
many can be supplied with hermeti
cally sealed contacts. There are rack-to

cable connectors available in every 
series. There are super-economy types 
and super-reliable types. 

So, when you have a rack and 
panel connector problem, contact an 
Amphenol Sales Engineer (or an au
thorized Amphenol Industrial Distrib
utor). With the broadest line of rack 
and panels in the industry-if he can't 

solve it. no one can. If you prefer, 
write directly to Dick Hall, Vice Presi

dent. Marketing, Amphenol Connector 
Division, 1830 South 54th A venue, 
Chicago 50, Illinois. 

Amphenol connectors shown on the opposite 
poge are: 1-Min-Rac 17 with (a) crimp-type 

contacts and (b) solder-type contacts 2-94 
Series 3-Micro~Ribbon 4-126 Series 

Rectangular 5-93 Series 6 -Blue Ribbon 
with (a) barrier polarization, (b) pin polari
zation and (c) keyed shell and barrier polar
ization 7-126Series "CNI" 8 -126Series 

Hexagonal 9-Circular Blue Ribbon 

IJ~l~:l~:t•JJ Connector Division/ Amphenol-Borg Electronics Corporation 
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WHITEPRINTERS: 
T 

Get new ease, economy and efficiency 
with extras like these ... 

at no extra cost! 
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When looking for the idea! 
whiteprinter for volume pro
duction, it is important to 
evaluate work-saving fea
tures of the machine as well 
as the economics of day to day 
machine operation. Here are 
reasons the Ozalid Print
master® 900 is your best buy. 

Exclusive Ozalid Sleeveless De· 
veloper System eliminates 
sealing sleeve, perforated 
rollers, slip screen. Prints 
travel through heart of de
veloper system, receive fric
tionless dual-sided develop
ment in one pass. Curl mini
mized. Protective sheets for 
film eliminated. 

New Instant-start Variable 
Speed Control gives greater 
than ever operating reliabil
ity. Dependable si licon recti
fiers replace expensive elec
tron tubes, keep PM-900 costs 
low and performance high. 

Variable Lamp Intensity Con· 
trol adds flexibility to print 
exposure, allows slower ma
chine speed where desired. 

Double Action Reversing Pedal 
helps you correct alignment 
errors quickly, protects valu· 
able drawings. 

Automatic Safety Device acts 
instantly, positively to stop 
and reverse your Printmaster 
900 should foreign objects 
trail into machine. Protects 
printing cylinder and other 
vital parts from damage. 

Automatic Exhaust Timer 
keep s belts moving and 
blowers working up to 30 
minutes after machine is 
switched off. Prolongs belt 
life. Prevents condensation. 

Versatility. Printmaster 900 is 
specifically engineered to 
process efficiently the new 
Ozalid polyester films and 
other specialty intermediate 
materials. 

For details on the Print. 
master 900 write to: Oza lid, 
Dept. 101, Binghamton, N. Y. 

OZA LID 
WE REPEAT 

OZA LID 
General An1hne & f"ilm Co1poralion 

Jn Can.lda : Hughes-Owens Co ., Ltd .. Montreal. 
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Specifying discriminators? 
Do you know ... 

Which discriminator gives you the greatest reliability? 

The GFD-3 

Which discriminator is th~ most compact? __ 

The GFD-5 
(Seven occupy just 3 % inches of panel height) 

Which discriminator works at the 
~~~ 

::;~highest frequency? The GFD-B 
(Up to 5 Mc ... high enough?) 

Which switchable discriminator gives you phase-locked
loop operation? 

: t"··Ci:a ... 
: ~· 

.. ~ e 
The GSD-3 

(23 channels; provision for remote control) 

; : · · A few more important facts about the com-
. · " ~ plete family of DCS Discriminators: They're 
• · all solid state. They're all available on rapid 

Wh k h <:: 
delivery. And, there's a full line of acces-

t ') sories and mounting hardware. For more 

0 ma es em r DCS ~nformation, inciu~ing _data sh_eets contain-
• mg complete spec1ficat10ns, wnte today to: 

Dept. E-11-2 

Write for the name of your nearest representative. Address: Dept. E -11-2 

DA TA-CONTROL SYSTEMS, INC. 
'I~'°" ili?e4e4/rd 

Loa Angeles• Sent• Clere• Weeh., 0. C. • Cepe Ceneverel Home Office: E. Liberty St., Denbury. Conn.• Pioneer 3-9241 
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HOW TO 
lACE FOR 
Why Gudebrod's Common Sense 
Approach to Lacing Problems 

Pays Dividends for Customers! 
Recently a customer involved in the missile program came to us with a 
problem. He wanted a lacing tape that would be easy to use but must with
stand extremely high temperatures ••• well above 1000°F! 

We had to admit that we had no such tape. Our high temperature tapes 
such as GUDE-GLASS® have a maximum temperature range of 800°F. 

To solve this customer's problem, we developed GUDE-Q®, a revolutionary 

new lacing tape that is essentially stable to temperatures in excess of 1500°F. 

GUDE-Q is a flat braid made from continuous length silica fibers that 
have been especially impregnated with a silicon finish to produce excellent 

handling and tying qualities. G UDE-Q lacing tape allows harnesses to be easily 
tied ... knots don't slip, yet it withstands temperatures in excess of 1500°F. 

Creating a new tape to meet high temperature requirements is but one of 
many ways in which we serve customers' needs. Whatever your lacing tape 
needs-civilian, military, fungus proofing, high temperature, color coding 

-Gudebrod's common sense approach to the problem will pay dividends 
for you because: 

l, Gudebrod lacing tape increases production! 

2. Gudebrod lacing tape reduces labor costs! 

3. Gudebrod lacing tape means minimal maintenance after installation! 

4. Gudebrod is quality -our standards for lacing tape are more ex acting than 
those required for compliance with MIL-T ! 

Write today for our Technical Products Data Book which explains in 
detail the many advantages of Gudebrod lacing tape for both civilian and 
military use. 

Address your inquiry and your lacing tape problems to: 

U D EBROD BROS. S I LK C0.1 I NC. 

~~~ 
12 SOUTH l2!h STREET, PHILADELPHIA 7 , PENNA . 
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MEETINGS AHEAD 

QUANTUM ELECTRONICS INTER N AT IONAL 
SYMPOSIUM, IRE, SFER, ONR; U n esco 
Building and Pare de Exposition, 
Paris, France, Feb. 11-15. 

INFORMATION STORAGE AND RETRI EVAL 
SYMPOSIUM, American University; 
International Inn., Washington, 
D. C., Feb. 11-15. 

ELECTRICA'L & ELECTRO N IC EQUIPMENT 
EXHIBIT, ERA, FRC; Den ver H ilton 
Hotel, Denver, Colo., Feb. 18-19. 

ELECTRICAL-ELECTRONIC TRADE SHOW, 
Electrical Representa tives Clu b and 
Electronic Representatives Assn.; 
Hilton Hotel, Denver, Colo. , F eb. 
18-19. 

SOLID STATE CIRCUITS INTERNATIONAL 
CONFERENCE, IRE-PGCT, AIEE, Uni
versity of P ennsylvania; Sheraton 
Hotel and U . of P ., Philadelphia, 
Pa., Feb. 20-22. 

RESIDUAL GASES IN ELECTRO N TUBES 
INTERNATIONAL SYMPOSIUM , I talian 
Society of Physics, e t a l; :\tarch 
12-15. 

PACIFIC COMPUTER CONFERENCE, Al EE ; 
California Institute of T echn ology, 
Pasadena, Calif., March 15-16. 

BIONICS SYMPOSIUM, United Sta tes Air 
Force; Biltmore Hotel, Dayton, 
Ohio, March 18-21. 

IEEE INTERNATIONAL CONVENTIO N, In
stitute of Electrical and El ectronics 
Engineers; Coliseum and Waldorf
Astoria Hotel, New Y ork, N. Y . 
Ma rch 25-28. 

ENGI N EERING ASPECTS OF }I AG1'ETO
HYDRODYNAMICS SYMPOSIU M, IRE
PG NS, AIEE, IAS, Univer sity of Cali
fornia; UCLA, Beverly, Cal if., 
April 10-11. 

OHIO VALLEY INSTRUMENT-A UTOMA-
TION SYMPOSIUM, ISA, et al; Cin 
cinnati Gardens, Cincinnati, Ohio, 
Apr il 16-17. 

CLEVELAND ELECTRONICS CO NFERENCE, 
IRE, AIEE, Case Ins titute, \Vestern 
Reserve University, !SA; Hotel 
Sheraton Cleveland, April 16-1 8. 

INTERNATIONAL NONLINEAR MAGNETICS 
CONFERENCE, JRE-PGEC, PGIE, AIEE; 
Shoreham Hotel, Washington , D. C., 
April 17-19. 

ADVANCE REPORT 
l N T ERN A T ION AL TEL EMETERIXG CflXFER

ENCE, IEEE, IEE, ISA, et al : s,, 1·ny Pla cr. 
L on(lon , En,glancl . 1lfa.rch I is thr 1lrotl
l1nc for su bniittiny pa.JUTS in triplic,, fr 
a nrl not exceecling .j.000 1l'Onl s and 011c 
p age of diagrcuns to: L a 11-rP11et L. 
Ra1wh. I nstrit.nientation Rngi11e<ri11y. 
Vniversit y of Afichigan . . t w11 ..l rf)or·. 
.JHc higan. A n tho1r s not Uviny in _"\'1Jrfh 

<Ln<l Sonth A?nericn nu<l .Ja p <1 11 sll<1ulrl 
submit p av ers to : R. ET . l forh·cJ". /11., li
tn tion of Electric<t l En{Jiucrrs. .r..:,, ,.,,_11 
1..11ace, Lo'ndon i v. C. 2, Bngla11d. f>r 
interest are t heo'r'y , systems tf cs;y11 (//Ir/ 

11a 1'<lware t ec h niqnes in wny of f//( ,f()1-
7ou-in.Q a'r eas : ch <i racterisfics of h1J11n11rt

ti,on to be rnecisnre<l : traus ll ncf'rs: siy11ul 
con<li.tioning (1Jre-trci11s1ni8siou) : 101u.~-

1nit ling sy ste'His (inc l1ulin.r1 cod i H!J): rr
cei.v ing nnd recording sy:i l ems: 8i_q111ll 
1·ecover·y (dem,o<l n lation) ,; dn ta rP<lnc
tion p1·esen tcition nncl e1w 1n o tion (com
JJ'll f l'r 111,ention sh ould only be i 11ci<Tr11tttl). 
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Capture fast 

signals 
accurately, 

in just 10 <+. 

seconds, 

I 
/: 

Single shot transient, 10 nsec/cm sweep speed 

without 

parallax 
error 

For a scope trace recording as precise and accurate as that shown 
here, you need three things: 

1. 

2. 

3. 

new ~ no-parallax 
oscilloscope 

new ~ 1968 oscilloscope 
camera 

new Polaroid® PolaScope 
Land 10,000 speed film 

This unique combination gives 
you sharp, scalable, easy to 
read (or reproduce) pictures 

completely developed in only 10 
seconds - almost as fast as you 
can peel them from the back of the 
camera. The new, ultra-sensitive 
Type 410 Land film (10,000 ASA 
equivalent) captures even fastest 
transients with superior definition 
and picture quality. The single
shot transient shown, sweep speed 
10 nsec/ cm, is a typical example. 

The 196B Camera features a 
built-in, low power black light. 
This near u-v illumination causes 

February 15, 1963 

the phosphor to glow, providing an 
intermediate grey background on 
the finished photo. This assures 
maximum contrast between the 
black graticule lines and white 
trace; photos are easier to read 
since ambiguity between graticule 
line and trace is eliminated. The 
black light also pre-sensitizes the 
film, increasing film speed. This 
light, standard on~ 196B, is avail
able as a field modification for ~ 
196A Cameras. To completely 
avoid parallax error, new ~ cath
ode ray tubes have the graticule 
inside the tube in the same plane 
as the phosphor. 

The lightweight~ 196B Camera 
is extremely simple to operate. It 
mounts in seconds, permits aper
ture and shutter speed adjust
ments after mounting. Two-eye 
direct viewing simplifies trace ad
justments. 

Camera specifications: Object/ Image 
Ratio 1 to 0.9 (1-1 optional). Lens 3-inch 
(75 mm) f/1.9. Lens opening, f/1.9 to f/16. 
Shutter speeds, l/100 to 1 second, Time 
and Bulb. Print size, 31/4" x 41/4". Image 
size, 2'l'a" x 3-13/16". Film, Polaroid® 
Land film types 42, 44, 46, 46-L, 47, 410. 
Weight, 9 lbs. Price, ~ 1968, $490.00; 
196A (same but without u-v light), $440.00; 
u-v modification kit for 196A, $50.00. 

Data subject to change without notice. 
Prices f.o.b. factory. 

HEWLETT 
PACKARD 
COMPANY 
1501 Page Mill Road, Palo Alto, California, 
Area Code 415, DA 6-7000. Sales and service 
representatives in all principal areas; Europe, 
Hewlett-Packard S.A., 54-54bis Route des Aca
cias, Geneva; Canada, Hewlett-Packard (Can
ada) Ltd., 8270 Mayrand Street, Montreal. 

Polaroid® by Polaroid Corporation 
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32,000 PRINTED CARD TESTS! 

BETTER [3 
MEASURING 

FROM 

Engineers of the Martin Company have developed 
an automatic card testing machine that electronically 
inspects printed circuit cards used in the firm's 
PERSHING, BULLPUP, GAM-83 missile systems 
as well as its air defense and communications sys
tems. Key to the speed, simplicity and cost savings of 
the machine is the EI Digital Multimeter which dis
plays test results of the tape program at the push 
of a button! 

Each of the 1000 printed circuit cards produced 
daily by Martin can now be given 32 quality tests 
in less than 2 minutes - work which formerly took 
an experienced electronics technician and inspector 
15 to 45 minutes per card! 

As in the case of Martin, EI all solid state Digital 
Multimeters are your answer to greater speed, higher 
reliability, significant cost savings and a much lower 
investment. 

Whether your interest lies in spacecraft, electronic 
components or industrial processes, we can demon
strate to you the advantages of EI digital instruments 
in measuring DC volts, AC volts, DC ratios, resist
ance, capacitance, inductance and impedance. Let EI 
all solid state Digital Multimeters provide you with 
swift, accurate, low cost solutions to your measure
ment and display problems. 

For full details on El's individual digital instruments, or 
our complete capabilities in the field of measurement, dis
play and recording-write direct in care of Dept. MA-2. 

Carle W. Collins, production test engineer, Martin Company's 
Orlando (Fla.) Division, inserts coded Mylar tape into the 
reader unit of the Tape Programmed Automatic Tester wh ich 
he designed. 

Electro Instruments. Inc. 
8611 Balboa Avenue, San D iego 12, California 
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KINNEY EVAPORATORS 

MEET ALL VACUUM REQUIREMENTS 
Kinney Evaporators are designed for laboratory, pilot plant or produc· 
tion applications where versatility, dependability, and speed are 
required. These evaporators offer rapid evacuation and ultimate pres
sures as low as 5 x 10-1 torr when using liquid nitrogen. They are fur
nished complete with filament power supplies and vacuum gauges. 
Utilizing dependable Kinney components, each system is housed in a 
compact, functionally designed cabinet finished in hammertone grey 
enamel and topped with a durable formica work surface. All electrical 
controls and meters are grouped on a sloping console for optimum 
operator control and visibility. Its versatility is enhanced by a complete 
line of Kinney accessories. Kinney's standard models include 2" to 611

, 

single and double evaporators; custom-designed systems can be built 
to your specifications. 
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COMPACT, 
LIGHTWEIGHT 

CONTINUOUS-DUTY 
COIL 

S·AMP CONTACTS, 
SPDT OR DPDT 

HEINEMANN TYPE B TIME-DELAY RELAY 
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Here's a bargain for you : a time-delay relay that can 
work as its own load relay. The Heinemann Type B. 

The relay's continuous-duty coil does the tri ck. Makes 
it possible for the Type B to remain locked-in indefinitely 
after actuation. In most cases, this eliminates the need 
for a separate slave relay and associated circuitry. 

The Type B Relay, happily, is quite moderate in price. 
It's also neatly compact. And it weighs only 3.5 ounces. 
You can have it in any of eighteen standard AC and DC 
operating voltages, and with any of sixteen standard 
timings, from a '/.i second to a full two minutes. Contact 
capacity is generous for a relay of its size: 5 amps at 125 
or 250V AC or 30V DC, resistive (3 amps, inductive load). 

Our Bulletin 5005 will give you detailed information. 
Write for a copy. 

HEINEMANN ELECTRIC COMPANY 
2600 Brunswick Pike • Trenton 2, N. J. 
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The Choice of the Discrim inating 
Communication Engineer . .. the 
Man who Never Settles for Anything 
Less than THE·VERY·BEST ! 

~ "BEAMED-POWER" 
ANTENNAS and ANTENNA SYSTEMS 

Provi d e opt i m um pe r formance an d 
r e li a bility pe r e leme n t, per dollar. 
Ante nnas from 500 Kc to 1500 :IIc. 
Free P L 88 con densed data and pricing 
cata log, describes m ilitary and com
mercia l a ntennas, systems, accessories, 
Tower s , Masts . Rot a t or s , "Baluns· • 

and transmission line data. 

Asbury Park 41, New Jersey, U.S.A. 
CIRClE 204 ON READER SERVICE CARD 

1 to 5 Reeds 
.095- .215 dia. 
6 to 48 V.D.C. 
Lead or Pin Term. 

Coils 
for Contact 

Capsules 

Also Available with Reeds. 

Write for Bulletin and Prices 
• 

ELECTRICAL COIL WINDINGS 

Wire sizes #6 to #56, Classes A, B, F and 
H. Complete engineering service available. 

Coto-Coils ~i~:t.~~ 
65 Pavilion Avenue, Providence 5, R. I. 

CIRClE 205 ON READER SERVICE CARD 
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HEADED FOR AUTOMATION 
... AND DESIGNED TO MEET ALL MIL SPECS. THAT'S THE STORY ON DAYSTROM TRANSITRIM~ 

The Daystrom Transitrim potentiometer, in a 
T0-5 configuration, is designed to facilitate the 
automatic assembly of PC board circuitry. In addi
tion, it is designed and manufactured to comply 
with the operational requirements of MIL-R-
27208A. The Series 510 wire-wound T ransitrim 
offers 1.25 watts dissipation in still air, resist
ance ranges from 10 ohms to 30 K, and an oper
ating temperature range from -55°C to +175°C. 

1: '-

ACTUAL SIZE 

Some features of the Transitrim potentiometer 
include: a vacuum-tight glass-to-metal seal head
er with 0-ring under compression on the adjust
ment screw; an all-metal housing free of plastic 
parts for greatest strength, durability, and heat 
dissipation; and Ph inch rigid bare wire leads 
for automatic assembly. The Transitrim is imper
vious to humidity, salt spray, sand and dust, etc. 
No other line offers so much . . . send for data! 

DAYSTROM ' I NCORPORATED 
I r 

POTENTIOMETE R DIVISIO N 
ARCHBALD, PENNSYLVANIA • LOS ANGELES, CALIFORNIA 
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1 The Siliconix 12 nsec 5 mw Du.ail NAND G,at1e I 
INPUT Vee INPUT 

OUTPUTS 

P•tent •PPlied for 

u 
30 Sl 25 

c 
I 25 P = 2.3 mw <Yee = 3 VoHs) 20 > < 

...J 20 UJ 5 15 0 
z 15 : = 5 mw <Vee = 4 Volts) C? c = z 
i== ~ 10 < 10 
~ P = 9 mw (Vee= 5 Volts) 

5 Q. 5 Fan-out i!': 5 c 
a: 

6. V = DC Voltqe St1bllity 
Q. 0 0 I 
a. -50 0 +so +100 +150 - 50 0 + 50 + 100 + 150 - TEMPERATURE - "C TEMPERATURE - "C 

Aver1ge Propag1tion Delay vs. Temperature and Power Dissipation F an-«>ut • a Function of OC Stlbility Ind T emper1ture 

THIS PLANAR SILICON INTEGRATED CIRCUIT HAS A LOWER POWER-SPEED 
PRODUCT (60 PICOWATT-SECONDS) AT HIGHER FAN-OUT THAN CONVENTIONAL 
DIODE-COUPLED NANO GATES BECAUSE OF: 

a. The unique emitter-follower diode-clamp circuit ..• 
b. Small geometry which minimizes capacitance ... 
c. Epitaxially grown collectors. 

PROPAGATION DELAY VARIES LESS THAN + 7.5% FROM - 55°C TO + 125°C 
WITH Vee 4 TO 5 VOLTS. USE THIS GATE AS A NANO, NOT AND-OR, BISTABLE 
FLIP-FLOP, OR HALF ADDER. ANOTHER EXAMPLE OF THE WAY SILICONIX 
COMBINES CIRCUIT AND SEMICONDUCTOR TECHNOLOGIES INTO DIGITAL AND 
LINEAR INTEGRATED CIRCUITS AND COMPONENTS. WRITE FOR DETAILS. 
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Siliconix incorporated 
1140 West Evelyn Ave.• Sunnyvale 33, California 

Telephone 245-1000 •Area Code 408 •TWX 408-737-9948 
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INSPECTING NEW metalizing mask for production of integrated circuits at Motorola Semicondtictor Products division 

Frorn promise to practice in just .f oitr years, 

a whole new technology for electronics 

heralds a change in the face of our industry. 

The question fa no longer when and why 

rnicr01niniaturization, but how 

By MICHAEL F. WOLFF, Senior A ssociate Editor 

"WE'RE GOING MICRO." These words are being 
echoed throughout the industry in 1963-what was scoffed 
at in some quarters four years ago is now a reality. 

Today production of microminiature equipment is 
underway for important military and space missions. 
Speculative talk about ultimate wonders, playing " the 
numbers game"-these are largely gone. Engineers are 
grappling with engineering problems: how best to fabri
cate, design, test , specify and demonstrate reliability. 
They emphasize that in microminiaturization they are not 
interested in size reduction for its own sake-rather e;:igi
neers see a whole new technology of microelectronics that 
will bring low cost and high reliability as its most im-
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ONE OF FOUR standard wafers that comprise the logic in Arma'~ 
20-lb space computer 

DIGITAL DATA signal conditioner for State University of Iowa 
experiment in first Orbiting Geophysical Observatory (A) uses 
102 Texas Instruments semiconductor networks for all logic 
functions. Counter-scanner-programmer (B) uses 36 such net
works, is undergoing laboratory evaluation for NASA 
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portant benefits. Now, at the start of microelectronics' 
first real production year, the major concern is with the 
practical problems of how best to realize these potentials. 

APPROACHES 

APPROACHES-Three approaches to microminiaturization 
still claim the major effort: component, thin-film and 
semiconductor integrated circuits. 

Discrete microcomponents are widely used in soldered 
or welded modules . These will continue to be important 
where moderate size reduction is needed a long with 
proven reli ability and the design flexibility of choosing 
from a wide range of commercially available parts . 

Sm;iller size with discrete components is obtained by 
a ttaching parts to "2-D" passive substrates or inserting 
part s in cavities in printed circuit boards. Arma's 20-lb 
guidance computer is an example of what can be done 
with the former. This 1-Mc computer is a serial. binary 
stored program computer designed to handle a variety 
of space navigation problems. It occupies 0.42 cubic 
foot and requires 50 w.' Second technique is also in pro
duction , has been used in several linear and nonlinear sys
tems such as proximity fuzes and timers built for Army 
Ordna nce under the Micram program! 

Standard component form factors have been derived 
for the micromod ule program and pellet. or dot. concert. 
M icromodule production capabilities will be demon
strated this year as applications in Army communications 
and computer equipment are stepped up. In contrast to 
many other techniques, micromodules have an impressive 
amount of reliability data: RCA reports 3.493 .940 ele
ment hours of life testing on 96 10-element communica
tions modules has given an mtbf of 381 .000 hours at 60 
percent confidence, 16 ,568,650 element hours on 176 
digital modules has given an mtbf of 528,000 hours. 

By next year RCA estimates micromodule costs will 
drop below $8 a logic circuit in quantities of 300,000. In 
some cases costs will be less this year than those of 
equivalent circuits with military-type components. 

During the next few years new microelectronic tech
niques wi ll also be incorporated in the micromouule 
package as they become feasible and are required . Ex
perimental packages incorporating integrated circuits 
have been built . A new package is under development 
to give. in the same size, the additional interconnections 
the~e higher density techniques will need . P ackage would 
use electron-beam-welded ribbons on 25-mil centers. 

Pellet approach is scheduled to be introduced into G en
eral D ynamics' manufacturing program this year. It is an 
interconnecting process th at can use either discrete com
ponents o r integrated circuits if they are pack aged as 
pellet~ . Design survey indicates that 78 to 96 percent 
of the electronic circuits produced at General Dynamics / 
Astronautics can either be directly pelletized or pelletized 
with approxi matel y 5 percent redesign, compared with 
60 percent for thin films. Plans for a computer controll ed 
automatic assembly system are underway.• 

Thermionic integrated micromodules (TIMM's) could 
pl ay an important role in high temperature and radiation 
environments. GE claims long-term, stable operation is 
possible from -65 to 500 deg C under total integrated 
flux of IO" fast neutrons. Typical NOR circuit draws 3 Y2 
mw at 12-16 v. Nuclear power supplies in space, nuclear 
rockets and long-life (5 years or more) space communica-
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nications systems are seen as possible applications. 

INTEGRATED CIRCUITS-While component-oriented 
approaches will be around a long time, momentum seems 
to be toward thin-film and semiconductor integrated cir
cuits where "circuit elements are inseparably associated 
on or within a continuous body to perform the function 
of a circuit."' Feeling within the military and NASA is 
that these techniques will bring the reliability, maintain
ability and performance per dollar they consider neces
sary to perform their missions. Some spokesmen show 
little interest in discrete component approaches. 

Feeling now is that semiconductor integrated circuits 
are satisfactory for most digital data processing functions, 
especially those requiring large volumes of standard cir
cuits. Major limitation has been speed. Maximum clock 
rates are now generally limited to about 6 Mc but these 
will improve as design techniques to minimize parasitic 
coupling are applied and faster logic schemes introduced; 
10 to 20 Mc is considered feasible on a production basis 
this year. 

COST AND RELIABILITY-Cost has come down an 
order of magnitude in the last two years but yield is still 
considered too low. This will improve with better in
spection and process control, packaging and intercon
nection techniques. Some observers say that yields and 
uniformity are good enough now that the cost of an indi
vidual transistor in a silicon integrated circuit is close 
to the cost of a discrete transistor. And while overall 
circuit costs are greater than those of comparable printed 
circuit boards with discrete components, the crossover 
point could come in the next year or two. Meanwhile in
troduction into commercially competitive systems will be 
slower than for military and space applications. 

Practical limit in the complexity of a single integrated 
circuit that can be economically achieved is presently 
set by materials processing technology at around the shift
register level (about 15 transistors and 21 resistors) in 
the opinion of R. B. Seeds of Fairchild Semiconductor. 

Increased understanding of the underlying silicon tech
nology has led to widespread confidence in eventual high 
reliability of these circuits. Evidence coming in indicates 
this confidence may not be misplaced. Texas Instruments 
reported failure rate of 0. 13 percent per 1,000 hours at 
85 C in April 1962, estimates 0.04 percent for third 
quarter 1962 and predicts less than 0.0 I percent by the 
end of this year. 

Bureau of Naval Weapons feels semiconductor inte
grated circuits on the whole have demonstrated they are 
more reliable than average discrete components and ex
pects 1-Mc devices to be available shortly with certified 
parameters and reasonable cost. In linear applications 
they feel 10 to 20 percent of present circuits can be 
realized with silicon integrated circuits but that here 
proof of reliability is not yet available. 

APPLICATIONS-Semiconductor integrated circuits are 
already being introduced into several aerospace digital 
computers, but the significant boost to their application 
has come from the selection of Texas Instruments' semi
conductor networks for the guidance and control elec
tronics in the improved Minuteman. Observers say this 
program could run to ten's of millions of dollars, may 
eliminate the need to sell people on microelectronics. 

MICROMINIATURIZATION 1963 

Discrete components will always be important, but the 
tide is toward the circuit and function-oriented ap
proaches. This means: 
• Designers of systems, circuits and devices, will have 

to work closer together to generate the new circuit 
design and fabrication techniques that are needed. 
Each must know more about the other's problems than 
he does now 

• Manufacturers will find the thin-film and semiconductor 
techniques complementary in their application-not 
competitive. But the key to the profits inherent in these 
technologies is careful attention to process control 

• Users will find greater performance per dollar rather 
than small size and weight the rationale for microsys
tems. Eventually microminiaturization will allow at
taining new levels of performance, such as duplicating 
biological systems 

To realize fully the promise of microminiaturization, how
ever, solving such problems as manufacturer-user coop
eration, specification, testing and standardization will 
be just as important as solving the purely technical ones 

Autonetics, associate prime contractor for Minuteman, 
also plans integrated circuits for inertial navigation sys
tems under design and is evaluating them for a space
craft radar with a 10,000-hour mtbf. Other programs 
planning semiconductor integrated circuits include: 
Apollo guidance computer, EGO and POGO satellite 
digital-data signal conditioners, an all-weather Naval 
avionics system for helicopters and VTOL aircraft, radar 
computer indicator for Navy's W2F-1 early-warning air
craft, and some Air Force pcm telemetry systems. 

THIN FILMS-Considerable progress is being made in 
linear silicon circuits; however, at this time thin films 
appear more promising for complex and small-volume
production linear applications where high performance 
and relatively close tolerance components are needed. 
Diffused silicon resistors are generally limited to around 
50,000 ohms and 20-percent tolerances, while thin-film 
resistors can be individually adjusted to less than 5 per
cent and go as high as l megohm. Practical-size silicon
dioxide capacitors are considered limited to around 
1,000 pf, while 0.1 µ.f is readily obtainable in metal films, 
especially tantalum where 1 µ.f can be obtained at 5 v. 
Common film characteristics are tabulated on p 48. 

Research group at Bendix Radio feels applications re
quiring reproducibility and rigidity will employ the early 
thin-film techniques. Examples are phased-array radar 
(because of the great number of identical receivers) and 
complex filter networks. Bendix wants stable circuits at 
uhf and above, is presently fabricating a 400-Mc i-f 
strip with a gain of 80 db and 100-Mc bandwidth. All 
resistors, capacitors and inductors will be thin film. 

ITT Federal Laboratories expects to go into pilot pro
duction on tantalum film communications circuits this 
year. One application they are considering is a 70-Mc i-f 
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(A) 10 MILS 

MICROCIRCUIT for a meteorological satellite differential amplifier (A) and NOR gate (B) bui lt by CBS Labs. Hybrid construction employs 

amplifier for parametric receivers, feeling tantalum film 
components can be used to about l 00 Mc. 

Kearfott is going into pilot production of a 1t4 -cubic
inch 5-watt servo amplifier that has a gain adjustable to 
around I ,000 at 400 cps. Some hearing aids now use 
fi lms. 

Battery-operated 15-Mc pulsed f-m receiver is under 
development at Johns Hopkins Applied Physics Labora
tory for use by the National Institute of Mental Health 
in experiments on brain stimulation o.f an imals. The 
thin-film receiver is on three l x 1-inch substrates, would 
be mounted on a monkey's head. 

Thin fllms are also being used in specialized digital 
systems by those who claim the following advantages 
over semiconductors: design flexibility , faster fabrication 
of prototype systems, and higher speeds and pulse rise
times. GE is fabricating a 1,500-component digital de
coder for a Navy missile ; a 200-module digital computer 
built by Lear Siegler has been tested in a satellite. An 18-

lb airborne computer is scheduled for del ivery by IBM 
this year under a N aval Avionics Facility contract. 

Titanium metal technology is being pursued at Lock
heed to meet space environmental requirements, par
ticularly radia tion . They report less than 5 percent 
change of resistor characteristics under 2 x l 010 neu
trons per sq cm•, have used titanium components in a 
seq uencer subsystem for a space telemetry multiplexing 
system. The 0.894-cubic-inch unit draws 450 mw. 

HYBRID APPROACHES-Major problem with thin
.film circuits is the lack of compatible active components. 
At present, semiconductor diodes and transistors must 
be attached in what is considered a transitional hybrid 
that is generally larger, more expensive and less reliable 
than its equivalent in semiconductor integrated circuits. 
Real promise of the th in-film approach lies in its automa
tion potential, but until deposited-film active components 
make this feasible, the trend is to use thin-film passive 

TABLE- THIN-FILM RESISTORS AND CAPACITORS0 

Dissipation 
TCR (w/in.2 of film Stability 

RESISTORS Ohms per sq (ppm/deg CJ @rating) Tolerance !%) (% ·@ 1,000 hr) 

Chromiumb 500-30,000 50 25 ± 0.1 0.5 
Nickel-Chromium• to 200 ±50 12 ± 0.1 <0.1 
Tantalum• to 100 ± 200 20 ± 0.Cl 1 
Tantalum Nitride• to200 - 75 ±25 20 ± 0.01 <0.1 
Titaniumd 500 - 2,000 + 120to - 110 12.5- 25 ± 1 0.8 ~ 1.5 
Tin Oxide• Approx 500 ± 300 15-25 ± 2 1 
Cermetst to 20,000 1± 250 to 20 ± 1 2 
Carbon Resin lnku 10,000 500 - 1,000 1 ± 10 5-10 

Leakage Current 
(@working Working TCC Dissipation Tolerance Stability 

Capacitors voltage) Voltage (ppm/deg Cl µf/cm2 Factor!%) (%) <% @ 1,000 hrl 

Tantalum Oxide• 10-1 amp/µf lOOVmax 250 0.1 @ 50V 1 ± 3h Approx 1 @85C 
Titanium Dioxided 2.5 x 10-1 amp/µf sov 800 0.01 <1 ± 2 0.5 
Silicon Monoxidei <10µ amp 6V j 0.5 1 ± 10 
Silicon Dioxidek 50V <100 0.004 0.2 ±10 
(a) Representative manufacturable values variable with specific fabrication process (b) Xeroi, on ceramic (c) Bell Labs (d) Lockheed (e) Corning 

Glass Works (f) International Resistance (g) Harry Diamond Labs (h) Without adjustment (i) IBM (j} Not available (k) General Instrument 
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(B) 10 MILS 

sil icon tronsistors, nickel-chromium resistors on silicon oxide, and gold interconnections-Fig. 1 

components with semiconductor integrated circuits in 
such a way as to get the most from both approaches. 

Most aerospace companies are maintaining a balanced 
research effort. Some want an in-house thin-film assembly 
capability with purchased semiconductor integrated cir
cuits for standard functions because they feel the com
plexity of the semiconductor technology and its inherent 
application to volume product.ion preclude it as an in
house technology for the military and space electronic 
system assemblers.• 

In addition to complementary usage of the two tech
nologies there will be the actual hybrid integrated circuit 
consisting of semiconductor and thin film components. A 
promising hybrid technique is to deposit metal-film 
passive elements on a silicon-dioxide insulating region of 
a semiconductor block containing the active elements. 
Leads from passive to active components are then evapo
rated. This will be widely used wherever film passive 
components are required to perform a function that can
not be obtained in a silicon integrated circuit. It is seen 
especially attractive for O-to-20-Kc servo control applica
tions because there would be little problem with stray 
capacitance from the thin-film elements. 

Figure I A shows one of two identical patterns that 
make up a differential amplifier built this way for a I 0-
track digital tape recorder to be used in an advanced 
meteorological satellite. Circuit has three resistors ad
justable to one percent and a transistor; amplifier can be 
placed inside the recorder next to the record-playback 
head for increased noise immunity. 

Desire for greater flexibility with semiconductor inte
grated circuits is also leading to hybrid approaches here. 
These involve putting passive or active semiconductor 
components or both on top of an insulating substrate and 
interconnecting by metalization, wire bonding or both. 
Entire circuit is encapsulated in a single package. 

While slightly more expensive than the single-block 
approach, this technique overcomes the problem of the 
inherent incompatibility of silicon transistors and resistors 
in the same block. Also, it minimizes capacitive coupling, 
permits easier testing, and is considered especially useful 
for small quantities of custom-made circuits where quick 
changes and modifications may be required. Some people 
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are going to this in any amplifier with more than three 
transistors where they need maximum speed. General 
Instrument is working on a technique to modify the mask 
so that resistors on a passive component chip can be 
selectively changed on the production line. 

Bell Labs finds this hybrid approach reduces the num
ber of leads made on the external circuit board by a factor 
of three in computer-type circuits. They are also using 
it in exploratory pcm circuits . In such circuits getting 
stable gain at 200-Mc bandwidths requires feedback. At 
these frequencies this feedback can best be accomplished 
in microelectronic circuits because otherwise the propa
gation time around the loop would be too great. (This 
points up an inherent functional advantage that many 
feel will give microelectronics an important role in nano
second circuits.) 

Figure 2 shows an operational amplifier built this way, 
which because of parasitics could not have been built 
satisfactorily in a single silicon block. Comparison with 
the cordwood equivalent showed that in addition to get
ting much more stable closed-loop gain, open-loop per
formance began to degrade at 130 Mc compared to 50 
Mc for the conventional. All components in the signal 
path are integrated except the precision feedback resistor. 

D ESIGN PROBLEMS 

DESIGN PROBLEMS-Microelectronics will require changes 
in the designer's thinking. Circuit, equipment and sys
tems engineers will have to work much more closely if 
an optimum microelectronic design is to result. 

On the system level, decision to go micro will require 
a new look at solving the system transfer function. For 
example, digital integrated circuits might make it prac
tical to switch to a digital command link and airborne 
data reduction . 

Then there's the problem of devices that can't be mini
aturized. In a typical airborne system mechanical com
ponents and electronic components with moving parts 
occupy half the volume and have a greater failure rate 
than pure electronic components. Arinc Research Corp. 
estimates that if only the latter are microminiaturized and 
their reliability assumed to be unity for the life of the 
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system, the system failure rate would only decrease by 
approximately 17 percent. They recommend microelec
tronics be used only in equipments that can be built 
almost entirely this way. Thus, designers will need to be 
alert to new ways of performing electromechanical func
tions more compatibly with microelectronics, such as 
solid-state relays, transducers and inertial components. 

Active thin-film devices will not be replacements for 
transistors in thin-film circuits-they will have different 
characteristics and therefore require different approaches 
to circuit design. Similarly silicon integrated circuits 
differ from ordinary circuits in that transistors and diodes 
are cheaper than the passive components, and some com
ponents such as inductors are not even available. Also 
there will be advantages in linear circuits because of the 
ability to match components formed during the same 
diffusion and to have thermal tracking of parameters. 

LOGIC-Integrated circuit logic is one of the most con
troversial subjects. With no microelectronic logic scheme 
yet applied extensively on a system basis, the user is often 
hard put to select the best for his needs. 

Each logic scheme has advantages and disadvantages 
for both producer and user. From the user's standpoint 
no specific type is presently clearly superior to all others; 
in each case he should select to fit total system require
ments, taking into account such factors as operating en
vironment, cost, size, weight and power consumption. 
Moreover tradeoffs between power dissipation, switching 
speed, fan-in and fan-out, and component tolerance must 
be considered. 

Several military and industrial groups are presently 
evaluating the different types of logic, indicated in Fig. 
3. U.S. Naval Air Development Center has evaluated 
DTL, RCTL, DCTL, and ECTL. Of these they find 
DCTL the simplest for semiconductor integrated circuits. 
It is relatively easy to fabricate and can handle I -Mc 
clock rates. Major disadvantage is current hogging where 
varying base to emitter characteristics of the load elements 
prevent even current distribution among the loads. Adding 
a resistor to the base of each transistor minimizes current 
hogging, but at the expense of operating speed. 

DCTL is also sensitive to input noise which is injected 
directly into the base of the transistors. This is not the 
only noise mode that may affect microelectronic logic 
however, and the Center plans to investigate others. 

Desire to eliminate current hogging and still maintain 
a relatively simple system led to ECTL (emitter-coupled 
transistor logic). This is a form of current-mode logic, 
which is presently gaining a lot of attention. 

Present ECTL assemblies may use a few more parts 
than their DCTL equivalents but still contain only transis
tors and resistors. In ECTL the input base-to-emitter 
resistance is a function of the transistor f3. Thus, the base 
current varies inversely with {3, permitting higher fan-out. 
This advantage together with improved noise immunity is 
obtained with two power supplies compared to one in 
DCTL. GE claims a 2-Mc shift rate for shift registers. 

Flip-flop clock rates of 20 Mc are claimed by Motorola 
for their current-mode logic. For a fan-out of l, stage 
propagation delay, rise time and fall time are 4 nsec with 
a 20-pf shunt capacitance. Maximum fan-out is 26, noise 

VIDEO AMPLIFIER consisting of six silicon planar resistors and two epitaxial transistors on ceramic substrate is fabricated at General 
Instrument, has been used in prototype navigational aids equipment. Typical values for a representative amplifier are on schematic 



voltage at the input can be half the input voltage before 
confusing the logic. 

DTL is another relatively simple system to fabricate, 
is being used in many new semiconductor integrated cir
cuits. It operates on relatively low voltage swings (4v) 
and is fast (3-6 Mc clock rates). Furthermore, immunity 
to noise can be 50 percent. 

Most complex system now used is RCTL. The capaci
tors increase base current for fast collector current turn-on 
and minimize storage time by supplying a charge equal 
to the stored base charge. RCTL units have been quite 
insensitive to input noise and supply voltage variation but 
relatively slow (about 500 Kc), the Center finds. 

Another type of logic becoming increasingly popular 
is TCL. This is similar to DTL and may be used with 
common bases and collectors (multiple emitter coupling). 
Claim is that TCL does not have the DCTL current 
hogging problem, has better noise rejection , and for con
stant power dissipation has about the same speed.' 

Simplest logic is probably RTL. Because it needs 
resistors with ±5 percent overall tolerance, however, it 
may be more suited to thin films . Also the resistors make 
it less efficient in terms of power dissipation. 

LOGIC NETS-New concept of integrated logic nets is 
considered by RCA to offer the most economical way of 
meeting most digital requirements. Here arrays of 2,000 
insulated-gate field-effect transistors (see Fig. 4) are fabri
cated on a 1-inch-square silicon substrate. These transis
tors are majority-carrier devices fabricated by diffusing 
heavily doped source and drain contacts into the silicon 

TO D-C AMPL +32V +ISV 

4.7K 

(A) (Bl 
INTEGRATED CIRCUIT package (A) far Bell Labs high-frequency 
operational amplifier module (B) contains two experimental 
2-Gc planar epitaxial transistors and two silicon zener diodes. 
External d-c stabilizing circuits and feedback loops are not 
shown-Fig. 2 
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DIODE-TRANSISTOR LOGIC ( DTL l 
DIRECT-COUPLED TRANSISTOR 
LOGIC ( DCTL l 

+ 

TRANSISTOR-RESISTOR LOGIC 
(TRL OR RTL l CURRENT-MODE LOGIC (CML l 

+ + 

TRANSISTOR-COUPLED LOGIC 
( TCL OR TTL l 

RESISTOR- CAPACITOR -TRANSISTOR 
LOG IC ( RCTL l 

SIX FORMS of integrated circuit logic are i l lustrated far a 
fan-in of three-Fig. 3 

SOME STRAIGHT TALK ON DESIGNING 

Our rate of progress will be determined by the rate en
gineers can invent circuits that utilize the unexploited 
unique features of silicon rather than by simply avoiding 
the fundamental limitations of the silicon substrate says 
C. D. Simmons, director of Philco's microelectronics lab
oratory. For example, while the tolerance of individual 
diffused resistors is poor, new avenues of design are 
offered by the fact that differentia l to lerance can be re
duced to 1 or 2 percent. 

R. E. Lee, executive vice president of Siliconix, points 
out that some companies new to integrated circuits have 
been using the almost brute force method of trying to 
realize a circuit in a silicon block by part-for-part trans
lation from what was a good optimum circuit in the 
discrete component domain . "This is not the ideal way 
to design an integrated circuit," he says, adding "inte
grated circuit design requires the combined experience 
of circu it-oriented people who can range over the entire 
scope of alternate designs to accomplish a given circuit 
function, joined w ith solid-state physics and device people 
who know what can and can't be done in a semiconductor 
block as far as device structures are concerned" 
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EXPERIMENTAL crystal controllable oscillator uses $prague's 
thin-film ceramic-based microcircuits. Conventional two-electrode 
capacitor C, uses full ceramic substrate thickness as dielectric, 
C and C:i ore multiple internal electrode capacitors, C. and Cs 
ore solid tantalum inlaid within cavities in the substrate 

and then thermally growing a silicon dioxide layer be
tween them. The contacts are then metalized and a metal 
gate put on top of the insulator. 

Electrons flow between source and drain parallel to the 
surface only when the gate is biased positively. This 
allows direct coupling between successive stages in what 
can be regarded as voltage controlled relay logic . Equiv
alent of the DCTL load resistor can be obtained in a 
similar element by forming an n-type channel under the 
oxide between the source and drain. In addition the 
source is connected to the gate, giving a two-terminal 
nonlinear resistor that simulates a constant-current source 
with more rapid charging and better noise immunity than 
a linear resistor. Supply voltage is coupled through the 
nonlinear resistor to the drain , which is then connected 
to the next transistor gate_ 

Result is the ability to have series-parallel logic with 
unlimited fan-out and without shifting voltage levels 
between stages. With a I 0,000-ohm load resistor, typical 
gate switching time is estimated at roughly 40 to 50 nsec 
and power dissipation at 40 mw. Computer clock rates 
of 10 Mc are seen with present devices. Scaling laws 
apply and clock rates of 20-200 Mc are predicted as 
device size comes down. 

RCA claims laboratory yields exceed 90 percent. that 
the devices are highly uniform. They expect this technique 
to lead to an order of magnitude price reduction over 
other integrated circuit techniques. The transistor chains, 
nonlinear resistors, fingers and crossover insulation are 
made on a general array basis so that almost always only 
one layer of evaporated gold wiring is needed to complete 
the desired circuit. 

Major failure mode reported so far is short-circuited 
gates. Major problem to be resolved is the long-term 
stability; however, researchers believe they will be able 
after a few months to show characteristics won't drift. 

Technique may also lead to nanowatt computer memo
ries. Here the transistors would be used with their hole
conduction equivalents in a flip-flop type memory (see 
Fig. 40). Hole conduction occurs with n-type silicon and 
a p+ source and drain. (Logic circuits using similar com
plementary devices have been reported by Fairchild Semi
conductor to consume less than I 0 nw standby power per 
node and switch in less than 20 nsec' .) 

Presently two applications are under development (see 
the front cover). One is an eight-neighbor NOR gate for 
a 2-D data processing panel being built at Air Force 
Cambridge Research Laboratories. Panel will use a check
erboard array of the gates. Each nodal unit input is tied 
to eight neighbors; by changing the gate voltage it is pos· 
sible to select which of the neighboring logic signals is 
to be OR-gated into the output. 

Possibility of replacing the eight control leads with 
optical coupling is also being studied . This would be done 
by energizing the gate from a deposited photovoltaic cell, 
might eventually lead to adjustable computers that could 
change their logic functions by optical command. 

Second application is a series of resettable decade ring 
counters that will divide by any of 28,000 integers in a 
2-to-30-Mc ssb equipment under construction. There will 
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be five decks in a package expected to occupy 1 cubic 
inch and draw 21/2 watts. Total number of interconnec
tions is estimated at J 05 compared with the I, J 36 that 
would be required if the comparable circuit was fabri
cated with integrated circuits in 8-lead cans. 

INDUCTORS-Fabrication of inductors still remains a 
major problem in designing integrated circuits. For within 
a limited volume, inductance can be raised only by in
creasing the number of turns and their cross-sectional 
area or improving the magnetic permeability of the sur
rounding medium. 

Problem is to find the best compromise between induc
tance and Q for each application. Example of this is the 
diode-switched tuner shown in Fig. 5. Here the isolated 
resistors and capacitors are on the same substrate so that 
glass is used instead of ferrite. Since low permeability 
of glass requires more turns enclosing a larger area of 
pancake spiral coil , the conductor length of the larger 
coils is approximately 400 times the width. It was 
therefore necessary to make the film resistivity much 
lower than the usual thin-film conductor. By using thick 
high-conductivity silver films, the larger coils of this cir
cuit have Q's near I 00 and inductance of about 0.25 ,,h_ 

The spiral inductors require a crossover to the center; 
a transformer can be made by interleaving two spirals 
or placing one on top of the other with an insulating 
layer between them. 

Limitations of thin-film inductors prevent using them 
at audio frequencies. Above a few tenths of a microhenry 
or below 100 Mc you must replace deposited film induc
tors with discrete inductors or desrgn around them by (I) 
attaching piezoelectric resonators, (2) using the simu
lated inductance in a forward-biased p-n junction to
gether with negative resistance devices like tunnel diodes, 
or (3) designing notch filters and distributed R-C net-
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TYPICAL DEVICE SWITCHING CHARACTERISTICS 

CAPACITANCE : Ip F PER ELECTRODE 
"oN" RESISTANCE : 2 K 
CONTROL VOLTAGE : OFF < 6 ::!: 1/2 V, ON > 14 V 
INTERNAL SW ITCHING DELAY: 0.l-0.2n SEC
(SHORT CIRCUIT CONDITION) 
IMPEDANCE AT GATE : 1014 -1015 OHMS 
CURRENT DRAWN : I MA AT 2V 
TEMP RANGE " -80 TO + 190 C 

7 
(8) DRAIN VOLTAGE 2V/DIV (C) GATE VOLTAGE 2 VI DIV (0) 

INSULATED-GATE field-effect transistor (A) hos output characteristics of (B) and transfer characteristics of (C) when gate bias is varied 
in 2-v steps from 0 to 20 v. Load is 10,000 ohms and supply is 20 v. Complementary pairs of transistors could be used in the memory 
cell designed by P. K. Weimer of RCA Lobs (0) whose two stable states would hove essentially no dissipation-Fig. 4 

works. Latter have been used in thin-film form to make 
band-pass amplifiers and phase shift oscillators; a fre
quency discriminator with a Q of 0.22 and an output 
linear over ± 17 percent has been designed." 

Obtai ning selective frequency response without induc
tors is generally difficult, however, because it leads to in
stability. The higher the Q the more sensitive it is to 
element variations. For a standard twin-T null circuit 
components must maintain tolerances of about ±0.l 

I ; 

DIODE-SWITCHED tuner developed at General Instrument applied 
research laboratory covers range of 50 to 200 Mc-Fig. 5 
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percent over the entire range of operating conditions in 
order to attain a Q of 50 within ±I 0 percent.10 

DISCRETE INDUCTORS-Wound toroids are satisfac
tory up to 200 Mc; Q's of 50 to 100 can be obtained and 
the magnetic field is contained so there is little interac
tion with other circuits. 

Shielded 1-mh solenoids 0.1 inch in diameter and !4 
inch long with a Q of about 40 are being developed by 
Nytronics. Shielding is provided by a new magnetic 
powder molding process. Values to l 00 mh in a year are 
projected. They are also working toward modular power 
transformer$ to fit micromodule wafers. 

Equivalent performance of a resonant circuit in much 
smaller volumes and at lower cost is expected from 
materials such as lead-titanate-zirconate now being stud
ied for use with metal members as thin-film piezoelectric 
filters. 

Deposited resonators are needed in the 500-Mc re
gion, where the required Q's of 1,000 are presently unob
tainable except with various forms of lines. Engineers 
at Harry Diamond Laboratories feel the helical cavity 
resonator is best from the volume standpoint. They have 
built 0.0 I-cubic-inch units with unloaded Q's of approxi
mately 230 at 500 Mc for the preselector of a command 
receiver. The recei ver has screen-printed wafer circuits, 
occupies 0.75 cubic inch , and when completed is expected 
to have 60-db image rejection, approximately 3-db band
width at 5-6 Mc and 3-db insertion loss. 

One possible solution to the inductance problem is to 
fabricate an integrated circuit out of piezoelectric mate
rial such as gallium arsenide. Junctions in gallium arse
nide have high resistivity and theoretically could be used 
as resonators-but so far no one claims to know how. 
Furthermore, much more work is needed in alloying and 
diffusing so that other components could be made in gal-
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lium arsenide, which is expected to allow higher fre
quency operation than silicon. However, it might be pos
sible to grow a gallium arsenide junction heteroepitaxially 
in a certain spot on a silicon substrate. 

FIELD-EFFECT DEVICES-Need to design around 
large resistors and capacitors is leading to field-effect 
transistors for raising impedance, thereby allowing 
smaller coupling and bypass capacitors. 

Where large R-C time constants are required for cou
pling in low-frequency linear circuits. a field-effect transis
tor in series with a bipolar transistor can give high input 
impedance as well as high current gain. These devices 
can be diffused simultaneously into a si licon block to give 
input resistances over I megohm and, by cascading, g.,'s 
on the order of I mho. 

Westinghouse Electric has fabricated an audio ampli
fier this way that uses a matched pair of unipolar transis
tors as a high-impedance input and nonlinear bias resistor 
for three Darlington-connected bipolar transistors. Typi
cal amplifier gives 3 w out for Y2 v rms in at 2Y2 per
cent distortion; frequency response is flat to nearly I Mc." 

TEMPERATURE COMPENSATION-Semiconductor 
integrated circuits need built-in temperature compensa
tion because diffused silicon resistors are not as stable as 
ordinary resistors. Negative feedback is widely used for 
this. Operating point is stabilized in a typical two-stage 
common-emitter amplifier because the ratio of emitter 
resistance to feedback resistance is maintained in spite 
of temperature variations since both resistors are made 
from the same piece of silicon and have the same TCR 
(temperature coefficient of resistance). Westinghouse en
gineers feel this technique allows designing practical 
linear circuits with good frequency response, low distor
tion , and stability comparable to that of ordinary circuits. 

ISOLATION-Parasitic capacitance arising from use of 
reverse biased p-n junctions to isolate transistors and 
other regions in integrated circuits has been another im
portant problem, particularly at high frequencies. Recent 
progress in alternately applying epitaxial growth and 
selective diffusion points to improved isolation, however. 
One technique considered useful up to I 00 Mc is to dif
fuse p-type impurities through an n-type layer epitaxially 
grown on a lightly doped p-type substrate.12 

NONELECTRICAL EFFECTS-Phenomena other than 
electrical should also be watched for in designing semi
conductor integrated circuits. Figure 6 shows how ther
mal feedback can reduce the temperature variation of a 
Zener diode voltage reference. Resistors R, and R 2 estab
lish a constant potential of approximately 0.4 v on the 
base of transistor Q,; this is insufficient for conduction at 
room temperature. When the supply voltage is turned 
on, current through R, flows into the base of Q", resulting 
in Q" dissipating enough power to raise the substrate 
temperature. As the temperature of Q, increases, the base
to-emitter voltage required for conduction decreases until 
Q, starts conducting. Current flowing into Q, then re
duces the current at the base of Q2 and the dissipation 
decreases until an equilibrium temperature is reached." 

There is also the possibility of exploiting the relation 
between frequency characteristics and distance for such 
devices as filters and oscillators. If a sinusoidally varying 
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heat source is attached to a uniform silicon bar, the 
propagation velocity of the resulting temperature wave is 
frequency dependent. Mathematical analysis indicates 
that varying the bar length and, hence, the transit time of 
the wave, will vary the oscillating frequency of a closed
loop system. Aeronautical Systems Division of Air Force 
Systems Command (ASD) is presently investigating ther
mal characteristics of silicon to see if this effect can be 
exploited for oscillators and band-pass filters. 

MICROPOWER-You can expect increased emphasis 
on microwatt electronics, for progress in power reduction 
has not kept pace with other areas of microelectronics. 

NASA ranks requirement for low power in space 
directly after reliability, has found silicon integrated cir
cuits consume three times the power of standard circuits 
in applications like flip-flop memories and counters. This 
results largely from lack of large resistors and single
block complementary circuits. However, possibility of 
complementary insulated-gate field-effect transistors as 
well as recent demonstrat ion that pnp and npn transis
tors can be fabricated in the same block (see Fig. 7) now 
makes zero-watt logic look more realizable. 

Several circuits that operate at microwatt supply power 
levels have been built at CBS Labs with the hybrid 
approach, which they feel offers the greatest versatility, 
least temperature sensitivity and highest speed for a given 
power level. These techniques are considered promising 
at 50-Kc clock rates, adequate for many satellite applica
tions. The NOR gate in Fig. IB consumes about 50 micro
watts in a satellite 7-bit analog-to-digital converter. 

For still lower power levels, researchers want nanowatt 
devices. Sperry Semiconductor has made transistors with 
common-emitter current gain of 20 at I namp and noise 
figures of about 1 db, feels they can be incorporated in a 
1,000-transistor computer that would dissipate 5 mw. 

While power gain has been obtained in nanowatt cir
cuits, it is felt an order of magnitude size reduction is 
needed for significant speed through , perhaps, a fila
mentary transistor to cope with lead capacitance." 

Present logic schemes are being investigated at U . S. 
Army Electronics R & D Laboratory (USAERDL) to 
determine the tradeoffs that would occur at microwatt 
levels. James Meindl points out we can't assume rela
tive merits and limitations at present milliwatt levels will 
be the same at microwatt. However, he cites the follow-

TUNNEL·EMISSION device fabrication program at Burroughs 
Laboratories has produced these diodes with 30-40-angstrom
thick oxide layers. Current density of 175 amp/cm• can be 
maintained and devices have worked with 35 ma d-c 
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THIN-FILM PILOT production system built by IBM for Naval Avionics Facility at Indianapolis fabricates passive networks on SiO-coated 
3% x S-3/16-inch substrates continuously in a four-stage d~position process. Equipment is first step toward what Navy hopes will 
eventually be a pilot production capability for complete thin-film circuits 
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THIN-FILM COUNTER 
assembly occupies 
9 cubic inches, 
was delivered to 
Army Ordnance, 
Frankford Arsenal, 
by Martin-Orlando in 
16 weeks. 
Counter has 
maintained frequency 
stability in system of 
O.OS percent aver an 
operating temperature 
range of 
-4S to +SSC 

55 



POWER 
.,,--r-~----------.._--n,v DISSIPATION 

I TO 
I TEMPER -
' ATURE ,,,..... ___ __. _________ ~--~~-v~J TRANSFER 

TEMPERATURE 
TO VOLTAGE 
TRANSFER 
REGION 

HEAT 
FLOW 
REGION 

REGION 

HOW THERMAL FEEDBACK reduces temperature variation of a 
voltage reference for analog-to-digital conversion in the telem
etry encoder Texas Instruments is building for ASD-Fig. 6 
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CROSS-SECTION of Texas Instruments' recently-announced series 
52 linear amplifier illustrates how npn and pnp transistors can 
now be diffused into a single block of silicon-Fig. 7 

ing problems microwatt logic designers will face regard
less of the logic they select. 

• Leakage currents with silicon transistors can be sig
nificant compared with operating current, l cno of 0.1 to 
1 microampere is possible depending upon how high a 
temperature circuit is designed for. But germanium 
transistors will not be feasible. 

• Current gain of ordinary micropower transistor will 
be more temperature sensitive than that of milliwatt 
transistors. 

• Because microampere currents are obtained at essen
tially the same junction voltages as milliampere cur-
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EXTERNAL CONNE CTOR PINS 

GAS PLATED ICRl 
ELECTROPL ATED ALUMINA 
OR BERYLLIA MULTILAYER 
INTERCONNECTION BOARD 

(A) 

T0-5 

CASED FLAT-FORM PACKAGE 

c PINS TO INTERCONNECT TO 
MOTHER BOARD WITH THERMAL 
DISSIPATION MEMBERS 

ELECTRON BEAM SCR IBEO 
CONDUCTOR PATHS 

(8) 

CONCEPTUAL illustration of unencapsulated hermetic header 
for intra-interconnection of semiconductor integrated circuits 
(A) and interconnection-packaging system for joining cased 
and uncased circuits and assembling systems (B) under study 
at Hamilton Standard div. of United Aircraft for ASD-Fig. 8 

-----------5.50"----------

32 STACKED HEAT-SINK 
ASSEMBLIES, EACH HOLD ING 
A CIRCUIT FUNCTION 

CONN ECTOR FOR 
EXTERNAL LEADS 

MODULE HOLDS 32 chips and occupies 13 cubic inches in this 
packaging technique by Autonetics-Fig . 9 

rents, a high impedance circuit will result. This circuit 
will be slower in almost direct proportion to the current 
drop-if a 1-mw circuit operates at I Mc, then the 
1-microwatt version will operate at approximately l Kc. 

• In designing microwatt logic circuits it will be abso
lutely necessary to minimize stray and parasitic device 
capacitance. Also, maximum speed in the 1-100 micro
watt range will require minimizing voltage swing to 
roughly 0.1 v to 0.4 v by tightening tolerances and con
trolling temperature. 

INTERCONNECTION AND PACKAGING - Most 
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often cited as problem number one, size and power drain 
of interconnections still thwarts the goal of microelec
tronics and could be the determining factor in the prac
tical success of a particular technique. However, thin-film 
technology may provide the answer. 

Electron beam welding of semiconductor integrated 
circuits to a ceramic substrate is being studied by Hamil
ton Standard for ASD Electronic Technology Labora
tory. Direct welds as well as bonds with intermediate 
materials such as chromium and titanium thin films will 
be used to hermetically seal all active surfaces while at 
the same time dissipating heat and providing for inter
connections with minimum parasitic coupling (Fig. SA). 

Production processes are also being developed and an 
unbalanced production line set up for the ASD Manu
facturing Technology Laboratory to interconnect present 
semiconductor integrated circuit systems. As shown in 
Fig. 88. cased (or future uncased) circuits are attached 
to a grooved ceramic wafer of high thermal conductivity. 
A conductive matrix for interconnecting the packages, 
thin-film passive elements, and external circuits is fabri
cated by electron beam etching. Plated-through vertical 
feedthroughs permit crossovers, matrix design allows 
additional horizontal-vertical layers to be added to yield 
a multilayer matrix of horizontal networks. 

Hughes feels its electroless copper plating process 
developed for pellet circuits will provide a mass inter
connection technique as reliable as printed circuit wir
ing. No high temperatures are involved. 

Near term will see greater use of flexible conductors, 
and also flat packets and stacked thin-film wafers. Pack
aging technique for semiconductor networks (which have 
flat form factor and leads) used by the Apparatus divi
sion of Texas Instruments on several equipment contracts 
is built around l.5-inch-wide printed circuit boards with 
welded connections. On one contract, a computer unit 
has been delivered on which 49 boards are mounted in a 
package that weighs about l Vz lb, occupies about 22 
cubic inches and meets environmental specifications for 
airborne operation per MIL-E-5400. 

Figure 9 shows a packaging concept under study for 
Autonetics armament control circuits and systems. 

Optical soldering techniques have been used to fabri
cate modules for flat packages as shown in Fig. 10.1

• A 
system has been conceived and partially realized using 
this concept that will contain 35 circuits, dissipate l 00 
mw at 3.3 v, occupy 0.45 cubic inch, weigh 0.02 oz. 

There is also considerable effort to eliminate thermo
compression bonds, particularly in high vibration envi
ronments like space. One technique under study is a 
ceramic sandwich where evaporated wiring on one wafer 
would be fused to circuit contacts on the other. 

TESTING-Whole area of specification and testing 
faces change as we head toward microelectronics. With 
component junctions largely inaccessible, users want new 
measurements they can perform to check temperature 
stability and major device parameters. Failure rates 
which have largely been gathered on the component level 
are now needed on a circuit level. Manufacturers expect 
that if the circuit environment and application are known 
then worst case tests on terminal pins can be specified 
that will satisfy users. Some feel meaningful acceptance 
tests can be performed externally by evaluating character
istics that are the sum of internal parameters, rather than 
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evaluating the parameters themselves." 
A major problem for users according to Harry 

Knowles, general manager of Westinghouse Electric's 
molecular electronics division, is how to demonstrate re
liability that may approach one failure per billion circuit 
hours in a few years. He sees the answer in giving users 
visibility into the process control and providing an ana
lytical capability for overstressing devices. Then by deter
mining the predominate failure modes in a run the user 
can extrapolate for his mission. 

Advanced linear circuit design will also call for coop
eration between device manufacturers and systems peo
ple in writing specs for such things as high-frequency 
properties, which can be measured only on the completed 
circuit. Inability to measure within the wafer may require 
more designing statistically for a class of devices. 

Biggest day-to-day problem for designers could come 
from the high-frequency circuits that work only in the 
final encapsulation. Conventional breadboarding tech
niques fall down here and there is no possibility of trou
ble-shooting economically. Bell Labs engineers say de
signers will therefore have to operate more precisely 
than they have, possibly do more computer simulation or 
low-frequency analog work to be certain of their design. 

THE FUTURE 

THE FUTURE-By 1970 new forms of integrated circuits 
will undoubtedly arise that bear little resemblance to 
those presently under development. Key research areas 
to watch include: optoelectronics, new materials phe
nomena, active thin-film device research, homogeneous 
semiconductors, bionics, and advanced fabrication tech
niques like selective epitaxial growth. 

Semiconductor integrated circuits are limited by pres
ent diffusion and epitaxial techniques to three or four 
layers. One approach that might lead to the next genera
tion is in the early research stages at ASD. They envision 
fabricating a "three-dimensional" circuit by selective epi
taxial growth, diffusion and vacuum deposition of both 
active and passive components. This would allow grow
ing complex circuits of many layers and then depositing 
the metallic interconnections on the surface as the final 
step. Connections within the block could be by low
resistivity semiconducting material. 

One way to fabricate a 3-D circuit might be to grow a 
number of epitaxial layers and isolate the active elements 
by high-resolution selective machining with molecular 
beams. Because the beam melts as it cuts, however, this 
would probably require later etching to remove shorts 
across junctions formed by subsequent refreezing. 

Long-range goal at Norden division of United Aircraft 
is automatic synthesis and manufacture of optimized cir
cuits or systems within a crystal. According to M. W. 
Aarons, chief of the applied physics branch at Norden, 
it is conceivable that in the future a description of the 
desired output in terms of the data supplied to the circuit 
will be typed into a computer. From this point on, manu
facturing as well as business decisions would be com
puter-controlled. 

One technical approach might be a laser beam servo
positioned over a substrate for controlled local heat. 
Various organometallic gases could then be synchronously 
valved to the growth chamber so as to epitaxially produce 
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devices with maximized characteristics, at their proper 
position upon the substrate. The substrate would have 
large anisotropic thermoconductivity so that heat could 
flow only normal to its plane. Such a technique would 
allow the selective growth of many presently incompati
ble devices of different materials and frequency character
istics over a broad conductivity range, Aarons says. 

Optical techniques and devices will become increas
ingly important in microelectronics. 

If a 3-D circuit could be fabricated out of a material 
with photoconductive properties, such as gallium arsenide, 
then connection within the block could be done optically. 
Such a scheme is shown in Fig. 11. Here the intrinsic and 
n-type material is transparent to the coupling light fre
quency and the p-type material is opaque. Thus, light 
conducting paths can be made by varying the doping. 

At infrared wavelengths semiconductors such as in
dium antimonide, lead selenide, lead sulfide and silicon 
exhibit photoelectric, photovoltaic and photoconductive 
properties when exposed to the proper wavelength of 
light energy. Several of the photoconductive semicon
ductors can be fabricated into resistive areas that are vari
able when light is incident on the surface. Diffused re
sistors are also possible with these same materials and 
can be fabricat~d to a precision of ±20 percent. 

ACTIVE TIDN-FILM DEVICES-Desire for a com
patible technology that permits fabricating complete thin
film circuits with their interconnections in large volume 
and low cost is spurring widespread research on majority
carrier amplifiers and other active thin-film devices 
shown in Fig. 12."· 1• Where there is to be competition 
between thin-film and semiconductor integrated circuits, 
it will come when these devices can be fabricated repro
ducibly-but few expect this before 1965. Here's a run
down of their status: 

•Tunnel triodes-Absence of semiconductors has 
brought research support for this hot-electron tunneling 
device from such groups as Harry Diamond Labs, 
USAERDL and NASA who hope for high radiation re
sistance. Problems are formidable, however, and nobody 
has yet reported power gain. One must fabricate 20-to-50 
angstrom oxide films to handle 10' volts per cm, and find 
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TWO RCA TFT's with 
typical characteristics 
as shown in (A) ore 
used with a common 
load resistor in NOR 
gate (8); a 5-v pulse 
applied to input of 
either TFT gate (C) 
causes output to drop 
by 3 v (0). Two-stage 
audio amplifier (E) has 
circuit (F) which is not 
yet fully operative but 
has first stage wave
form shown for 10-Kc 
input in (G)-Fig. 13 

a collector material with the right barrier height and mo
bility that electrons can be collected with useful effi
ciency. Philco is trying to control barrier height by vary
ing the ratio of cadmium to zinc in a layer of cadmium
zinc sulfide evaporated between base and collector. 

Sylvania has formed contact rectifiers using titanium 
oxide as a semiconductor with current rectification ratios 
to 100 at 1 v. 

•Metal base triode-Because of high input capaci
tance, presently conceived tunnel triodes are not expected 
to exceed the performance of a good high-frequency 
transistor. The metal base triode might, however. For a 
given emitter charging time it can operate at current 
densities two orders of magnitude lower than the tunnel 
triode, and its characteristically low base resistance gives 
the metal base triode a power gain-bandwidth product 
about two orders of magnitude better. With 10-micron 
layers, it should oscillate in the 100-Gc range.1

• 

Although present structures use single-crystal semi
conductors, the device may be evaporable. Even if it is 
not, however, it could be important in high-frequency 
hybrid circuits if a base metal is found that injected car
riers can traverse without losing too much energy. 

• Space-charge-limited triode-Although power gain 
or current transfer have yet to be reported, there is the 
possibility of 900-Mc operation. Difficult fabrication 
problems at the micron dimensions include properly plac
ing the overlays to obtain isolated grid-base and grid
collector structures. GE Electronics Lab is studying 
evaporated cadmium sulfide devices containing an oxide
encased gold grid. In future experiments the cadmium 
sulfide may be replaced by zinc oxide to allow better 
control of trap density, which must be made very small. 

• Field-effect triode-Most successful performance to 
date has been obtained with the cadmium sulfide thin
film transistor (TFT). This insulated-gate field-effect 
transistor operates in enhancement and depletion modes 
similarly to the silicon insulated-gate device. If perform
ance can be improved and repeatable stable devices made, 
then the TFT would have the same potential for voltage 
controlled relay-type logic. 

In the enhancement mode TFT's have had g,,,'s greater 
than 10,000 micromhos and 12-Mc gain-bandwidth 
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products."' Materials other than cadmium sulfide have 
been used, higher mobility of some 3-5 compounds 
may make these more promising. Typical TFT's (see 
Fig. 13A) have g"' = 3,000 micromhos/ v, source resist
ance = 15,000 ohms and amplification factors of 30. 
They have recently been used under an ONR contract to 
fabricate complete circuits such as a NOR gate (Fig. 13B) 
and an audio amplifier with a gain of 20 db up to 70 Kc . 

• Depletion layer transistor-Raytheon is studying a 
field-effect device analogous to the depletion layer transis
tor. Carriers are injected directly into the space charge 
region at the collector surface; by adjusting base poten
tial it is believed feedback can be prevented and high 
frequency operation result. " 

Philco has a similar device with single-crystal 11-type 
germanium as the collector. Power gain of I 0 db has 
been measured at l 0 Mc and oscillation has been ob
served above 40 Mc. 2

' 

• Some feel growing single-crystal semiconductors onto 
single-crystal or amorphous substrates will be more 
fruitful than trying to build majority-carrier amplifiers. 

Sylvania is attempting to form thin-fi lm silicon p-n 
junction devices on ceramic substrates by rheotaxial 
growth. They have deposited laboratory diodes and 
transistors, latter giving alphas of approximately 0.985 
and betas of about 60 at V"' = 5 v and 111 = 0.1 ma.~' 

General Dynamics/ Astronautics is researching deposi
tion of single-crystal semiconductor films on amorphous 
substrates. They fabricate 500-angstrom-thick seed crys
tal films on a soluble substrate by direct epitaxy, then 
float the crystal onto an amorphous substrate and thicken 
by pyrolytic decomposition. 

Melpar has deposited tunnel diodes pyrolytically on 
fused silica substrates. Martin is studying depositing ger
manium heteroepitaxially on sodium chloride and then 
separating the germanium film by sublimation. 

• Vacuum thin-films-Most ambitious and original 
approach may well be the four-year-old program at Stan
ford Research Institute to build micron-size field-emission 
triodes and tetrodes."' Sponsored by USAERDL and 
ONR, aim is a one-cubic-inch data processing machine 
with 10" amplifying, switching, storage and transducer 
elements. Devices would be fabricated from refractory 
metals by electron-beam-activated machining, are ex-
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pected to withstand 900 C temperature, operate at less 
than 100 v and support (at micron size only) 101 to 10• w 
per square inch. While no devices have been built yet, 
simulation studies indicate the idea is feasible. Resolu
tion of 300 angstroms has been obtained in the machining 
process, and a vacuum system built to reach IO·'' mm of 
mercury in two hours. 

HOMOGENEOUS DEVICES-This class of junction
less devices may someday yield the true function-oriented 
approach to microelectronics, where discrete circuit ele
ments are absent and the electronic function is performed 
by some bulk property of the material. 

One that has attracted considerable a ttention is the 
cadmium sulfide ultrasonic amplifier, which uses the 
piezoelectric effect for electric-to-sonic coupling. Bell 
Labs is presently studying ways to suppress spontaneous 
oscillations so it can operate c-w, possibly at I OO's of Mc. 

Immediate plan is to use it as a booster in a broadband 
delay line. However, if better transducers can be devised 
it might be a high-frequency transistor substitute. This 
would require transducers with large conversion efficien
cies at losses below 6-10 db. Diffusion-layer transducers. 
where copper forms a high resistivity layer in conductive 
cadmium sulfide, might be the answer here. 

Other homogeneous devices include the cryosar, oscil
listor and helicon. Latter is under study at Ecole Nor
male Superieure in Paris , works by a traveling-wave 
interaction in a semiconductor plasma. It is considered 
promising as a low frequency isolator, has operated at 
50 Mc. Active geometrics arc also being sought. 

Combinations of materials phenomena may also lead 
to new types of function-oriented devices. One presently 
under preliminary investigation by ASD is photoferro
electricity-the varying of ferroelectric characteristics of 
materials by incident light. Devices utilizing photopiczo
electricity are also anticipated . 

Navy and others feel not enough work is being done in 
bioelectronics and self-organizing systems. Stepped-up ef
fort in these areas could have an important influence on 
microelectronics, lead to capability for high component 
redundancy, self-diagnosis and healing through exploita
tion of such areas as electrochemical phenomena, organic 
semiconductors and artificial neurons. 
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OGO can carry as many as 50 experiments in a variety of orbits. Gas jets keep vehicle in correct earth attitude 

Inside the ORBITING 

GEOPHYSICAL OBSERVATORY 
The orbital geophysical observatory (OGO), due for launch this 

summer will carry 50 diversified experiments in a wide variety 

of orbits and may become the space workhorse of the future 

By P. F. GLASER and E. R. SP ANGLER Space Technology Labs , Inc., Redondo Beach, California 

FIRST PLANNED ORBIT of 
OGO (orbiting geophysical ob
servatory) will be an inclined, 
highly elliptical one having an in
clination of 31 degrees, a perigee of 
150 nautical miles, and an apogee of 
60,000 nautical miles. The name 
EGO (eccentric orbiting geophysi
cal observatory) has been given to 
this specific mission to be launched 
in 1963. The second orbit, with an 
inclination of 90 degrees, is to have 
an apogee of 500 and a perigee of 
140 nautical miles. This mission has 
been named POGO (polar orbiting 
geophysical observatory). The basic 
spacecraft for either mission will be 
the same, but the experiments will 
differ. 

A model of OGO, unfolded as in 
orbit, is shown in the photographs. 

February 15, 1963 

The basic body is a parallelopiped 
approximately 6 X 3 X 3 feet. Two 
doors on opposite sides of the 
length of the body contain those 
experiments that will face the earth 

or precisely away from the earth. 
The remaining two long sides and 
one small side of the body contain 
thermal-radiating surfaces that are 
automatically exposed or covered 

OGO, EGO, POGO 

The toilworn craftsman that with earth-made implements laboriously 
conquers the earth-Carlyle, "Sartor Resartus" 

OGO (orbiting geophysical observatory) is the basic spacecraft 
of EGO (eccentric orbit geophysical observatory and POGO 
(polar orbiting geophysical observatory). It is extremely flexible 
and can carry a large number of experiments. Because of an 
internal patch panel, last-minute experiments can be included 
with minimum vehicle changes. EGO will probably be launched 
this summer followed by POGO next winter 
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by thermal louvers actuated by in
dividual bimetal elements on each 
louver. In orbit, these three sides 
never see the sun and are used to 
radiate the heat away from the 
body of the spacecraft. The body, 
except for radiating areas, is com
pletely insulated to contain internal 
heat and reject external heat. 

Two long booms, designed for ex
periments such as magnetometers 
that require separation from mask
ing effects of the rest of the space
craft, are each 22 feet long. Four 
short booms four-feet long, contain 
experiments less sensitive to, but 
still undesirably affected by, prox
imity of other equipment. Antennas 
are also mounted on the short 
booms to take advantage of the im
proved antenna pattern possible by 
removal from the main spacecraft 
body. Two packages are mounted at 
the aft of the spacecraft for those 
experiments that require that they 
face either forward or backward in 
the orbital plane. These packages 
have been labeled orbit plane ex
periment packages (OPEP). The 
attitude control jet nozzles are also 
placed on booms on the forward end 
to increase the lever arm and thus 
reduce gas system weight. Two 
solar cell paddles are mounted on a 
shaft running through the space
craft and can be rotated to allow 
the cells to remain normal to sun
light despite the constantly chang
ing orientation of the body as one 
surface continuously faces the 
earth. Two solar oriented experi-

ment packages (SOEP), one on 
each array, are provided for experi
ments which must face directly 
toward, or away from the sun at all 
times. 

Three features of OGO permit 
spacecraft flexib~lity basic to con
ception. Automatic charge regula
tion has been incorporated since the 
spacecraft must be capable of effi
cient operation in a relatively large 
spectrum of thermal and solar
power environments. The need for 
OGO to communicate effectively 
from a wide variety of orbits with
out redesign for each mission has 
required new features in this sys
tem. Since the requirement for the 
data-handling circuits to accommo
date the needs of changing experi
ments is unique in spacecraft, these 
systems, for both digital and analog 
data, are unique. 

CHARGE CONTROL - Battery 
charge control consists of two cur
rent regulators, each maintaining a 
preselected charge current to the 
battery pack connected to its output. 
A functional block diagram of the 
OGO power system, which includes 
the elements of the charge con
troller is shown in Fig. 1. Each 
regulator has two output power 
transistors with each transistor 
controlling one-third of the array. 
Thus, two-thirds of the solar array 
is controlled by each regulator. 

The solar array is controlled by 
shunting current of one-half of the 
series solar cell modules associated 
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with each transistor. Turning 
power transistor Q. or Q, full on 
effectively shorts one-half of the 
series cells being controlled, reduc
ing the output voltage by one-half 
and the output current to zero. Ex
cept immediately after eclipse when 
the solar array is cold, this 
method controls solar array output 
from full on to off with less power 
dissipation than a series-type regu
lator. When the array is cold, con
trol is lost and the battery voltage 
and load and battery currents set 
the array @perating point. An ad
vantage of this method of regula
tion is that power is required only 
when power is available. When the 
solar array is incapable of main
taining both the load and selected 
charge currents, the transistors are 
switched off. 

During normal charging, after 
eclipse and before the batteries 
reach a preselected voltage or tem
perat ure level, charge current is 
regulated at a selected level ad
justed by charge level set command 
switch 8 1• Four charge current 
levels can be selected by command 
ranging from trickle charge to full 
array capability. Resistors R, and 
R, define the trickle charge level and 
any shunt resistance causes this 
charge level to increase. 

When the battery voltage in
creases to a preselected level as a 
result of charging, the voltage 
monitor switches the charge cur
rent from the selected level to the 
trickle charge level by shutting off 

-::- o-1-" 

LOAD 
BUS 

L ___________ - ___ .J 

BISTABLE 

DELAY . 
5-15SEC 

BATTERY charging system consists of two circuits like that shown above, one for each solar array, Battery charge is 
determined by temperature-Fig. 1 
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transistor Q3. The bistable flip-flop, 
with associated time delay, aliows 
the trickle charge to occur for only 
5 to 15 seconds, at which time the 
rate is reset to the selected rate. 
The cycle is continued each time the 
battery exceeds the preselected volt
age level. 

Should the battery reach a tem
perature greater than 95 F but less 
than 125 F, the 95 F normally closed 
switch opens, causing the array to 
drop to a trickle charge of the 
battery. This continues until the 
temperature of the battery is re
duced to below 95 F. 

A battery failure is indicated by 
a temperature greater than 125 F. 
When this temperature occurs, the 
125 F normally-open switch closes 
and operates failure transfer relay 
K,. This relay opens the battery 
charging circuit (diode D, reverse 
biased) and allows discharge of the 
malfunctioning battery only to the 
extent of its remaining capability 
during eclipse; connects the discon
nected array buss and the array 
buss of the good battery by diode 
D2; transfers control of the regulat
ing transistors to the other regu
lator by relay K2; and causes the 
charge rate of the remaining bat
tery to be switched to full-on 
until overridden by a ground com
mand. 

Should both batteries fail, the 
regulating transistors are switched 
into saturation. The remaining un
regulated two-thirds of the array 
will provide approximately 26 volts 
at nominal load current. Thus, even 
with both batteries failed, limited 
operation of the spacecraft when 
the solar array is illuminated is 
still possible. 

COMMUNICATIONS-One of the 
major tasks in obtaining flexibility 
in the OGO design has been to pro
vide a communications and data 
handling system to accommodate 
the separate missions while max
imizing communication efficiency 
and minimizing weight. 

The command and tracking func
tions of OGO use approximately 120 
and 136 Mc respectively, making 
use of a single omnidirectional an
tenna with essentially 0-db gain. A 
combined diplexer-coupler allows 
transmission at 136 Mc and recep
tion at 120 Mc simultaneously. The 
coupler allows two transmission 
ports and two receiver ports to be 
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COMMUNICATION systern of OGO uses three tracking transrnitters ancl 
three wide-band transmitters for telemetry-Fig. 2 

made available in a single unit as 
shown in Fig. 2. 

For EGO, three transmitters are 
carried to provide an unmodulated 
signal to the ground tracking inter
ferometer. A 100-mw transmitter 
at 136 Mc operates continuously. 
The redundant unit can be switched 
in by command. The 10-w tracking 
transmitter, used only on those mis
s ions with an apogee at an altitude 
greater than 6,000 nautical miles, is 
controlled by a timer which turns 
the transmitter off 45 seconds after 
it is commanded on. During the 
time the 10-w unit is operating, the 
100-mw unit that had been operat
ing is automatically turned off. 
When the 10-w unit goes off, the 
100-mw unit is then turned back on. 

Three telemetry transmitters op
erating at 400 Mc, two redundant 
4-w units for wideband telemetry 
transmission and a half-watt special 
purpose transmitter are also car
ried. Normally wideband telemetry 
will be transmitted by a directional 
antenna providing 12-db gain. For 
low-altitude passes of EGO and 

POGO, an omnidirectional antenna 
will be used and either transmitter 
can be used for either antenna. The 
special-purpose telemetry trans
mitter is provided for experiments 
which are not compatible with the 
time-sharing feature of the wide
band system or whose analog meas
urements need to be transmitted in 
an unprocessed form. All transmit
ters are solid state with the wide
band units having a strip-line filter 
and biphase modulation, with a 
possible modulation frequency of 1 
to 200,000 bits per second. The spe
cial-purpose transmitter can use up 
to five subcarriers and operate from 
any experiment whose output is an 
f-m signal within system bandwidth 
of 0.3 to 100 Kc. 

Two redundant a-m command re
ceivers operating in phase diversity 
are fed from single elements of a 
crossed-dipole omnidirectional an
tenna. Each receiver contains two 
age loops, a signal-present relay 
and a squelch circuit. 

The outputs of the two command 
receivers feed, in a parallel-redun-
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dant fashion, two digital decoders 
and a single-tone decoder. Three 
separate parallel-output amplifiers 
in each receiver supply the decoders 
independently. The squelch or fail
ure detection circuits in the re
ceiver allow the operating receiver 
to increase its audio gain by 6 db 
if the other receiver is not operat
ing. The additional 6 db of signal 
level allows the inputs to the vari
ous decoders to remain at a con
stant level. If both receivers 
operate, the 6-db gain feature is 
removed and the outputs of both 
receivers are added, so that in 
either case the level to the decoders 
is essentially constant. 

The digital decoders operate on a 
frequency-shift keying signal am
plitude modulated by a 128-cps sine 
wave, defining the bit rate of the 
digital command system. The out
put of the command receivers to the 
digital decoders contains the fsk 
signal, amplitude-modulated by the 
bit rate sync signal. The digital 
decoder operates on this waveform 
using the sync signal to synchronize 
the decoder system with the fsk 
information signal. Each decoder 
can be addressed separately, and it 
is possible to obtain an output from 
a single digital decoder to operate 
the command distribution unit. This 
unit consists of operating relays in 
a 16 X 16 matrix, providing 254 
commands. 

96 [ 

112 [ 
416 

[ ANALOG 88 
INPUTS 

88 [ 

32 [ 

The command word contains 24 
bits with the first 4 bits of the in
formation signal to the digital de
coder containing sync and address 
information. The first bit is always 
1 for sync and the remaining 3 bits 
are used for address. It is required 
that a 1 be available in these 3 bits, 
thus the system has the capacity to 
address 7 decoders independently of 
each other. The next 2 bits define 
the mode in which the decoder is to 
operate. These 2 bits define whether 
or not the decoder provides signals 
to the command distribution or to 
the digital-data handling units. The 
two unused mode signals available 
in the 2 bits are provided for later 
spacecraft when a special pro
grammer will be incorporated to 
allow change in telemetry operating 
mode without ground-station com
mands. The next 8 bits define the 
254 commands within the command 
distribution unit. The 2 mode bits 
and 8 command bits are then re
peated in an inverted position, as a 
parity check in the digital decoder 
before any of the relays in the com
mand distribution unit are acti
vated. 

DIGITAL DATA HANDLING -
The wideband telemetry consists 
of two redundant digital telemetry 
systems which either operate in 
real time or feed two redundant 
recorders for delayed readout. 

APERTURE 
GATE 

MULTIPLIER 
WORD 
SELECTION 
LINES 

TIMING 

ANALOG data handling assembly contains gates for the main commutator, 
ex perimental subcommutator, two spacecraft commutators and an analog 
flexible format gate-Fig. 8 
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The basic data telemetry format 
includes 128 nine-bit words in the 
main frame. Three subcommuta
tors, each 128 words long, are also 
provided. It is possible on command 
to operate one of the spacecraft 
commutators at the main frame rate 
and therefore provide high-data 
rates for spacecraft instrumenta
tion purposes if so required. A flex
ible format is also provided in the 
digital telemetry system so that a 
limited amount of experiments can 
be combined to give 32 combinations 
of any 32 experiment inputs allow
ing data to be transmitted at higher 
rates than the main frame rate 
when desired. 

The basic format and timing are 
implemented in the digital data 
handling unit. In addition, this unit 
contains all the necessary gates for 
digital experiments and provides 
inhibit and shift pulses to digita l 
eXJ'.)eriment shift registers. The 
digital data handling unit also pro
vides timing and sequence signals 
to the analog data handling unit. 

All experiments, either digital or 
analog, are fed directly to the tele
metry patch panel. This panel de
fines the amount of cross-strapping 
between analog and digital experi
ments, and is used to define the 
basic word setup in all of the com
mutators. The panel contains ap
proximately 2,000 terminals and 
contains all the interconnect points 
for both equipment group digital 
inhibits, digital gates and analog 
gates. The use of such a patch panel 
allows last minute changes in the 
telemetry format or makeup of an 
original format without affecting 
the equipment already acceptance 
tested in the spacecraft. 

ANALOG DATA HANDLING 
The analog data handling assembly 
is shown in Fig. 3. Within this as
sembly are the analog gates for 
the main commutator, the experi
ment subcommutator and two 
spacecraft commutators_ and the 
analog flexible format gates. Al
though 128 words are provided in 
the main commutator and all sub
commutators, only 96 analog gates 
have been provided in the main 
commutator, 112 in the experiment 
subcommutator and 88 in each of 
the spacecraft subcommutators. 

Figure 4 shows the matrix gating 
used in the analog data handling 
assembly. The first-level gate stick 
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includes eight analog gates paral
leled so that when a signal is avail
able at a first-level driver and sec
ond-level gate, an output to the 
third-level gate occurs. The third
level gate allows an output signal to 
be directed to the analog-to-digital 
converter. All identification signals, 
aperture-gating signals and matrix 
for first- and second-level gate
drive signals are provided from the 
digital-data handling assemblies. 

The analog-to-digital converter 
logic and truth table are shown in 
Fig. 5. The converter uses a suc
cessive approximation technique to 
achieve analog-to-digital conver
sions. Since the lowest quantization 
level is 0.2 v, 250 levels between 
zero and five volts provide an ac
curacy of 0.4 percent. The con
verter uses a compressed half-split 
sampling technique and accom
plishes the conversion at a rate two 
times the highest input rate or 128 
bits per second. 

As shown in Fig. 5, the analog-to
digital converter contains a com
parator, digital timing gate, a 
register (flip-flops a, through a. ) 
for storage, and a digital-to-analog 
converter (switches and ladder 
adder). The register flip-flops drive 
the a-d switches which in turn de
fine accurate voltage levels by the 
ladder adder. The ladder adder is 
designed to apply binary weights to 
the register positions starting with 
a, as the most significant weight 
(2 .5 v) through a. with the least 
significant weight (20 mv). 

At time Bo the register flip-flops 
are preset so that ladder-adder out
put is one-half of full scale (2.5 v) 
and this output, as reference, is 
applied to the a-d converter. As 
shown in the truth table, under 
logic timing B. the state of each 
flip-flop is shown as a, = 1, a~ = 
0, ... a. = 0. If the analog signal 
presented to the comparator is less 
than the reference voltage, a com
parison is made. This condition 
allows timing pulse B, to reset the 
register flip-flop a, (B, AND gated 
with comparator output C) . Pulse 
B, also sets a,. The binary weighted 
analog output of the d-a converter 
is then 1.25 v. Had the analog sig
nal input to the comparator been 
greater than half of full scale 
( > 2.5 v), no comparison would 
have been made. Timing pulse B, 
would then have been blocked from 
resetting a, while setting a,. The 
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d-a converter reference output volt
age would then be 2.5 + 1.25 = 
3.75 v. 

Seven more successive compari
sons are made on everdecreasing 
portions of full scale until the volt
age of the input signal is known to 
within one quantization level. One 
quantization level is nominally 20 
mv out of the full scale of 0 to 5 v. 
At the end of the sampling period 
(following time B.) the register 

ANALOG 
INPUT 

Y-AXIS WORD SELECT SIGNAL 

1ST LEVEL 
DRIVER 

zNO LEVEL GATE 

MULTIPLEXER APERTURE GATING 
SIGNAL SIGNAL (Xol 

flip-flops are left in states repre
senting the binary equivalent of 
the analog signal voltage. If these 
eight states are interrogated at the 
readout bit rate, a serial string of 
binary bits representing the analog 
signal voltage are obtained. This 
interrogation is done by the digital 
data handling assembly where ana
log words are combined with other 
information to form the wideband 
telemetry format. 

1ST LEVEL GATE 

X-AXIS WORD SELECT SIGNALS 

MATRIX gating accepts the analog signal and feeds it to the analog-to
digital converter-Fig. 4 
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TRUTH TABLE (left) of analog-to-digital converter (right) uses succes
sive appro~dmation to achieve conversion-Fig. 5 
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Practical Way to Measure Transistor 

Test yields thermal resistance and thermal-time-constant data for transistors. 

By HAROLD BAUMAN 
Environmental Engineer, 
Kearfott Division, 
General Pr~cision Inc., 
Little Falls, N. J. 

THE TWO transistor parameters 
most often specified in MIL specs. 
are thermal resistance and thermal 
time constant. However, the pro
cedures outlined in such specifica
tions are somewhat confusing and 
difficult to carry out. This article 
sets down a simple and logical set 
of procedures for thermal testing. 

Initially, the transistor is 
mounted in the circuit shown in 
Fig. 1, with provision for ade
quate heat dissipation during aill 
phases of operation. 

In this analysis, the co!lector-to
base leakage current is the tem
perature-sensitive parameter. An 
astable multivibrator controls a cdl
lector-to-base pulse I •• which is gen
erated for 0.3 second every 3 sec
onds. This produces a pulse, which 
can be monitored on a memory os
cilloscope, across the l,OOO~ohm re-

sistor R,. By varying the vertical 
control, the pulse pattern is shifted 
to a predetermined reference line. 
Constant power is then applied dur
ing the period between pulses, with 
power level near the transistor's 
normal operating steady-state 
value. 

TIME CONSTANT-During the 
leakage pulse, I .. decreases expo
nen tiaJlly to its value at room am
bient conditions (Fig. 2A). The 
time taken by the trace to reach 
63.2 percent of the leakage-decrease 
is the thermal time constant of the 
transistor. This technique also 
measures the thermal time constant 
of the temperature fall. Since the 
temperature rise is equal to unity 
minus the temperature fall (I-y,), 
it also measures the time constant 

(/) 

c.. 
~ 
« 
0 
a: 
'-' 
:::;: 

~ 
THERMAL TIME CONSTANT is 
measured by time taken for trace 

0 
u ...... 

to reach 69.2 percent of the leak-

of temperature rise. The first step 
in performing the thermal resist
ance test is transistor calibration. 
Initially, an I •• reading (for ex
ample, 50 microamp) is taken at 
25 C. The transistor is then placed 
in an oven and heated to, say, 60 C, 
at which temperature a second I •• 
reading, perhaps 250 microamp, is 
taken. These two points are then 
plotted as shown in Fig. 2B, en
abling junction temperature T 1 to 
be established for a given I ••. 

The thermail resistance test is 
started by switching to the thermal 
resistance mode TR in the test cir
cuit. Although the most reliable 
temperature-sensitive parameter in 
junction transistors is the forward 
drop (V1) of the collector junction, 
the I •• parameter is used in this 
test since it is a required parameter 
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50 

age decrease (A); calibration curve 
determines junction temperature (A) 
for given I •• (BJ-Fig. 2 ( 8} 
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USING THE DATA 
-;:;::o . q 

Transistor power dissipation is related to the junction 
temperature by a coefficient called thermal resistance. 
Since maximum power and junction temperature are 
tied together by this value, they lend themselves to 
determination of either case temperature (T,.) or 
power dissipation (Pd) by using thermal resistance and 
one of these variables (Tc or Pd). This is shown in 
power temperature derating curve, where the transis
tor becomes useless beyond about 120 deg C 
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THERMAL RESISTANCE 
Method satisfies military specifications 

in qualification testing of tran
sistors. Both the I •• and V, methods 
are subject to an error caused by 
the thermal response time of the 
transistor. However, this error has 
little effect on the outcome of the 
tests. In silicon transistors where 
I .. is small, differential-amplifier 
techniques are used in the detector 
circuit for precise measurements of 
the junction temperature. 

HEAT MEASUREMENT-A ther
mocouple embedded in the heat 
sink near the transistor provides 
readings of temperature ( T ,) when 
power is applied to the transistor. 
Relay (K ) driver voltage is ad
justed to a convenient value to drive 
the mercury relay in its chopper 
action . Collector voltage is set to 
about 5 volts, the exact value de-
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pending upon the power rating of 
the unit. 

Slowly increasing /, produces a 
pattern on the scope indicating an 
I '° somewhere between the two pre
vious calibration points ( Fig. 3A). 
Both the thermocouple and/,., read
ings are allowed to stabilize, after 
which T . and I •• are recorded. 

Since the duty cycle of the relay 
will not allow readings of !,., relay 
driver voltage is raised to hold re
lay contacts closed. permitting 
readings to be made more easily. 
Current (/, ) and voltage ( V .,) 
readings must then be taken 
quickly to prevent thermal drift. 

The latest I'" readings are plotted 
on the calibration curves (Fig. 2B ). 
Assuming a reading of 200µ,a (Fig. 
3B), this gives a T ; reading of 
50 C, thus determining junction 

--------------------- 2 

CALIBRATION 
CURV E 

--------

10 20 30 40 50 0 70 
JUNCTION TEMP (Tj) IN DE G.C 

temperature for a particular case 
temperature. 

USING THE DATA-By defining 
thermal resistance as the input 
power required to raise the junc
tion temperature to some arbitrary 
higher temperature, thermal gradi
ent can be calculated by 

Thermal resistance (degrees C/ 
Watt) = 
Case Temp (T,) - Junction Temp (T;) 

- Collector Volts X Collector Current 
(V.,) (l, ) 

Sample calculation 
T. = 65C (taken cij rectly after 

thermocouple stabilization) 
T 1 = 50 C (taken from callibrated 

curve ) 
V,,. = 5.5 volts and / , = 1.8 amp 

(taken after the mercury relay was 
closed) 

Thus 
. 65 c - 50 c 

Thermal Resistance= 5 5 It X 1 8 . vo s . amp 

15 c 
9.8 watts 

= 1.53 C/ watt 

OSCILLOGRAM of relay controlled 
wa.veform across the test transis
tor's base 1·esis tor (A); I •• reading 
of 200 microamp corresponds to 
transistor junction temperature of 
50 C (BJ-Fig. 3 
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Improving Pulse Rise Time With 

Tenfold improvement in pulse rise time is provided by cascading 

charge-storage diodes. Snap-off effect of the cascaded diodes is also used 

to generate ultrashort pulses that can be used for sampling oscilloscope 

By K. C. HU, RCA Laborator ies, P r in c eton , N. J. 

CASCADED charge-storage diodes 
can improve rise time of a 30-volt 
pulse across 50 ohms from 5 to 0.5 
nanosecond. Ultrashort pulses for 
oscilloscope sampling and other ap
plications can also be provided by 
cascading these snap-off diodes. 
The recurrence rate of the snap-off 
action can be as high as several 
hundred megacycles. 

Available pulse generators can 
supply pulses having a rise time of 
about 5 nanoseconds. These pulses 
of 500 millliamperes to 1 ampere 
can be supplied to a load of 50 to 
100 ohms at recurrence rates of 
1 Mc and higher. However, even 
with the best available components, 
such performance requires elab
orate and careful circuit design, 
such as a negative power supply to 
enable d-c coupling. Several for
ward-biased charge-storage diodes 
in cascade across the output trans
mission line of the pulse generator 
can materially improve pulse rise 
time. 

The extra loading on the gener
ator output by the charge-storage 
diodes is more than compensated ·by 
the impressive improvement in rise 

~u 
FROM 
PULS E 
GENERATOR 

GETTING MORE 
OUT OF SNAP-OFF 

If snap-off in one charge-storage 
diode can improve pulse rise 
time, two or three cascaded di
odes should improve it even 
more. Here is how suitably 
biased charge-storage diodes 
provide a tenfold improvement 
in rise time and also enable 
generation of ultrashort pulses 

time. Rise time is about 0.5 nano
second for a typical 30-volt pulse 
across 50 ohms, which is a tenfoqd 
improvement. 

SNAP-OFF-When a reverse volt
age is applied to the charge-storage 
or snap-off diode after it has been 
conducting in the forward direc
tion, it conducts in the reverse di
rection because of the charges 
stored near the junction.' The re
verse current decreases during a 
period called the transition phase 

until the charges have been re
moved. The transition period is 
short and is related to structure of 
the semiconductor device. When the 
diode is driven from a source with 
low internal impedance, the sudden 
stoppage of reverse current (snap
off ) causes a sharp step change in 
voltage across the diode. The snap
off action has been used during the 
past few years, but its usefulness 
can be considerably extended by 
cascading several charge-storage 
diodes. 

Three charge-storage diodes have 
been cascaded in Fig. 1. If the gen
erator pulse were positive instead 
of negative, the diodes and their 
associated biases would be reversed. 
A coaxial cable of matched charac
teristic impedance is generally nec
essary to transmit the fast-rising 
pulses from the generator to the 
'load. The coaxial transmission line 
is also convenient for mounting the 
diodes. The mechanical construction 
of the mounting is shown in Fig. 2. 
The r-f path is made as short as 
possible while preserving the con
tinuity of the transmission line. 

The instant that snap-off occurs 

BIASES for cascaded charge-storage diodes a?·e adjusted separately to 
control instant that snap-off occurs-Fig. 1 
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Snap-Off Diodes 

for a given applied pulse depends 
on forward bias current. Therefore, 
forward bias current for each diode 
must be adjusted separately to in
crease steepness of the entire lead
ing edge where this is desirable. 

In some applications, only the 
step in a portion of the leading edge 
is of interest, such as when the di
ode is followed by a differentiator 
to generate short pulses. Although 
not yet fully investigated, the slope 
of the snap-off for a given diode 
depends on rise time of the app'1ied 
reverse voltage. Thus, the resultant 
step is sharper if the snap-off step 
of a previous diode is used to drive 
the subsequent diode. The bias re
quired is different from that needed 
for uniform steepness of the com
plete leading edge, and separate ad
justment of the bias for each 
charge-storage diode is again neces
sary. 

IMPROVING RISE TIME - A 
pulse is shown in Fig. 3A before 
and after the effects of three cas
caded charge-storage diodes, and 
the leading edges of the pulse are 
shown in Fig. 3B. A Model 121 E-H 
Research Labs, Inc., pulse generator 
and three FD-100 charge-storage 
diodes were used in these experi
ments. A Tektronics type N sam
pling attachment and 543 oscillo
scope were used to make these re
cordings. The sampling unit has a 
rise time limit of about 0.6 nano
second. 

The experimental results shown 
in Fig. 3C were obtained using a 
Lumatron 112A sampling osciJllo
scope adjusted for maximum band
width. The rise time limit of this 
oscilloscope is about 0.2 nsec. The 
biases used on the first, second and 
third charge-storage diodes were 
100, 75 and 50 ma, respectively. In 
general, the first diode increases 
steepness of the last half of the 
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STROBOSCOPIC sampling oscilloscope was used to observe the effect 
of the three charge-storage diodes mounted on the coaxial cable at the 
left of the rack 

leading edge; the third diode in
creases steepness of the initial por
tion of the leading edge; the second 
diode improves rise time of the re
mainder of the leading edge. 

ULTRASHORT PULSES- Ultra
short pulses have been generated by 
differentiating the step voltage re
sulting from snap-off in charge
storage diodes. Differentiated pulses 
as short as 0.2 nsec have been meas
ured at an amplitude of 0.5 volt 
across 50 ohms. Such pulses have 
been used in strobing sampl]jng os
cilloscopes by some instrument man
ufacturers.' 

For a given voltage, the cascad
ing of charge-storage diodes tends 
to generate pulses having shorter 
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INSULATION 

BRASS CLAMP AND PLATE 

OUTER SHI ELD 

CENTER 
CONDUCTOR 

STORAGE DIODE 

MOUNTING of charge-storage 
diode is provided by generator co
axial cable-Fig. 2 

rise times than those that have been 
reported using a single diode. The 
reason is again that a faster rising 
driving pulse is supplied to each 
successive diode by the snap-off ac
tion of the previous diode. Differ
entiation of the fast-rising wave
form was achieved by placing an 
inductor (a piece of metal) between 
the center conductor and the shield 
of the transmission line at a posi
tion between the last diode and the 
load. 

The pulses that resulted using 
one, two and three charge-storage 
diodes are shown in Fig. 4. Again, 
the Lumatron Model 112A sampling 
oscilloscope was used. Since the rise 
time limit of the oscilloscope is 
about 0.2 nsec, the difference be
tween using two or three charge
storage diodes is not obvious. How
ever, the difference can be seen 
when the resulting pu1lses are used 
for strobing in a specially built 
sampling oscilloscope. The wave
form in Fig. 5 with the different 
strobe pulses shows the difference 
in signal rise time. 

The oscilloscope was designed to 
display fast-rising waveforms hav
ing repetition rates up to several 
gigacycles. The signal in Fig. 4 was 
obtained from a tunnel diode mono
stable switching circuit with a 500-
Mc sinusoidal input in addition to 
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a d-c bias. Strobing rate is phase 
modulated around a center fre
quency of about 5 Mc, which is syn-

(Cl 

EFFECT of three charge-storage 
diodes on pulse leading edge is 
shown at 5 nsec (A), 1 nsec (B) 
ancl 0.5 nsec (C) per cm with ver
tical scale of 10 volts per cm
Fig. 8 

(A} 

chronized with the signaJ. 3 A GaAs 
sampiling diode was used as a mix
ing gate. 

As with other sampling osc illo
scopes, rise time of a displayed 
waveform indicates maximum width 
of the strobing pulse. Thus, in Fig. 
5C, max;imum width of the top por 
tion of the strobing pulse that opens 
the gate is 0.1 nanosecond. It could 
be much narrower, since switching 
time of thi s circuit as determin ed 
from calculations and by other 
methods is nearly 0.1 nsec. If band
width of the sampling diode is not 
a limiting factor, the performance 
limit of this sampling system using 
strobing pulses obtained herewith 
has not yet been determined. 

Biases were 85, 45 and 80 ma for 
the first, second and third diodes , 
respectively. The initial 5-Mc driv
ing pu1lses had a rise time of about 
8 nsec and a peak amplitude of 30 
volts across a 50-ohm load. 

The experimental results indicate 
that charge-storage diodes can be 
used more widely either in fast-ri se 
pulse generation or in short pulse 
generation for sampling or similar 
purposes. Some of the advantages 
of using charge-storage diodes are 
the relatively low cost and circuit 
simplicity. Also, the recurrence 
rate of the snap-off action can be 
as high as several hundred mega
cycles, and so far no generator can 

(8) 

pr oYide pu lses at these r epetition 
rates and t hese ampli tudes . 

Some p1·ecautions should be taken 
in using this technique, such as 
loading from forward-bi ased diodes. 
Also, slowly rising pulses can not be 
improved by thi s method. The 
slower the reverse driving pulses 
ri se, the higher the forward bias 
mu st be. When pulses r ise too 
slowly, either the di ode is unable to 
carry the forward curren t or the 
generator is loaded too heav i l~-. In 
general, the original pulse ri se time 
should not be mo1·e th an 10 m:ec. 

A minimum reverse driving volt
age is also necessar y to obtain 
pr oper sn ap-off action. F or a 50-
ohm load , about 10 rnlh\ is r equi r ed. 

When the diodes a re cond ucting, 
the low impedance across the co
axi al line causes r efl ec ti ons in the 
line between the diodes and t he gen
erator output. Attenuator s mu st be 
properly placed between the gener a
tor output and the di odes to min
imize the effects of the refl ections. 

This work was sponsored by the 
Bureau of Ships. 
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SAMPLING pulses using one (A), two (B) and three (C) charge-storage diodes are shown at 0.2 nsec per division 
and 0.82 v olt per vertical division-Fig. 4 

(A) (B) (Cl 

STROBE pulses using one (A), two (B) and three (C) cha rge-storage diodes are shown at 0.2 nsec per division- Fig. 5 
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TWO EXPERIMENTAL ARRANGEMENTS (A and B) for coincidence technique in decade counter with pnp tran
sistors-Fig. 1 

NOVEL COINCIDENCE TECHNIQUE FOR 

TRANSISTOR DECADE COUNTER 
This arrangement makes it possible to generate coincidence triggers 

for advancing count at any instant. The three decade schemes 

described are only a few of the many decade schemes made possible 

By PAVAN K. MALHOTRA 

RAM PARSHAD 
National Physical Laboratory, 

New Delhi, India 

IN DECADE COUNTERS, that 
use four cascaded binary stages, 
forced triggering or feedback is 
employed during the application of 
ten input triggers for advancing 
the count by six units. A number of 
basic methods"• have been de
veloped to achieve decade counting 
by this advance of count. 

A new coincidence technique for 
achieving decade counting in tran
sistor circuits has two main char
acteristics: count can be advanced 
in one step or more, at any stage 
in application of input triggers, 
and the decade counter can be as 
fast as the unmodified binary. 

NEW TECHNIQUE-Figure 1 (a) 
depicts the experimental arrange
ment for this technique using pnp 
transistors in decade counters. One 
collector of each of the four binary 
stages of the counter is connected 
to an assembly connected as an 
AND circuit. The anodes of the di
odes are returned through a com-
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mon resistor to ground (the col
lector supply being -E .. ) . 

At a particular count, the tran
sistors whose collectors belong to 
the coincidence diode assembly all 
become conducting. Consequent!ly, 
the diodes become nonconducting 
and the voltage at the common 
anode point rises to a maximum. 
For any other count, one or more 
of the diodes conduct and the volt
age is at the lower level. 

Thus by differentiating the volt
age output at the common anode, a 
positive trigger is obtained at the 
start of the particular count and a 
negative trigger at the end of this 
count (and at the start of the suc
ceeding one) . These are called the 
leading coincidence trigger and the 
trailing coincidence trigger . 

In the arrangement of Fig. l B 
the diodes are reversed and the 
common cathode point is returned 
through a resistor to the negative 
collector supply (-E,.). 

Here the coincidence pulse would 
be negative-going, obtained when 
all the transistors whose collectors 
are in the coincidence diode assem
~ly become nonconducting. By dif
ferentiation of the voltage at the 
common cathode, leading negative 
and trailing positive triggers are 
obtained that can advance the count. 

NPN TRANSISTORS-Adaptation 
of the circuits in Fig. lA and lB 
for npn transistors is straightfor
ward. In Fig. lA the common anode 
point is returned to a positive col
lector supply +E00 instead of to 

A BETTER WAY TO COUNT 

This new decade counting technique makes it possible to obtain 
a great many more decade schemes than by existing feedback 
techniques, because triggers can be generated for advance of 
count at any configuration of the counter. Also, this technique 
makes it possible to obtain any kind of interpolation and not 
to lose speed of counting over that of the unmodified binary 
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ground; in Fig. lB the common 
cathode point is returned to ground. 

To obtain the positive-going co
incidence pulse in Fig. lA, the tran
sistors would have to be all non
conducting (instead of conducting 
as for the pnp transistors) ; to ob
tain the negative-going coincidence 
pulse in Fig. lB, they would have 
to be conducting. 

Potter' showed that a stage of 
the counter could be prevented from 
being normally triggered by the 
previous stage, by applying to the 
former stage a blocking trigger 
synchronously with the firing trig
ger from it. The combined use of 
coincidence and blocking triggers 
increases the number of decade 
schemes available for achieving a 
ten-light system of interpolation. 

In general, only trailing coinci
dence triggers should be used in 
combination with blocking triggers. 

DECADE SCHEMES - In Fig. 2 
(dotted-line scheme, at left, con
necting to basic stages), counting 
proceeds in binary fashion till the 
eighth input count. At the ninth 
count, a positive leading coincidence 
trigger is obtained from the coin
cidence assembly comprising binary 
stages I and IV. This trigger is 
applied to stages II and III for 
changing their states from ZERO to 
ONE. Thus at the ninth input count, 
the counter has all its stages in the 
ONE state (reading the binary in
terpolation number 15). The next 

(tenth) input trigger clears the 
whole counter to its ZERO state. 

Another decade scheme is ob
tained simply from the previous 
scheme by interchanging one col
lector of the fourth stage for the 
other in its connection to the coin
cidence diode assembly. Starting 
from the zero stage of the counter, 
at the first input trigger, the lead
ing positive coincidence trigger 
triggers stages II and III to the ONE 

state, the counter thus reading the 
binary number, seven. From then 
on, the operation is binary. 

An advantage of these two 
schemes is that feedback is not 
necessary. In schemes using feed
back, there is always the possibility 
of undesirable triggers passing 
through, thus sacrificing stability 
of operation. Various earlier at
tempts have been made to eliminate 
feed back.•-• 

In still another scheme (Fig. 2, 
dashed lines), the advance of count 
of six units is made at the instant 
of the fourth input trigger. At the 
fourth count, a trailing negative co
incidence trigger is obtained from 
the coincidence assembly comprising 
stages I, II and IV. This trigger 
puts stage IV to the ONE state; in 
so doing a negative trigger is ob
tained from this stage, which blocks 
II from being reset to ZERO as a re
sult of resetting of the first stage 
to ZERO. Thus the counter has the 
following configurations: at the end 
of the 3rd count, stages I, II, III, 

IV are ONE, ONE, ZERO, ZERO 
respectively, and at the end of the 
4th count, they are ZERO, ONE, 
ZERO, ONE respectively. 

From then on, operation is bi
nary. This decade scheme has the 
advantage that the binary states of 
stages II, III and IV of the counter 
can be split in combinations of two 
binary states, which are unique for 
each number pair of the input 
counts. This number pair can be 
resolved by associating each unique 
set with the two binary st ates of 
the first stage. Grosdoff' has shown 
how this kind of combination of 
binary states can possibly yield a 
ten-light system of interpolation, 
one separate neon lamp lighting for 
each separate applied input count. 
The method has straightforward 
application to vacuum-tube circuits 
where sufficiently high voltages a re 
available for lighting neon lamps. 
With high-voltage transistors, this 
method of interpo1lation should be
come useful in transistor counters. 

An additional advantage of the 
coincidence technique is that there 
is no loss of counting speed over 
that of the unmodified binary. 

REFERENCES 
(1) I. E . G rosd o ff, E lectronic Co u nters, 

R C A R ev. 7. p 428, 1 9 4 fi. 
(2 ) J. T. Potter, A F ou r T ube Counter, 

i.':LECTRONICS, p 110, Ju ne 19 44 . 
( 3) E lm ore and San ds, "Elec tronics Ex 

per imen tal T echn iq u <>s", p 2 11, McGraw
Hill , X ew Y o rk. 

( ·I) E. L . K f'mp, Ga led D ecad e Cou n t er 
R equires X o l~ee dback , E LECTRONICS. p 
14 :;, F eh. 1 !l:i3. 

( 3 ) P. Kren i tsk y , D~cade Co u n te r Em
ploys Si li co n T rans istors, ELECTRONICS , p 
11 ~ . A ug. l D:i:i. 
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Cool indifference-up to 310°C. 
That's the big difference with AMPLIMICA* 
Capacitors! 

This stacked foil capacitor goes right on giving de· 
pendable performance in control systems, high volt· 
age power supplies, pulse forming networks, and 
atomic reactors under temperature ratings up to 
310°C. And the big reason for this is our new dielec
tric-a processed mica which takes all the advantages 
of raw mica and makes them more readily con· 
trollable for today's miniaturization and operational 
requirements. 

In addition to being effectively resistant to high tern· 
peratures, our new AMPLIMICA Capacitors are also 

resistant to radiation ... even high dosage rates 
cause no appreciable capacitance loss. 

If your requirements call for a capacitor that assures 
reliable, stable performance under temperatures 
ranging up to 310°C., we offer AMPLIMICA Capaci · 
tors in a complete range of sizes and configurations 
... ready to do the job. Send for complete informa
tion today. 'Trademuk of AMP INCORPORATED 

,-----------------------, 
I AM p I CAP/TRON I 
I •NCORPORATED DIVISION I 
I 155 PARK STREET, ELIZABETHTOWN, PA. I 
~-----------------------· 

AMP products and enaineerinc assistance available throu1h subsidiary companies in : Australia • Canada • Ena:land • France • Holland • Italy • Japan • Mexico • West Germany 
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RESEARCH AND DEVELOPMENT 

Raman Scattering Explains Liquid Lasers 

Stimulated scattering of 
photons by laser offers 
clues to material structure 

OPTICAL SHUTTER 

~~~uc'c'c':~~ :t"~:::;;j" . 
SAMPLE HOLDER '-r-----r--' FIXED 

REFLECTOR 

SHUTTER 
PULSE 

GENERATOR 

FLASH LAMP 
POWER 

SUPPLY 

APPLICATION of very-high
power pulsed lasers to the study of 
properties of matter has resulted in 
some new techniques for observing 
the effects of interaction of light 
with matter. Work on laser-stimu
lated Raman scattering of light, 
one of the directions of research in 
this area, has been conducted at the 
Hughes Research Laboratories, and 
has been reported on in a series of 
conference papers including one by 
R. W. Hellwarth at the Stanford 
Meeting of the American Physical 
Society in December, 1962. 

LIQUID LASER diagram shows physical arrangc111 en t of liquid sample 
holder, optical shutter, and ruby laser used for triggcring the liquid lasing 
action 

The Hughes team has observed 
stimulated Raman scattering in a 

number of organic liquids, mostly 
ring compounds with five or more 
C-H or C-D bonds. 

Q-SPOILING USED-The stimu
lated Raman scattering is anal
ogous to laser action, and is 
brought about by releasing giant 
pulses from a solid-state laser in 

Maser Uses Superconducting Magnet 

HIGH FIELD UNIFORMITY, important to maser gain and bandwidth, is 
provided by niobium-zirconium superconducting magnet's 8,000-gauss field 
with homogeneity of two parts in 10,000, with a ~-inch svherical volume. 
The five-pound magnet is vart of a 96-Gc wave maser, having a pump 
frequency of 65 Ge, developed by Westinghouse. Gains of over ten db have 
been achieved at noise levels near two db by new low-frequency pumping 
technique, which incorporates five paramagnetic-spin energy levels to obtain 
inversion. The iron-doped titanium oxide (rutile) maser opera,tes at 4.2 
degrees K for low noise 

74 

the same enclosure as the liquid 
under study. 

A giant pulse is produced by first 
pumping up a large population 
excess, while laser action is 
quenched by preventing regenera
tion ( Q-spoiling), and then by sud
denly applying high regeneration 
(Q-switching), so that the large 
material gain that accompanies 
high population excess causes a 
sudden conversion of the energy 
stored in the laser material into co
herent light. The amount of energy 
that can be converted is ~nhv where 
n is the pumped population excess, 
h Planck's constant, and v the laser 
frequency. Duration of the pulse is 
at least as long as the natura l cavity 
decay time present during light 
emission. As an example, in a 
strong pumping operation with the 
R1 t ransition in pink ruby crystal, 
the pulse energy is typically ~ joule 
per c.c. of active ruby, and pulse 
duration of the order of 3 to 30 
nanoseconds; resulting peak powers 
reach tens of megawatts per c.c. of 
active ruby. 

Hellwarth sa id that although the 
gross details of giant pulses are 
understood fairly well, the specific 
nature of the spectrum and devia
tions from a regular pulse shape 
that occur under various conditions 
of pumping and Q-switching are not 
understood at all. It was reported 
by Hughes at the Electrochemical 
Society in spring 1962 that the 
pulse spectrum from ruby was as 
broad as several angstroms, and 
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PRECISION.HIOH FREQUENCY 

ATTENllATORS 
DC TO 500 MEGACYCLES 

• 50, 70, or 90 ohm impedance 
• High-Frequency, Precision Teflon & Silver Switches 
• 1 % Carbon Film Resistors 
• Fully Shielded Units 
e Upto101db 
• Fixed 0 or 10 db insertion loss 
• SWR: 1.2:1 max up to 250 me 

1.4:1 max 250 to 500 me 
• Min. Insertion*: 0.1 db at 250 me; 0.2 db at 500 me 
• Accuracy: At full Attenuation: 0.5 db at 250 me, 1.2 db 

from 250 to 500 me 
e Price: (Model 20) $79. f.o.b. factory. $87. f.a.s. N. Y. 

• zero insertion loss (Model 20-0) $75. f .o.b. factory 

Write for Catalog 

REMOTE CONTROL 
FOR ALL UNITS 

( Electrically Operated) 
Price: $350. 

• 
NEW 

DC TO 1000 MC 
SWITCHED ATTENUATOR PADS 

Model 10-1 DA 
Frequency Range: DC to 1000 MC 

VSWR: Less than 1.15:1 
Insertion Loss: Less than 0.1 db 

Accuracy: 0 .25 db 
Price: $39. 

Model 42-0 (Rotary): $250. 

KAY ELECTRIC COMPANY 
DEPT. e·-2 MAPLE AVENUE • PINE BROOK, MORRIS COUNTY, N. J. CApital 6·4000 
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• OM Series - push-pull, 
meets Mil-C-26482 

• OS Series - push-pull, 
insertable, removable, 
crimp contacts 

• DTK Series - bayonet lock, 
meets or exceeds applicable 
requirements of Mil-C-0026482A 

• DRS Series - rectangular rack 
and panel , advanced 
application performance 

• DC Series - push-pull , 
environmental, crimp-type 
RF connector 

• OM and DH Hermetics -
glass to metal seals, 
leak proof glass to metal seals 

• DR Series - rigid insert 
connector with snap-in 
crimp contacts 

DISTRIBUTED BY: 

ARCO 
electronics inc. 

CONNECTOR DIVISION 
COMMUNITY ORIYE, GREAT NECK, N.Y. • HUnter 7-0500 

TWX: GREAT NECK, NY 639 
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LOS ANGELES 
ARCO CAPACITORS, INC . 
l 548 So. Roberfson Blvd. 
Los Angeles 35, Calif. 
Cresfview l -1151 
TWX: BV 7012 

DALLAS 
ARCO ELECTRONICS, INC. 
1339 Crampton St. 
Dallas 7, Texas 
Melrose 1-0270 
TWX: Dl 526 
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RAMAN SCATTERING 

This is a technique commonly used to identify and study differ
ent materials. It is based on the Raman spectrum of scattered 

light, produced when incoming photons not in resonance with a 
transition in the matter are deflected to a new angle and fre

quency, while the reflecting material undergoes a transition to 

a new state such that over-all energy is conserved. The scattered 
photons therefore appear only at or near frequencies shifted 
from the incoming photon frequency by amounts corresponding 
to the frequencies of Romon-active vibrations in the matter; 
these spectra serve to identify different materials. Even though 
the total Raman scattering cross-sections for a given line ore 
very small (about 10-2n cm~ ) for a typical Romon active molecu le, 

many materials exhibit a non-linear increase of th e order of 

thousands or millions of the scattering cross-section when very 
high intensity l ight is scattered from matter in thermal equilib
rium. This is because gain appears for the scatte red light waves, 

just like the gain occurring in normal maser materials when the 
popu lations ore inverted, and th e scattered photons are ampli
fied by inducing more scattering from the incoming beam 

somewhat shifted from normal laser 
operation; this was apparently due 
mainly to stimulated Raman scat
tering from the nitrobenzene in the 
Kerr cell used in the switching ap
paratus. When a KDP Pockel's cell 
was substituted for the nitroben
zene Kerr cell, the spectrum ob
served was at least as narrow as 
that of the normal ruby laser out
put, and was centered at the same 
frequency. It is expected that a 
high-resolution study of the output 
from a KDP switched laser will 
show some deviation from the nor
mal laser spectrum, reflecting cross
relaxation processes in the R1 line, 
which are apparently much faster 
than was at first supposed. The ap
parently high r ate of cross-relaxa
tion makes the existence of after
pulses, or subsi diary light pulses 
which often follow the main pulse, 
more difficult to understand because 
they are delayed by times orders of 
magnitude longer than the giant 
pulse duration, Hellwarth said. 
However, despite these and other 
unsolved problems in light pulse 
emission from ruby, the now known 
spectral purity of the pulses, ex
ceeding 0.3 angstroms, enhances 
their usefulness in studying the 
stimulated Raman scattering. 

QUANTUM EXPLANATION -
Stimulated Raman scattering can 
be easily explained on the basis of 
the quantum theory; given the mode 
and frequency of the oncoming pho-

tons, the average rate of change of 
the number of photons in the scat
tered state can be easily calculated. 
If the number of incident photons 
exceeds a certain amount, as hap
pens in stimulated scattering, a net 
gain results and there is an effect 
very similar to laser action. 

These experiments have already 
brought about new knowledge about 
the structure of liquid nitroben
zene; new energy levels previously 
unobserved have been found in the 
material because of their effect on 
the spectrum of the output light 
frequency. The technique is ex
pected to bring about a better un
derstanding of the molecular struc
ture of organic materials. 

The strongest laser emitters have 
been C,,H .. and C.,D,,. On the other 
hand, two strongly Raman active 
liquids-carbon tetrachloride and 
sulphuric acid-have failed to pro
duce laser action, as have water, 
acetone and o-dichlorobenzene. Pho
tometric evidence for induced emis
sion was found by the Hughes re
searchers in trichloreth:vlene, hep
tane and methyl alcohol. 

Hughes scientists expect that a 
large number of liquids, and also 
solids, can be induced to lase by the 
stimulated Raman scattering tech
nique. This opens up possibilities 
for laser applications. 

NEW LASER WAVELENGTHS
The large number of possible laser 
materials means that a very large 
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Where Is Our Quality Assurance Department? 
Actually, product quality at Deutsch doesn't be
gin and end in our hard-working QA department 

... it is a function of eve!'Y.:one in the plant. First 
of all, management sees to it that quality is de

signed into each product ... not just determined 
by final inspection. Then experienced per
sonnel follow countless quality control 
procedures all the way from raw materials 
to finished parts inventory. And finally 
reliability engineers verify that quality 
is consistently reproduced to the toughest 

user specifications. This then is the basic 
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philosophy behind our almost unreasoning con
centration on product reliability ... from design 

to delivery. If you would like a full rundown on 
the plant-wide QA program that always means 
performance beyond specifications, contact your 

local Deutschman today or write for Data 
File K-2. Deutsch Electronic Components 
Di vision, Municipal Airport,Banning,Calif. 

mm111Jr~COJIBI 
Advance Specification Electronic Components 
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Sales Engineer, Tech-Ser, Inc. 

how to measure ac ratios to 
one part per million ... 

at a sensible price 
In fact, any of North Atlantic's field engineering representatives can quickly demon· 

strate how the Models RB-503 and -504 Ratio Boxes will meet all your requirements 

for high accuracy at lowest cost. 

Designed for either bench or rack mounting, both models- provide rated accuracy 

over their full ratio range, with six-digit, in-line window reacfout for best readability. 

Both incorporate heavy duty switches with transient suppression, fold -away legs, 

easily removeable end plates and voltage dividing transformers to MIL-T-27A. 

Abridged specifications are given below: 

RB-503 RB-504 
Ratio Range 0.000000 to 1.111110 -0.111110 to + l.111110 

Accuracy Of Ratio For All Ratios + [ + 0.0001] + [ + 0.000025] 
(at 400 cps) - O.OOl (Ratio) % - 0.0001 (Ratio) % 

Frequency Range (Useful) 50 to 10,000 cps 50 to 10,000 cps 
Nominal Input Impedance 50K-60K :> 250K (at 400 cps) 

Max. Input Voltage 0.51, Volts, (I in cps) 1.01, Volts, (f in cps) 
(not to exceed 350 V.) (not to exceed 350 V.) 

Max. Effective Series Resistance 3.5 ohms Sohms 

Resolution 5 decades plus 5 decades plus 
1 turn potentiometer 1 turn potentiometer 

Size 13'h""h. x 19'" w. x 8"' d. 31/z"' h. x 19"' w. x 8"' d. 
Price $295.00 $450.00 

Also from North Atlantic: Model RB-510 for high precision at 10 kc and RB-520 

for MIL Spec applications. 

If you're up against critical jobs of ac ratio measurement- in the laboratory, on the 

production line, or in the field- it will pay you to talk to the North Atlantic man in 
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your area. For his name, call or write today. Or request 

Bulletin RB 503-504 for complete data. 

NORTH ATLANTIC industries, inc. 

TERMINAL DRIVE, PLAINVIEW, L. I., NEW YORK • OVerbrook 1-8600 

CIRCLE 78 ON READER SERVICE CARD 

number of different discrete laser 
frequencies are possible; in com
munication applications this means 
a large number of non-interfering 
channels. A laser apparatus could 
be t uned to these different frequen
cies by simply inserting cells of the 
stimulated-Raman-scattering mate
rials. 

Electromechanical Timer 
For Lab Applications 

By FRED W. KEAR 

s 

Lytle Corporation, 
Albuquerque. N. M. 

19 

~ 
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FRONT PANEL of ti111 er install ed 
in portable cabinet-Fig. 1 
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CIRCUIT DIAGRAJI 11si11g f /(/11 -

sistor for timer triggcri11g- Fig. 2 

LABORATORY timing requiremen ts 
can often be met more easily and 
cheaply with standard timing mo
tors than with digital timers. 
Standard timers compare favora bly 
in accuracy, reliability and sim
plicity, requiring only a minimum 
of maintenance of the mechanical 
and electromechanical portions. 

The timer shown in Fig. 1 and 2 
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QUITE A SET! 
Seven crystal filters altogether .. . one of them with 35 db of built-in notch ... four of them packed into Y3-cubic-inch cases. 

There was something for everybody in the set of seven crystal filters Collins designed for an air defense missile's ground 

tracking system. 0 Stand-out in the set was a 5 me center frequency clutter filter which picks out a doppler-shifted radar 
signal and rejects signals from standing targets with unheard of accuracy. Frequency response curve of the filter shows an 

unusual pattern made up of two steep-skirted passbands separated by a 35 db rejection notch. Selectivity specs require 

the curve to pass through 12 precise frequency points at attenuation ranging from 2 to 50 db; passband ripple is held 
to +1 db. DThe clutter filter incorporates a number of design and manufacturing innovations, including Collins ability 

to hold frequency tolerances of the crystal discs within .001 per cent over a 0-65 ° C range. D Other elements in the set 

were velocity filters and four of them, with similar characteristics, were paired off and packaged in cases of less than V3 
cubic inch volume, about half the space normally required for this type filter. D With prototypes developed and accepted, 

the filter sets went into initial production. To date, more than 300 sets (2100 filters) have been delivered and the 

preliminary phase of the missile development and testing program is well underway. D With more than 100 compo
nents engineers, and separate engineering departments for crystal, mechanical and LC filters, Collins offers you the widest 

selection of standard designs and the broadest capability for special designs. Call Collins today or write for Data File203. 
COLLINS RADIO COMPANY • Components Division • 19700 San Joaquin Road • Newport Beach, California• 

Phone: Kimberly 9-2911 • International Division, Dallas, Texas 

See Collins display at the New York IE EE Show March 25·28. 

~ 
COLLINS 

~ 
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... up to 160 

channels in a 

MULTIP LEXER .,_,_ _ ... 

• • • • fJ 
• • • • .. 

- -• ~ 'h:xAa INf!:RUMEMH . . ., ..... ,. ... -- -..... .. - '-· 

versatile 
addressable or sequential 

Multiplexers 
• Sampling rate to 50,000 channels/sec 

features 
• Variable frame length 

• Accuracy + 0.02% full scale 

• Input levels to ± 10 V 

Texas Instruments Multiplexers are all solid state units 

providing accurate, high-speed bipolar operation with low 

dynamic crossfeed, fast settling time, and variable strobe. 

Manual channel select switches facilitate system set-up and 

check-out. Frame length is selectable from front panel. 

Expandable to 160 channels by means of plug-in printed 

circuit cards. Case size 5)~ by 19 by 18 inches for standard 

relay rack mounting. 

Tl's high speed 

Model 834 Analog-Digital 

Converter, ideal 

companion instrument to 
the TI Multiplexer. 

High speed: 1.5 µsec per bit 

Built-in sample and hold 

Accuracy: ± 0.05% full scale 
Automatic zero stabilization 

Ask a TI Application Engineer for further information on 

digital data handling equipment for your specific needs. 

INDUSTRIALl'RODUCTSGROUP' ~TEXAS INSTRUMENTS 
•T" 1~~~A:OTu~,.1r::::u• [h I N C 0 R P 0 R A T E D 

DATA • YHllMa 3 6 0 g 9 U F F A L 0 S P E E 0 W A Y 
TJtANeoucui• P . 0 BOX 1515027 HOUSTON 6 TEXAS ... 
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is suitable for a large number of 
timing applications. Figure 1 shows 
the front panel of the timer 
mounted in a small portable cabinet. 
A panel-mounting timer mechanism 
is used. A ground jack is provided 
for reference voltage to operate 
transistor circuits in the instru
ment. A jack is provided to insert 
a start and stop signal; another 
to reset the timer from an external 
signal source. A manual timing 
push button causes the timer to 
run as long as it is depressed; a 
reset switch will reset the timer 
when in the down position; a power 
switch and a power "on" pilot light 
complete the controls. The timer 
may also be reset by a lever at the 
upper left corner of the timer 
mechanism. 

TIMER CIRCUIT- Figure 2 illus
trates the timer circuit. It operates 
from a 115-v a-c source; the timer 
motor runs directly from the power 
source, controlled by the power 
switch. A conventional 30-v d-c 
power supply operates the reset coil 
and timer clutch. A binding post 
terminal at the negative side of the 
power supply provides ground ref
ence for control signals. 

The reset coil may be energized 
through the reset pushbutton, when 
au tomatic timing is not required, 
or through the contacts of relay 
K , when a ground pu'lse is supplied 
to the reset test jack. Most timers 
need about one ampere of current 
for reset. 

With the timer motor running, 
the clutch must be energized for 
the hands to move and timing to be
gin. Transistor Q, energizes the 
clutch; very little current is drawn 
by the coil, so Q, need not have high 
heat dissipation. Iii automatic tim
ing, the start and stop signal 
reaches the base of Q, through the 
stop jack. Normally, Q, is back 
biased through 330 ohms; a nega
tive signal at the stop jack is re
quired to forward-bias Q,. The 
manual timing push button pro
vides a zero volt signal at the stop 
jack for manually starting the 
timer. The manual timing stops 
when the push button is released, 
allowing the transistor to become 
back-biased. 

The fast switching time of the 
transistor enhances considerably 
the instrument's accuracy. Most 
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Fairchild Stratos now makes it possible for remote 
military commanders to watch enemy activities in 
"real time" as they are being observed by airborne 
sensors. How? Through hardware-proven wide-band 
data link which closes the critical time gap between 
picture-taking and interpretation. The Fairchild 
Stratos approach provides for transmission of large 
amounts of information from a variety of sensors to 

When there's a need to know: Fairchild Stratos-Electronic 
Systems Division capabilities are best reflected in an inte
grated approach to data requirements. Extensive experience 
in acquisition, processing, transmission and display has given 
FS-ESD engineers a particularly sensitive .awareness of both 
final information needs and the many subsystems required to 
1mswer them. • For knowledgeoble engineers interested in 
<;areer opportunities in advanced data techniques, rn(]y we 
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distant ground stations. Auxiliary data, including 
precise geographic location is displayed in easily 
read alpha-numeric format. High-powered, wide
band data link is but one outgrowth of the years of 
experience that have made Fairchild Stratos the 
leading supplier of equipment for reconnaissance 
and surveillance needs. For more information, con
tact our Director of Customer Relations. 

suggest a note to our Director of Industrial Relations for the 
brochure "Grow )_'.our Own Future". FS-ESD, an equal oppor
tunity employer. 

'

e FAIRCHILD STRATOS 

• ELECTRONIC SYSTEMS DIVISION 
WYANDANCH, LONG ISLAND, NEW YORK 
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Automatic semiconductor 
tester provides 

MODULAR ANSWERS 
to parameter 

testing problems 
For incoming inspection ... production 
testing ... reliability testing ... engi· 
neering studies ... component sorting 
•.. the multi-parameter Model 1500 
Testing Station has fast become recog· 
nized by leading transistor I diode pro· 
ducers and users as the most versatile 
and accurate instrument in its field. 
Programming: Automatic and direct 
reading manual program modes are 
available. Punched Tape provides an 
unlimited number of sequential tests to 
be performed on any device. Self· 
Instruction permits new programs to be 
prepared directly from the precision 
dials and panel selector switches on the 
test modules. Test type, bias conditions, 
hi·lo limits and delays are all included in 
the program. 
Measurements: All DC, small signal 
(grounded base and emitter), pulse, and 
diode tests are available. The TEST 
MODULE concept permits complete 
measurement flexibility. Over 30 stand· 
ard test modules are available. Field 
installation of new modules is easily 
accomplished. 

Ranges: Currents 0.1 nanoampere to 10 amperes 
Voltages 1 millivolt to 1000 volts 
AC or DC Ratios (gain transfer ratios) 
0.1 to 1000. 

Accuracies: 1 % on DC tests; 3% on AC and 
Pulse tests. 

Readouts: GO, NO-GO; digital indication; print· 
out; summary punch; classification and 
automatic bin selection. 

Input Devices; Scanners; Axial Component 
Handlers; Conveyor Systems. 

OPTIMIZED DEVICES INC. 

PLEASANTVILLE, NEW YORK 

ROgers 9·6100 

SEE US AT BOOTH 3036 AT N. Y.-IEEE 
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timer mechanisms read on their 
outer scale down to 1/100 second; 
in checks against digital timers it 
has been found that instruments of 
this type can be read to within 
0.005 millisecond consistently. The 
inner scale of these timers is 
usually calibrated in seconds, up to 
sixty seconds. 

Silicon Junction 
Is Laser Detector 

LONDON-A silicon p-n junction de
veloped by the Government Signals 
Research and Development Estab
lishment is operating as a square 
law detector mixing light from ad
jacent axial standing-wave modes 
of a ruby laser . 

Light from the laser is focused 
onto the junction which is reverse 
biased at 108 volts. Output from the 
diode located in the center conduc
tor of the coaxial line is at 1,635 
Mc, corresponding to the difference 
between neighboring axial modes of 
the two-inch ruby rod. Output at 
the higher harmonic, 3,270 Mc, of 
the next nearest adj'acent modes is 
also detected. 

Detection mechanism is through 
the generation of electron-holes at 
a rate proportional to the incident 
radiation intensity. Carriers gener
ated in the depletion layer are 
swept out by the high field in a 
short time compared with the laser 
beat-frequency period. 

Advantage of the system is that 
its high-frequency performance is 
limited by the carrier transit time 
instead of by the minority carrier 
lifetime as in other mixers. 

Hungarian Instruments 
Measure Plasma Changes 

VIENNA-Instruments for plasma 
research and spectroscopy were de
veloped by Prof. Bartocz at Pre
cis ion-Optics Instruments of the 
Hungarian Academy of Sciences. 
Hungaropress, a state news agency, 
says the instruments will be brought 
to the U.S. later this year by their 
designer on a lecture tour. 

The new instruments permit 
registration of changes occurring in 
plasma as a result of temperature 
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Micro assemblies of 0.030-inch thick 
alumina wafers with riser wire inter· 
connections welded by a new Hamilton 
Standard electron beam technique. 

Thin film inductor, consisting of tita
nium film on an aluminum oxide wafer, 
scribed by high-power density Hamil· 
ton-Zeiss cutting equipment. 

Ferrite memory core, 0.005-inch thick, 
·Y1ith slots cut by electron beam. Slot 
widths: 0.0005· to 0.001 -inch. 

Grid screen of .003" diameter holes 
on .010" centers drilled in .020" stain
less steel sheet. 

NOW -THE FIRST COMPLETE 
MICROMINIA TURE PRODUCTION TOOL 

The new Hamilton-Zeiss Electron Beam CW-1 Cuts, Welds, Drills, Scribes 
The new Model CW-1 E lectron Beam Cutter
Welder is the most advanced machine yet 
developed for work in microminiaturization. 
With CW-1 equipment, you can fabricate 
complete microminiature assemblies, cut. scribe 
and drill thin film and solid state components. 
You can also weld necessary leads without 
di~torting the workpiece. And the vacuum 
chamber provides a contamination-free environ
ment with a bonus in "free" vacuum for 
hermetic encapsulation operations. Almost all 
metallic elements and many nonmetallics in
cluding aluminum oxide, quartz, and cs.ramies, 
can be processed by the CW-1. 

The new CW-1 can cut and drill shapes of 
practically unlimited geometries for fabrication 
of micro-storage devices. All materials that are 
chemically and metallurgically compatible may 
be welded without distortion or con'tamination, 
and heat-affected zone is for all practical pur
poses eliminated. For the first time, you can 
fabricate thin fi lm resistors and capacitors to 
extreme accuracies by "in-process" monitoring 
and corrective feed-back, thus eliminating high 
reject rates and selective assembly techniques. 

Heart of the CW-1 is a highly developed 
electron gun and electron optical system pro
viding a focused spot diameter of .0005" or 
Jess. The system operates at a maximum ac
celerating voltage of 150 KV and provides 
currents to 15 Ma during pulsed operation 

providing nearly 10,000 megawatts per square 
inch at the workpiece. Such extremely high 
power densities permit the cutting of any 
material known today. 

UNIQUE FEATURES OF THE MODEL CW-1 
• A Zoom Type Binocular Optical Viewing 

System (14X to 40X) provides stereo-effect 
microscopic examination of the workpiece 
at all times permitting precise positioning 
and eliminating the need for removal of the 
workpiece for inspection. Fabrication and 
inspection can be combined in one operation. 

• A Precision Beam Deflection System permits 
programming of the beam (workpiece sta
t ionary) over the workpiece in any pre
selected pattern using electronic program
ming* and simple external control knob 
adjustments. 

• A Precision Work Table with all backlash 
eliminated provides positioning accuracies 
of .001" or better. 

• Polishea. Stainless Steel is utilized on the 
inside of ths work chamber and on all 
apparatus exposed to the work chamber, 
thus providing an extremely clean workpiece 
environment free from corrosion, outgassing 
and extraneous contamination. 

• Tape Controlled Programming.* Operation of 
the CW-1 can be fully automated. Beam de
flection and table posit ion can b e pro
grammed on tape using conventional indus
trial numerical controls. 

*With optional equipment at extra cost. 

For complete information on the Model CW-1, contact: Sales Manager, 
Electron Beam Machines, Hamilton Standard, Windsor Locks, Conn. 

Hamilton u Stand a rd DIVISION O F U N ITED AIRCRAFT COR PORATION 

R 
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BRISTOL HIGH-SPEED RELAYS 
•fast •accurate •reliable 

Bristol Syncroverter* high-speed relays are used in the finest and most accu
rate multiplex systems and analog computers. 

Their fast, accurate, uniformly consistent transfer characteristics help cut 
system errors and build system reliability. 

Nearly 100 different models available to meet the stringent demands of di
verse applications. Write for detailed specifications. ACCO 
The Bristol Company, Aircraft Equipment Division, 152 Bristol Road,\ 
Waterbury 20, Conn. . ~ 
A Subsidiary of American Chain & Cable Company, Inc. 1.2 0 · 

T•Al>I • I 
~ .. 

*T.M. Reg. U.S. Pat. Off. 

BRISTOL ... engineers for precision, builds for reliability 
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variations. Plasma is created by 
electric discharges or sparks. Ma
terial placed in the path of the dis
charge or spark undergoes enormous 
temperature changes; attempts 
to photograph changes occurring in 
their spectrum as a result of this 
had so far been unsuccessful. 

TIME RESOLUTION-Prof. Bar
tocz succeeded in Tesolving the time 
phase of the spark into appropriate 
minute proportions. using electronic 
control which ensures synchronized 
operation. The operator can regi s
ter on a single pictur'e all the 
spectra, whjch illustrate, step by 
step one underneath the other, the 
phenomena occurring in the ma
terial during a s ingle scintillation 
cycle under vast temperature dif
ferences. 

These in struments .allow taking 
of photographs at intervals of a 
tenth of a millionth of a second, 
thus showing changes :happening 
during the brief life of a spark, 
including the plasma state. 

Lasers May Check Out 
Speed of Light 

WASHINGTON-Lasers can be used 
for long-distance light measme
ments, it was established by me
trologists at the National Bureau 
of Standards. Laser techniques will 
probably be used fb1· calibration of 
highly accurate surveying tapes, 
and later as possible replacement 
for such t apes. Also foreseen is a 
more accurate measurement of the 
speed of light, which depends on 
highly accurate measurements of 
distance. 

Scientists at NBS have achieved 
length-measuring interference 
fringes over a 100-meter optical 
path , using a helium-neon continu
ous gas laser, pumped by a r-f gen
erator , and splitting the light beam 
with a Koester prism. Earlier dis
tance measurements, using the re
cently adopted international stand
ard of length-the krypton 86 
wavelength-were limited by the 
krypton beam to an optical path of 
about } meter. 

Laser distance measurements, 
~BS reports, will be possible over 
long distances with an accuracy 
better than one part in 200 million. 
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Write us today 
for full 

particulars! 

At left: No. 105-BSTI 
Single position Button 
Stem and Wafer making 
machine-Fully automatic. 
Designed for small pro
duction runs on special 
tube parts or for labora 
tory use . Produces button 
stems up to l V4 " diameter. 
Machine can be supplied 
with up to 24 positions. 

Illustrated below: An Eisler 
precision Vertical Spot Weld
er designed exclusively for 
welding of electronic compo
nents. Available in sizes from 
% to 7% KVA. 
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Microcircuit of the Month 
Over the past year a considerable number 
of circuits have been designed and custom 
fabricated to reduce large portions of exist
ing electronics systems into compatible 
microcircuit form with the inherent advan
tages of direct replacement, reduction in 
size and weight, with improved reliability 
and maintenance. 

If you are considering the use of microcir
cuits for redesign of present systems-or 
for future designs, we at General Instru
ment respectfully request the opportunity 
to assist you. Call 516-0V 1-8000 or write 
Nanocircuits, General Instrument Semicon
ductor Division, 600 West John Street, 
Hicksville, Long Island, New York. 

GENERAL INSTRUMENT 
SEMICONDUCTOR DIVISION 
General Instrument Corporation 
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COMPONENTS AND MATERIALS 

Will Tunnel Cathode Bring New Tubes? 

Emission principle holds 
promise for new family 
of improved vacuum tubes 

NEW TYPE of v·acuum tube which 
has no heater to light up, and could 
operate at room temperature, is 
under study at General Electric. 

Involving use of what is called 
a tunnel cathode, such a tube would 
be likely to have higher tolerance 
to ionizing radiation than would 
thin film or other microminiature 
active devices based on semicon
ducting materials. Thus the tun
nel cathode holds high significance 
in improvi'ng the reliability of 
space electronics. 

New tube concept will be in
vestigated under a proposal sup
ported in part by the National 
Aeronautics and Space Adminis
tration by a contract granted to 
GE through the Harry Diamond 
Laboratories, Department of De
fense, Washington, D. C. 

TUNNELING-Conventional vac
uum tubes employ a metal cathode 
which must be heated before elec
trons will flow through the vac
uum under the influence of a 
different potential. Tunneling emis
sion is basically a phenomena 
wherein electrons flow from a cool 
substrate metal layer through an 
insulator which may be only a few 
tens of atoms thick to a thin counter 

Monitor Controls Thin Films 

RESISTOR and capacitor values for thin-film circuits are continuously 
monitored by specially-designed deposition programmer, designed ancl 
bui lt by General Electric's 11ew Light Military Electronics Department, 
Utica, N . Y. Deposition stops automatically when desired component value 
has been reached. Monitor also controls thickness of dielectric material 
by measuring frequency of an oscillating quartz crystal exposed to sili
con-monoxide vapor. Nickel-chromium is used for r esistors, aluminum and 
silicon monoxide is used for capacitors, and evaporated aluminum or 
copper form conductor paths 
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electrode which is maintained at a 
few volts positive potential with 
respect to the substrate. 

If this second layer is electron
ically thin enough, some of the 
tunneling electrons will pass 
through and away from it, h aving 
not lost energy by collisions with 
other electrons. Such electrons are 
emitted, and thus the device be
comes a cathode. 

This type of tube could give de
signers new freedom in tube con
struction. Tunnel cathode could 
yield smaller tubes, with lower 
capacitances. Absence of heater 
temperature may permit unusual 
electrode arrangements to yield new 
and different characteristics. 

Such improvements in turn could 
give electronic circuit and equip
ment designers a new set of tools
amplifiers that are cooler, more r e
liable, and more tolerant to severe 
environments. 

Tunnel cathode can feature high 
tunneling current density, said 
C. E. Horton, advanced develop
ment consulting engineer in charge 
of the project. He pointed out that 
tunnel diodes usually operate at 
1,000 amperes per sq cm and fre
quently ten times this level. 

In applying tunneling to vacuum 
tubes, it is hoped that emission cur
rent densities can reach from 10 to 
100 amperes per sq cm. So far, the 
fraction of tunneling that has ap
peared as emission into the vacuum 
has been only about 2 percent. But 
he added that 10 percent or better 
is not an unreasonable figure to 
hope for, and that higher ratios 
cannot be called impossible. 

MATERIALS-Of prime impor
tance in the present tube study will 
be attaining information about 
suitable materials for the insulat
ing layers and the substrates. 
Schedule initially calls for the op
timizing of tunnel cathodes using 
anod ized aluminum insulating lay
ers. This will include refinement of 
related metal film techniques, test 

electronics 



CAPACITORS OF MYLAR® 

BUT WITH EXTRA RELIABILITY 
$.25 .-------......-----.-----.. 

.... 
Ill 
0 
0 

~ CAPACITORS OF MYLAR® 
::i 

.J 

" 0 
ii: 
> .... 

CAPACITANCE IN MICROFARADS (MFO) 
$.OO.__ __ ,__ __ _..__ __ _._ __ __. 

0.001 0 .01 0 .1 1 . 0 10.0 

You may not realize it, but you can benefit from 
the higher dielectric strength, moisture resistance 
and reduced size of capacitors of "Mylar"* polyester 
film without paying a premium price. An industry 
study of manufacturer prices shows THAT OVER 
A RANGE OF SIMILAR CAPACITANCES AND 
RATINGS, UNITS OF " MYLAR" COMPARE 
CLOSELY IN COST WITH THOSE OF PAPER. 

According to a recent survey, few engineers are 
aware of this close price comparison ... although 
they recognize the outstanding properties of"Mylar". 
Look into it yourself. Before specifying capacitors 
for your design, get this free booklet study with per
formance facts and price charts. Write: Du Pont Co., 
Film Dept., Wilmington 98, Delaware. 

*D u Pont's registered trademark fo r its polyester film, 

~ 
"•.u.s.m.otr. BETTER THINGS FOR BET.TER LIVING . .. THROUGH CHEMISTRY' 
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MODULES 
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1949 GREENSPRING DRIVE • TIMONIUM, MO, 

CLeart>rook 2-2900 

DIGITAL LOGIC MODULES • DIGITAL 
EQUIPMENT AND CUSTOM PACKAGING 
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methods, and handling procedures. 
A broad evaluation of a variety of 
materials will be made to find those 
most suitable for practical emitters. 

Other materials under construc
tion include tantalum, titanium, 
zirconium, and niobium, because 
all have been successfully anodized 
to produce suitable insulating lay
ers. Oxide film experimentation will 
also encompass several other ma
terials. 

Compatability of materials, 
effects of film structure, and sub
strate materials all will be con
sidered before a concentrated effort 
is made to refine the specific ma
terials and configurations that ap
pear most promising as tunnel 
cathodes. 

Irradiation Forms 
Heat-Shrinkable Sleeve 

FIBERGLASS fabric, sandwiched be
tween two layers of modified poly
olefins, is subjected to high-voltage 
electron bombardment. Irradiation 
process, developed by Raychem, re
sults in a molecular cross-linking 
that has been described as com
parable to tying tough elastic bands 
between the fibers of a rope. The 
elastic bands stretch at a given tem
perature, ailJowing the fibers to be 
stretched or twisted. 

When the material is cooled, the 
structure will "freeze" in this posi
tion. When the material is reheated, 
the "elastic bands" immediately 
snap back into their original or 
remembered position. Because the 
cross-linking is accomplished by a 
high-voltage electron bombardment, 
there is no residual radioactivity in 
the end product. 

Irradiation technique is used in 
the manufacture of harnesses and 
cables, and for encapsulating com
ponents and subsystems. A line of 
heat-shrinkable tubings will be 
marketed by Bentley-Harris Manu
facturing Co., a subsidiary of Ray
chem. 

The use of the s•leeving is as 
simple as slipping it over the com
ponent to be encased, and applying 
275 F heat until shrinking has been 
completed. Time varies from three 
seconds to a maximum of one min
ute for sleeving of two-inch ir-

IRRADIATED sleeving slips over 
cable and connector. Sleeving 
shrinks under exposure to hea t, 
offering a snug fit of fiberglass-re
inforced insulation 

radiated diameter. Sleeving size 
selection is not critical. Sleeving is 
presently being manufactured in 
sizes ranging from a in. to 2 inches. 

Sleeving may be used at tempera
tures up to 130 C continuously . It 
also w.ithstands corrosive and diffi
cult chemical environments. Mini
mum individual short time dielec
tric breakdown value of 12 Kv has 
been establlished with typical aver
ages values found at 22 Kv. Low 
temperature flexibility extends to 
below -80 C. Low loss values 
recommend investigation for elec
tronic circuits. 

W. H. Bentley, president of Bent
ley-Harris, says that Fiberfit will 
command a slightly higher cost to 
the manufacturer than most pres
ently impregnated fabric sleevings, 
and more than most heat-shrink
able single film sleevings, except 
those that employ fluorocarbon 
compounds. 

Exploring Phenomena 
Basic to Materials 

MATERIALS scientists working in 
three areas: metallurgy, ceramics 
and plastics, compared notes last 
week and found that their funda
mental understanding of materials 
was the same, even though their 
terminology was different. 

Purpose of the meeting, accord
ing to L. J. Bonis, president of 
Ilikon Corp., of Natick, Mass., 
sponsor to the symposium, "was not 
just to familiarize scientists with 
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Less than IO-nanosecond propagation delay is typical 
of the single-chip micro-circuit shown above. An 
achievement of Sylvania's advanced epitaxial and pho· 
tolithography techniques, the silicon chip is only .025" 
square, or no bigger than a typical transistor chip! 
This means your design can have both: the perform· 
a·nce benefits resulting from Sylvania's pre-eminence 
in epitaxial techniques, plus the reliability and minia· 
turization of planar integrated circuitry. 

The epitaxial planar NANO gate consists of a 3-input 
AND gate followed by an inverting stage. With a fan-out 

of 5 over a temperature range of -55°C to +125°C, 
it effectively replaces 4 diodes, a transistor and a re· 
sistor. The package is a modified T0-5, but other con· 
figurations are available. 

A true "building block" circuit, the Sylvania NANO 
gate has variations, capabilities and applications too 
numerous to list here. And this is only the first of a 
series of circuits. Let us know what you want to accom· 
plish with integrated circuitry. Writedirectly to Semi· 
conductor Division, Sylvania Electric Products Inc., 
1100 Main Street, Buffalo 9, New York. 

SYLVANIA 
GENERAL" TELEPHONE &ELECTRONICS ~ 

NEW CAPABILITIES IN: ELECTRONIC TUBES • SEMICONDUCTORS • MICROWAVE DEVICES • SPECIAL COMPONENTS • DISPLAY DEVICES 



Hyperion 

~~STANDARD~ 
PO"\VER SUPPLIES 

'o/1ffe#j~\\\\~" 
Years of "custom engineered" experience, in designing and manu
facturing power supplies to MIL Specs, are incorporated into 
Hyperion's line of Standard Power Supplies. This includes such 
features as: constant current or constant voltage regulation, adjust
able current limiting, parallel or series operation, remote program
ming, remote voltage sensing, short circuit proof and isolated output. 

Wl Series 
Input: 105-125 VAC, 50-440 cps. 
Regulation: 0.05 % or 5 MV 
Response Time: 50 µsec. 
Temp: continuous full load 

at 50° C. 
Size: 4%' x 8Y.i" x 6Y;i" 

Model 
Voltage 
Range 

HY-Wl-16-1.0 0-16VDC 
HY-Wl-30-0.6 0-30YDC 
HY-Wl-60-0.3 0-60VDC 
HY-Zl-16-1.5 0-16 YDC 
HY-Zl-16-4.5 0-16VDC 
HY-Zl-16·7.5 0-16 VDC 
HY-Zl-32-1.0 0-32VDC 
HY-Zl-32-2.S 0-32VDC 
HY -Zl -32-S.O 0-32VDC 
HY-Zl-60-0.5 0-60VDC 
HY-Zl-60-1.0 0-60VDC 
HY-Zl-60·2.0 0-60VDC 

Zl Series 
Input: 105-125 VAC, 60 cps. 
Regulation: 0.05% or 5 MV 
Response Time: 50 µsec. 
Temp: continuous full load at 50° C. 
Size: 6%' x 8Yz' x 10%' 

Current 
Ripple 

Price* RMS 

I amp 1 MY $139.00 
0.6 amp 1 MV $129.00 
0.3 amp 1 MY $149.00 
0-1.5 amps 1 MY $179.00 
0-4.5 amps 1 MV $219.00 
0-7.5 amps 2MV $279.00 
0-1 amp 1 MV $189.00 
0-2.5 amps 1 MV $229.00 
0-5 amps 2MV $289.00 
0-0.5 amp 1 MV $199.00 
0-1 amp 1 MV $239.00 
0-2 amps 2MV $299.00 

*Prices are F.O.B. Watertown, Massachusetts 
Write or call Hyperion for your Standard or Custom MIL Spec Power Supply requirements. 

Myperion 
INDUSTRIES, INC. 

• POWER EQUIPMENT DIVISION 

90 

127 COOLIDGE HILL ROAD, WATERTOWN, MASSACHUSETTS 
TWXN: WTWN MASS 860 TEL: WA 6-0140 
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one another's fields, but to gain in
formation from one field that is ap
plicable to another." 

At the conference two phenom
ena, basic to the materials sciences 
were discussed. These were sinter
ing-the formation of a solid from 
powders, and plastic deformation
the changes in shape that solids un
dergo. F. V. Lene], of Rensselaer 
Polytechnic Institute, discussed the 
basics of sintering from the metal
lurgists point of view, while R. 
Coble of MIT discussed the same 
subject from standpoint of the ce
ramicist. Then J. F. Lontz of Du
Pont spoke on forming polymers, 
the complex molecular chains that 
make up plastics. 

STRUCTURE-The common de
nominator was found to be that 
each was concerned with the same 
problems, such as atomic structure 
and surface effects. Although the 
materials were different in their ap
plications, the polymer chemist, 
metallurgist and ceramicist agreed 
they were using the same tools to 
understand the behavior of mate
rials. 

The second session on plastic de
formation included discussions by 
Rensselaer's G. S. Ansell on metals, 
Brown University's J. Gilman on ce
ramics, and Rensselaer's S. S. 
Sternstein on polymers. Speakers 
demonstrated that materials can 
change shape only within the frame
work of their atomic arrangements. 
Through the understanding of 
atomic structures, it is possible to 
predict how materials deform under 
stress. 

Sternstein pointed out that work
ers in diverse fields were already 
wiping out many of the linguistic 
and semantic differences among the 
various sciences. "Because of the 
complexity of materials applica
tions, at one time or another a 
chemist is bound to deal with many 
types of materials. He must, there
fore, know what characteristics 
these have in common so as to cre
ate successful combinations," Stern
stein said. 

Widespread feeling among scien
tists that a broader exchange of in
formation among various disci
plines is desirable and necessary 
for increased development in basic 
sciences created wide interest in 
this interdisciplinary m ate r i a I s 
meeting. A similar meeting was 
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planned for next year to delve 
deeper into materials phenomena. 

Panel guests included such well 
known scientists as N. J. Grant of 
MIT, H. H. Hausner of Brooklyn 
Polytechnic Institute, and R. Davis 
of the Arthur D. Little Company. 

Over 150 scientists participated 
in the symposium, a nonprofit effort 
sponsored by Ilikon Corp., advanced 
research and development company. 

Shields Devices 
From Nuclear Effects 

CERAMIC that provides a wide spec
trum of radiation shielding is 
claimed to afford excellent gamma 
and neutron shielding properties, as 
well as x-ray and nuclear particle 
shielding. 

Manufactured as a dry solid in 
granular or powdered form, mate
rial can be molded or formed in 
thermal or cold-setting materials. 

Utilizing short half-life materials 
(the degree to which materials re
main radioactive), the Polyshield 
ceramic permits construction of re
actor shields and high-energy parti
cle shields incapable of being per
manently radioactive. This is said 
to be a major technological achieve
ment in atomic energy protection. 

Test data and technical informa
tion on Polyshiel<l are available 
from American Brands Corpora
tion, Los Angeles. 

New Photoresist Coat 
Extends Applications 

ORGANIC materials that harden upon 
exposure to light to form an acid
resistant coating that controls plat
ing or etching is claimed to work 
faster than compounds previously 
available, according to Eastman 
Kodak spokesmen. The new Kod:..k 
Ortho Resist, KOR, is said to be 8 to 
16 times faster than regular Kodak 
photoresist for arc-light exposures, 
and 20 to 40 times faster for tung
sten illumination. 

One application of the new resist 
material might be in the assembly
Jine manufacture of printed cir
cuits, according to Kodak's D. R. 
Spear. The resist-coated circuit 
board could be moved along the line 
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and exposed to light projected 
through the circuit negative. In 
some cases a slide projector pro
vides enough light for contact 
printing small areas. Previously, 
the negative had to be brought into 
contact with the coated board and 
exposed to arc lights. 

High viscosity and solids content 
of the new resist permits its use full 
strength or diluted for various coat
ing thicknesses. 

Use of resists is rapidly increas
ing in the manufacture of minia
ture electronic components used in 
satellites and computers, as well as 
in commercial radio and television 
equipment. 

Since the new photoresist is 
sensitive to tungsten light, it can be 
exposed through glass Jens systems. 
This makes possible many resist ap
plications previously considered im
practical. 

How to Apply 
Pellet Resistors 

By CLINTON W. HARTMAN 
CTS of Berne, Inc. 
Elkhart, Indiana 

RESISTORS in pellet form can be pro
duced in any size and shape, al
though attempts have been made to 
standardize. Main area of interest 
for these units are in miniaturized 
circuits. Hard pellet resistors are 
stable at temperatures up to 500 C. 
Pellets are not affected Ly moisture 
exposure or other environmental 
conditions normally encountered in 
resistor military specifications. 

Although military specifications 
have not been issued to cover resis
tor pellets, such as the CTS Ceradot, 
these units are presently being 
tested to MIL-R-1050!:lD, character
istic B for type RN60, modified to 
reti cct the smaller mass (0.375 in. 
long by 0.125 in. diam) of this re
s isto r. 

Ends of the pellet can be te1·mi
nated in a number of ways, depend
ing on the subsequent termination 
into the circuit by the user. Fired 
on platinum-gold, with or without 
tinning, can be provided when sol
dering to the pellet. Eutectic ti
Jead solder with 3 percent si lver 
added can be used for low-tempera
ture applications. Fired-on gold is 
used when termination by conduc-

TYPE 
DC-1 Module 

SOLID STATE 
4 BIT CONVERTER 

Only the Hyperion DC-I Module pro
vides storage and decimal display and 
can be used as a: 
I. 4-bit parallel to decimal display 

converter* 
2. Variable Radix counting unit 

(1 through 9) * 
3. 4-bit serial shift register* 

Changing from one mode of operation 
to another is accomplished by simply 
changing the input jumper connections. 
Rack (3 Y:l" Panel Height) mounted as
semblies are available with power supply 
for housing up to 9 DC-1 Modules. 
DC-1 Modu le can be provided for 
activating filamentary type readout. 
Write for Technical Bulletin 550. 
*Units can be cascaded to increase digital 
function. 

Hyperion 
L IN DUSTRIES, INC. 

• DIGITAL PRODUCTS DIVISION 
'127 COOLIDGE HILL ROAD. WATERTOWN, MASSACHUSETTS 

TW>CN : WTWN MAS S 860 TEL ; WA 6-0140 
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at Western Electric Allentown Works 

inspection 
• 1s surer 

Every completed transis
tor header assembly must 
be checked prior to en
capsulation. Here the 
unique zoom feature lets 
the operator dial any 
needed magnification, 
from 3.5X to 120X. No 
flaw gets by her eye. 

bonding is 
• easier 

This operator uses a B&L 
StereoZoom® Microscope 
to bond germanium wa
fers smaller than a pin
head to the transistor 
header. Big, vivid 3-D 
views speed her work and 
keep it within critical 
tolerances. 

with StereoZoom Microscopes 
Never before has any microscope, at any price, provided so many 
advantages: instant selection of any magnification within the full 
range-all-day viewing without eye fatigue-up to 7" of unob
structed working distance-sharp views and flat fields in natural 
3-D-and, of course, Bausch & Lomb dependable quality and life-
time service. Mail the coupon today-find out how StereoZoom 
Microscopes can help you. 

BAUSCH & LOMB. 
r-----------------------------------1 
I D Schedule a demonstration at my convenience. I 
1

1 

D Send StereoZoom Catalog D-15 
1

1 

BAUSCH & LOMB I INCORPORATED Name ······················ ············································································ I 
I 61438 Bausch Street Company ·· ························· ·· ·········· ······· ········ ······························· ······· I I Rochester 2, N. Y. Address .............................................. ........................................... ..... j 
I City .......................................................... Zone ..... ... State ...... ...... I t ___________________________________ J 

92 CIRCLE 92 ON READER SERVICE CARD 

tive epoxy is to be made. Some users 
are thermal - compression - bonding 
leads to the pellets. Fired on plati
num is found best for this applica
tion. 

For special conditions, fiat or 
round nickel leads, plain or gold 
plated, can be attached to the Cera
dot. Leads are attached with low
temperature or high-temperature 
solder, or with conductive epoxy. 
This results in a resistor which is 
smaller than those now on the mar
ket, but with properties comparable, 
and in some cases, exceeding those 
of present standard type resistors. 
Leaded pellets can be encapsulated 
with epoxy for further environmen
tal protection, and for insulation, 
if desired. In several instances pel
let resistors permit packaging nor
mally not possible with standard re
sistors presently available. 

The pellet resistor is a micro
powder mixture of noble metals and 
their oxides bonded with a high
melting organic flux. Automatic 
handling insures low production 
costs in large quantities. A pellet 
resistor 0.50 in. diam by 0.30 in . 
high has a resistance range of 50 
ohms to 100,000 ohms. This size is 
rated at 1/10 watt at an ambient of 
125 C. Ratings increase or decrease 
from this as the volume varies and 
depends to a large degree on the 
heat-dissipation features available 
in the mounting system which is 
used. 

Solder-Joints Unreliable? 
TYPICAL missile guidance system 
has 50,000 solder joints, according 
to Autonetics' George V. Browning. 
"A reliability goal permitting not 
more than one failed solder joint 
out of several million for every 
1,000 hours of operation is not un
common," he said. "Considering 
such reliability needs, it became ap
parent to Autonetics that extensive 
test work was required to select a 
combination of soldering process 
parameters to meet this require
ment." 

Flux-less, hydrogen-flame solder
ing technique employed to solder
coat ceramic printed circuits for in
ternal guidance and control systems 
have accumulated more than 12 bil
lion solder-joint-hours with no fail
ures reported. 

electronics 
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ANYWHERE ON EARTH 
TO 0.00000003% 

WITH NEW SOLID STATE VLF FREQUENCY CORRELATOR SETS 

The new Interstate VLF Receiver/ 
Correlator receives worldwide 
VLF transmissions and elec· 
tronically compares the precise 
transmitted frequen cy and 
phase to a local oscillator for 
calibrati on. Calibration to 3 
parts i n IO billion is easy to 
attain over a few hours with this 

(Q. - • 0 g 
[ "' ' . ;( 

r·~-1 ~ ..• f • • ;~ 

rCJ:1 
reliable, solid state set. A variety of recording and rea dout options 
are available for broad versatility of application. Write for technical 
brochure. 

WRITE TO : a~ HECTROnlCS CORPORffTIOn co: 
707 East Vermont Ave . • Anaheim, Californ ia • Phone 714 -772-2222 

(A subsidiary of Interstate Engineering Corporation) 
NATIONWIDE REPRESENTATIVES 

ANOTHER~.QnlMa/ak SOLID-~ INSTRUMENT 
CIRCLE 208 ON READER SERVICE CARD 

4 8 12 16 20 

Typical performance 
at 22,500 rpm 

J 

-----V AX-1.5 BLOWER 
400 or aoo cycles a.c. 

This compact high-performance spot cooling package weighs 
only 4.0 ounces, yet puts out up to 16 cfm of air at 1.5" H10 
back pressure! Housing and blade are precision cast aluminum, 
black anodized. Units are designed to meet stiff MIL environ
mental specs. Minimum life is 1000 hours at 125° C. Globe's 
new VAX-1.5-AC mounts in a 15/s" diameter hole using standard 
servo clamps. Request Bulletin VX-1 5 from Globe Industries, 
Inc., 1784 Stanley Avenue, Dayton 4, Ohio. Tel_ephone Area Code 
513 222-3741. 

GLOBE 
INDUSTRIES, 
INC. 

CIRCLE 209 ON READER SERVICE CARD 
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IN 
ELECTRONIC 

CIRCUITS 

Pigtail or plug in . 

1 /500 through 

W 5 amps@ 125V. ,, 
. AND MICROFUSE 

HOLDERS 

' 

IT'S 
LITTELFUSE 

DES PLAINES, ILLINOIS 

FIRST 
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PRODUCTION TECHNIQUES 

PIGEON-HOLING 
COMPONENTS 

Conventional cordwood pack
aging techniques stack compo
nents parallel to each other as 
closely as their form-factors will 
allow. Honeycomb technique has 
high packaging density, but pro
vides components with the equiv
alent of individual metal cases, 
making heat-conducting encap
sulations unnecessary and pro
viding electrical isolation. Re
pairs are easier, too, because 
potting with gel is practical 

ALUMINUM cell material in honeycomb matrix is fle xible enough to per
mit insertion of various sized com7Jonents 

Honeycomb Enhances Cordwood Packaging 

Provides economic, flexible 
package with a minimum 
of esoteric design 

By PAUL HELLER 
Airborne In s truments Laboratory 
A Divi s ion of Cutler-Hammer, Inc. 
Deer Park, New York 

ALUMINUM HONEYCOMB ma
trices commercially available in all 
widths, cell sizes and weights, pro
vides the basis for a new and more 
practical cordwood packaging tech-

CLOSE-UP shows aluminum hon
eycomb matrix enclosed within 
lightweight metal frame that conld 
include fins for additional cooling 

94 

nique. Components are ptlaced in the 
honeycomb channels that can be 
easily distorted to take various 
sized parts. The aluminum honey
comb material provides adequate 
heat removal to a lightweight sup
porting frame of formed or ex
truded metal that could contain fins 
for additional external cooling. 
This eliminates the need for pot
ting with heat-conducting epoxies. 

Other advantages include: 
•High packaging density 
• Superior electrical isolation 

properties 

END-CONNECTION terminals 
and test points are brought out of 
the wired module to be soldered, 
wire-wrapped or welded 

• Inexpensive to develop and fab
ricate 

• Easier and more practical as
sembling 

• Easy drafting layout of proto-
type assembtlies 

• Practical breadboard 
• Flexible design 
•Lends itself to standardization 

or commercial product use. 

ASSEMBLY-The al uminum hon
eycomb matrix is cemented or dip
brazed to the metal frame. 

In assembling a module, the 
parts are simply pushed into in
dividual honeycomb cells. The cells 
hold them sufficiently tight for ad
ditional assembly operation. Cell 
size is normally selected so as to 
provide a push fit for a ! -watt re
sistor. In inserting larger compo
nents, cells are distorted (with a 
pencil or proper-size mandrel ). The 
honeycomb material easily accepts 
all sizes of components. Very small 
parts such as diodes are tacked in 
place with cement. 

WIRING-After all components 
are inserted a clear punched plastic 

electronics 
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EFFICIENTLY & INEXPENSIVELY 

6340 SERIES MODULAR POWER SUPPLIES 

CHALK UP H-LABS' NEW MOD· 
ULAR POWER SUPPLY CON
CEPT AS A MUST FOR YOUR 
SYSTEMS REQUIREMENTS. 

Systems requirements for several DC 
power supplies at different voltages and 
currents can now be satisfied in a min
imum amount of space using H-Labs' 
new plug-in modular concept. Each of 
the three modular sizes requires a mount
ing area exactly twice that of the next 
smaller module. All input and output 
power connections plus output voltage 
control are accomplished through the 
plug-in terminal connections. These sup-

plies feature the traditionally low H-Lab regulation and ripple figures 
as well as remote programming, remote sensing, adjustable current 
limiting and short-circuit-proof operation. 

MODEL NO. SIZE 

6343A A 
6344A B 
6345A c 
6346A A 
68'7A B 
63'8A c 

SIZE A 3"l x 2l/2"W x 8"0 
B 5"L x 3" W x 9"0 
C 6l/4"l x 5"W x 9"0 

INPUT' 105·125 VAC 

SPECIFICATIONS 
OUTPUT RATING WEIGHT PRICE 

0-18V@ 
0-18V@ 
0-18V@ 
0-36V@ 
0-36V@ 
0-36V@ 

0-300 milliamp& 5 lb. $120.00 
0-1 amp 15 lb. $165.00 
0-2.5 amps 25 lb. $225.00 
0-150 milliampa 6 lb. $120.00 
0-500 milllampa 15 lb. $165.00 
0-1.5 amps 25 lb. $225.00 

LOAD REGULATION : less than 3 mv or 0.02% 
LINE REGULATION : less than 3 mv or 0.02% 
RIPPLE AND NOISE : less than 1 mv rms 
OPERATING TEMPERATURE RANGE: o•c to 50°C 

Contact your local sales rep or write directly to factory for complete specifications on any of H·Lab's complete line of reeulated power supplies. 

Febru ary 15, 1963 

Write for new cataloa: describing the complete H-Lab line. 

HARRISON LABORATORIES A DIVISION OF ~ 
HEWLETT-PACKARD 'ep 

45 INDUSTRIAL ROAD • BERKELEY HEIGHTS, NEW JERSEY 
464-1234 • Area Code 201 • TWX-201-464·2117 
See us at the New Yark IEEE Show Booth Nos. 3405 & 3407 
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LASER 
EQUIPMENT 

10 LASER PULSES 
PER SECOND 

Model 325 Power Supply with associated 
capacitor banks •Up to 10 Laser pulses 
per second. 
• Higher average 

powers. 
• Greater average 

Laser output. 
• Fast cycling for 

tracking purposes 
and product 
research. 

• Up to 20,000 joules 
of energy storage. 

• Individual capacitor 
fusing, safety 
interlocks and 
automatic discharge. 

100,000 JOULE 
POWER SUPPLY 

Model 350 Power Supply available for: 
• 100,000 joules of energy storage • 

Choice of operating voltages: 5,000, 
10,000 or 20,000 • Average powers to 
5KW • Forced air circulation • Maxi
mum safety: individually fused capac
itors, safety interlocks and automatic 
discharge. 

OTHER MODELS FOR 
ALMOST EVERY NEED 

Standard models provide almost any 
combination of volts, watts and joules, 
with continuously variable voltages from 
0 to 5,000, 10,000 or 20,000. 

From the earliest beginnings of 
Laser research, Electro Power
pacs has pioneered in the 
development of Laser power 
supplies, capacitor banks, light 
pumps, special devices and 
accessories which are in use in 
most leading industrial and 
government research labora
tories. 

Accessories include:• Solid State Laser 
Mounts - air cooled or liquid nitrogen 
cooled - for rods of all sizes • "Q" 
Spoiler • Arc Quench • Peak Power 
Meter • Optical Bench. 

For further information, write ••• 

llPi 
lffiJI! 

ELECTRO POWERPACS, INC. 
MANUFACTURERS OF POWER SUPPLIES, 
LASER MOUNTS AND ACCESSORIES 

A SU•SIDIAltY OF HYDlt.tMtOWER COltPOltATION 

16 HADLEY ST., CAMBRIDGE 40, MASS. 
TELEPHONE: 617-876-9220 
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film is pllaced over their leads. This 
film is marked with required in
terconnections to simplify wiring 
of the components. Either welding 
ribbon or bus wire for hand solder
ing can be used. End connection 
terminals and test points are 
brought out of the wired module. 
These terminals can be adapted for 
standard soldering, wire wrap or 
welding. 

After wiring, plastic film end 
sheets are dissolved chemically, 
leaving an operating electrical as
sembly in the honeycomb matrix. 

CLEAR-GEL POTTING - After 
testing, the assembly is potted with 
a semirigid dlear gel (for example, 
Dow 182 Sylgard). This gel pro
tects the assembly, and permits 
easy inspection and repair. This 
makes large modules a practicality 
without danger that a single failure 
after potting would necessitate 
scrapping of entire assembly. After 
encapsulation, metal covers are 
mounted to provide protection for 
the gel and complete the heat sink 
around the unit. 

POSSIBILITIES-With standard 
off-the-shelf modules, a breadboard 
prototype can be fabricated directly 
from the schematic by a technician. 
Since the honeycomb is manufac
tured in a regular geometric grid 
pattern, the drafting layout prob
lem is substantiallly simplified. 

Completed modules may be joined 
in any number of ways depending 
on the overall package design. For 
example, individual units may be 
stacked flush side by side in 
"buckets" and interconnected. Al
ternately, long bolts may pass 
through successive modules anchor
ing them to a heat conductive 
structural wall, etc. All connections 
are made to the exposed terminals 
by sdldered wires, welded matrices 
or printed flexible wiring. 

PRECAUTIONS-While the parts 
are stacked almost as close as in 
conventional cordwood techniques, 
the aluminum cell surrounding each 
component adequately removes heat 
to the frame. Since the cells are 
electrically grounded, each part is 
substantially better isolated from 
its neighbor than in simple cord
wood design. However, as in con
ventional cordwood design, atten-

CLEAR semi-rigid gel encapsulat
ing module permits easy inspection 
and repair 

HEAT SINK for module is com
pleted with mounting of metal 
covers, which also protect encap
sulating gel 

tion must be paid to the capacitance 
problem where high-speed circuitry 
is involved. It is possible to anodize 
the honeycomb materials so that 
possibility of shorts or "hot" tran
sistor cases is minimized. 

Hydrogen Retort Furnace 
Eliminates Mech Feeder 
HYDROGEN re-circulation through an 
external heat exchanger at the com
pletion of brazing cycles rapidly 
cools a GE-designed hydrogen re
tort furnace. This facilitates man
ual placement of ·parts to be brazed 
in the retort, so that a mechanical 
feeder system is not used. This, 
says GE, eliminates possible move
ment of parts which can cause an 
imperfect braze. 

Designed and built by GE's 
Power Tube Department to elimi
nate solder runoff and leakage and 
to prevent braze erosion during 
manufacture of klystrons and hy
drogen thyratrons, the furnace re
portedly provides quality control 

electronics 



CRYSTAL CASE TIMERS 
microminiature solid state 

timers feature ruggedized design 

These advanced precision timers provide, in a microminiature package, fixed or adjustable 
time delays up to 60 seconds previously available only in larg~r size or less versatile 
un its. They are designed for use wherever reduced weight and volume together with high 
accuracy and a maximum degree of reliability are important considerations, includ ing 
such critical applications as missiles, satell ites, and space vehicles. The complete hermeti· 
cally-sealed timer package weighs only 0.8 ounces and measures 1.0" x 0.8" x 0.4". 

T8MPO INSTRUM8NT INCORPORAT8D Plainview, L. I., New York 
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A NEW CO EPT~ IN 
TOROIDAL WINDING 

MACHINES 
OBJECTIVE OF THE T 100 CONCEPT: TO 6NABLE TOROID MANUFACTURERS 
TO INCREASE PRODUCTION, LOWER COSTS, MAINTAIN UNIFORM PRODUCT 
QUALITY ••. WI TER FACILITY AND FLEXIBILITY TO MEET CHANG· 
ING REQUIREMENTS. 

The 100 Series of Boe h Toroidal Winding Machines affords toroid manu· 
facturers an opportunity to lect an "optimum" machine for their ~le 
needs - the appropriate com ination of versatility and sopllisticatlOn with 
price and operating economy. A basic design providing proddcflon dura· 
bility, methods efficiency, and precise winding performance the cgre of 
each machine rang· em models with manually operated co rotation to 
those having a full complement of automatic and predeterminabl ntrols. 

Quick change interchangeable shuttle heads permit fast and flexible 
chang s in set-up for winding a wide range of coils from subminiature sizes 
(.035" 1.0.) to large sizes - in a wide latitude of wire sizes of virtually 
every type. Attachments and accessorie en designed to extend the 
npabllities of the machines to meet changina requ rements. 

The flexibility and precision of the T 100 machines make them eminently 
suitable for development and prototype work; Boe h durability and high 
maintenance·free productivity are designed in for stringent production 
requirements. The ability to use the same lllChlne for both prototype and 
production will eliminate man of the difficulties encountered In the tran· 
sition from developm,nt to pro uction and will assure product uniformity. 

By the most exacting tandards .. . Boesch T 00 mactrine deliver value 
.. . whether the easure be productivity or cost eduction, uniformity or 
qual ity f product, range f application, price or economic life. And there 
is a model in the T 100 series that should meet virtually any price and 
performance requirement. 

BOESCH MANUFACTURING DIVISION 
WALTHA M PRE C ISION INSTRUMENT COMPANY, IN C . 

DANBURY, CONNECTICU T / T•l•ph o n•: Plon••r 3·3886 / T et etyp•: OANB 468 
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T UBE ASSEMBLY is removed 
from furnace making metal-ceramic 
seals 

not provided by commercially-avail
able fu rnaces. It is claimed that 
since hydrogen is continuously flow
ing in a nd out of t he retort, possi
bility of r esidual contamination 
from one production cycle to an
other is eliminated. 

Circuits Die-Stamped 
Reliably at Low Cost 

CIRCUIT CONFIGURATIONS 
are stamped out of copper ribbon 
by heated die in low-cost, mass-pro
duction process 

FRANKLIN PROCESS patented by the 
Resources and Facilities Corpora
tion is claimed to be a low-cost 
techn ique for mass producing high
quali ty printed circuits. A ribbon 
of copper coated on one s ide with 
a thermosetting adhesive is passed 
unde r a heated die bearing circuit 
configurat ion. Die shears configu
rations from copper ribbon. Die's 
continuing stroke then affixes con
figurat ions to an insulator panel. 
Advantages claimed for the proc
ess include: base-material electrical 
properties unimpared since no 
chemical solutions are used and no 
adhesive remains on the insulating 

e lec tronics 



General RF Fittings, Inc. 
702 BEACON STREET, BOSTON 15, MASSACHUSETTS 

Telephone : 617 267·5120 
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500°-650°-850° 
1000° MODELS 
For 

•DRYING 

•CURING 

•AGING 

• STERILIZING 

DESPATCH 
BUILT 

i ..... ; 
c 
: 

~ 

.. 
I 

.~ .... ~ 
•ANNEALING 

•TEMPERING 
Versatile, rugged, accurate Despatch laboratory ovens will fit 
your particular needs. Available in standard models of var
ious dimensions, each Despatch Oven guarantees automatic 
temperature control ± Y2° C. Standard units up to 1000° F. 
max.; special models to 1350° F. Forced convection assures 
even wiping of ambient air and fast warm-up time. Gas or elec
tricity may be used for heating. Despatch has 
been serving American industry for 60 years. 
WRITE TODAY for free bulletin 203·4f Laboratory ovens. 

[:991e~ 
laboratory ovens Burn-off Sterilizers Drawer 

ovens ~ w ovens 
Pot.type J;T4 • Box 
furnaces ~ furnaces ' Walk-in batch ovens 

DESPATCH OVEN CO. 619 S. E. 8th St., Minneapolis 14, Minn. 
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••• nothing high 
but performance, quality 
0-55 VDC continuously variable to 10 A 
with only 0.5% ripple 

~~-i~ $275 I r-i,5~~ 1 $250 

NEW POWER SUPPLIES 
OPERATE 55 VDC EQUIPMENT 

- including new high voltage aircraft equipment 

Up to 550 watts of filtered power ... Heavy 
current output, good load regulation and low 
ripple assure continuous top performance for 
powering 48-volt amplifiers; testing transistor 
circuits, DC motors, relays and other electronic 
equipment 24 hours a day. 

Only 45¢/watt of output ... At these prices, 
units deliver more reliable current at lower cost 
than obtainable elsewhere. 

13% regulation . .. Why pay two or three times 
more for regulation you don't need when 13% 
is more than ample for most jobs. 

Guaranteed 1 year ... Your best assurance of 
superior quality and many years of satisfactory 
performance. 

Special Features ... found only in costlier supplies 
• Fast-acting circuit breaker • Smooth continuously vari· 
able DC output • Special chokes. condensers, Pi -type 
filters • Silicon rectifiers for higher efficiency • 2% 
accuracy D' Arsonval movement meters . 

Available Now al Your Electronic Dislribulor 
17 OTHERS FROM 6 TO 125 VDC 

Write for Complete Line Catalog PS-562 

Canada: Atlas Ra11io Lttl., Toronto 

Since 1936 ... Pioneers in Low Voltage DC Power Supplies 
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Permanent, solderless connections 
in ONLY THREE SECONDS 

that's the solderless 
wrapping method-proved 
superior by leaders in com
munications and electronics. 
What's the proof? Over a 
billion connections without 
reported failure. 

And the best way to make 
these connections is with 
Gardner-Denver "Wire
Wrap"® tools. Every bit is 
individually tested and in
spected-every bit is indi
vidually packaged in a plas
tic tube. And only Gardner
Denver makes a complete 
line of this type equipment. 

Write for Bulletin 14-1. 

wire insertion 
and anchoring 

wrapping 

terminal 
insertion 

finished 
connection 

Gardner-Denver Company, Gardner Expressway, Quincy, Illinois 

In Canada: Gardner-Denver Companv I Canada) . Ud., 14 Curity Ave., Toronto 16, Ontario 
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SCRAP COPPER is easily peeled 
fr om stam ped phenolic strips 

areas; unique base materia1s such 
as compressed paper and wood prod
ucts can be used ; circuit configu
ration uniformity maintained in
definitely-not dependent on human 
skills or process consistancy with 
respect to chemica1 solutions, etc.; 
no line breaks or undercutting ; 
large vo1ume of conductor metals 
can accommodate current flow in 
excess of 40 amperes . 

Immersion Gold Solution 
Used in Electroplating 

By PA UL PE TRACK 
Columbus Electronics Corp. 
Yonkers, N. Y. 

ELECTROPLATING PROCESS using an 
immersion gold solution resulted in 
the production of silicon rectifiers 
with more uniform standards of 
performance and maximum power
r e ct if i cation efficiency. Aided 
greatly has been manufacture of 
high voltage silicon rectifiers hav
ing a wide range of output current 
capabilities. 

Previously, we performed gold 
plating using regular electroless 
plating methods and a high-quality 
immersion gold plating solution: 
Atomex manufactured by Engel
hard Industries. Silicon rectifiers 
so produced did meet a11 standard 
requirements. 

However, in trying to produce 
rectifiers with reduced power losses, 
we discovered that greater mechani
cal reliability in making electrica1 
connection to the rectifying junc
tion was ca1led-for. This required 
better adherence of gold plating to 
single crystal-silicon slices in pro
ducing clean and stable junctions. 
This in turn, forced development of 
the new process : 

The same immersion solution is 
con ta in e d in a glass beaker 
equipped with a mesh-loop anode 
made of stainless steel that com-

electronics 
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General view of the Telecommunication Research Center in Munich. 



Polystyrene CrStyroflex") capacitors 

"Mica" properties at "paper" prices 
Styrof/ex capacitors offer reliability against volt
age breakdown and stability against change in 
operating characteristics ... at prices unusually 
low for these properties. 

These and other Styroflex properties result 
from the unique properties of polystyrene and 
the method of manufactu re developed by 
Siemens: The polystyrene film is stretched, and 
stabilized in the stretched condition, before 
winding. After winding, special heat treatment 
shrinks the film, forming a hard, stable body. 
The heat also fuses the polystyrene layers at 
the ends to form a solid plastic seal. 

Rel iability against voltage break-through is 
assured by the extra thickness of the film as 
wel I as the standard Siemens test on each unit 
at 3.3 times rated voltage. For f ilter applica
tions, rel iability in the microvolt range is 
assured by positive welded contacts between 
foil and leads. 

The reliability of Styrof/ex capacitors is proved 
by their long, successful use in computers. 

Low dissipation factor (usually even lower than 
for mica capacitors) is provided by Styroflex 
capacitors . .. making them specially suitable 
for filter circuits. 
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Stability against change in capacitance over 
long periods of time is one result of the solidity 
and hardness of the capacitors . .. produced by 
the shrinkage during manufacture. 

Low self-inductance is a result of a special 
contact design and is particularly important 
in very high frequency applications . Self-induc
tance values are as low as for extended-foil 
construction. 

Complete shielding. The outer layer of foil 
completely encloses and shields the inner foil. 
(The terminal for the outside foil is indicated 
by the voltage band .) 

Highest insulation resistance (higher than for 
any other type of dielectric) is a resu It of the 
well-known properties of polystyrene. 

High resistance to humidity. Polystyrene has 
the lowest water absorption coefficient of all 
capacitor dielectric materials. As a result , 
Styrof/ex capacitors show very low capacitance 
change due to changes in relative humidity. 

Small size. Styrof/ex capacitors in the lower 
capacitance ranges are even smaller than mica 
capacitors . 

Long life. Styrof/ex capacitors have a record of 
long and successful use in telecommunication 
equipment carrying guarantees of 15 years or 
more. In addition, their extremely long life is 
proved by hundreds of thousands of capacitors 
tested under all types of climate and voltage 
conditions. 

Close to a billion Styrof/ex capacitors have 
been made by Siemens. Hundreds of millions 
of t hese are in use in European radio and TV 
sets as well as in industr ial equipment. 

SPECIFICATIONS 

Operating temperatures : -40° to +85°C. 

Stability: Less than 0.2% +0.4 mmF variation 
in capacitance in 2 years at 40°C and 75% 
re lative humidity. (Capacitance changes due to 
humidity changes are small and are reversible .) 

Insulation resistance: 500,000 megohms at 
20 ' C after 1 minute tested with 100 volts DC. 

Temperature coefficient: -150 ±50 ppm/ ' C. 

t 
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Capacitance tolerances: ±20, ± 10, ±5 and 
±2¥2% of rated capacitance. 

Dimensions (inches) 
Nominal Voltage 

125Vm 500V 

Capacitance Length Diam. Length Diam. 
Values (mmF) (max.) (max.) 

2-300 0.40" (2) 
305-1000 0.40 (2) 

1,050-2,000 0.60 
2,050-5,000 0.80 
5,050-10,000 1.20 

10,050-25,000 1.20 

0.17" 
0.22 
0.25 
0.32 
0.31 
0.45 

0.60" 0.26" 
0.80 0.27 
0.80 0.34 
0.80 0.50 
1.20 0.49 

( 1) Smaller capacitors, for 30V and 50V, also 
available. (2) Capacitances from 2 to 620 mmF 
are also available in .315" length. 

In stock for shipment from White Plains, N.Y. 
The following capacitance values in mmF and 
the same values multiplied by 10, 100 or 1000 
(up to 24,000 mmF for 125V and up to 10,000 
mmF for 500V) are available in 125V and 
500V ratings and with capacitance tolerance 
of ±2¥2% for immediate shipment from White 
Plains, New York: 

1011> 
l1<2l 
12 
13 
15 

16 
18 
20 
22 
24 

27 
30 
33 
36 
39 

43 
47 
50 
51 
56 

62 
68 
75 
82 
91 

100 
110 
120 
etc. 
etc . 

( 1) Also 100, 1000, 10,000 mmF. (2) Also 110, 
1100, 11,000 mmF, etc . 

Other values, voltages and tolerances are 
available on factory order. Also tape mounting 
for automatic assembly. 

Detailed engineering data and service are 
available on request. 

Styroflex capacitors are distributed by 
William Brand Electronic Components, Inc. , 
and are available through leading sales repre
sentatives throughout the U.S. 
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SIEMENS 

Electron Tubes 
Special quality tubes 
Frame grid construction with high transconductance to plate current 
ratio for use in critical industrial and military applications, in which service 
reliability is of primary importance. 

Pentodes for broadband RF amplifiers 

Type Characteristics Maximum ratings 

Plate Plate Transcon- Gain band Plate Plate 
supply current ductance width voltage dissi-
voltage product pat ion 
v mA ,,.mhos Mc/s v Watts 

E 280 F/ 7722 190 20 26000 180 220 4 

E 282 F 125 35 26000 175 200 4.2 

7721 190 22 35000 230 220 4.2 

For further Information and application engineering assistance 
regard ing these electron tubes manufactured by Siemens & Halske AG • Germany, 
please write to their distributor In the U.S.A. 

SIEMENS AMERICA INCORPORATED 
350 Fifth Avenue, New York 1, N. Y. ·Tel: LOngacre 4-7674. Telex 01-2070, Cable : slemens 

In Canada: 

Cathode 
current 

mA 

30 

50 

30 

SIEMENS HALSKE SIEMENS SCHUCKERT (CANADA) LTD. 
407, McGill Street, Montreal 1, P. O. · Tel : 849-5783. Telex 012800, Cable: slemenscan 
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FOUR microinches of 24-karat gold 
coating is deposited in less than 
one minute in plating silicon disks 

PROCESS has minimized rejects of 
disks subjected to microscopic in
spection for fiaking porosity and 
adherence 

pletely s u r r o u n d s pieces to be 
plated. Plating current is obtained 
from a power supply current-regu
lated to 70 milliamperes d-c at 2 
volts. Heat for the beaker and solu
tion is provided by a regular labora
tory hot plate. 

After silicon slices have been dif
fused to form a rectifying junction 
and nickel plated they are sent to 
one of the gold-plating work tables. 
At each table, an operator picks up 
six slices with a pair of stainless 
steel tweezers after rinsing the 
work load. The six slices are com
pletely immersed in the gold solu
tion ( i oz. of Atomex gold concen
trate in a gallon of water at 160 
degrees F). 

Gold-plating thickness deposited 
depends on device manufactured 
and ranges from 3 to 5 micro
inches. Plating rate is 5 micro
inches per minute so that an ex
tremely dense coating is quickly and 
uniformly deposited. 

With this process, control of plat
ing process parameters is easier, 
lending it to large-volume produc-
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FRONTIER FREQUENCY /TIME STANDARDS 
are the best across-the-board 

Here are space-tested System Frequency/ Time Standards that meet your 
most exacting requirements for commercial, industrial or military applica
tions. The same engineering capability that supplies Frequency/ Time control 
to major space projects places in your hands advanced crystal control that 
fulfills any precision timing assignment.• Frontier's line features a wide range 
of frequencies (30 cps to 100 megacycles) , stab ii ities for every need (1 x 10· s, 
20 x 10·6 or whatever you require), solid-state circuitry and oven control (no 
noise-generating thermostats!) . The line has unitized modular construction 
for best shock and vibration resistance - fast start-up and low power con
sumption - choice of sizes and mountings - individual test documentation 
shipped with each unit - mounts in any position. Write or call today for 
complete technical information: 

Visit us of the l.E. E.E. S how Booth 3017 

• 

Morch 23 to 28 1he Coliseum, N ew Yo rk 

Commercial/ Military FRONTIER ELECTRONICS DIVISION 
Systems Capability INTERNA T IONAt. RESISTANCE COMPANY 

/4600 Memphis Avenue • Cleveland 9, Ohio • Phone: 216 749 -1570 
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tion. Although using a immersion
gold solution for electroplating may 
appear contradictory to usual elec
troplating principles (gold is rela
tively inert), our results have 
proved process superior in produc
ing quality silicon rectifiers with a 
min imum of rejects. 

Two-Hour Pump Down 
Achieved with Trap 

HIGH PUMPING speed achieves a 5 x 
10-' vacuum in less than 2 hours 
with a vacuum laboratory evapo
rator produced by General Vacuum 
Corporation of Medford, Mass. It 
is based on an in-use ultra-high 
vacuum trap the company developed 
for space s imulation systems. The 
high conductance liquid nitrogen 
trap has 100-percent anti-migration 
characteristics and a full-opening 
12-inch diameter air-operated pop
pet valve. The polished stainless 
steel evaporation chamber is front
mounted to give access to top and 
bottom feed-throughs, manipula
tors, electron-beam heating guns 
and other accessories. Vision and 
access into chamber is provided by 
a 14-inch diameter hinged s ight 
port mounted in the front. 

Clean Rooms Keep 
Humidity at 38 Percent 

GYROS and accelerators are cts
sem bled in these super-clean rooms 
at Litton Systems ( Canada). Dust 
and bacteria are removed f1 ·om the 
afr with an efficiency of 99.97 per
cent at 0.3 micron 

SUPER-CLEAN rooms are used in the 
precision assembly of gyro and ac
celerator components at Litton 
Systems (Canada), Ltd. Humidity 
is maintained at 38 percent ±3 per
cent, temperature at 72 degrees 
F ± 2 degrees. Seven pressure zones 
ensure that no "uncontrolled" a ir 
enters the room. 

elec tronics 
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H MIC R 0 S W I T C H ,p r e c i s on s 
HON!YW!ll 1-----~-

ROTARY 
SWITCH 

''lRM'' SERIES 
CAMSHAFT INSURES ACCURATE SEQUENCING-A 
camshaft operating mechanism in the "lRM" series 
eliminates the need for complicated "jumper" wiring 
connections to provide desired switching sequence. 

HIGH-CAPACITY MULTI-POLE DOUBLE-THROW-Up 
to 8-polecircuitry provides "on-off", "on-on" and , .. off
on" action. Silver contacts are UL listed for 15 amps. 
125-250 vac. Gold alloys available for low energy uses. 

MANY ROTARY DESIGNS are available from MICRO SWITCH, Examples 
(see below): "20AS" can be provided with up to 20 poles and 12 operating 
positions, "28AS" has "cock-and-fire" pos itive actuating mechanism, 
"25AS" is smallest environment-proof series available, "17AS4200" and 
"17 AS300" are decimal -to- binary rotary input switches. Hermetlcally
sealed (metal-to-metal, glass-to-metal fusion) subminlature switches are 
in "29AS" rotary assembly . 

ENCLOSED CONTACTS-In addition to shaft and panel 
seals, the contacts are enclosed in phenolic cases. De
sign options include a choice of solder, screw, or quick
connect terminals, and from two to eight operating 
positions. 

MORE INFORMATION ON ROTARY SWITCH ASSEM
BLIES? Contact any one of our 35 branch offices in 
principal cities-or send for Data Sheets. 

MICRO SWITCH 
FREEPORT, ILLINOIS H 

HONEYWELL 
A DIVISION OF HONEYWELL 

IN CANADA: HONEYWELL CONTROLS LIMITED. TORONTO 17, ONTARIO 

HONEYWELL INTERNATIONAL SALES AND SERVICE OFFICES IN All PRINCIPAL CITIES OF THE WORLD. M ANUFACTURING IN UNITED STATES, UNITED KINGDOM, CANADA. NETHERLANDS, GERMANY, FRANCE, JAPAN. 

"20AS" 

"17AS4200" "17AS300" "29AS" 
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NEW PRODUCTS 

Integrated Circuit is Modified DTL 

Contained in one silicon 

chip, the device has a 

low power-speed product 

ANNOUNCED by Siliconix Inc., 
1140 West Evelyn Ave., Sunnyvale, 
California, the integrated dual 
NAND/ NOR logic circuit combines 
small geometry, an epitaxial layer 
for transistor collector regions and a 
unique emitter-follower diode clamp 
circuit to produce a logic gate with 
high speed and low-power dissipa
t ion without sacrificing d-c stabil
ity, fan out or high-temperature 
performance. Both gates are con
tained on a single silicon chip. The 
power-speed product is used to com
pare integrated logic circuits and 
using typically 12 ns at 5 mw, this 
nand/ nor gate offers 60-picowatt 
second performance with a fan out 
of 5. With a 3-v supply, this drops 
below 40-pws over limited tempera
ture range. The device operates 
from -55 to +125 C with fan out 
of at least 5 for supply voltages 
from 3 to 5 v. Worst-case d-c sta-

Vee 

bility is 100 mv at + 125 C and fan 
out of 5 with V ,0 of 4 v. Dotted por
tion of above graph shows fan out 
versus temperature for this voltage. 
Propagation delay at various tem
peratures and voltages are shown as 
solid lines. These were made using 
a five-stage ring oscillator. At +125 
C, 4-v supply, threshold input for 
40 µ.a output is 0.77 v, maximum in
put current is 1.5 ma, maximum 
output voltage at 7.5 ma output and 
-200 µ.a input is 0.67 v, maximum 
diode leakage is 2.5 µ.a and maxi
mum output curent in off condition 
is 40 µ.a. The gate is a modified 
form of DTL logic as shown in the 
sketch. The circuit is load compen
sated by emitter-follower Q, so when 

u l'IV ' D-C VO LTAGE STABILITY w 
Vee' 4 v V'J 

~ 24 
\~ '~\~ 20 

!':: \ " \ .. \ " >-
20 '2> \0 0 15 I-<[ :::> 

__J \ <?;_ ~ \ 0 w I Cl .!- { \ 2 
2 If 10 <[ 

'2 \ u.. 
I- \ <[ 

"' 12 5 <[ 
a. 
0 
a:: 
a. B 0 

-50 0 + 50 +1 00 +150 
TEMPERATURE °C 

each input is turned off, inverter 
Q. is kept ON over a wide range of 
collector currents. Fan out is then 
principally limited by stability re
quirements. The additional gain al
lows selecting R , to opti mize power
speed product without concern for 
gain requirements, and need for a 
second power supply is elimina ted. 
Clamping diode D, restrict s voltage 
swings and reduces effect of line ca
pacitance on switching speed and 
allows excess drive current from R, 
to bypass the a mplifiers preventing 
overdrive at low fan out. The dual 
gate is packaged in a 12-lead T0-5 
header and a single-gat e version 
comes in an 8-lead T0-5 package. 
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Counting and Timing 100-Mc Pulses 

RECENTLY announced by El
dorado Electronics, 1832 Second 

106 

St., Berkeley 10, California are the 
series 780 solid-state 100 Mc, 10 ns 
counters and timers. Although 
availa ble in separat e packages, 
model 786B combines both in a s in
gle package. The 10 ns time inter
val counter counts 100 :\le pulses 
from either internal or external 1 
Mc standards . Any number of 
counters can be synchronized. The 
unit features two input (start
stop) measurements. Input is 2 t o 
10 v and levels up to 40 v will n ot 
damage the circuit. An optional 
8-4-2-1 output can be provided. 
Timing gate start-stop channels a r e 

level sens itive and not affected by 
waveshape or slope except where 
low-frequency response of polarity
inverting transformers fa lls off at 
a slope of less than 1 v per 100 ns. 
Ambigui ty of start-stop times in
creases as s ignal s lope decreases 
but high trigger level stabi lity 
minimizes this. Short term trigger 
level stability is less than 10 mv 
and long term trigger stability is 
less than 100 mv. Timing gate cy
cles on t o off in less than 10 ns . A 
lockout circui t prevents gate from 
starting after a stop pulse. The in
line visual readout is provided with 

elec:tronic:s 



take the headache out of 
your packaged circuitry 

design with new 

MINIATURE 
TANK 
CIRCUITS 

Now-two conventional components in an uncon
ventional high density format help cut production 
t ime and costs. 

New JFD miniature tank circuits employ a pre
cisely wound air core coil across a miniature 
trimmer piston capacitor. Result: an unusual com· 
bination of variable capacitance and fixed induct· 
ance that delivers more circuitry and reliability per 
dollar. 

Compactness 
More capacitance and inductance in less cubic 
volume- ideal for high density formats. 

Economy 
Both a trimmer and an inductor at slightly more 
than the cost of the trimmer capacitor alone. 

Assembly Speed 
You mount only one unit instead of the two that 
would otherwise be necessary ... save time and labor 
.. . eliminate production breakage. 

Reliability 
Exceptionally high ruggedness and dependability 
under extreme environmental conditions. 

JFD Tank Circuits are available in standard or 
special models with toroids or ferrite cores, shielded 
or unshielded, in series or parallel coil design, with 
any JFD standard panel mount, miniature, MAX·C® 
or Sealcap® capacitor. 

self-resonant frequency 
range, MC nominal Q 

model min. max. (80-220 me.} 
LC371 475 me. lOOOme. 230 
LC372 290 me. 850 me. 230 
LC373 230 me. 650 me. 230 
LC374 190 me. 525 me. 230 
LC375 165 me. 425 me. 230 

Call you r JFD franchised distributor fo r quantities up to 299 
units, or your nearest JFO sales engineer or representative for 
further details or speclallzed assistance. 

Components Division 

JFD ELECTRONICS 
CORPORATION 

15th Avenue at 62nd Street, Brooklyn 19, N. Y. • Phone 212 DE 1-1000 • TWX212-B33-7001 Cable-JEFDEE N. Y. 
JFD WESTERN • 9 Morlan Place • Arcadi a, Cali f. • Phone : Hi iicres t 6-0312 

THI #AMERICA KNOW8 818TI 

JFD M IDWESTERN • 6330 Hermione St. • Chi cago 46, Ill. • Phone : 775-5424 
JFD MIDWESTERN-OHIO • P. 0 . Box 36090 •Cinci nnati 36, Oh io• Phone: 421 -1166 
JFD NORTHEASTERN • Ruth Dri ve, P. 0 . Box 228 • Marlboro, Mass. • Phone : HUntley 5-7311 
JFD CANADA • 51 McCormack Street • Toronto, Ontar-io, Canada • Phone ROger 2-7571 
JFD ELECTRONICS (ISRAEL) LTD • Industr ial area B. Building 23 • Azur, I srael • Cable Address: JFD AZUR , ISRAEL 
LCC STEAFIX • 128 Rue de Paris • Montreui l , Seine, France 
STANDARD TELEPHONE & CABLES LTD. • Footscray, Sidcup, Ken t , U. K. 
DUNCON CONDENSER PTY. LTD. • Villawood, N.S.W., Australia 

Variab le Trimmer P iston Capacitors • Fixed MctallzcLI Jnduclors • LC Tuners • Filte rs • D ip lexers Fixed a nd \'nrlable D is tr ibuted and i.u m petl Con st:in l De lay Lines • Pu lse Forming Network~ 

See what's new at JFD IEEE Boath 1226 
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20 MICROSECOND TO 
10 MILLISECOND DELAY 

DECREASED DELAY DRIFT 
DUE TO 

TEMPERATURE CHANGES 

MAGNETIC AND 
HUMIDITY SHIELDING 

COMPACT 

5 MILLISECOND DELAY 
TO 1 MC/S 

WITH RETURN· TO-ZERO 

Now, consider magnetostrictive delay 
lines as precise quantitative storage ele· 
ments. Deltime, Inc., pioneer in Magneto· 
strictive Delay Lines offers models capable 
of operations at 1 MC/ S with return-to· 
zero. Advanced developments of Deltime 
make possible stabil ity under temperature 
changes, protect ion against humidity and 
stray magnetic fields, assuring you pre· 
cision to the most rigid requirements. 

WRITE FOR COMPLETE TECHNICAL CATALOG 

del±.im.e 
A subsidiary of Sealectro Corporation 

608 FAYETTE AVE., MAMARONECK, N.Y. 

an overflow lamp. Trigger level sta
bility is ± 0.1 v and circuit oper
ates with pulse slope ratio as high 
as 25 ns per volt. The gated pulse 
counter is an externally-gated 
counter that can count pulses from 
0 to 100 Mc and sine waves at 100 
± 10 Mc. The counters use twisted
ring logic shown in sketch (p 106) . 
The twisted-ring 100 Mc decade is 
a five binary ring counter in which 
the binaries are triggered in suc
cession to one state and then in suc
cession back to the original state. 
In this system, each binary is re
quired to operate at only one-fifth 
the input frequency. 
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IOOKC 

IMC 100 KC 

Rapidly Comparing Two 
Frequency Standards 
INTRODUCED by Motorola Communi
cations and Electronics Inc., 4501 
Augusta Blvd., Chicago 51, Illinois, 
the frequency error expander mul
tiplies an input frequency by 10', 
102 or 10' to reduce time required 
to make accurate frequency com
parisons. For example: on a 1-sec
ond count, measuring resolution is 
parts in 10° while on a 10-second 
count, resolution is parts in 10'0 • 

Reference input signal is 1 Mc, 0.3 
to 2-v rms with input impedance of 
3,000 ohms, while test signal input 
is 1 Mc or 100 Kc, 0.3 to 2-v rms 
with input impedance of 3,000 ohms 
for t he 1 Mc and 1,000 ohms for 
the 100 Kc. Jitter is less t han 
± 1 x 10-• for a 1-second count and 
less than ±2 x 10-10 for a 10-second 
count. Outputs are 1 Mc expanded 
10, 100 and 1,000 times, 1 Mc and 
100 Kc reference for a counter. 
Output level is 1 v for expanded and 
1.5 v for reference. As shown in t he 
sketch, the 1 Mc test signal is 
mixed with 900 Kc syn thesized 
from t he 1-Mc reference to provide 
100-Kc output. The 100 Kc is m ul
t iplied up to give a 10 t imes error 
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expanded signal at 1 Mc. The same 
process is repeated giving error ex
panded outputs up to 1,000 times 
always at 1 Mc. If the test signal 
is 100 Kc, input bypasses the first 
mixer and goes directly to x 10 
multiplier. (303) 

EMITTER 
COLLECTOR 

~ JU NCT IO N 

COLLECTOR NICKEL 
ELECTRODE 

New Transistor Uses Micro
Alloy Diffused Electrode 
ANNOUNCED by Philco Corporation, 
Tioga and C Streets, Philadelphia 
34, Pennsylvania, the 2N2699 
MADE (micro-alloy diffused elec
trode) transistor combines the 
micro-alloy emitter junction of the 
l\IADT type with the diffused col
lector junction of the MESA type. 
Used for ultra-high speed, low
level logic, the device is an ava
lanche-resistant transistor with 4-v 
emitter breakdown and 8-v open 
base collector-to-emitter breakdown 
rating. It also features collector 
output capacitance of 3.5 pF maxi
mum at 10 v collector voltage and a 
specified base input voltage spread 
of 150 mv at 10 ma collector cur
rent and 1 ma base current. The 
unit uses a diffused collector junc
tion (electrode ) formed by an 
n-dopant into p-type germanium. 
This forms a pn junction within 
the dice whose junction area is re
stricted by an isolation etch. This 
results in an isolating moat around 
the nickel collector electrode ex
tending into the n-type base region. 
The result is a t hick mechanical 
basewidth providing high-power 
dissipation and narrow electrical 
basewidth allowing high-speed per
formance. (304) 

Thermal Voltmeter Allows 
A-C Measurements to 50 Kc 
MANUFACTURED by Weston Instru
ments and Electronics Div., Day
strom Inc., 614 Frelinghuysen Ave., 
Newark, N. J., the model 1573 

el ec t r onics 



SPECIFICATIONS EL-38 

CENTER FREQUENCY, 11 .SMC ± l KC 
3DB BANDWIDTH, 36 KC± l KC Min, 
60DB BANDWITH, 100 KC Mox. 
ULT. REJ ,, 90 db-8 MC to U MC 
INSERTION LOSS, L•ss thon 3 db 
INBAND RIPPLE, 0.5 db nom./1 .0 db 

Max. 
OPERATING TEMPERATURE. -ss•c 

to + 90•c 
Zin/ Zout REQ .: 50 ohm,s±5% resistive 
MAX. INPUT LEVEL, +10 dbm 
SHOCK, 200 g's 
VIBRATION, 15 g's to 2 KC 
APPROX. SIZE, l'!. l x l'/4 W x '11 H 

l-t-t--t-t-t++-t-1H-t--t-t-t-1» 

l-t-t--t-t-t-++--t-'f-1-t--t-t-t-1 .. 

....... _._-+-+-+ ..... -+-+-t-+--+-+-+_, 10 

l-L...L....1-1.......J.-'-.............. -'--'-.._._, • 
U•lot tO 12 54 H 1111.SH U S4 71tO10l126 

KC: IELOW 11 .5 MC MC KC AIOVI 11 .$ MC 

WRITE FOR ENGINEERING BULLETIN NBS-106 

SPECIFICATIONS Al-18 

CENTER FREQUENCY, 11.S MC±2 KC 
BANDWIDTH PEAK/ PEAK, ± 25 KC 

Min. 
HARMONIC DIST.: less than 2% @ 

±6 KC dev. 
ZERO ADJUST., ± 1 KC 
INPUT LEVEL: 400 mv to 6 volts RMS 
OPERATING TEMPERATURE, -55°C 

to + 90•c 
Z INPUT: JOO ohms±S% resistive 
Z OUTPUT: Greater tfion lOOK ohms 
SHOCK, 200 g's 
VIBRATION, 15 g's to 2 KC 
APPROX. SIZE, 1'!. L x 1'/, W x Y, H 

WRITE FOR ENGINEERING BULLETIN CDS-107 
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Complete Line-Cermet (ceramic-metal) high-temp 
variable and micro-miniature fixed resistors have ex-

Are you selling the 
whole buying team 
Tough competition demands that the 
electronics man be reached and sold 
wherever you find him: Research, 
Design, Production, and Manage
ment. Only advertising in electronics 
reaches all four ... the same men your 
salesmen call on. Put your advertis
ing where it works hardest •.. •• 

in electronics 
February 15, 1963 

cellent stability and high reliability. The Cermet element'is processed at over 600°C. These 
resistors have proved successful on Apollo , Tiros, Minute Man and Talos, and similar proj
ects where extreme environmental conditions are common. 

complete 
Line of 
Cermet 
Resistors 

The new Cermet Catalog includes the environmental per· 
formance specifications, the electrical and mechanical speci· 
fications and ordering information as well as photographs 
of the entire standard Cermet line.' Products listed in the 
catalog: 1. CERAFER (Module Cermet Fixed Resistor Wafers); 
2. CERADOT (Cermet Pellet Resistors); 3. CeraTrolS(Cermet 
Ya.riable Resistors); 4. CERATRIM (Cermet Trimmers). 

Write for your FREE Cermet Catalog. 

CTS of Berne, Inc., Berne, Indiana .. .. . 
Subsidiary of CTS Corporation, Elkhart, • 
Indiana • West Coast: Chicago Telephone 
of California, Inc., 1010 Sycamore A venue, cTs 
South Pasadena, California• Canada: CTS '"I" 
ot Canada, Lid., Streetsville, Ontario, Canada . ., 
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Precision-molded shells and headers for 
microcircuit encapsulation ••• call Milton Ross 

Milton Ross precision ·formed shells 
and headers are the simple solution 
to high -volume microcircuit and 
miniature component encapsulation . 
They provide a low-cost protective 
package that is consistently uniform 
and attractive, unit to unit and batch 
to batch. And they're available off 
the shelf, in a wide range of sizes, 
shapes, styles , and Mil -Spec 
materials. 

Standard rectilinear and cylindri 
·cal shapes can be supplied in di
mensions on any side from •;,6 to 
2y,'' . Headers can be furnished with 
or without molded-in pins, in a num
ber of pin styles and configurations. 
(We even have them with mounting 

centers as close as 0 .100" .) Shells 
and headers are available in fifteen 
different colors (more, if need be), 
and they can be had in diallyl 
phthalate, alkyd, or epoxy. Quality? 
Judge for yourself: we mold any 
size and shape to a dimensional 
tolerance of ± 0.005" or closer. 

If one of the Milton Ross off·the
shelf items doesn't meet your spec's 
right down the line, we'll be happy 
to make a special shell and header 
for you-at no additional cost for 
tooling on orders of 2,000 units or 
more. And with a delivery time of 
only three or four weeks. Call or 
write for samples and dimension 
drawings. 

THE MIL TON ROSS COMPANY 
513 SECOND STREET PIKE• SOUTHAMPTON, PA.• (215) EL 5-0200 

SA 2762 
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thermo voltmeter has direct reading 
capabili t ies on both d-c and a-c to 
50 Kc. Voltages from 1 to 1,000 v 
can be directly measured by a s ix
dfal prec ision resistor forming an 
in-line digital readout. Sensitivity 
is 10 ma. Accuracy at 23 C as a 
direct-reading voltmeter is 0.01 5 
percent on d-c, 0.025 percent be
tween 50 cps and 10 Kc, 0.05 per 
cent between 10 and 20 Kc and 

ZENER 
REF 

6 DEC ADE RESISTOR UNITS 
I.DOD TO 1,00 0.000 VOLTS 

0.25 percent between 20 and 50 Kc. 
As a transfer standard between 40 
cps and 1 Kc, accuracy is 0. 005 
percent and between 1 and 10 Kc, 
accuracy is 0.015 percent. As a d-c 
reference for digital voltmeter cali
bration between 0.1 and 10 v, ac
curacy is 0.005 percent + 2 l'v. 
As shown in the sketch, the basic 
a-c circui t uses specia l thermoele
ments having a reversal error 0.002 
percent or less in a differential 
connect ion. The a-c measuring cir
cu it is adj usted to exactly 100 
ohms at 10 ma supplied by a regu
lated, well-filter ed zener reference 
source having a stability of 0.003 
percent for a minimum of three 
mont hs. Output is balanced for 
nu ll with 10 ma in t he measuring 
circuit heat ers. D-c measurement 
above 1 v is made by dir ect com
par ison with the zener reference in 
series wit h the null detector across 
a 100-ohm precision resistor. Un
known voltage is applied across the 
same resistor and decade adjusted 
for null. 
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m_ 
Piston Trimmers Off er 
High Capacitance 
ROA NWELL CORP., Elcom Depart
ment , 180 Varick St., New York 14, 
N. Y. Series of precision piston 
ti·immer capacitors f eatures simple 

electron ics 



construction and high capacitance 
values from 1 to 40 µ,µ,f up to 1 to 
90 µ,µ,f . They have no capacitance 
reversal and have a Q factor of 500 
minimum at 1 Mc. Operating tem
perature is -55 to +125 C. Tuning 
torque is 1 to 5 in.-oz. Length (be
hind panel ) for 90 µ.µ.f capacitance 
is 2 in. Units feature solid metal 
electrode bands which permit the 
user to solder directly to the elec
trode at any point. (306) 

Beam Power Pentodes 
Operate at 40 W 
TUNG-SOL ELECTRIC, INC., One Sum
mer Ave., Newark 4, N. J ., offers 
two beam power pentodes intended 
for use as r-f power amplifiers and 
oscillators at frequencies up to 175 
Mc. Type 8149 is a single ended 
T-12 compactron design and the 
8150 is a double ended T-12 com
pactron design. Both feature a cen
ter tapped heater so that they may 
be operated from either a 3-cell or 
6-cell storage battery system. Both 
have 12 pin button bases and have 
cathodes coated unipotential. 
(307) 

Audio Transformers for 
Transistor Circuits 
JOHNSON ELECTRONICS, INC., P. 0. 
Box 7, Casselberry, Fla., announces 
a line of subminiature transistor 
transformers that operate over fre
quency range of from 100 cycles to 
100 Kc. With a power rating of 50 
mw at 300 cycles, the units have a 
frequency response of 3 db down at 
150 cycles. Response is fl at from 
400 cycles to 30 Kc. Primary d-c 

February 15, 196 3 

No. 3 of a Serles-WhOt's behind the superior reliability 
of Atohm '.Dimmer Potentiometers 

Atohm's metal mandrel 
eliminates hot pots 

All Atohm trimmer potentiometers use metal mandrels imbedded in 
a special heat-transfer epoxy. This combination provides far better 
heat dissipation than techniques and materials used in competitive 
instruments. Atohm pots operate cooler, and are, therefore, more 
reliable. Write for catalog. 

Don't rely on "Pot Luck" -ask for ~ 
ATOHM ELECTRONICS INC. ~O~M~ 
7648 S an Fer nando Road, Sun Valle y, Californi a ATOHM alCTIONICS 
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52 linear, wirewound pots 
in 1 cubic inch! 

You may never use 52 pots in such a small space, but you could 
with the new Atohm Series 320. It's a precision, trimmer pot 
measuring only .250" x .435" x .150", but providing resistances 
from 5 ohms to SOK ohms. Its simple, linear mechanism provides 
a more uniform winding, more ohms per linear length, and better 
mechanical distribution of the resistant material. Unique, clip· 
type mounting. Write for complete data. _.@, 
ATOHM ELECTRONIC S ~O~M~ 
7648 San Fernando Road, Sun Valley, California ATOHM &ICTIOHICS 
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LOOKING FOR A 

MINIATURE 
METAL NIBBLER? 

OR A GOLD-PLATED 
MICRO-PROBE? 

OR A SELECTION 
OF OTHER 

MICROSCOPIC 
HAND TOOLS? 

STOP LOOKING 
Now you can get any mini
aturized precision tool you 
need from one reliable 
source .. . Micronics Cor
poration of America. Any 
micro-electronic tool? Take 
a look for yourself. More 
than 850 cost-cutting tools 
are i II ustrated in the new 
Micronics Corp . catalog. 
Including assembly bench 
tools, epoxy systems, 
optical production tools, 
highly specialized pre
cision tools, ultrasonic 
systems and white room 
equipment • Why waste 
time-and money-shop
ping around for micro
tools when you can get 
everything you need from 
Micronics? Without paying 
a nickel more than com
petitive industry list prices! 
• Write for a copy of the 
industry's first complete 
catalog of microscopic 
hand tools ... or ask your 
Purchasing Agent to con
tact your local Micronics 
distributor. 

MICRONICS 
CORPORATION 
O F AM E R ICA 

Oepartment M201 
8116 Old York Road • Phila . 17, Pa. 
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Your electronics BUYERS' 

GUIDE should be kept in 

your office at all times-as 

access ible as your tele

phone book. 

current is 0.5 ma with primary im
pedance from 10,000 ohms to 20,000 
ohms depending on part number. 
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Frequency Changer 
Provides Up to 260V 
HEWLETT-PACKARD co., 1501 Page 
Mill Road, Palo Alto, Calif. The 
frequency changer, model 4301A, is 
essentially an r-c oscillator feeding 
a sine wave into a low distort ion 
power amplifier. The oscillator 
covers 40 to 2,000 cps with an ac
curacy of ± 1 percent and a stabil
ity of ± 1 percent. Harmoni c dis
tortion is less than 1.5 percent for 
resistive loads, and is less than 5 
percent of reactive loads with po11·er 
factors up to 0.7. The output Yolt
age is continuously adjustable from 
0 to 130 v at 2 amp max output 
current, or from 0 to 260 v at l 
amp max. (309 ) 

... 
···~ 

'""U•lt 
l , .. i) 

Modular Preamplifier 
Features Low Noise 
BRUSH INSTRUMENTS, Division of C\e
vite Corp., 37th and Perkins, Cleve
land 14, 0 ., offers a low-noise, high
impedance, modular preamplifier that 
extends the sensitivity of medium 
gain recording systems t o levels as 

elect r on i c s 



low as 1 µ,v. Designated model 
RD4215 60, the compact, solid-state 
unit assures clear, high-resolution 
recordings from such low level 
sources as thermocouples, EEG 
electrodes, and photocells when used 
in combination with Brush Mark 
200 or any standard Brush medium 
gain direct writing system. (310) 

Coaxial Filters 
Cover 100 Mc to 10 Ge 
RLC ELECTRONICS, INC., 25 Martin 
Place, Port Chester, N. Y., offers a 
line of precision low pass coaxial 
filters. Model F-30 covers a fre
quency range of 100 Mc to 10 Ge in 
13 standard units. Each unit has a 
power rating of 100 w average. 
Each has a minimum 60 db stop 
band rejection of 1.35 to 5.0 cutoff 
frequency. Units range in length 
from 14! in. to O in. These coaxial 
filter assemblies provide a minimum 
vswr, 1.3 max, over the pass band. 
Insertion loss over the pass band is 
0.2 db max. Price is from $30 to $55 
depending on frequency. (311) 

Toroids 
SATURN ELECTRONIC CORP., 126-03 
18th Ave., College Point, N. Y. Pre
cision 360 deg resistive toroids and 
magnetic toroids are fabricated on 
Saturn's own proprietary winding 
machines that are capable of 
winding extremely small diameter 
(0.0006 in.) wires. (312) 

Static Power Supply 
Offers Dual Output 
VICTORY ELECTRONICS, INC., 145 
Michael Drive, Syosset, L. I., N. Y. 
Model AD100-50-2C a-c to d-c static 
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(®) 
Quality 

CUT COSTLY CUSTOM ENCLOSURE 
DESIGN TIME TO A MINIMUM 

SPECIFY EMCOR® 
STANDARD ENCLOSURES 
Fulfill your enclosure requirements with the simplicity 
of EMCOR Enclosure catalog ordering. Make 
literally thousands of control center assemblies, 
equipment banks, or console arrangements from hundreds 
of enclosure widths, depths and heights in a variety 
of configurations. Broad range of colors. Investigate 
these and many more EMCOR Enclosure features 
for reducing your costly custom enclosure design time 
to a minimum. Get full details today. 

REQUEST DESIGN MANUAL 107 

I Division of Borg-Warner Corporation 

1000 W. !20th ST.• DEPT. 1242 •CHICAGO 43, ILL, 
BORG-WARNER 

EMCOR-The Original Modular Enclosure System by 

INGERSOLL PRODUCTS 
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for frequency ranges from 2 to 6 me. 

4.5 to 13.5 mc.-11 to 33 mc.-or similar ranges 

A multi-frequency service radiator requiring no matching equipment 
ADVANTAGES 

• Extremely constant input impedance 
over a wide frequency range. 

• Power handling capacity to 150 kw. or 
more. 

• Radiation performance equal to, or 
better than a conventional radiator 
without the need of impedance match· 
ing equipment. 

WIND TURBINE COMPANY 
ELVERSON, PA. 

Phone: WHitney 2-2981 
(Atea 215) 

TRYLON TOWER AND ANTENNA SYSTEMS 
•RESEARCH 

• DEVELOPMENT 

•MANUFACTURE 

• INSTAllA TION 

Write, wire or phone for information or application to your requirements. 
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give you: 
• professional performance 
• reliability 
• ruggedness 
• versatility 

... at moderate cost 

EICO's high quality standards and low initial cost add up to true economy: 
EICO units outperform scopes selling for two or three t imes EICO's prices. 
With kits, the initial cost is even lower. And the experience each operator gains 
in building his own, increases his efficiency, and enables h im to keep his 
scope in better condition, with less "down" time. 

~ 

114 

5" Push-Pull 
Scope #427 
5" DC-4.5 MC 
Scope #460 

prices freq. resp. (sinusoidal) sensitivity (rms) 

kit wired vert. horiz. vert. horiz. 
$69.95 $109.95 DC-500 2 CPS TO lOmv 0.5V 

KC/ FLAT 450 KC / FLAT P-P/ cm P-P/ cm 
79.95 129.95 DC-4.5 1 cps to 25 mv/i n 0.6V/in 

me/ flat 400 kc flat 

See the 41 additi_onal EICO test instruments helpful for your lab and pro
duction work . Wrrte for free Catalog & name of neighborhood Distributor, 

3300 NORTHERN BOULEVARD, Dept. E-28, l. I. C., 1, N. Y. 
See us at l.E.E.E. Booth 3101 
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power supply is designed to operate 
from 108 to 122 v 380 to 420 cps. 
Unit operates at 80 percent effi
ciency. Two completely separate 
outputs provide 2 amp each, one at 
50 v d-c, the other at 100 v d-c. 
Regulation for line and load for 
each output is ±0.5 percent, ripple 
is 0.05 percent rms. Output voltage 
is variable for 5 percent minimum. 

CIRCLE 313 READER SERVICE CARD 

Microminiature Relay 
Meets MIL R-5757D 
KURMAN ELECTRIC co., 191 Newel 
St., Brooklyn 22, N. Y. Model 
KX4H4D Astrorelay, a 4pdt micro
miniature unit, is available for im
mediate, off-the-shelf delivery. It 
weighs i oz and can be specified in 
three stock voltages-6, 12, 24 v d-c 
(35, 150, and 600 ohms). It with
stands 100 g shock and 40 g vibra
tion up to 2,000 cycles. Operating 
temp is -65 C to 125 C. (314) 

Display Driver Modules 
Operate From 0-100 C 
SCIENTIFIC DATA SYSTEMS, 1542 15th 
St., Santa Monica, Calif. Two sili
con modules are available for driv
ing either an incandescent display 
or a Nixie display. Both operate at 
temperatures from 0-100 C and per
mit direct decoding of any of the 
following codes: (8, 4, 2, 1), (2, 
4, 2, 1), (5, 4, 2, 1), (4, 2, 2, 1), 
(Excess 3) or (Gray). Output is 

electronics 



10 lines while input uses standard 
silicon module voltage levels of zero 
and +8 v. (315) 

-

' 't, 

. 

. 

Socket Made to Fit 
Transistor-Size Relay 
BRANSON CORP., 41 s. Jefferson 
Road, Whippany, N. J. Current 
rating for this microminiature re
lay socket is 2 amp. Dielectric 
strength at sea level is 1,000 v rms 
between terminals and between ter
minals and ground. At 70,000 ft the 
comparable dielectric strength is 
350 v rms. Operating temperature 
range is - 65 C to + 125 C. The 
unit has five pin, solder lug termi
nals. (316) 

Ferrite Memory Core 
ELECTRONIC MEMORIES, INC., 8430 
Bellanca Ave., Los Angeles 45, 
Calif. A new Isodrive ferrite mem
ory core in the 30 mil size for use 
in coincident current memories can 
be operated over a temperature 
range of - 65 C to + 100 C with
out compensation. (317) 

Tape Recorder Amplifier 
Has Adjustable Gain 
ASTRODATA INC., 240 s. Palais Road, 
Anaheim, Calif. Modular instru
ments tape recorder amplifier pro
vides amplification between 1 and 
100 to signals which range from d-c 
to 200 Kc. The all-transistorized, 
adjustable-gain model TP A-141 is 
especially designed for use in cou
pling medium-level signal sources 
to tape recorders, f-m subcarrier 
oscillators, strip chart recorders 
and other instrumentation. Eleven 
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3,000 G's SHOCK? 

No space vehicle ferrite 
core memory can take it! 

Take a 1440-bit memory. Accelerate it 
at 180 mph into a balsa structure. As 
it hits, decelerating 3,000 G's in 3 milli· 
seconds, feed it information. Then see 
what it remembers. •That's what Ford's 
Aeronutronic Division did to one of our 
SE1440ZlA lsodrive* mem
ories. Results? Perfect! The 
memory was still intact. So 
was the data. Likewise our 
claim that a 1.2-pound, 2" 
x 3" x 5" core memory wilh 
a 50,000-bit I second read I 
write cycle could do it. And 

that's not to mention a calculated mean· 
time-to·failure of 60,000 hours while ex
posed to ambient temperatures from 
-20°c. to +60°C. •At Electronic Mem
ories, Inc., conquering shock is only 
part of the story. Across the board, our 

capabilities in MIL-Spec fer
rite cores and memories are 
extensive. It's all spelled out 
in our capabilities brochure. 
Shouldn't you have one? 
Write Dept. C, 9430 Bellanca 
Ave., Los Angeles 45, Calif. 

•@ Electronic Memories, Inc. 
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OVER 

40 
STANDARD 

MODELS OF 
REGULATED 

POWER 
SUPPLIES 

IF NONE OF THE 400 STANDARD 
MODELS MEET YOUR REQUIRE
MENTS, ELASCO WILL MODIFY 
STANDARD DESIGNS OR DESIGN 
TO YOUR SPECIFICATIONS 

WRITE NOW FOR COMPLETE 12 PAGE 
CATALOG ... AND BETTER STILL, SEND 
YOUR POWER SUPPLY REQUIREMENTS 
FOR QUOTATION 

ELASCO, INC. 
FIVE PRESCOTT ST. 
ROXBURY 19, MASS. 

Highlands 2-1600 

gain steps may be selected by front 
panel switch. Gain accuracy is ± 1 
percent at d-c; gain stability, ± 0.1 
percent for three months. 
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Pressure Transducers 
Are Rugged, Accurate 
PRECISION SENSORS, INC., 1133 Main 
St., Paterson, N. J. The HPT-35 
subminiature pressure transducer 
featmes a construction which com
bines pressure sensor and mecha
nism assembly for maximum stabil
ity, ruggedness and accuracy. A 
precision wire wound potentiom
eter element provides excellent out
put characteristics. The instru
ment is designed for pressure 
ranges of 0-500 to 0-20,000 psi . 
Units insure outstanding service in 
industry, laboratory research and 
advanced missile applications. Price 
is $294. (319) 

-
Telemetry Oscillator 
With No Adjustments 
SONEX, INC., 20 East Herman St., 
Philadeiphia 44, Pa. The TEX-3008 
is a 1.1 cu in. all solid-state high en
vironmental subcarrier oscillator. 
Its stable characteristics are em
phasized by the absence of adjust
ment potentiometers; this feature 
eliminating failures due to human 
error in the field . Units are avail
able in all standard IRIG frequen
cies from channel 4 through 18 and 
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FILTERED 
COOLING 
AIR 
IN • . . 

RFI OUT! 

Now you can pressurize radio-shielded 
electronic cabinets with cool, filtered air 
without opening the "envelope" to RF 
interference. 

McLean RFl-shielded blowers and fil
ter-grille assemblies have been designed 
and bui lt fo r RFI performance in ac
cordance with MIL-l-6181D - meeting 
or exceeding all requirements including 
susceptibility, generation and shieldabil
ity. WRITE TODAY for details. 

SEND FOR 
NEW 44-PAGE 

CATALOG 

M LEAN ENGINEERtNG 
C LABORATORIES 
World Leader in Packaged Cooling 

P.O. Box 228, Princeton, New Jersey 
Phone Area Code 609 WAinut 4-4440 

TWX 609-799-0245 
See us at The New York IEEE Show Booth # 1624 
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channels A through E. Linearity of 
± 0.25 percent from best straight 
line and a high input impedance of 
750,000 ohms are maintained for 
-20 C to +85 C. (320) 

Heat Dissipators 
For Semiconductors 
AUGAT INC., 33 Perry Ave., Attle
boro, Mass. Series 9021 heat dis
sipators are designed for T0-8 or 
stud moun.ted semiconductors. Em
ploying an extruded parallel fin de
sign, they give maximum efficiency 
in either a vertical or horizontal 
position. The units are small (1.590 
by 1.590 by 0.625 in.) but dissipate 
heat at the rate of 6 deg C/w. (321) 

High Power Magnetrons 
Come in 4 Models 
FERRANTI, LTD., Ferry Road, Edin
burgh 5, Scotland, introduces a new 
range of 4 high power magnetrons 
ranging in peak power from 2 Mw 
at about 5,000-6,000 Mc to 100 Kw 
at 35,000 Mc all with very high 
mean power ratings. This is largely 
due to the company's development 
of the bombardment type high tem
perature thoriated tungsten cath
ode previously exploited only at 
X-band in their VFlO and VFll. 
Heating by means of an electron 
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Now ••• a low-cost Planar Passivated Slllcon Transistor 
for the entertainment market 

New 2N2711 series now available in quantity for hi-fi, TV, 
and portable radio a11plications 

Now . . . for the firs t t ime in the en tertain ment market . . . a hlghly 
reliable silicon t ransistor at germanium prices. 

'°" 30MC 

118 

27 MC Crystal Controlled Superheterodyne 

MINIMUM DISCERNIBL E SIGNAL 
• 0.5~V ACROSS 50Q 

X - 27 MC XTAL 
T1 - RADIO INDUSTRIES 13964·R1 
T2-T1 - RADIO INDUSTRIES 13964 
D1 - GERMANIUM DIODE 

L1 -lST # 30 WIRE TAPPED ST 
FROM GRD END - ON CTC LS6 
FORM WHITE DOT CORE. 

D2 - SILICON DIODE 
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The 2N2711 series s ilicon planar passivated transistor rep
resents a new concept in transistor manufacturing. It is not 
a "fallout" of an existing product type. It is designed, 
manufactured and marketed strictly for entertainment ap
plications .. . and it features high power gain, low noise, low 
l co, high mechanical strength, and small size ( fits T0-18 
outline, except 250 mil height, for smallest portables) . ... 

One million transistor hours of life test back up the reliability of the 
New 2N271 I series Planar Passivated Silicon Transistors. 

Everything is optimized for amplifier service! No high
cost glass-to-metal seals. A unique, new solid-epoxy housing 
on a planar passivated surface makes possible exceptionall y 
high levels of performance at exceptionally low cost ... 
with the reli abi lity inherent in a planar passivated sili con 
transistor. For complete technical data ask for Application 
Note 90.8. Write: Section 16Bl46, Semiconductor Products 
De p ar t ment, General E lectric Company, Syracuse, 

Perfo rmance Data 
High Power Gain . 42-45 db. 

Neutral ized al 455 kc. 
Law Noise .•.... S/ N in typical RF 

circuit, 22 db.; 10 Kc 
Noise Figure of 2.8 db. 

Betas . • ••• ••.... Two ranges: 30 to 90, 
75 to 225 

Low lco ..... .. .. 0.5 µo mox. 

New York. In Cana
da: Canadian Gen
eral Electric, 189 
Dufferin St. ,Toronto, 
Ont. Export: Inter
nationa l Gener a l 
Electric, 159 Madi
son Ave., New York 
16, New York. 

Available through your G-E semiconductor distributor 

GENERAL. ELECTRIC 
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gun allows a far higher cathode 
temperature to be used without in
volving a short heater life. 
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Ultrasonic Cleaner 
Has Large Capacity 
L&R MFG. CO., 577 Elm St., Kearny, 
N.J., has developed a 22-quart 
ultrasonic cleaner in portable con
sole form. The Ultra-Gleen 760 GT 
is a completely self-contained, one
piece console on casters which can 
be moved easily to any location 
where ultrasonic cleaning is re
quired. The entire console is con
trolled by a single knob, making it 
practical for use by production line 
personnel and others who might be 
unfamiliar with the complexities of 
tuning, dialing, etc. Overall size, 
33 by 13 by 21 in. (323) 

X-Band Magnetron 
Delivers 1.5 Mw 
S-F-D LABORATORIES, Union, N. J. 
The SFD-303A CEM coaxial mag
netron generates 1.5 Mw peak and 
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aluminum foil for electronics 

@@Quality Leadership'' 

Extracting organic residues from specimens of each run of capacitor 
foil enables Republic to maintain strict control over the foil sur· 
face ... vital to the manufacture of electronic components such 
as condensers. Continual monitoring of surface condition is but one 
of the advanced test methods that is a direct result of Republic's 
recognition of the critical requirements of the electronics industry. 
Republic's Electro-Dry® Foil is the highest quality foil for condensers 
and capacitors (surface residues are controlled by Republic's proved 
extraction test like the one pictured above) assuring maximum 
performance. This is why Republic Foil continues to maintain ••• 
Quality Leadership. 
Whether your requirements are for plain aluminum foil for paper 
or film wound capacitors, or for etched aluminum foil for the 
manufacture of high reliability electrolytic capacitors, Republic 
Foil consistently meets the most critical specifications. 

THE LEADING MANUFACTURER DF A COMPLETE LINE OF CAPACITOR FOIL 
• LIGHT GAGE FOIL for paper and film wound capacitors of all types. 
• ETCHED ANODE & CATHODE FOIL 
e PLAIN FOIL FOR ETCHING 
• PLAIN FOIL for electrolytic capacitors, coil winding, and other uses. 
• FULL TECHNICAL SERVICE 

write for brochure describing Republic's full foil line 

REPUBLIC FOIL INC. 
GENERAL OFFICES • DANBURY, CONNECTICUT 

ROLLING MILL DIVISION - Danbury, Connecticut 
ELECTROCHEMICAL DIVISION - Salisbury, North Carolina 
BRANCH SALES OFFICES - 5306 West Lawrence Ave., Chicago 30, llllnols 
Van D. Clothier, Inc., 165 South Mission Road, Los Angeles 33, Callfornla 
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4 EASY STEPS 
1. Apply tape to female grove block 
2. Run cutting block across tape 
3. Raise ends of slit tape with the 

lift block 
4. Lift slit pieces of tape with 

tweezer 

FEATURES 
• Can slit tape ranging in size from 'A" 

to 4" wide into slits 1/i 6" to %" wide. 
• Eliminates large stocks of pre-slit tape . 
• Can get 8 rolls of Vs" tape from one 

roll 1" tape-substantial savings. 
• Blades press fit for easy adjustment of 

widths. 
• Portable-can be placed at any work-

ing area. 
Write for complete descriptive literature 
on Dispens-0-Slit and other Mask-0-Matic 
products. ® 
mas.k-o-ma~ic 1no. 

WHEN MASKING • , • REMEMBER MASK·O·MATIC. 

55 Belmont Ave. • Paterson 2, N. J. 
Area Code 201 Phone 684-5600 
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NIMS 

NATIONWIDE IMPROVED 

MAIL SERVICE PROGRAM 

For Better Service 

Your Post Office 
Suggests 

That You Mail Early 

In The Day! 

1 Kw average power at 9.375 Ge. 
Power is c0upled in RG/51U wave
guide through a ceramic output 
window. The 43 lb packaged tube 
operates at 55 percent efficiency. 
The inherent stability of the mag
netron is displayed by the 3.5 Mc 
typical pulling figure. Unit is liquid 
cooled and operates over a wide 
range of pulse conditions, to more 
than 2 µ,sec. 
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Keyer Calibrates 
Frequency Shift 
MARS ELECTRONICS, Syosset, L. I., 
N. Y., announces a frequency shift 
keyer which provides 10 crystal 
oven-controlled channels and meets 
MIL specifications. Model FS-303 
provides a means for modulating an 
r-f carrier signal with FSK trans
missions. It has a frequency range 
of 2 to 4 Mc with 10 separate chan
nels provided. Frequency shift is 
calibrated from 0 to ±1000 cycles. 
Power output is approximately 2 
w into 50 ohms. (325) 

Component Ovens in 
Over 100 Designs 
MONITOR PRODUCTS co., 815 Fremont 
Ave., South Pasadena, Calif., offers 
a line of ovens used to control the 
temperature of crystals, oscillators, 
and other temperature sensitive 
components. Over 100 designs are 
available from miniature airborne 
crystal ovens to rack mounted lab
oratory units. Stabilities to ±0.003 
C can be met. (326) 
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Literature 
of the Week 

EPOXY ADHESIVE Gulton Industries, 
Inc., 212 Durham Ave., Metuchen, 
N. J. Bulletin covers an epoxy ad
hesive offering the optimum combi
nation of tenacious bond strength 
and high conductivity at a low 
price. (327) 

ANTENNA PEDESTAL Temec, Inc., 7833 
Haskell Ave., Van Nuys, Calif., has 
catalog sheet on model 12 servo
position antenna pedestal. (328) 

SILICON PLANAR TRANSISTORS Sperry 
Semiconductor, Norwalk, Conn. 
Technical bulletin SS-500 describes 
the new silicon planar transistors 
which combine high breakdown volt
age with high beta in a single tran
sistor. (329) 

D-C TRANSDUCER/ AMPLIFIER Taber In
strument Corp., 107 Goundry St., 
North Tonawanda, N. Y. Bulletin 
introduces a 0-50 psia, 5 v d-c trans
ducer / amplifier. (330) 

NOISE SOURCE TUBE Warnecke Electron 
Tubes, Inc., 175 West Oakton St., 
Des Plaines, Ill. Catalog RW-100 
describes a 50 Kc to 200 Mc high
powered permanent magnet focus 
noise source tube. (331) 

CALIBRATION PRESSURE CONTROLLER 
Consolidated Electrodynamics Corp., 
360 Sierra Madre Villa, Pasadena, 
Calif. Operation of type 6-003 cali
bration pressure controller is de
scribed in a bulletin. (332) 

PROGRAMMING PACKAGES General Elec
tric Co., Phoenix, Ariz., has avail
able five "software" brochures on 
latest programming packages for 
the GE-225 computer. (333) 

RECORD ACCESSORIES Texas Instruments 
Incorporated, 3609 Buffalo Speed
way, Houston 6, Texas. Bulletin 
R-504 describes series 300 acces
sories for the "recti/riter" galvano
metric recorders. (334) 

MULTIPLE-COMPUTER SYSTEM Bur-
roughs Corp., Detroit 32, Mich. 
Technical information bulletin con
tains an illustrated paper on the 
D825-a multiple-computer system 
for command and control. (335) 

INSERTION 'LOSS TEST SET Weinschel 
Engineering, P . 0. Box 577, Gai
thersburg, Md. Application Note 
No. 4 describes a dual channel in
sertion loss test set. ( 336) 

TIME-MARK GENERATORS Accutronics, 
Inc., 12 South Island, Batavia, Ill. 
Single sheet brochure covers a line 
of portable, battery powered time
mark generators. (337) 

SHAFT ENCODER Theta Instrument 
Corp., 520 Victor St., Saddle Brook, 
N. J. Engineering bulletin describes 
the Decitrak, direct-decimal shaft 
encoder. (338) 

COMPONENT CLIPS Braun Tool and In
strument Co. Inc., 140 Fifth Ave., 
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A OFFERS THE WIDEST RANGE 
V OF RESISTANCE VALUES 

10140 

l 0•30 

1 TERA OHM 

10110 

l 0100 

l GIGA OHM 

1080 

1070 

l MEG OHM 

10•0 

1040 

1 KOHM 

1020 

100 

0 

(100 MILLION MEGOHMS) 10'•0 MAX. 

" 
1080 MAX. '' 

,' 

" 
5xl 010 MAX. 

,. 

106{2 MA)C 

' 

Mfr. A Mfr. B Mfr. C rpc 
Manufacturers' ohmic ranges based on highest and lowest ohm single 
resistor. 

A w1REWOUND RESISTORS DRIFT 
V oNLY 2s PPM IN 3 YEARS 

(I f applicable to your needs) 
DRIFT PPM 

YEARS 2 3 
Drift in PPM. Resistors stored and measured at room temperature 
without the use of controlled atmosphere. 

In addition to brilliant performance and outstanding reliability, 
RPC offers you a wide choice of quality resistors and a highly 
competent engineering department that can help you solve sticky 
problems involving resistance. 

• PRECISION WIRE WOUND • CARBON FILM 
• PRECISION METAL FILM • RESISTANCE NETWORKS 
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100% RELIABILITY 

TRUE CONCENTRIC 
STRANDED WIRE CONSTRUCTION 

For The TEFLON" Industry 

Donlt Settle For Substitute Constructions 
Where Quality Cannot Be Compromised 

International Wire produces precision wire products 
for an industry where 100% reliability is the standard 
of performance. Time and experience has proved that 
only true concentric wire construction measures up 
to this level. 
If you engineer a product into which reliability must 
be designed, specify quality in the insulated wire com
ponents ... specify true concentric strand. 
Don't permit second class substitutes to find a place 
in your designs. To insure performance that wi II with
stand the test of time, specify the construction that 
has already withstood the test of time ... true con
centric strand. 

V)rile ~t 
FREE, FACTUAL 
SURVEY REPORT 

"TRUE CONCENTRIC 
vs. 

UNILAY STRANDED WIRE" 
~\~·•Nr"'2 . • ""' 

§.~\INTERNATIONAL 
' I WIRE PRODUCTS CORPORATION 

~<tl1 .. ..,,A~ 300 Greenwood Ave.,Midland Park, New Jersey 
1trro111"·· Giibert 4.21 s1 
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TOLERANCES TO .000,005" 
SURFACE FINISHES TO .5 
FLATNESS TO .000,002" 
Eliminate rejection problems! Special skills 
developed at VK over a period of nearly 50 
years enable us to produce, economically, 
Precision Pivots (including carbide), Precision 
Valve Parts, Precision Pistons, Precision 
Spacers, Precision Pins and other component:> 
having gage characte1·istics. 

Our special production techniques can be ap
plied to your miniature parts . . . to assure 
utmost reliability. We can assist you in manu
facture, finish-operations, or inspection. 

Send us a print, a part, or specs. Better still, 
phoneus,collect,atWA6-1450 (Area Code 617). 

PRECISION PARTS DIVISION 

THE VAN KEUREN CO. 
171 Waltham Street 

WATERTOWN 72, MASS. 
CIRCLE 216 ON READER SERVICE CARD 

Are you a 
COMPLETELY 
INFORMED 
electronics 
engineer'? 

Today you may be work· 
ing in microwaves. But 
on what project will you 
be working tomorrow? 
You could have read 
electronics this past year 

and kept abreast of, say, microwave technology. 
There were 96 individual microwave articles be· 
tween July, 1961 and June, 1962! 

But suppose tomorrow you work in some area 
of standard electronic components, in semiconduc
tors, in systems? Would you be up-to-date in these 
technologies? Did you read the more than 3,000 
editorial pages that electronics' 28-man editorial' 
staff prepared last year? 

electronics is edited to keep you current wher· 
ever you work in the industry, whatever your job 
function (s). If you do not have your own copy of 
electronics, subscribe today via the Reader Service 
Card in this issue. Only 7112 cents a copy at the 3 
year rate. 

electronics 
electro nics 



Superior Quality-Controlled 
IN READY-TO-USE FORM 
LIQUID OR PASTE 

Offer 
Designers 
And 
Engineers 
BETTER 

{ 

~:~:~~~~vity 
Solderability 
Abrasion 

Resistance 
Application Ease 

MAY BE 

BRUSHED - SPRAYED 

DIPPED - SCREEN PRINTED ON 

PORCELAIN • CERAMICS • PLASTICS 

GLASS • WOOD • QUARTZ • MICA 

lei Our Spec/ol/srs Solv. 
Your Unusual Melalllzlng Problems 

BROCHURE ON REQUEST 
FROM OUR UNITED STATES REPRESENTATIVES 

Ceramic Colors Department 
FRANKFURT/M~ W; GERMANY 
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AM ·FM Tuner Unit 

AM SEC. CAPAC I TY: MAX. 377FF 
:MIN. 12PF 

TUBE : SAQS, 12DT8. 17EW8 

Square Size : 
I 5mm., l 7mm ., 
2 0 mm., 2 l mm ., 
Single band 
2 band, 3 band 
and for FM only . 

(S) 
SAN KAISHA CO., LTD. 

Cable address; SANESVARICON TOKYO 
1425, 4-chome, Higashinal<.anobu, 
Shinagawa-ku, Tokyo, Japan. 
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Hawthorne, N. J., has released 
bulletin No. 362 on six new beryl
lium copper component clips. (339) 

ALUMINUM-CAPPED KNOBS Raytheon 
Co., 55 Chapel St., Newton 58, Mass. 
Brochure MC-113 describes the com
plete Designer series of aluminum
capped knobs. (340) 

EDUCATIONAL TV SYSTEMS Adler Elec
tronics Inc., One LeFevre Lane, 
New Rochelle, N. Y. An illustrated 
brochure describes various methods 
available for expanding educational 
horizons through use of tv tech
niques. (341) 

DATA ACQUISITION SYSTEMS Systron
Donner Corp., 888 Galindo St., Con
cord, Calif., has published a 4-page 
brochure entitled "Systrac Sys
tems." (342) 

SAWTOOTH GENERATOR Waddell Dy
namics, Inc., 5841 Mission Gorge 
Road, San Diego 20, Calif., offers a 
bulletin describing models L3SG
L3SG1 time linear sawtooth genera
tor. (343) 

MAGNETIC COMPONENTS Relcoil Prod
ucts Corp., a division of Hi-G, Inc., 
Bradley Field, Windsor Locks, Conn, 
Brochure contains technical data on 
high performance r-f and i-f mag
netic components. (344) 

DIGITAL PRINTERS Franklin Electronics, 
Inc., Bridgeport, Pa. Bulletin 2030A 
describes a new generation of digi
tal printers-decimal as well as 
alpha-numeric. (345) 

MAGNETOSTRICTIVE DELAY LINES Com
puter Control Co., Inc., Old Connec
ticut Path, Framingham, Mass., 
offers a comprehensive data package 
on 3C Soniline magnetostrictive de
lay lines. ( 346) 

TWO WAY ANTENNAS Andrew Corp., 
P . 0. Box 807, Chicago 42, Ill., has 
released a catalog on fixed station 
antennas for the mobile radio 
services. (347) 

BALANCED MODULATORS Spectran Elec
tronics Corp., 146 Main St., May
nard, Mass., announced an Appli
cation Note containing application 
information on suppressed carrier 
modulators for use in ssh systems 
and in spectrum analyzers. (348) 

FLAME RETARDING RESINS Isochem 
Resins Co., 221 Oak St., Providence 
9, R. I. Technical data bulletin 
covers Isochemrez 470FR series 
which offers an excellent base for 
self-extinguishing p-c boards. (349) 

SOUND LEVEL METER Rohde & Schwarz, 
111 Lexington Ave., Passaic, N. J. 
Bulletin includes specifications and 
descriptions of operation and use 
of the type ELZT self-contained 
sound level meter. (350) 

SCR SERVO AMPLIFIERS The Diehl :VIfg. 
Co., Somerville, N. J ., has published 
application bulletin 607B on its line 
of scr servo amplifiers. (351) 

WIDE BAND AMPLIFIER Community En
gineering Corp., 234 E. College Ave., 
State College, Pa. Data sheet de
scribes model 1019F solid state wide 
band amplifier. (352) 

TOYO 
ELECTRONICS 

INDUSTRY 
CORPORATION 

P, 0, BOX 103 CENTRAL 
KYOTO JAPAN 

CIRCLE 123 ON READER SERVICE CARD 123 



PEOPLE AND PLANTS 

Electro-Optical Systems Expands 

COMPLETION of a new $2 million 
corporate headquarters and re
search, development, and systems 
laboratory in Pasadena, Calif., has 
been announced by Electro-Optical 
Systems, Inc. It expands total phys
ical facilities of the company to 
over 200,000 square feet and con
solidates corporate operations into 
three principal locations. 

Constructed on an 8-acre site, 
the 3-story · 135,000-square-foot 

structure will house many of the 
country's most advanced programs 
in energy storage and conversion, 
advanced power systems, micro
electronics, laser research and opti
cal systems, and space instrumen
tation, according to company offi
cials. 

Designed especially to meet the 
critical needs of military and space 
systems while providing for sup
porting research facilities as well, 

TI Officers Elected to Board 

Mark Shepherd, Jr. 

J. E. JONSSON, board chairman of 
Texas Instruments Incorporated, 
has announced the election to the 
TI board of directors of Mark 
Shepherd, Jr., executive vice presi
dent, and S. T. Harris, senior vice 

124 

S. T. Harris 

president. This increases board 
membership to ten. 

Shepherd joined Texas Instru
ments in 1948 as a project engineer, 
and Harris came with the company 
in 1949 as a sales engineer. 

the building contains 65 labor a
tories, extensive environmental test 
equipment, prototype a ssembly 
areas, machine shops, and uniquely 
designed, atmospherically con
trolled research and assembly lab
oratories. It also includes over 200 
scientific and administrative offices, 
a complete technical library, and a 
200-seat auditorium for scientific 
seminars. 

In addition to its new facili ty, 
EOS will continue to expand its ion 
and plasma physics R&D activities, 
and will also retain a space struc
tures and prototype manufacturing 
unit, both in Pasadena. 

Since its founding in Pasadena 
in 1956, Electro-Optical Systems, 
Inc., has been one of the city's 
fast-growing companies. From 
sales during the first year of $80,-
000 the organization last year grew 
to a volume of approximately $10 
million. The company is list ed 
among the top 100 research and de
velopment defense contractors in 
the United States. 

As a research and systems devel
opment oriented company, EOS car
ries on no commercial man ufactur
ing activities itself. However, 
items evolving from research pro
grams that are of commercial or 
industrial use are manufactured 
and marketed by subsidiary com
panies. 

One such subsidiary is Micro 
Systems, Inc., of San Gabriel, 
which is engaged in producing 
semiconductor instrumentation de
vices in the transducer and stra in 
gage fields for applications in in
dustrial, military, space and bio
medical devices. 

Tucker Appointed 
Research Director 

INTERNATIONAL BUSINESS MACHINES 

CORP. has announced the promotion 
of Gardiner L. Tucker to IBM di
rector of research. Formerly dir ec
tor of development engineering for 
the IBM World 'rrade Corp., he will 
be responsible for the company's re
search activities at its Yorktown, 
N. Y., New York City, San Jose, 
Calif.; and Zurich, Switzerland, 

electronic;\ 



'Microwave, semiconductor and 
fast switching circuits with high 
density packaging, that hereto
fore have been thought imprac
tical or impossible to build be
cause of their bulk or complex
ity, a re successfully produced in 
TRI-PLATE Strip Transmission 
Line. o In breadboarding, pack
a ging and quantity production, 
what the concept of strip trans
mission promised, TRI-PLATE 

techniques deliver - they've 
made the concept a practical 
reality! o For example, Sanders 
developed a beam-forming ma
trix - with both azimuth and 
elevation capabilities - which 
makes possible simultaneous, 
multiple-beam transmission 
and reception. It not only sim
plifies the design of electronically 
scanned antennas, it also dras
tically reduces both their overall 

size and the number of compo• 
nents required. o Shown below 
is a lG-element, beam-forming 
matrix and attenna array which 
operates at S-band over a 30 per 
cent bandwidth. It measures 
just 10%" x 10%" and requires 
only 32 hybrid devices as com
pared to 192 three-port power 
dividers needed in a conven
tional design. Similarly, a 64 x 
64 array capable of forming 4,096 

Breakthrough 
designs 

achieved 
with Tri-Plate® 

techniques 

pencil beams would require only 
24,576 hybrids - in contrast to 
nearly one-half million power 
dividers. In addition to radar 
applications, this beam-form
ing matrix developed by Sanders 
can be used wherever simultan
eous transmission and reception 
of data is desirable - including 
space communications. This is 
just one example of how TRt
PLATE engineering techniques 
might be applied to solve your 
design problem. o To help you 
speed the time from design to 
breadboard to prototype to pro-
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RF BEAM-FORMING MATRIX 

duction with known character
istics, there are more than GOO 
TRI-PLATE Modules - including 
over 150 TRI-PLATE Mounts for 
semiconductor devices - avail
able from Sanders. They let you 
test new circuit ideas - no 
matter how different or daring 
- quickly, easily and economi
cally. You can go from paper 
schematics to functioning cir
cuits in just minutes to evaluate 
new design concepts. o And 

microwave systems designed in 
TRI-PLATE Modules can be pro
duced in quantity as integrated 
TRI-PLATE Packages, with per
formance equal to or better than 
modular prototypes, and with 
great savings in size and weight. 
For further information about 
TRI-PLATE Products, including 
specifications and prices, write 
to Sanders Associates, Inc., 
Microwave Products Dept.,. 
Nashua , New Hampshire. 

®11ttG . T . M.; CXTCN SIV[ PATCNT CO\ICRAOf: . SANPClltS ASSOCIATES, INC, 

t:REATINB NEW DIRECTIONS IN ELECTRON/CS l;y 
SANDERS 1fr f/11//,s /PJ!LA\ 1Tf flE ®STR I P TRANSMISSION LINE • • 
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Here's 
proven performance 
characteristics you 
can rely on: 

1 
Total Vibration Resistance 

2 
Impervious to Environmental 

Conditions 
3 

Married to Semi-Conductor 
Characteristics 

4 
300% to 400% faster acting 

than any fuse 

In service on some of the nations most 
advanced aero-space projects, these 
current limiters deliver precise protec
tion to the most delicate circuits. 
Temperature coefficient is plus .2% per 
degree C. At elevated temperatures this 
has the effect of increasing sensitivity 
to overloads. Semiconductors exhibit a 
similar coefficient. Therefore these cur
rent limiters are ideal for protection of 
transistors and diodes. Amperage rat
ings from 1/32 to 3 amps; also to 5 
amps in SlOO and 5125 units. For com
plete details on price and delivery 

contact your nearest 
Microlectron represent
ative or write to Micro
lectron at 1547 18th 
Street, Santa Monica, 
California. 
Bulletin P-200 gives 
full facts on Microlectron 
Current limiters. 
Request your copy. 

MICROLECTRON 

laboratories. He will report to 
Emanuel R. Piore, IBM vice presi
dent for research and engineering. 

Tucker succeeds Gilbert W. King 
who has resigned to become vice 
president and director of research 
for the Itek Corp ., Lexington, Mass. 

Zenith Executives 
Take New Posts 

ZENITH RADIO CORPORATION, Chi
cago, III. , has announced that Rob
ert Adler has been appointed vice 
president-director of research, a 
post held since 1949 by Alexander 
Ellett, who has been named to the 
new position of vice president, 
special scientific projects. 

Adler, elected vice president in 
1959, has been associate director of 
research since November, 1952. 

Ellett joined Zenith in 1945. Dur
ing World War II , as chief of Di
vision 4 of the National Defense 
Research Committee, he directed 
development of the V-T proximity 
fuze. 

In addition to the appointments 
listed above, the company also an
nounced that Erwin M. Roschke is 
promoted to assistant director and 
administrative manager of re
search, and Bertrand Miller to as
sistant research director. 

Benzing Accepts 
Vice Presidency 

APPOINTMENT of Louis H. Benzing, 
formerly director of operations of 
the Lockheed Electronics Co., as 
vice president and general manager 
of the G. C. Dewey Corp. has been 
announced. He has assumed com
plete responsibility for the direction 
of the company's data systems, elec
tronics and test support divisions, 
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--$3.00 list 
(Without Handle) 

TYPE 3A 
MOLDED FROM DIALlYL PHTHALATE 

Only l" in diameter ... weighs 30 
grams ... as many as 8 decks and 
up to 12 positions per deck. These 
are among the features of Tech 
Labs' new all-molded miniature 
Type 3A tap switch. 

Designed for a wide range of mili· 
tary and commercial applications, 
this single-hole mounted switch 
has adjustable stops if fewer than 
12 positions, single pole, or 6 po
sitions, double pole, are required. 

"Shorting" and "non-shorting" 
types are available and the switch 
can be furnished solenoid-oper
ated and hermetically sealed. 

.S PECIFICATIONS 
Size: l" diameter, 11/4'' with terminals. 
First deck, 1-1/16" long. Each additional 
deck, l/2H long. 

Weight: First deck, 30 grams. 10 grams 
for each additional deck. 

Rating: 1200 volts rms, 2000 VOC, 5 
amps (carrying) 115V. 

Insulating resistance: 100 megohms min
imum at 500 volts DC. 
Life: 1.5 - 2· million revolutions. 
Contact resistance: 

!standard) .6·10 milliohrns. 
(silver) 3-5 rnilliohms. 

Temperature range: -65°C to 1oo·c. 
Mounting: Single-hole. 

Meets Mll-S-3786A 
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and will also supervise the engi
neering and manufacturing opera
tions as well as the marketing re
quirements of the Pitometer Log 
Corp., the firm's wholly-owned sub
sidiary. 

In 1955 Benzing joined Stavid 
Engineering, Inc., subsequently ac
quired by Lockheed, where, after 
successive promotions he became di
rector of operations responsible for 
all material and manufacturing 
functions and supervised the activi
t ies of 525 people. 

Western Electric 
Elects Clow 

ARTHUR P. CLOW, a Chesapeake & 
Potomac Telephone Co. executive, 
has been elected vice president and 
member of the board of directors 
of Western Electric Co. 

In his new post, Clow will head 
the Defense Activities division 
which is responsible for bringing 
together Bell System resources to 
accomplish national defense and 
space communications projects. 

American Electronics 
Promotes Echolds 

PROMOTION of E. Frank Echolds to 
vice president-operations of Ameri
can Electronics, Inc., Fullerton, 
Calif., has been announced. He will 
be responsible for engineering, for 
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JHINNER THAN EVER! 

SPECIFICATIONS 

[I] ne 
Thermo 0 electrlt Electrlc Jor 
lefrl9erotor 

Power Unit 
Power Unifi 

effJj[J 
Thermo · 

Thermo Pac ProcH1ln1 Tray 

Apply for further details to: 

is the thermo module newly developed by 

Sanyo Electric Co. The technique evolved 

by Sanyo eliminates high cost and brittle 

nature of the bismuth telluride alloys used 

in production of thermoetements. Our e~· 
haustive study reveals possibilities of 

,,,.. 
StM-1025 

STM·1021 

PM-1016 

STM·1012 

STM·1006 

still reducing its thinness, result· 

ing in wider and more 

economical 

to scientific 

~and electronic equipment. 

'c~';: ~~= ~~= <i~ ~!i:':!(;, Da..11tlont 

(OMp.> (Yolt) C°C> <Volt> MM(lrtefli) 

10 21 0.9 •• so S7 X43 X10.S 
(2.24 X1.69 x 0A11> 

10 21 0.9 .. so r:.;::~.~C:-~o..t•a> 
10 16 0.9 .. so 17X43 X 10.0 

(2.24 x 1.69 x 0.191) 
10 12 0.9 .. so .•1 xa2.s xt.s 

(1.62 >< 1.21 X0.374) 
10 • 0.9 .. 60 41 X29 >< 9.I 

U.62 X1.21 X0.374 

Subject to dtor19e without ftOfice 
Note, (II No h•ot load. Th 11 21°c. 

(2) Volto9e opplied betwff" circuit a..d hot or cold plot• 

SANYO 
SANYO ELECTRIC INC., ELLENVILLE, N.Y. 

SUBSIDIARY OF SANYO ELECTRIC CO., LTD. OSAKA, JAPAM 
MAKERS OF RADIO, TV, STEREO PHONOGRAPH, ROOM AIR CONDITIONER, 
REFRIGERATOR, WASHING MACHINE, SEMICONDUC,TOR, THERMOELEMENT. 
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HELP YOUR POST OFFICE 
TO SERVE YOU BETTER 

BY 

MAILING EARLY IN THE DAY 
NATIONWIDE IMPROVED MAIL SERVICE 

PROGRAM 
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ultra-high 
• • prec1s1on 

capacitors 
Southern Electronics high-precision 
capacitors are demonstrating their proven 
reliability today in twelve different 
missiles, analog computers, and many radar 
and communications applications. 
SEC high-precision capacitors utilize 
polystyrene, providing .01 % tolerances, and 
mylar and teflon to meet .5 % 
requirements. They show excellent stability 
characteristics over an extended 
temperature range, and tolerances are 
unaffected even at extreme high altitudes. 
The unusual accuracy, stability and 
reliability of SEC capacitors are the result of 
engineering experience concentrated 
on the design and manufacture of precision 
capacitors only, plus rigid quality control 
standards subjecting each capacitor 
to seven inspections during manufacture, 
plus final inspection. 
Our engineering experience enables us to 
meet your size requirements, while 
holding to exact capacitance and tolerance 
specifications. 
SEC capacitors are manufactured in a 
wide range of capacitance to meet your 
needs from 100 mmfd. to any higher value, 
and meet or exceed the most rigid MIL-SPECS. 

Write today for detailed 
technical data and general 
catalog. 

----------· I I 
1 SOUTHERN 1 

: ELECTRONICS: 
: Wo~o-ial«m .: 
I 150 WEST CYPRESS AVENUE I 
I BURBANK, CALIFORNIA I 

·--------------· 

all manufacturing operations, and 
for quality control at the Fullerton 
facilities. 

American Electronics produces 
electronic systems and components 
for the aerospace industry. 

MCL Moves to 
New Plant 

AFTER 13 months of operation, 
Microwave Cavity Laboratories, 
Inc., has moved to a new plant in 
LaGrange, Ill. 

The 10,000-square foot building 
which is three times larger than the 
original plant, completely houses 
the general offices, engineering and 
manufacturing. The new facilities 
include provision for further ex
pansion up to 30,000 square feet. 

William Wells Joins 
Perkin-Elmer 

WILLIAM F. WELLS has joined the 
Perkin-Elmer Corp., Norw a 1 k, 
Conn., as general manager of its 
Electro-Optical division west coast 
operations. 

Wells was executive vice presi
dent and general manager of Mid
western Instruments, Tulsa, Okla., 
before accepting the new position. 
Previously he was with General 
Electric Co. for 16 years in a va
riety of engineering, manufactur
ing and managerial positions. 

Servonic Instruments 
Building Addition 

SERVONIC INSTRUMENTS, INC., Costa 
Mesa, Calif., has under construc
tion a 10,000 square foot facility. 
This addition will house research 
and development, prototype produc-
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RA 
small signal 

"h 11 parameters 

Write for information about indus
try's most complete line of stand
ard and custom designed instru
ments for semiconductor testing. 

DYNATRAN 

178 HERRICKS ROAD 
MINEOLA, NEW YORK 

P:toneer 1-4141 
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• SCAN CONVERSION 
• FLICKERLESS 

DISPLAY STORE 
• VIDEO STORAGE 

RECORDING STORAGE TUBE SYSTEMS 
Single-gun, dual-gun , multi-tube 
systems to convert scan for radar, 
sonar, television, and to perform 
analog processing, data analysis, 
contract or expand time scale, 
auto correlation. 

• SLOWED TELEVISION 
TRANSMISSION 
by telephone line or other narrow
band systems. 

• IMAGE ENGINEERING 
OPTICAL CHART READERS, FLY· 
ING SPOT SCANNERS, LOW·LIGHT· 
LEVEL CAMERAS, and IMAGE 
RECTIFICATION. Automatic inspec
tion and recognition of size, shape, 
color, and texture. 

~ ~rite or call for 
'~"\... ~ omplete information: 

g INSTRUMENTS, Inc. 

2300 Washington Street 

0 Newton 62, Massachusetts 
617 WOodward 9-8440 --~ 
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FREE TO 
COMPANY 
OFFICIALS 

LOOKING FOR 
ANEW 

PLANT SITE 

.A TABLE OF CONTENTS 

• SUBJECT PAGES 

Introduction . . . . . . . . . . . . 1 
Growth Trends . . . . . . . . . . 2·3 
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Financial . . . . . . . . . . . . . . 23 
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Community Facilities . . . . . 45·73 
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TAILOR-MADE. This confidential re· 
port is not taken off the shelf. It will 
be prepared specifically for you, based 
on the requirements for yournew plant 
as you give them to us. Send these re· 
quirements on your business letterhead 
to Commissioner Keith S. McHugh, 
N. Y. State Dept. of Commerce, Room 
232K, 112 State St., Albany 7, N.Y. 

v'~.J~ 
Keith S. McHugh, Commissioner 

New York State Department of Commerce 
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tion and the environmental test lab
oratory. Scheduled for completion 
on or about March 1, it will bring 
the total company plant area to over 
35,000 square feet. 

According to Patrick S. Chase, 
president of Servonic, this addition 
plus its equipment will represent an 
investment of almost $250,000. 

Primary products of Servonic In
struments, Inc., are pressure trans
ducers, pressure switches and recti
linear potentiometers. 

PEOPLE IN BRIEF 

Lendon E. Flener, previously with 
Frank Industries, named director 
of mfg. for Tracerlab div. of Lab
oratory For Electronics, Inc. 
Ashley A. Farrar, v-p and g-m of 
Pickard & Burns, Inc., elected to 
board of directors. Ben Trivelli 
leaves Airtron to become mgr. of 
engineering at Microtech, Inc. Don 
Cinalia promoted to mgr. of the 
Industrial Products div. of J e1~rold 
Electronics Corp. Sumner S. Aver
ett and Victor Brociner advanced 
to mgr. of engineering and mgr. of 
research, respectively, at Univer
s ity Loudspeakers, div. of Ling
Temco-Vought, Inc. Robert B. Yea
ton moves up to supervisor of the 
electronic laboratory at Superior 
Tube Co. Sperry Rand ups Robert 
W. Jagoe to mgr. of its new In
frared/Optics / Laser Group. Harold 
Treece elevated to div. mgr. of the 
Electro-Ceramics div . of Auto
mat ion Industries, Inc. Robert N. 
Palmer, from Sylvania to Varian 
Associates as a senior engineering 
mgr. Ralph A. Galbraith, exec v-p 
of the Syracuse University Re
search Corp., elected to the board 
of directors of the Crouse-Hinds 
Co. Jack Wilkeyson, ex-Western 
Electric, named mgr. of the high 
reliability crystal group at Mon
itor Products Co. Andrew J. 
Unetic, v-p and g-m of Bourns In
strument div., elected to the board 
of directors of Kinetics Corp. 
George V. Woodrow, Jr., ad
vances to director, research and 
engineering for LFE Electronics. 
C. Gunnar Svala moves up to the 
new post of technical director, 
North Electric Co. 

. for mobile radio, dictating 

systems, carrier, microwave 

and other applications. 

Illustrated are lightweight models 
No. 33 and No. 35. Both incorporate 
push-to-talk switches and high-gain 
receivers and transmitters . These 
Stromberg-Carlson handsets meet a 
great variety of needs in a broad 
range of industrial applications. 

No. 33 lightweight handset is fur
nished with a rocker bar switch. 

No. 35 comes with a button switch, 
or with both the button and rocker 
bar switches. 

Get technical data on these and 
other handsets from our Industrial 
Sales Department. 

STROMBERG-CARLSON 
A O•V•5'0N OF GENERAL. OVNAMICS 

114 CARLSON ROAD • ROCHESTER 3, N. Y. 
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JMEEML~ QUALIFICATION FPRM 
FOR POSITIONS AVAILABLE· 

' . ~ ·'"" ,. 

ATTENTION: COMPANY SEE PAGE KEY # 

ENGINEERS, SCIENTISTS, PHYSICISTS 
This Qualiflcation Form is designed to help you advance in the elec

tronics industry. It is unique and compad. DHigned with the assistance 

of professional personnel management, it isolates specific experience 

in electronics and deals only in essential background information. 

The advertisers listed here are Heking profenional experience. Fill in 

the Qualiflcation Form below. 

STRICTLY CONFIDENTIAL 
Your Qualiflcation farm will be handled as "Strictly Cantldential" by 

ELECTRONICS. Our proce11in11 system is such that your form will be 

forwarded within 24 hours to the proper executives in the companies 

you select. You will be contacted at your home by the interested 

compani ... 

WHAT TO DO 
1. Review the positions in the advertiHmenh. 

2. Seled thoH for which you qualify. 

3. Notice the key numbers. 

4. Circle the corresponding key number below the Qualiflcation Form. 

5. Fill out the form completely. Please print clearly. 

ACF INDUSTRIES INC 
Albuquerque Division 
Albuquerque, New Mexico 

ATOMIC PERSONNEL INC., 
Philadelphia, Penna. 

BELL AHOSYSTEMS CO ., 
D;v. of B•ll Aerospace Corporation 
A Textron Company 
Buffalo, N. Y. 

FMA, INC ., 
El Segundo , Calif . 

GENERAL DYNAMICS/ELECTRONICS 
Rochester, N. Y. 

GENERAL ELECTRIC COMPANY 
TV Receiver Department 
Syracuse, N. Y. 

HONEYWELL 
St. Petersburg , Fla . 

INTERNATIONAL BUSINESS MACHINES CORP. 
New York, N. Y. 

LOCKHEED CALIFORNIA COMPANY 
Burbank , California 

LOCKHEED MISSILES & SPACE CO,. 
Div. of Aircraft Corp. 
Sunnyvale, California 

MOTOROLA INC., 
Semiconductor Products Div., 
Phoenix, Arizona 

NORTHROP CORPORATION 
Beverly Hills, California 

PERSPECTIVE 
Needham, Mass. 

131 

126• 2 

126' 3 

131 4 

124• 5 

124• 6 

114• 7 

125• 8 

103' 9 

92• 10 

121• 11 

119• 12 

131 13 

6 . Mail to: Classified Advertising Div., ELECTRONICS, Box 12, New 

York 36, N. Y. (No charge, of course) . (Continued on opposite page) 

------------------ ----------------(cut here) electronics WEEKLY QUALIFICATION FORM FOR POSITIONS AVAILABLE (cut here) 

(Please type or print clearly. Necessary for reproduction.) 

Personal Background Education 
NAME PROFESSIONAL DEGREE(S) ......................... ...... . 

HOME ADDRESS •.•••••••••••.••...•.•.. • •.•• ••••••••• •. MAJOR(S) . . . . . .....••....•.••.•.••••••••••••••••••••• • 
UNIVERSITY ........•• •. ........•...•••••••••••• • ••• • •• 

DATE(S) . . ... ... . ...•....••••••..••.•.••.•.•••• • • • • • • • • 

CITY ....••....•.•••••••• ZONE ..... . . STAn .....•..• . . • . 
HOME RLEPHONE ...•...• • ..... • ....... . ..•• • •••• • ••... 

FIELDS OF EXPERIENCE (Please Check) 21563 

0Aer..,ace 

OA11hllHI 

0Asw 

0 Circultl 

0 Commualcatt .. 1 

Ocomp .. 11111 

0 C0111puhn 

0ECM 

0 Electre11 T•IM• 

0 EnglnHrln9 Wrltl119 

0 Fire Co11trel 

0 Human Factor• 

0 Infrared 

0 l111trum1ntatle11 

0 M1dlcl111 

0MlcrowaY1 

0 Nnlgatl .. 

0 Operations R11earc• 

Ooptic1 

0 Packaging 

D Radar 

0 Radio--TV 

0 Slmulaten 

0 Solld State 

0 T1l1••try 

0Tranlf1rwen 

00ther ........ . ... . 

0 .................. . 
0 .................. . 
0 .................. . 

CATEGORY OF SPECIALIZATION 
Please indicate number af month1 

experience on proper line1. 

RESEARCH (pure, 
fundamental, •allc) 

RESEARCH 
(Appll1d) 
SYSTEMS 
(New Conc1pt1) 
DEVELOPMENT 
(Model) 
DESIGN 
(Product) 
MANUFACTURINI 
(Product) 
FIELD 
(Senlc1) 
SALES 
(Proposals & Producfl) 

Technlul Su,erwisory 
111,eriHtl l•••rl1nc1 
(Month1) (MHtllt) 

••••••I 

CIRCLE KEY NUMBERS OF ABOVE COMPANIES' POSITIONS THAT INTEREST YOU 
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 
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SUPERVISORY 
POSITIONS 

in the Southwest with Albuquerque Division 

ACF INDUSTRIES, INC. 
A prime contractor for the Atomic Energy 

Commission 

SENIOR 
ELECTRONICS ENGINEER 

To be responsible for maintenance of 
all electronic equipment in the plant, 
which includes electronic tape con
trolled machine tool equipment, gag 
ing equipment, and production process
ing equipment. BSEE with five yeors 
experience required. 

ELECTRONICS ENGINEER 
To supervise hourly electronic techni
cians engaged in maintenance of above 
mentioned equipment. BSEE with two 
years experience required. 

So/ory will be commensurate with training 
and experience. Relocation costs paid. U. S . 
citizenship required. 

Mail resume to: 
General Supervisor, Professional Re. 

cruiting 
Albuquerque Division, ACF Industries, 

Inc. 
P. 0 . Box 1666, Albuquerque, New Mexico 

"ACF IS AN EQUAL OPPORTUNITY EMPLOYER" 

FREE TRIP IEEE (IRE) SHOW 
NEW YORK CITY MARCH 25-28TH 

Scientists and Engineers you can have an all 
expense paid trip and confirmed selected inter
views with national electronic companies If you 
qualify. Requirements: BS , MS. or PhD and one 
year experience. Opportunities available in: Re· 
search - Design - Development-Sales-Marketing 
-Applications. 
Air Mail Resume in Complete Confldence-No 
Obligation 
Write or Call Collect Dept. E for Full Details 

Boston (617) 444-7113 
Alan Glou-Technical/Scient iflc 

Sid H opner-Sales/ M arketi nu 

PERSPECTIVE 
A PROFESSIONAL PLACEMENT ORGANIZA 
TION SERVING SCIENTISTS & ENGINEERS 
TEN KEARNEY ROAD, NEEDHAM, MASS . 
Highland Ave ., Exit #56W Off Rte. 128-Marr Bldg. 

electronics 
WEEKLY QUALIFICATIONS FORM 

FOR POSITIONS AVAILABLE 

(Continued from opposite page) 

PHILCO WESTERN DEVELOPMENT 
LABS., 

Palo Alto, California 

POTTER INSTRUMENT CO., INC. 
Pl;inview, N. Y. 

SCOIE PROFESSIONAL PLACEMENT 
CENTER 

Waltham, Mass. 

SPACE TECHNOLOGY LABORATORIES, 

122* 

126* 

INC. 29 
Sub. of Thompson Ramo Wooldridge Inc. 
Redondo Beach, California 

14 

15 

16 

17 

'* These advertisements appeared in the Feb. 8th 
issue. 

February 15, 1963 

this spells op·por•tu·ni·ty 

L 

for an imaginative 

electronic engineer 

At FMA we use advanced electro 
optical scanning techniques to read 
information recorded on film. Some
times the information is spelled out in 
machine-readable code; sometimes the 
information is a photograph. 
Using a special purpose computer to 
control the scanning system, we read 
the information optically, then feed the 
results back into the computer for 
processing, achieving, in effect, a 
sampled data system. With these tech
niques we can do many technically 
interesting things - such as enhancing 
photography, recognizing patterns, or 
automatically retrieving information. 
\Ve're looking for an elech·onic engi
neer with hardware and systems 
experience who can put these and 
related techniques to imaginative use 
in advanced electro-optical equipment. 
It's an opportunity for you to play an 
important role in a company which is 
growing rapidly because of its signifi
cant technical accomplishments. 
Because of our continuing require
ments, your resume will always receive 
prompt and confidential attention. 

Write to: Mr. C. J. Blades 
FMA, Inc. 142 Nevada Street 
El Segundo, California 

AN EQUAL OPPORTUNITY EM PLOY ER 

When you think of inForMAtion think of FMA 

SELLING OPPORTUNITY AVAllABLE 

Representatives wanted; calllng on Orlglnal 
Equipment Manufacturers, edge lighted panels 
(Mil-P-77 SSA) pioneers in white lighting. 
Exclusive territory, New England , Middle At· 
!antic, South East, Mid West. RW-1554, 
Electronics, Classified Adv. Div., PO Box 12, 
New York 36, N. Y. 

DISPLAYED RATE 
The advertising rate Is $27. 75 per Inch for all 
advertising appearing on other than & contract 
basis. Contract rates quoted on request. An AD-
VERTISING INCH Is measured % Inch vertically 
on one column, 3 columns-30 inches-to a pa.ge. 
EQUIPMENT WANTBD or FOR SALE ADVER
TISEMENTS acceptable only In Displayed Style. 

UNDISPLAYED RATE 
$2. 70 a. line. minimum 3 lines. To figure ad,,ance 
payment count 5 average words as a line. 
UOX NUMBERS count as one line additional In 
undisplayed ads. 

want 
to sell 

electronic 
equipment __ _ 

FAST? 

CIRCLE 950 ON READER SERVICE CARD 

PUBLICITY 
for INDUSTRIAL COMPONENTS, 

ELECTRICAL & ELECTRONIC PRODUCTS 
Sales-stimulating Inquiries provided quickly at 
reasonable cost. Individual projects or continuing 
basis. Inquiries invited. 

ENGINEERING INFORMATION SERVICES 
P. 0 . Box 654 Mamaroneck, N. Y. 

CIRCLE 951 ON READER SERVICE CARD 

FOR RESEARCH - DEVELOPMENT 
& EXPERIMENTAL WORK 

Over 10.000 different electronlc parts: wave
aulde. radar components and parts, test aets, 
pulaen, antennas. pulse xmfn. maanetrons. 
IF and pulse ampllften. dynamoton, 400 cycle 
xmfrs, 584 ant. pedestals. etc. 
~RIC•S AT A FRACTION OF' ORIGINAL COST ! 

COMMUNICATIONS EQUIP CO. 
343 CANAL ST., N. Y. 13, WO 6-4045 

CHAS. ROSEN !Fomerly at 131 Liberty St .) 

CIRCLE 952 ON READER SERVICE CARD 

i\utiqur 
TELEPHONES 

As Is complete, dceorntlve purpose 

l ~§:88 · E":t~r~~gd1~fd~r/ 7 .1;J~r·t~~~g 
circuit o nly . Write for C'Omp l C?tc li s t. 
All shipments FOB, Simpson, Pa. 

TELEPHONE ENGINEERING CO . 
Dept. E·2153, Simpson, Pa. 

CIRCLE 953 ON READER SERVICE CARD 

CIRCLE 954 ON READER SERVICE CARD 
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McORA W-HILL 

E~ Nc:tii 
TUNNEL-DIODE AND 

SEMICONDUCTOR CIRCUITS 

j 
j 

J 

Just. Out. Practical treatment of the theory 
and application of sernicond ucto r d eviees 
other than conventional trans is tors and 
diodes. Gives thorough, eight-chapte r cove r
age of tunnel diodes. Other important sub
j ec ts are semiconductor circuits applied to 
microminiaturlzation of electronic cq ulpme nt, 
parametric amplifiers and voltage-1•u rinble 
capacito r s, four-layer diodes. s ili co n -con
trolled rectifiers, and unijunction transistors. 
Practical circuits are given, with compone n t 
values. By J. M. Carroll, Electro nh·s. 384 
pp., 11% x 11. Illus., $9.75 

DIGITAL COMPUTER PRINCIPLES 

Just Out. Bridges the gap between highly 
specia lized treatments and ovPr -simpllfied 
approaches, giving detailed covernge of 
all aspects of digital computer~ - log-i e 
and language, pulse technique~. eirr-11ltr.v. 
and organization. Actual circuits now In 
use are described in d etail at the t<'c hnieal 
le1·el. Shows how the basic computer e le
ments are grouped to form thC' co mputr-r 's 
functional units; describes data flow tw
tween units; discusses programming tech 
niques; and lays the technical groundwork 
for a so lid understanding of more advanced 
eomputer systems. By B urroughs Cori>. Stnlf. 
507 pp., 332 mus., $10.95 

INTEGRALS OF BESSEL FUNCTIONS 

Just Out. Provides research workers , math
ematicians, and scientists with lnformutio.n 
on the evaluation of definite and indefinite 
integrals Involving Bessel functions . Give• 
full treatment to generalized hype rgeo m et ri c 
functions , then many useful representations 
of Bessel function s and their integral •. by 
spec ialization pf parameters. By Y . 1 .. Luke, 
Midwest Res. Inst. 409 pp., $12.50 

Ideal for 
staff 

d istribution 

HOW ANYONE 
WHO SUPERVISES 

can be helped to do a be tte r job 
Practical guide for managers, supervisors. 
and foremen. Gives how-to pointers used 
successfully by hundreds of companies. 
Covers many front-line problems in train
ing and handling people and union rela
tions . F ro nt-line Management by J . M . 
Black & G. B. Ford. 292 pp., S6.9S 
• For wholesale prices on quantities for your 
key personnel . write o r phone John Stock
well . McGraw-Hill Book Co. 112-L04-JOOO 

10 DAYS' FREE EXAMINATION 
DIRECT FROM PUBLISHER 

McGraw-Hill Book Co., Dept. l -2-15 
327 W. 41st St., New York 36, N. Y. 
Send me book(s) (· tw•ckt>d lJelow for 111 Ll<t.h' 1·\a111 -
ination on app1·0Ht.l. In 10 da..\·s I \\ill rn111it f{lr 
book(s) I keep, plus fe\i' cpn fs for <lt· lh t·r~ 1·n.,.t-.,. 
and return unwanted book(s} 1>rndpntd. (Wt• on~· 
delh'en· costs if rou rt>111i 1 with thi" "'"1111111 ..;;11111· 
return vrh•llege.) 
D Carroll-Tunnel.diode & Semicond. Circs . . 

$9. 75 
O Burroughs- Digital Computer Prin .. $ 10.fl.-, 
O Luk~lntearals of Bessel Fune .. $12 .. iO 
D Black & Ford- Front·line Mgt .. lifi.95 
O Send me information on wholesale v ril'i'"' 

for .... oopies of Black & Ford- Front.line Mat. 

Na.me .... • 

Address .•.... . ...... . ..... . 

City .. . ........... . .... Zone.. Stat~ .. 

Company ... . . .. . ......... . .... . 

Position . .. ....... . . 
For price and terms outside U.S. 
write MoGraw-Hi ll lnt'I., N.Y.C. L-2- 15 

-----------------~ 
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INDEX TO ADVERTISERS 

• 
Audited Paid Circulation 

AMP Incorporated 
Capltron Div . . . . . . . .. . . . . . . . . . . . . . 73 

Ampex Corporation . . . . . . . . . . . . . . . . . 24 

• Amphenol·Borg Electronics Corp. 
Connector Division .........•... 34, 35 

• Arco Electronics Inc............ . . . . . . 76 

Atohm Electronics lll 

• Automatic M etal Products Corp....... 28 

Bausch & Lomb, Inc..... .. .. ... ..... . 92 

Boesch Mfg. Div. 
Waltham Precision Instrument Co. 
Inc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 98 

Bristol Company, The.............. .. 84 

• Brush Instruments, 
Div. of Clevlte Corp ..• .••• •• • . 3rd Cover 

CTS of Berne 
Sub. of CTS Corp ...... •.• .••.... . .. 109 

Camblock Div. 
Waltham Precision Intrument Co., 
Inc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32 

Cambridge Thermionic Corp.... . .... . 21 

Ctnch-Graphlk 
Div. ot United-Carr Corp... .... .... 17 

Collins Radio Co.. .. ................. 79 

Coors Porcelain, Co.................. . 25 

• Coto-Coil Co., Inc.... ........ ..... ... 42 

Data-Contro l Systems, Tnc .. ...... _... 37 

• Daystrom Incorporated 
Pote ntiometer Div . . . . . . . . . . . . . . . . . 43 

De l time 
~ub. of Sealec tro Corp ..... .. ...... 108 

Despatc h Oven Co. . . . . . . . . . . . . . . . . . . 99 

Deuts(•h Electronic C'omponenls . .. .... 77 

duPont de Nemours & Co .. Inc. E. I. 87 

Dynatran Electronics Corp .. . .. 12 8 

• Eastman K odak Co...... . . . . . . . . • . . . 14 

Edwards High Vacuum Tne.... 16 

E·H Research Laboratories Inc. 33 

• Eisler Engineer ing Co .. Inc.. 85 

Elasco, Tnc. 

E leclro Tnslruments Inc. 

Electro Powerpacs. ln c-. .. 

Electro Products Laboratories. 

116 

40 

96 

99 

• Electronic Instrument Co .• Inc. (EICO) 114 

Electronic Memories Inc. . ...•..•.••• 115 

Electronic Modules Corp.............. 88 

Fairchild Stratos ....... ...•.... . . ... 81 

• Frontier Electronics Div. 
International Resistance Co ....•.. .. 104 

Gardner·Denver Company ........... 100 

• General RF Fittings, Inc ...... . _..... 99 

Gener·al Electric Co. 
Semiconductor Products Dept ..... . . 118 

General lnstrun1ent Corp. 
Semiconductor Div. . . . . . . . . . . . . . . . 85 

General Radio Co . .. ... .... . ... 2nd Cover 

Globe Industries Inc. ..... .... .... . . .. 93 

Gudebrocl Bros. Silk Co., Inc...... . . . . 38 

Hamilton Standard, 
Div. oC United Aircraft Corp....... 83 

• Harrison Laboratories 
Div. of Hewlett Packard...... . ... 95 

Heinemann Electric Co... . . . ..... 42 

Heminway & Bartlett Mfg. Co., The.. 20 

• Hewlett-Packard Company ...... .. 6, 39 

Hyperion Industries Inc ............ 90, 91 

• In1age Instruments. Inc .....•.... . .. .. 128 

• Ind ia n a Genera l Corp ... ............ , . 22 

• Ingersoll Products, 
Dl\"ision of Borg-Warner Corp. , . .. 113 

In tern a t iona l Resistance Co. . ......... 23 

In ternationa l " "i re Products Corp ..... 12~ 

In terstate Electronics Co r p ... 

• J F D Electronics Corp .... . ... ....... 107 

• .Jn pan Pie1:0 El ect ric Co., Ltd ... ... ... 134 

Jerrold Electronics Corp . ..... .. .. .. . 

• Kay Electric Co. . . . . . . . . . . . . . . . . . • . . 75 

Kinney Vacuum 
Div. of N ew York Air Bl'nkc Co .. 41 

• Kyoritsu Elec trical Instruments 
'Vorks, Ltd ............ . . . .. . 85 
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• La.n1bda. E lectro n ics Corp ... . ...• .. •.. 

Levin and Son, Inc., L ouie ..... ,,. ... 20 

L ltteltuse . . . . . . . . . . . . . . . . . . . . . . . . . . . 93 

Machh'1t L nbortories In c., Th e .... . . . 3 1 

Mallory and Co., Inc., P. R . . ...... 10. 11 

Masl<-0 - ~lati c lnc. . . . . . . 120 

Mate1·ials for 81ectronics Co... 123 

MC'Graw- 11 111 Book Co .. . ..... . . . ... . 132 

• McL>'an l~ngineerlng L aborntoriee ... . llti 

.M icro lect ron ... 12G 

M it·ron1cs Corp. of Amer ic'a.. 112 

• Micro $witch 
V idE:iion of ll ont.~ywcll . . . . • . 105 

Jll id lan<l ~lfg . Co . .. .... .. . .. . .... ... . 109 

New York State Dept. of Commerce .. 129 

• Nichicon C:lpacitor Ltd.... . ....... ... 20 

• North Atlantic Industries, Inc......... 78 

Optimized De\'icee Inc.... ............ 82 

oz~llld 
A Div. ul Gen~1·al Aniline & 
Film Corp . . . . . . . . . . . . . . . . . . . . . • . . . 3G 

PaKtron 
Div. of Illinois Tool Worl<s Inc . ... . 117 

• Polter I ll!5trumenl Co., In c...... . .... . 19 

• Radio Corpora.lion of America .. 4Lh Cover 

• Republic Poi! Inc ... 119 

• Ht•sista.nce Products Co .... . . . ....... . 121 

• Hochar Elet._.tronique ..... ...... . .. . 27 

Ross Co., :\l illon .. . ... ...... ..... .. .. 110 

Sanders A~sociates. I nc .... ....• ... . .. 125 

San l<:li:-:ha Co., Ltd. 123 

• Sanyo 1;:1 ectric Inc . . . 127 

Servomtchnnisms 1nc. 
Mechau·oI Dlv ..... . ..•....... . .... 120 

Sie1n~ns America In c ... .• . ... 101, 102, 103 

Signelics Co rp. . . . .............. .. .. . 13 

Silicon ix In c . . .. .. . . . 44 

• Soulhern Ele<.:tronic:s Corp. . .. 128 

Space Technology Laboratories, Jnc.. 29 

Rprague Eh'ctri<' Co .. .. ........... . 

Stackpole Carbon Co.. . . . . . . . . . . . . • . 15 

St ro1n berg-Cad.son 
D\v. of General Dynamics .... . ..... 129 

Sylvani a Ele<' lric Producls, lnc. 
Semiconductor Div. . . . . . . . . . . . . . . . . 89 

• Tech Laboratories, Inc ............... 126 

Telrex L:lboratori('s . . . . . . . . . . . . . . . . . 42 
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• Tempo Instrument, I nc.......... . .... 97 

'rexae Instruments IncoJ"porated 
lnduetrial P r oducte Group. ... . . . ..... 80 

Thermal American Fused Q uartz Co., 
lnc. . ..... . ..... . ........... .. .... 133 

• Toyo Electronics Ind. Corp .......•••• 123 

Van Keuren Co., Tbe ..... ........... . 122 

• Wind Turb ine Company •••••••••••••• 114 

• 

CLASSIFIED ADVERTISING 

F. J. Eberle, Business Mgr. 

EMPLOYMENT OPPORTUNITIES .... 131 

SPECIAL SERVICES ...•.... ..... ..... 131 

EQUIPMENT 

(Used o r Surplus New) 

For Sale ... 131 

INDl'X T O C LASSIFIED ADVERTISERS 

ACF lntluslries ln<'. . ... . .. 13 1 

• Co111mun1cntions Equipment Co.. 13 1 

Eng-int.'ering Informat io n Sen·1ces. 131 

F~IA, I nc . .. 

Man-iha ll Adv .. Co., lnc., Hilro Jd. 

Peri-::JH."C·t i\'e 

13 1 

131 

131 

• H:ulio R~~st>arch lni-;trument C'o .... .. .. 13 1 

• T(!JCJ1hone Engineering Co .. ..• ..•..•. 131 

• 

• See advertisement in the July 25, 1962 issue 

of Electronics Buyers' Guide for complete line of 

products or services. 

This Index and our Reader Service Numbers are pub. 
lished as a service. Every precaution is taken to make 
them accurate, but electronics assumes no reaponai .. 
bilities for errors or omissions. 

For experimental gaseous optical 
maser (laser) applications. Pre
cision bore stock size tubes are 
ready for filling complete with 
graded seals to Pyrex or Kovar and 
quartz windows in half, quarter and 
tenth wave flatness - transmis
sion from U.V. through l.R. Vitreosil 
permits high bake-out tempera
tures, does not contaminate gases 
and maintains dimensional stabil
ity over a wide temperature range. 
Write for details. 

-

THERMAL AMERICAN 
FUSED QUARTZ CO 

RT 202 & CHANGE BRIDGE RD 
MONTVILLE , NEW JERSEY 

13 
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Acoustical Components 
. of Superior Quality 

JAPAN PIEZO supplies 80% of 
Japan's crystal product require
ments. 

STEREO CARTRIDGE 
Crystal - "PIEZO" Y -130 

X'TAL STEREO CARTRIDGE 
At 20°C, response: 50 to 10,000 c/s 
with a separation of 16.5 db. 0.6 V 
output at 50 mm/sec. Tracking 
force : 6± l gm. Compliance: 1.5 x 
J0-6 cm/dyne. Termination : 1 MO 
+150 pF. 
Write for detailed catalog on our 
complete line of acoustical products 
including pickups, microphones, 
record ·players, phonograph motors 
and many associated products. 

JAPAN PIEZO 
ELEaRIC CO., LTD. 
Komi-renjoku, Mitoko, Tokyo, Jopon 

134 CIRCLE 134 ON READER SERVICE CARD 

electronics 

Audlt Bureau 
Of Ctreulatton• 

• 
AHOClated BOltn ... 

PUbltoaUou 

'.Audited Paid Circulation 

JAMES T. HAUPTLI 

Advertising SalH Manager 

R. S. QUINT: 
Assistant Publlaher Buyers' 
Guide and Bualneaa Manager 

DAVID CUNNIFF: 
Promotion Manager 

II. ANELLO: 
Market Services Manager 

RICHARD J. TOMLINSON: 
Production Manager 

GEORGE E. POMEROY: 
Clauified Manager 

HUGH J. QUINN: 
Circulation Manager 

ADVERTISING REPRESENTATIVES 

ATLANTA (9): LOS ANGELES (17): 
Michael H. Miiiar, Robert C. Johnson 
1375 PaachtrH St. N.E., Trinity 5-0523 

(area code 40-4) 

Peter S. Carberry, Ashley P. Hartman, 
W. C. Gries 
1125 W. 6th St., Huntley 2-5-450 

(area code 213) BOSTON (16): 
William S. Hodgkinson, Donald R. Furth 
McGraw-Hiii Building, Copley Square, 
Congreaa 2-1160 (area code 617) 

NEW YORK (36) : 
Donald H. Miller. Henry M. Shaw, 
George F. Werner 
500 Fifth Avenue, L0--4-3000 

CHICAGO (11): 
Harvey W. Wernecke, Robert M. Denmead 
6-4.5 North Michigan Avenue, Mohawk -4-.5800 

(area code 312) 
CLEVELAND (13): 

(area code 212) 
PHILADELPHIA (3): 

Warren H. Gardner. William J . Boyle 
6 Penn Center Plaza, LOc.ust 8--4330 

(area code 215) 
Paul T. Fegley 
.5.5 Public Square, Superior 1-7000 SAN FRANCISCO (11): 

(area code 216) R. C. Alcorn 
DALLAS (1): 

Frank Le Beau 
The Vaughn Bldg., 1712 Commerce St. 
Riverside 7-9721 (area code 21-4) 

2.5.5 California Street, Douglas 2·"600 
(area code -415) 

LONDON Wl : 
Edwin S. Murphy Jr. 
3-4 Dover St. DENVER (2); 

J . W. Patten 
Tower Bldg., 1700 Broadway, 
Alpine 5-2981 (area code 303) 

HOUSTON (25): 
Joseph C. Page, Jr. 
Prudential Bldg., Halcombe Blvd., 
Riverside 8-1280 (area code 713) 

FRANKFURT/ Main: 
Matthee Herfurth 
85 Westendstraue 

GENEVA: 
Michael R. Zeynel 
2 Place du Port 

"Headquarters for Business Information" 

McGraw-Hill Technical and Business Publications 
Amerle1n Machinist/ Met1l

working M1nuhcturlng 
Aviation Week and Spice 

Technology 
Business Week 
Chemical Engineering 
Chemical Week 
Coal Age 
Construction Methods 1nd 

Equipment 
Construction D1ily 
Control Engineering 
Electrical Construction 

ind Maintenance 
Electriul Merch1ndlslng WHk 
Electrical Newsletter 
Electrlul West 

Electrical WholeS11ing 
Electrical World 
Electronics 
Engineering Digest 
Engineering end Mining Journ1I 
E & MJ Metal ind Mlner1I 

Markets 
Engineering News-Record 
Factory 
Fleet Owner 
Industrial Distribution 
National Petroleum News 
Nucleonics 
Nucleonics Week 
Platt's Oilgram News 
Pl1tl's Ollgr1m Price Service 
Power 

Product Engineerint 
Purch1Sing Week 
Science Week 
Textile World 

Overseas only : 
Automobile International 

(English, Spanish) 
lngenieri1 Internacional 

Construction (Spanish) 
International Management 

(English, Spanish 
Portu1uese editions) 

Metalworking Production 
(Great Britain) 

Available by subscription only - to qualified persons actively engaged in the field of the publi

cation. For subscription rates and information describing the editorial coverage of any af the 

above publications, write to: Subscription Manager, Circulation Department, McGraw-Hill Pub

lishing Company, 330 West 42nd Street, New Yorlc: 36, N . Y. 
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BRUSH INSTRUMENTS 
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BRUSH INSTR U MENTS 

it pays 
to use 
Engineered 
chart paper 
Engineered details make the difference in chart paper. And only Brush chart paper 
s engineered as an integral part of the rigid specifications for today's Recording 

Systems. Imitation papers cannot match the special processing of paper surface to 
minimize pen friction; the unusual dimensional stability and tensile strength; the 
perfect alignment attained by winding and then rewinding the rolls ; the carefully 
controlled printing conditions. Eliminate chance- specify Brush and you'll know 
your records will be accurate, permanent, easily read and reproduced . Stocks 

,-------

available from branches and sales representatives throughout the U . S. and Canada. Write for 
samples of actual tracings on Brush Chart Paper. Ask for "Brush Engineered Recording Supplies". 

INSTRU M ENTS 
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HERE NOW IN QUANTITY! 

HIGH-PERFORMANCE, RELIABILITY-PROVED, TRIPLE DIFFUSED SILICON 
2N2102 AND 2N2270 NOW AVAILABLE AT ECONOMY PRICES 

RCA now announces new economy prices on the 2N2102, the 
"universal" triple-diffused planar silicon transistor designed for 
widest possible application in military and industrial equipment. 
It can replace up to 40% of all silicon transistors now on the 
market and will cover a vast majority of your Small-Signal and 
Medium-Power Applications. 

The RCA 2N2102 features high switching speed, high pulsed 
beta (hFE) at 10 = 1 amp, and controlled beta from I0 = lOµa 
to 1 ampere. It has high breakdown-voltage ratings, high dissipa
tion ratings, low saturation voltages and low output capacitances. 

RCA 2N2270, economy version of the RCA 2N2102, offers 
many of the features of the 2N2102 at substantial savings. 

Call your RCA Representative today or write RCA Semicon
ductor and Materials Division, Commercial Engineering, Sec
tion IN2-3, Somerville, N.J. 

For Application information on RCA 2N2102, 
write for Application Note SMA-14, " The Design 
of Low-Level and RF Circuits Utilizing the RCA 
2N2102". 

For Reliability data on RCA 2N2102, call your 
local RCA Semiconductor Field Office . Your 
RCA Representative will discuss the latest re 
liability information with you . 

A VAILABLE THROUGH 
YOUR RCA DISTRIBUTOR .. THE MOST TRUSTED NAME IN ELECTRONICS 

CIRCLE 902 ON READER SERVICE CARD 


