






















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































similar for an arbitrary left shift although the offset will be negative. For either a left or 
right shift the integer shift amount should be between 1 and 23. The following is an 
example of a right shift: 

move 
move 
move 
move 
rrpy 

#rshift, rO 
bO,nO 
al,xl 
x: (rO+nO) ,xO 
xO,xl,a 

;Set rO=table base 
;Load shift amount as offset 
;Set data up for shift 
; Lookup shift constant 
;Shift data right 
;Result is shifted into aO 

In this example the 24-bit number to be shifted is in al and the amount of the shift is in 
the LSBs of bO. The base of the right shift lookup table rshift is loaded into rO and the 
amount of the shift is loaded into nO as an offset into the table. The shift constant is found 
by using the Indexed by Offset addressing mode. The table base in rO is not changed so 
the rO does not have to be loaded again for another shift unless rO is used elsewhere. To 
accomplish the shift the shift constant is put in xO and the 24-bit number that is to be 
shifted is put in xl. The MPY instruction performs the shift. The result is found in al 
and aO. It is also sign extended into a2. This method is faster than the REP or DO method 
because the actual shift takes only 1 instruction cycle. The only overhead is data 
movement which can often be done in parallel with other operations. The only other extra 
time needed is the 1 extra instruction cycle required by the Indexed by Offset mode. 

An example of a left shift is the following: 

move #lshift, rO 
neg b al,xl 

move bO,nO 
move x: (rO+nO) ,xO 
rrpy xO,xl,a 

;Set rO=table base 
;Find negative shift amount, 
; set data up for shift 
;Load s.a. as negative offset 
;Lookup shift constant 
; Shift data left 
;Result is shifted into al 

This example is very similar to the right shift except a negative offset is used. Since the 
Indexed by Offset mode can only use a positive offset the shift amount is negated before it 
is loaded as an offset. Again the result is found in aO and al and is sign extended into a2. 
The left shift requires the same amount of data movement as the right shift but also needs 
an extra ALU operation to negate the shift amount. In the example shown the execution 
time is the same as the right shift. 

This technique is used in the ADPCM code in several forms. The shift table is in Y 
memory and uses the labels RSHFT and LSHFT. In some cases the table is address like 
the above examples but using register r5 as the pointer. In other cases where the 
immediate short addressing mode can be used the table is addressed using this mode 
instead of the address pointer. In addition, some shift constants are addressed as 
immediate operands in the instruction word. In all cases though the actual shift is 
performed in the same manner as the above examples. 
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5.4 - Performance Specifications 

The memory usage of the DSP56001 ADPCM source code is shown in Fig. 5-9. The 
program uses only internal X and Y memory so no external data memory is required. 
External program memory is required however. As noted previously, the algorithm must 
have zero-wait state RAM for a 27 MHz DSP56001 in order to run in real-time. 

Fig. 5-10 shows the order of execution of the routines and the worst-case processing time 
in instruction cycles for each routine. A routine is defined as the code between 
commented sections even though some processing for that function may not be included 
in this code. Note that an instruction cycle (!cycle) is defined as two clock cycles on the 
DSP56001. For a 27 MHz DSP56001 an instruction cycle is 74 ns. Sampling at a rate of 8 
kHz gives 125 microseconds to do both an encode and a decode. This translates into 1719 
instruction cycles on 27.5 MHz DSP56001. The worst-case calculations in Fig. 5-10 
indicate a total of 1719 instruction cycles for doing both the encoder and decoder. These 
worst-case times were calculated based on worst-case branches and delays in each 
routine. It has been found, however, that there is very little possibility of the maximum 
delay occuring in all of the routines in the encoder and decoder simultaneously. No 
samples of the CCITT test sequences were observed to generate the worst-case condition. 

It should be noted that the synchronization block in the decoder is not necessary for the 
ADPCM algorithm itself. This includes the routines EXPAND, SUBTA, LOG, SUBTB, 
and SYNC. This block is included for synchronization of multiple PCM/ADPCM/PCM 
conversions on a single channel. If only one PCM/ AD PCM/PCM conversion is used the 
deletion of this block should not significantly affect the output speech quality. In this case 
the worst case execution time will be 1589 instruction cycles. Note that these routines are 
necessary to correctly pass the CCITT test sequences. 

Total Internal External 
-------- --------

Program memory 1230 447 783 
Data memory 222 118 x, 104 y 

*(all values for 24-bit words) 

Fig. 5-9. Memory Usage 
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Encoder 

FMULT (x8) 341 
AC CUM 13 
LIMA 4 
MIX 14 
EXPAND 10 
SUB TA 3 
LOG 22 
SUB TB 3 
QUAN 36 
RECONST 7 
ADDA 3 
ANTI LOG 25 
TRANS 34 
ADDB 8 
ADDC 19 
XOR 
UPB (x8) 76 
UPA2 27 
LIMC 6 
UP Al 12 
LIMO 8 
FLOATA 22 
FLOATB 27 
TONE 5 
TRI GB 13 
FUNCTF 14 
FIL TA 6 
FIL TB 5 
SUB TC 11 
FIL TC 5 
TRI GA 3 
FUNCTW 7 
FILTD 5 
LIMB 4 
FILTE 8 
misc. 4 

TOTAL 810 Icycles 

Decoder 

FMULT (x8) 
AC CUM 
LIMA 
MIX 
RE CONST 
ADDA 
ANTILOG 
TRANS 
ADDB 
ADDC 
XOR 
UPB (x8) 
UPA2 
LIMC 
UPAl 
LIMO 
FLOATA 
FLOATB 
TONE 
TRI GB 
FUNCTF 
FILTA 
FIL TB 
SUB TC 
FIL TC 
TRIGA 
FUNCTW 
FIL TD 
LIMB 
FIL TE 
COMPRESS 
EXPAND 
SUB TA 
LOG 
SUB TB 
SYNC 
misc. 

TOTAL 

341 
13 
4 
14 
13 
3 
25 
34 
8 
19 

76 
27 
6 
12 
8 
22 
27 
5 
13 
14 
6 
5 
11 
5 
3 
7 
5 
4 
9 
33 
10 
3 
22 
3 
80 
7 

897 Icycles 

Fig. 5-10. Code Execution Times (worst case) 
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Appendix A· Terminology 

Several different symbols are used in the DSP56001 assembly code and in this document 
for describing the ADPCM implementation. Most of these symbols are derived from the 
G. 721 specification. The following description may clarify some of these terms. 

The following symbols correspond to the variable types defined in the G.721 specification: 

SM = 
TC 

signed magnitude value 
= two's complement value 
= floating point value FL 

A number preceding one of these symbols shows the number of total bits in a particular 
variable (e.g. 14TC represents a 14-bit two's complement number). The full binary 
representation of each variable, including the location of the radix point, is given in Table 
3 of Recommendation G. 721. 

The contents of registers or memory locations at certain points in the code are detailed bit 
for bit. The terminology used is the following: 

= location of implied radix point 
1 = integer bit 
f = fraction bit 
s = sign bit 
m = mantissa bit 
e = exponent bit 
1 = bit is always 1 
0 = bit is always 0 
x = bit value is unknown 

but is not significant 

An exception to the above is the PCM word where: 

p = sign bit 
s = segment bit 
q = quantization level bit 

Note that when labels are used to refer to variables or program locations in the assembly 
code the suffix "_T" refers to those labels associated with the encoder (transmit) and the 
suffix "_R" refers to those associated with the decoder (receive). 

Example: 

Y = Oiii i.fff ffff ffOO 0000 0000 (13SM) 
Y T DS 1 ;Quantizer scale factor 

This shows the memory allocation for a variable, the scale factor y(k). It is defined as a 13-
bit signed magnitude number with four integer bits and nine fractional bits. The value 
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stored in memory is always stored in the 24-bit format shown above with the implied radix 
point between bits 18 and 19. 

Example: 

Al = Olmm mmmO 0000 0000 0000 0000 (A2=A0=0) 
Bl = 0000 0000 0000 0000 0000 eeee (B2=B0=0) 

At the point where these comments appear in the code the register al always contains a 1 
in bit 22, five other mantissa bits, and all other bits set to 0. Register bl always contains 
four exponent bits in bits 0 through 3 with all other bits set to 0. Registers a0,a2,b0, and b2 
are always set to 0. 
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Appendix F 

Implementing llR/FIR Filters 
With Motorola's DSP56000/DSP56001 
Digital Signal Processors 
INTRODUCTION 

This report considers the design of digital frequency-selective filters which modify the 
frequency content and phase of input signals according to some specification. Two 
classes of frequency-selective digital filters are considered - Infinite Impulse Response 
(IIR) and Finite Impulse Response (FIR) filters. The design proces~ consists of 
determining the coefficients of the IIR or FIR filters which r~sul, ~; ;Q th~ ·:.:sired 
magnitude and phase response being closely approximated. 

The purpose of this report is therefore two-fold: 
(I) To provide some intuitive insight into digital filters, in particular how the 
coefficients are calculated in the digital domain so that a desired frequency response is 
obtained and; 
(2) To show how to implement both classes of digital filters (IIR and FIR) on the 
DSP56001 digital signal processor. 

It is assumed that most readers are analog designers learning Digital Signal Processing 
(DSP). The approach used reflects this assumption in that digital filters are initially 
presented from a very "analog" point of view. This may be less than traditional, but 
hopefully it will help speed up bridging the gap for those familiar with analog 
s-domain transfer functions and faced with realizing the equivalent behavior in the 
digital z-domain. In keeping with this "analog perspective" IIR filters will be discussed 
first since the equivalent of FIR filters are infrequently encountered in the analog 
world. 

Section I of the report is a brief review of lowpass, highpass, bandpass and stopband 
analog filters. The s-domain formulas governing the key characteristics, magnitude­
frequency response G(.O) and phase-frequency response qi(.O) are derived from first 
principals. Damping factor d, cut-off frequency .Oc (for low and highpass filters), 
center frequency .0 0 (for bandpass and bandstop filters), and quality factor Q are 
defined for the various filter types. 

In Section 2 the bilinear transformation is introduced so that analog s-domain designs 
can be transformed into the digital z-domain and the correct coefficients thereby 
determined. The form of the formulas for the z-domain filter coeff iciehts thus 
determined are generalized in terms of the key filter characteristics in the z-domain. It 
is important to emphasize this because the formulas derived are functions of the f iltcr 
characteristics in the z-domain so that the engineer will be able to design digital filters 
directly without the necessity of designing the analog equivalent and transforming the 
design back into the, digital domain. 
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In the analog domain the performance of the filter depends on the tolerance of the 
components. Similarly, in the digital domain the filter performance is limited by the 
precision of the arithmetic used to implement the filters. In particular the performance 
of digital filters is extremely sensitive to overflow which occurs when the accumulator 
width is insufficient to represent all the bits resulting from many consecutive additions. 
This is similar to the condition in the analog world where the signal output is larger 
than the amplifier power supply so that saturation occurs. In any case a short analysis 
of the gain at critical nodes in the filters is given in Section 3 and 4 to provide some 
insight into the scaling requirements for different forms of IIR filters. For this reason 
the signal flow graphs developed are centralized about the accumulator nodes. 

The analysis of IIR filters focuses on second order sections. Clearly higher order filters 
are often required. Therefore a brief discussion of how second order sections can be 
cascaded to yield higher order filters is given in Section 5. Because the analysis 
becomes complex quickly the discussion naturally leads to using commercially available 
filter design software such as Filter Design and Analysis System (FDAS) from Momentum 
Data Systems, Inc. Section 6 concludes by showing how the filter coefficients just 
discussed can be used in DSP56000 code to implement practical digital filters. Examples 
of complete filter designs are given including the code, coefficients, frequency response 
and maximum sample frequency. 

In Section 7 FIR filters are discussed. Initially, FIR filters are contrasted with IIR 
filters to show that in many ways they are complimentary, each satisfying weaknesses 
of the other. An intuitive approach is taken to calculating the filter coefficients by 
starting from a desired arbitrary frequency response. The importance of and constraint 
imposed by linear phase is emphasized. Having developed an intuitive appreciation 
what FIR filter coefficients are, the use of FDAS to accelerate the design process is 
described. Section 7 concludes by showing how the filter coefficients just determined 
can be used in DSP56000 code to implement practical digital filters. An example of a 
passband digital filter using a Kaiser window design approach is given. 

1.0 ANALOG RCL FILTER TYPES 

In the following sections, the analog RCL filter network will be analyzed for the four 
basic filter types: lowpass, highpass, bandpass, and bandstop. This is a very important 
step leading to the analysis of digital filters for it will be seen that the difference 
between the basic RCL filter and the corresponding digital filter is far less than most 
may believe. In fact, the reader may soon realize that designing digital IIR filters is in 
many cases much simpler than designing analog filters. 

In this analysis, as in all of the following cases, the input is assumed to be a steady 
state signal containing a linear combination of sinusoidal components whose rms (or 
peak) amplitudes are constant in time. This assumption allows simple analytic 
techniques to be used in determining the network response. Even though these results 
will then be applied to real-world signals which may not satisfy the original steady 
state assumption, the deviation of the actual response from the predicted response in 
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most cases is small enough to neglect. General analysis techniques consist of a linear 
combination of steady state and transient response solutions to the differential 
equations describing the network. 

1.1 ANALOG LOWPASS FILTER 

The passive RCL circuit forming a lowpass filter network is shown in Figure 1.1-1 
where the transfer function H( s) is derived from a voltage divider analysis of the RCL 
network. This approach is valid since the effect of C and L can be described as a 
complex impedance (or reactance, X c and XL) under steady state conditions. s is a 
complex variable of the complex transfer function H(s). The filter frequency response 
is found by evaluating H(s) with s =JO where o = 2nf and f is the frequency of a 
sinusoidal component of the input signal. The output signal is calculated from the 
product of the input signal and H(JO). To facilitate analysis the input and output 
signal components are described by the complex value e 1ni =cos Ot + }sin Ot. The actual 
physical input and output signal components are found by taking the real part of this. 
The input is :R{e 101 } =cos Ot; the output is :R{H(JO) e 101 } = G(D.) cos[Ot + cl>(D.)]. The 
above technique is based upon the solution of the differential equations describing the 
network whi;n the input is steady state. Describing the circuit response by H(s) 
instead of solving the differential equation is a common simplification used in this type 
of analysis. 

The magnitude of H(s) is defined as the gain G(O) of the system, while the ratio of 
the imaginary part to real part of H(s), S{H(JO)}l':R{H(JD.)} is the tangent of the 
phase cl>(D.) introduced by the filter. If the input signal is Ak sin(Okt + 4>k) then the 
output signal is Ak G(D.k) sin[Okt + 4>k + 4>(0k)]. Figure 1.1-2 shows the gain G(O) and 
phase <j>(D.) plots for the second order lowpass network of Figure 1.1-1 for various 
values of damping factor d. d also controls the amplitude and position of the peak of 
the normalized response curve. 

The frequency corresponding to the peak amplitude can be easily found by taking the 
derivative of G(O) (from the equation for G(D.) in Figure 1.1-1) with respect to D. and 
setting it equal to zero. Solving the resultant equation for D. then defines OM as the 
frequency where the peak amplitude occurs. The peak amplitude is then GM= G(OM): 

0M=n)c1-d 2 12) c1.1-1) 

1 
G = ----c==== 

M d)(l-d 2 /4) 
(1.1-2) 

for d < .[2. For d > .[2, nm= 0 is the position of the peak amplitude where GM= 1. 
When d = .f2, GM= 1 which gives the maximally flat response curve which is used in the 
Butterworth filter design (usually applies only to a set of cascaded sections). Note that 
D.c for a lowpass filter is that frequency where the gain is G(Oc) = 1 Id, and the phase 
is <!>( O c) = - n I 2 . 

1.2 ANALOG HIGHPASS FILTER 

The passive RCL circuit forming a highpass filter network is shown in Figure 1.2-1 
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where the transfer function H( s) is again derived from a voltage divider analysis of 
the RCL network. The gain and phase response are plotted in Figure 1.2-2 for different 
values of damping coefficient. As can be seen, the response of the highpass filter is the 
mirror image of the lowpass filter response. 

1.3 ANALOG BANDSTOP FILTER 

The analog RCL network for a bandstop filter network is simply the sum of the lowpass 
and highpass transfer functions as shown in Figure 1.3-1 where the transfer function 
H( s) is again derived from a voltage divider analysis of the RCL network. The gain 
and phase response are plotted in Figure 1.3-2 for different values of quality factor Q 

(where Q = 1 Id). Neglecting the departure of real RCL components values from the 
ideal case, the attenuation at the center frequency f 0 is infinite. Also note that the 
phase undergoes a 180 degree shift when passing through the center frequency (zero in 
the s-plane). 

Q for bandpass and bandstop filters is a measure of the width ~.o of the stopband 
with respect to the center frequency .0 0 , i.e., ~n = Q- 1 .0 0 • ~.o is measured at the 
points where G(.O) = 11[2. 

1.4 ANALOG BANDPASS FILTER 

The passive RCL circuit forming a bandpass filter network is shown in Figure 1.4-1 
where the transfer function H(s) is again derived from a voltage divider analysis of 
the RCL network. The gain and phase response are plotted in Figure 1.4-2 for different 
values of Q. The lowpass gain approaches an asymptotic function of G =Cf cl f) 2 for 
f If c » 1. The highpass asymptotic gain is G =Cf If c ) 2 for f If c « 1 whereas the 

bandstop approaches unity at zero and infinity with a true zero at the center frequency. 
The bandpass gain, on the other hand, approaches G = Q- 1 f If c for f If c<< I and 
G = Q- 1 fcl f for f If c » 1. The primary differences to note in the bandpass response 
are: (1) the stop band attenuation is 6 dB/octave or 20 dB/decade (since it goes as II!) 
whereas the lowpass and highpass go as I I / 2 (12 dB/octave, 40 dB/decade); (2) the 
stopband attenuation asymptote is dependent on the quality factor whereas for the 
lowpass and highpass cases the stopband attenuation asymptote is independent of 
damping factor d; and (3) the maximum value of gain is unity regardless of the filter 
Q. 

The specific features characterizing the bandpass, as well as the lowpass, high pass, and 
bandstop analog networks, are found to be nearly identical in the digital IIR filter 
equivalents when the sampling frequency is very high as compared to the frequencies of 
interest. For this reason it is important to understand the basic properties of the four 
filter types before proceeding to the digital domain. 
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Vo 
-= 
vi 

XcllR 

XL+XcllR 

SECOND ORDER LOWP ASS 
RCL FILTER ANALYSIS 

vi L 

(RI jQC)l(R +I I jQC) 
CI 

-jQL+(R/jQC)l(R+ Iljf2C) 

I/LC 

-Q 2 + jQ/RC+ I/LC 

Q~ 
-n2+ jdflcfl+nt 

R 

-

Let s=jO anddefine H(s)=V 0 /V 1 

then, 1 
H(s)=~~~~~~~-

(s/Oc)2+d(s/Qc)+ 1 

Vo 

which is the s-Domain Transfer Function. The gain G(O) of the filter is: 

G(Q)= ~H(s) H*(s)ls-jn 

I 

Xc=I/jQC 

x L = jQL 

I 
Q =-

c ,) LC 

d=[fc 
R 2C 

where * denotes complex conjugate. The phase angle 4>(0) is the angle between the 
imaginary and real components of H(s): 

1989 

Q>(f2) = tan- 1 [g{H(s)}/~{H(s)}] 

=-tan- 1 [ d(Q/Qc) J 
1- (Q/Qc)2 

=-n-tan- 1[ d(Q/Qc) J 
I -(Q/Qc)2 

for Q>flc 

Figure 1.1-1. s-Domain Analysis of Second Order Lowpass Analog Filter 
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Figure 1.1-2. Gain and Phase Response of Second Order Lowpass Analog Filter at Various 
Values of Damping Factor, d. 
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Vo 
-= 
vi 

= 

= 

Xii JR 
Xc+XiJJR 

JD.LR/(JD.L+R) 

SECOND ORDER HIGHPASS 
RCL FILTER ANALYSIS 

C L R 
V;~n\b 

- -
1/ jD.C+ jD.LRl(JD.L+ R) 

-D.2 

-D. 2+ JD.IRC+ l/LC 

-D.2 

-D.2+ jdD.cD.+D.~ 

Let s - jO and define H(s) = V 0 /V i 

then, (sl.Oc) 2 

H(s) = -------­
(sl .Oc)2 + d(sl.Oc) + 1 

which is the s-Domain Transfer Function. The gain G(O) of the filter is: 

G(D.)= ~H(s) H*(s)ls-jn 

(D./D.c)2 

Xc=lljD.C 

Xi=JD.L 

1 
D. =-

c ~LC 

d=ffc 
R 2 C 

where * denotes complex conjugate. The phase angle ~(O) is the angle between the 
imaginary and real components of H(s): 

1989 

<j>(D.)""' tan- 1 [£\{H(s)}/~{H(s)}] 

- I [. d ( D. ID. c) J 
= n-tan 

1 - (D./ D.c ) 2 

-1[ d(D./D.c) J =-tan 
l-(D./D.c) 2 

for D.>D.c 

Figure 1.2-1. s-Domain Analysis of Second Order Highpass Analog Filter 
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CJ 
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Figure 1.2-2. Gain and Phase Response of Second Order Highpass Analog Filter at Various 
Values of Damping Factor, d. 
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Va R 

R 

SECOND O~DER BANDSTOP 
RCL FILTER ANALYSIS 

L 

R +(JD.LI }D.C)/(JD.L + 1 I }D.C) 

-D. 2 + l/LC 

-D. 2 + }D./RC+ l/LC 

-D.2+D.2 
0 

Let s=jO and define H(s)=V 0 /Vj 

then, (s/00 ) 2 + 1 
H(s)=------­

(s/00)2+ s/0 0 Q+ 1 

which is the s-Domain Transfer Function. The gain G(O) of the filter is: 

G(D.)= )H(s) H*(s)\s·jn 

\ l-(D./D. 0 ) 2 \ 

Xc=l/}D.C 

XL=JD.L 

1 
D. =-

c V LC 

where * denotes complex conjugate. The phase angle HO) is the angle between the 
imaginary and real components of H(s): 

<)>(D.) = tan- 1 [~{H(s)}/~{H(s)}] 

Figure 1.3-1. s-Domain Analysis of Second Order Bandstop Analog Filter 
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R 

jD.L+ 1/ jD.C+ R 

jD.RIL 

-D. 2 + jD.R/L+ l/LC 

SECOND ORDER BANDPASS 
RCL FILTER ANALYSIS 

Let s=jO anddefine H(s)=V 0 /V 1 

then, S/f2 0 Q 
H(s)=------­

(s/D0)2 + s/DOQ+ 1 

which is the s-Domain Transfer Function. The gain G(O) of the filter is: 

G(D.)= )H(s) H*(s)ls-Jn 

D./D.OQ 

Xc=l/jD.C 

XL=JD.L 

1 
D. =-

c V LC 

where * denotes complex conjugate. The phase angle 4>(0) is the angle between the 
imaginary and real components of H(s): 

<jl(D.) = tan- 1 [S{H(s)}/:R{H(s)}] 

Figure 1.4-1. s-Domain Analysis of Second Order Bandpass Analog Filter 
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2.0 SECOND ORDER DIRECT FORM IIR DIGITAL FILTER SECTIONS 

The traditional approach to deriving the digital filter coefficients has been to start 
with the digital z-domain description, transform to the analog s-domain where we 
understand how to design filters, then transform back again to the digital domain in 
order to implement the filter. This approach will not be used in this report. Instead, 
we will develope the formulas relating the s-domain filter to the z-domain filter so that 
the transformations to and from one domain to the other are no longer necessary. 

To begin, recall that the Laplace or s-transform in the analog domain was developed to 
facilitate the analysis of continuous time signals and systems. For example, using 
Laplace transforms the concepts of poles and zeros made system analysis much faster 
and more systematic. The Laplace transform of a continuous time signal is: 

X(s) = L{x(t)} 

~ 

= J x(t) e-•1 dt 
0 

(2.0-1) 

where L is the Laplace transform operator and implies the operation described in 
Equation (20-1). 

In the digital domain the continuous signal x(t) is first sampled and then quantized by 
an A/D converter before being processed. That is, the signal is only known at discrete 
points in time which are at multiples of the sampling interval T- 1 Ifs where f s is the 
sampling frequency. Because of the sampled characteristic of a digital signal its 
z-transform is given by a summation (as opposed to an integral): 

X(z) = Z {x(n)} (2.0- 2) 

where Z is the z-transform operator as described by the operation of Equation (2.0-2) 
and x(n) are the quantized values from the A/D converter of the continuous time 
signal x ( t) at discrete times t = n T . 

One of the properties of the z-transform which will be used later in this report is its 
time shifting property. The time shifting property states: 

x(n- k) = Z- 1 {z-k X(z)} (2.0- 3) 

The proof of this property follows directly from the definition of the z-transform. 

An obvious question which arises is, "If the s-domain of a signal x(t) is known and 
that same signal is digitized, what is the relationship between the s-domain transform 
and the z-transform?" The relationship or mapping is not unique and depends on your 
point of view. 
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It is obvious that the trivial mapping s = z is inappropriate, the signal has been 
sampled. It is widely known that when a bandlimited signal is sampled (i.e., multiplied 
by a periodic impulse function) the spectrum of the resulting signal is repetitive as 
shown in Figure 2.0-1 [IO]. 

S{f) 

0 f5 /2 f8 

Frequency, f 

Figure 2.0-1. Spectrum of Bandlimited Signal Repeated at Multiples of the Sampling Fre­
quency f s. 

Clearly the spectrum consists of the spectrum of the bandlimited signal repeated at mul­
tiples of the sampling frequency ws = 2nf s· That is the resulting spectrum is unique 
only between 0 and w 5 /2 or multiples thereof whereas, before the signal was sampled 
the energy at frequencies greater than those in the signal was independent of the signal. 
Therefore acceptable mappings would either reflect the cyclic nature of the spectrum of 
the sampled signal or at least be linear over the frequencies of interests. 

One mapping or transformation from the s-domain to the z-domain which is often used 
and will be used later in this report is the bilinear transformation. To gain some feeling 
as to the origin of this transformation consider the simple first order linear analog fil­
ter with the system function: 

Y(s) b 
H(s)= X(s) = s+a (2.0- 4) 

and recall the differentiation property of the s-transform when x(t)= C 1 {X(s)} 

(where r- 1 is the inverse Laplace transform operator), then the time derivative of x(t) 

is: 

1989 
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-x(t) = L {s X(s)} 
dt 
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where ~x(t) is the time derivative of x(t). 

Using the differentiation property of Equation (2.0-5), the linear system described by 
Equation (2.0-4) can be expressed as: 

d 
dt y(t) +a y(t) = b x(t) (2.0-6) 

Now, if this differential equation is solved by expressing y(t) with the trapezoidal inte­
gration formula: 

I 

y(t) = f ddT.y(T.) dT. + YClo) (2.0-7) 
lo 

where the approximate solution is given by: 

(2.0- 8) 

then using ~y(t) from Equation (2.0-6) with t=nT and t 0 =(n-l)T, Equation (2.0-8) 

can be expressed as: 

(2+aT) y(n) - (2-aT) y(n-1) = bT[x(n) + x(n-1)] (2.0- 9) 

Now taking the z-transform of this difference equation and using the time shifting 
property of the z-transform, Equation (2.0-3), results in the z-domain system function: 

H Y(z) b 
(z) = X(z) = 2( 1-z-') 

- -- +a 
T 1 + z- 1 

(2.0-10) 

Clearly, the mapping between the s-plane and the z-plane is: 

(2.0-11) 

This mapping is called the bilinear trans/ ormation. 

Although this transformation was developed using a first order system it holds, in gen­
eral, for an N 1h-order system [14]. It can be shown by letting s = o +JO and z = re 10 

that the left half plane in the s-domain is mapped inside the unit r = 1 circle in the 
z-domain under the bilinear transformation. Also, and this is the important point for 
what follows, when r = 1 and o = O, the frequencies in the s-domain and the z-domain 
are related by: 

or equivalently: 
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where a is the digital domain normalized frequency equal to 2nf 1 f s and .o is the 
analog domain frequency used in the analysis of the previous section. 

It can be seen that on the JD. axis or equivalently along the frequency axis the scale 
has been changed non-linearly. The gain and phase values depicted on the vertical axis 
of Figures 1.1-2, 1.2-2, 1.3-2, and 1.4-2 remain exactly the same in the digital domain (or 
z-plane). The horizontal (frequency) axis is modified so that an infinite frequency in 
the analog domain maps to one half of the sample frequency, f 5 12 in the digital 
domain whereas for frequencies much less that f 5 12 the mapping is approximately 1:1 
with 9 = D.. In summary the bilinear transformation is a one to one nonlinear mapping 
from the s-domain into the z-domain in which high frequencies en> 2nf sl4) in the 
s-domain are compressed into a small interval in the z-domain. Therefore the gain and 
phase expressions of the previous section can be directly transformed into the digital 
domain by simply substituting Equation (2.0-12) into the corresponding expressions. 
This will be done for each filter type in the following subsections. 

First, it is appropriate to introduce the Direct Form implementation of a digital filter 
by noting that, in general, if the bilinear transformation, Equation (2.0-11), is substituted 
into the system functions H(s) of the previous section the resulting H(z) will have the 
following generalized form: 

b 0 +b 1z- 1 +b 2 z- 2 

H(z)=~~~~~-
1 +a 1 z- 1 +a 2 z- 2 

(2.0-14) 

where the digital domain coefficients a, and b; are exactly related to the s-domain 
characteristics of the system such as the center frequency and bandwidth, etc. In the 
Direct Form implementation the a; and b, are used directly in the difference equation 
which can be easily programmed on a high speed digital signal processor (DSP) such as 
the DSP56001. The time domain difference equation is derived from the z-domain 
transfer functions by applying the inverse z~transform in general and the inverse time 
sh if ting property in particular as follows: 

Z- 1{H(z)}=T 1 {Y(z)/ X(z)} (2.0-15) 

so that: 

and, therefore using the inverse time shifting property of Equation (2.0-3): 

and 

Eq ua ti on (2.0-15) becomes: 

y(n)=b 0 x(n)+b 1x(n- I)+b 2 x(n-2)-a 1y(n- l)-a 2 y(n-2) (2.0-16) 
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Equation (2.0-16) can be directly implemented in software where x(n) is the sample 
input and y(n) is the corresponding filtered digital output. When the filter output is 
calculated using Equation (2.0-16) it is said that y(n) is calculated using the Direct 
Form implementation of the digital filter. 

There are other implementations which can be used for the same system (filter) func­
tion H(z). Two of these which will be discussed in this report are the Canonic Form 
implementation and the Transpose Form implementation. First the Direct Form 
implementation will be applied to the system transfer functions H(s), developed in Sec­
tion 1. 

2.1 DIGITAL LOWPASS FILTER 

Using the analog transfer function H(s) from Figure 1.1-A and Equations (2.0-11) and 
(2.0-12), the digital transfer function H(z) becomes that shown in Figure 2.1-1 where the 
coefficients cr, 13, and y are expressed in terms of the digital cutoff frequency, ec, 
and the damping factor d. The value of the transfer function at e = ec in the digital 
domain is identical to the value of the s-domain transfer function at o = o c: 

(2.1-1) 

As can be seen in Figure 2.1-2 the digital gain and phase response calculated from the 
equations of Figure 2.1-1 are similar to the analog plots shown in Figure 1.1-2 except 
for the asymmetry introduced by the zero at f .12. That is, the frequency axis is modi­
fied so that a gain of zero at f = oo in the s-domain corresponds to a gain of zero at 
f = f 5 12 in z-domain. The fact that the magnitude of the transfer functions H(s) and 
H(z) are identical once the proper frequency transformation is made, is very useful for 
understanding the digital filter and its relationship to the analog equivalent. This fact 
is also useful for purposes of scaling the gain since the maximum magnitude of 
G,(OM)=Gz(SM) where OM and eM are related by Equation (2.0-12). In other words, 
scaling analysis of the digital transfer function H(z) can be done in the s-domain (not 
that it may necessarily be simpler there but the algebra is often easier to manage). Scal­
ing of the gain is an essential part of digital filter implementation since the region of 
numeric calculations on fixed point DSP's such as the DSP56001 are usually restricted 
to a range of -1 to 1. 

Using the formulas in Figure 2.1-1 along with Equation (1.1-2) guarantees the behavior 
of the digital filter. Since the gain is scaled to unity at f = o (DC), the input data x(n) 
in Figure 2.1-1 must be scaled down by a factor of l!GM from Equation (1.1-2) if the 
entire dynamic range of the digital network is to be utilized. The alternative is auto­
matic gain control to insure that x(n) is smaller than 11 GM before it arrives at the 
filter input. Note that for d ~ f2, the input does not require scaling since the gain of 
the filter will never exceed unity. 

The DSP56001 code to implement the second order lowpass filter section is shown in 
Figure 2.1-3. Note that the address register modifiers are initially set to M0=4, M4=1, 
and M5=1 to allow use of the circular buffer or modulo addressing in this particular 
implementation [8]. Typically, this code would be an interrupt routine driven by the 
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input data (ADC for example) sample rate clock. The basic filter code along with the 
interrupt overhead and data 1/0 moves for this second order filter could be executed at 
a sample rate of nearly I MHz on the DSP56001. 

2.2 DIGITAL HIGHPASS FILTER 

The highpass filter is nearly identical to the lowpass as can be seen by the formulas in 
Figure 2.2-1. As with the analog case, the digital highpass filter is just the mirror 
image of the lowpass digital filter, as can be seen from Figure 2.2-2. The frequency 
transformation from high to low in the analog case is , n ~ 11 n, while in the digital 
case it is e ~ n - e. 

The DSP56001 code is shown in Figure 2.2-3 and as can be seen by comparison to Figure 
2.1-3, exactly the same instruction sequence is used. The only difference is the coeffi­
cient data which is calculated by the formulas in Figure 2.2-1. Note that the scaling 
mode is turned on so that a move from the A or B accumulator to the X or Y registers 
or memory results in an automatic multiply by two (represented by a "2" enclosed by a 
diamond in the network diagrams to be discussed later in this report). The scaling mode 
is used not 9nly in the code for the lowpass case but also in the code for the highpass, 
bandstop, and bandpass cases. 

2.3 DIGITAL BANDSTOP FILTER 

The formulas and network diagram for the digital bandstop filter are presented in Fig­
ure 2.3-1. The DSP56001 code from Figure 2.3-3 is identical to that for the low pass and 
highpass cases except for the coefficient data calculated from the equations of Figure 
2.3-1. Note that scaling of this filter is not a problem for the single section case since 
the gain from the equation in Figure 2.3-1 (as is true in the analog case as seen by the 
gain equation from Figure 1.3-1) never exceeds unity. This is also true of the bandpass 
filter described in the next section. Figure 2.3-2 is the calculated gain and phase of the 
digital filter which should compare to the response curves of the equivalent analog fil­
ter plotted in Figure 1.3-2. 

2.4 DIGITAL BANDPASS FILTERS 

Because there is one less coefficient in the bandpass network (as shown in Figure 2.4-1), 
one instruction can be saved in the DSP56001 code implementation shown in Figure 
2.4-3. Otherwise, the instructions are identical to those in the other three filter rou­
tines. As with the second order bandstop network of the previous section, the maximum 
response at the center frequency 80 is unity for any value of Q so that scaling does 
not need to be considered in the implementation of a single section bandpass filter. 
This is true when the formulas for a, 13, and y from Figure 2.4-1 are used in the 
Direct Form implementation in Figure 2.4-3. Figure 2.4-2 is the calculated gain and 
phase of the digital filter which should compare to the response curves of the equiva­
lent analog filter plotted in Figure 1.4-2. 
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2.S SUMMARY OF DIGITAL COEFFICIENTS 

Figure 2.5-1 gives a table summary of the coefficient values for the four basic filter 
types. Note that the coefficient [3 has the same form for all four filter types and that 
it can only assume values between 0 and 1/2 for practical filters. [3 is bounded by 1/2 
because Q (or d) and 80 are not independent. For Q » 1 f3 4 1 /2; whereas for 
8 0 = f 5 I 4 and Q = 1 I 2, f3 4 o . These properties are independent of the form of imple­
mentation; they are only dependent on the form of the transfer function. Alternate 
implementations (difference equations) will be described in the following sections. 

Note that the Q described in Figure 2.5-1 meets the traditional requirements, i.e., Q is 
the ratio of the bandwidth at the -3 dB points divided by the center frequency. The 
formula for f3 can be modified in the case of the bandpass or bandstop filter by replac­
ing the damping coefficient d with the formula for Q . When the coefficients are 
described in this manner, a constant Q filter results. This relationship between d and Q 
makes it possible to implement a bandpass or bandstop filter where the bandwidth is 
any function of center frequency by replacing Q with the desired function of band­
width and center frequency. 

Figure 2.5-2 shows the relationship between the pole of the second order section and the 
center frequency. Note that the pole is on the real axis for d>2, where d is also con­
strained by the relation d<2/sin8o. 
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Second Order Lowpass Filter 

NETWORK DIAGRAM 

x(n) 

TRANSFER FUNCTION 
-1 -2) 

H(z) = a(1 +2z +z 
112-yz·1+pz·2 

y(n) 

GAIN G(e = (1 +cose)(1-cosec) 
) [(d sine sinec) 2+4(cose-cosec) 2 ] 112 

PHASE cp(e) = 

COEFFICIENTS 

{ 

t -1 [2(cose-cosec)J 
an d sine sinec 

_ t -1 [2( cose-cosec)J 
x + an d sine sinec 

1 1-d/2 sinec 
p = 2 1 +d/2 sinec 

y = (1/2+(3)cosec 

a = (1 /2+(3-y)/4 

for e ~ ec 

for e > ec 

Figure 2.1-1. Direct Form Implementation of Second Order Lowpass IlR Digital Filter and 
Analytical Formulas Relating Desired Response to Filter Coefficients. 
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Figure 2.1-2. Gain and Phase Response of Second Order Lowpass IIR Filter. Nyquist 
Frequency f ny is Equal to One Half of the Sample Frequency f s. 
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SECOND ORDER LOWPASS DIRECT FORM IMPLEMENTATION 

Difference Equation: 

y(n)=2{a[x(n)+2x(n-1 )+x(n-2)]+yy(n-1 )-py(n-2)} 

Data Structures: 

X:(RO) 

DSP56001 Code: 

MPV XO,Y1,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MOVE 

2a 

a 

'Y 

-P 
a 

X:(RO)+,XO 
X:(RO)+,XO 
X:(RO)+,XO 
X:(RO)+,YO 
X:(RO)+,XO 
A,X1 

Total Instruction Cycles: 

6 lcyc @20 MHz=600ns 

Y:(R4) 

Y:(RS) 

Y:(R4)+,YO 
Y:(R4),YO 
Y:(RS)+,YO 
Y:(RS),YO 
Y1 ,Y:(R4) 
A,Y:(RS) 

x(n-1) 

x(n-2) 

y(n-1) 

y(n-2) 

;Y1 =x(n) (Input) 
;XO=a 
;A=ax(n) 
;A=A+2ax(n-1) 
;A=A+ax(n-2) 
;A=A+yy(n-1) 
;A=A-py(n-2) 
;y(n)=2A (assumes scaling 
;mode is set). X1 is Output. 

Figure 2.1-3. DSP56001 Code and Data Structures for Second Order Direct Form Imple­
mentation of a Lowpass Digital IIR Filter. 
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Second Order Highpass Filter 

NETWORK DIAGRAM 

x(n) 

TRANSFER FUNCTION 
-1 -2) 

H(z) = a(1-2z +z 
112-yz"1+pz·2 

GAIN G(O) = { 1-cos9){ 1 +cosec) 

[{d sine sinec)2+4{cos9-cosec)2] 112 

PHASE 

COEFFICIENTS 

{ 
t -1 [2(cose-cos9c)J 

x + an d sin9 sin9 
cp{e} = c 

t -1 [2{cose-cosec}J 
an d sine sin0c 

p _ .1 1-d/2 sinec 
- 2 1 +d/2 sin0c 

'Y = (1/2+P)coS0c 

a= {1t2+P+y)t4 

for e '!i:: ec 

Figure 2.2-1. Direct Form Implementation of Second Order Highpass UR Digital Filter 
and Analytical Formulas Relating Desired Response to Filter Coefficients. 
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Figure 2.2-2. Gain and Phase Response of Second Order Highpass IIR Filter. Nyquist 
Frequency f ny is Equal to One Half of the Sample Frequency f s. 
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SECOND ORDER HIGHPASS DIRECT FORM IMPLEMENTATION 

Difference Equation: 

y(n)=2{a[x(n)-2x(n-1 )+x(n-2)]+yy(n-1 )-13y(n-2)} 

Data Structures: 

X:(RO) 

DSP56001 Code: 

MPV XO,Y1,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MOVE 

-2a 

a 

y 

-~ 

a 

X:(RO)+,XO 
X:(RO)+,XO 
X:(RO)+,XO 
X:(RO)+,YO 
X:(RO)+,XO 
A,X1 

Total Instruction Cycles: 

6 lcyc @20 MHz=600ns 

Y:(R4) 

Y:(R5) 

Y:(R4)+,YO 
Y:(R4),YO 
Y:(R5)+,YO 
Y:(R5),YO 
Y1 ,Y:(R4) 
A,Y:(R5) 

x(n-1) 

x(n-2) 

y(n-1) 

y(n-2) 

;Y1 =x(n) (Input) 
;XO=a 
;A=ax(n) 
;A=A-2ax(n-1) 
;A=A+ax(n-2) 
;A=A+yy(n-1) 
;A=A-~y(n-2) 
;y(n)=2A (assumes scaling 
;mode is set). X1 is Output. 

Figure 2.2-3. DSP56001 Code and Data Structures for Second Order Direct Form Imple­
mentation of a Highpass Digital IIR Filter. 
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Second Order Bandstop Filter 

NETWORK DIAGRAM 

y(n) 

TRANSFER FUNCTION 
( -1 -2) 

H(z) = a 1-2cos00 z +z 
1 /2-yz.-1+j3z"2 

GAIN 

PHASE $(S) = t -1 [2(co~e-c~s00 )J 
an d sme sm00 

COEFFICIENTS 
d = 2 tan(90 /2Q) 

'sin00 

f3 = 1 1-tan(00 /2Q) 
2 1 +tan(00 /2Q) 

y = (1 /2+f3)cos00 

Cl = (1 /2+f3)/2 

Figure 2.3-1. Direct Form Implementation of Second Order Bandstop IIR Digital Filter 
and Analytical Formulas Relating Desired Response to Filter Coe/ ficients. 
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Figure 2.3-2. Gain and Phase Response of Second Order Bandstop !IR Filter. Nyquist 
Frequency f ny is Equal to One Half of the Sample Frequency f s. 
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SECOND ORDER BANDSTOP DIRECT FORM IMPLEMENTATION 

Difference Equation: 

y(n)=2{a[x(n)-2cos00 x(n-1 }+x(n-2}]+yy(n-1 )-py(n-2)} 

Data Structures: 

X:(RO) 

DSP56001 Code: 

MPV XO,Y1,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MOVE 

-2acos0o 

a 

y 

-P 
a 

X:(RO)+,XO 
X:(RO)+,XO 
X:(RO)+,XO 
X:(RO)+,YO 
X:(RO)+,XO 
A,X1 

Total Instruction Cycles: 

6 lcyc @20 MHz=600ns 

Y:(R4) 

Y:(R5) 

Y:(R4)+,YO 
Y:(R4),YO 
Y:(R5)+,YO 
Y:(R5),YO 
Y1 ,Y:(R4) 
A,Y:(R5) 

x(n-1) 

x(n-2) 

y(n-1) 

y(n-2) 

;Y1 =X(n} (Input} 
;XO=a 
;A=ax(n} 
;A=A-2acos00 x(n-1) 
;A=A+ax(n-2) 
;A=A+yy(n-1) 
;A=A-py(n-2) 
;y(n}=2A (assumes scaling 
;mode is set). X1 is Output. 

Figure 2.3-3. DSP56001 Code and Data Structures for Second Order Direct Form Imple­
mentation of a Bandstop Digital IIR Filter. 
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Second Order Bandpass Filter 

NETWORK DIAGRAM 

x(n) y(n) 

TRANSFER FUNCTION 

GAIN G d sine0 sine {e) = ____ _,........'"-----=-~ 
[(d sine sine0 ) 2+4(cose-coseo) 2]1 12 

PHASE 

COEFFICIENTS 

<l>(e) =-t -1 [2(co~e-c~se0 )J 
an d sine sme0 

d = 2 tan(e0 /20) 
sine0 

P _ 1 1-tan(e0 /2Q) 
- 2 1 +tan(e0 /2Q) 

y = (1/2+P)coseo 

a= (112-p)12 

Figure 2.4-1. Direct Form Implementation of Second Order Bandpass l!R Digital Filter 
and Analytical Formulas Relating Desired Response to Filter Coe/ ficients. 
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1.5 

z 
~1.0 
(J) 
(J) 
<( 
a.. 
0 
~0.5-. 
ca 

0 
I 

0.01 

-lr/2-

0.01 

I 

0.1 
log(f/fny) 

I 

0.1 
log(f/fny) 

1.0 

I 

1.0 

Figure 2.4-2. Gain and Phase Response of Second Order Bandpass IIR Filter. Nyquist 
Frequency f ny is Equal to One Half of the Sample Frequency f s. 

1989 30 MOTOROLA 



SECOND ORDER BANDPASS DIRECT FORM IMPLEMENTATION 

Difference Equation: 

y{n )=2{ a[x{n)-x{ n-2)]+w(n-1 )-py(n-2)} 

Data Structures: 

X:{RO) 

DSP56001 Code: 

MPV XO,Y1,A 
MAC XO,YO,A 
MAC XO,YO,A 
MAC XO,YO,A 
MOVE 

-a 

y 

a. 

X:(RO)+,XO 
X:(RO}+,XO 
X:(RO}+,YO 
X:{RO}+,XO 
A,X1 

Total Instruction Cycles: 

5 lcyc @20 MHz=500ns 

Y:{R4) -­
x(n-1} 

x(n-2) 

Y:(RS) -­
y(n-1) 

Y:(R4),YO 
Y:(RS}+,YO 
Y:(RS},YO 
Y1 ,Y:(R4) + 
A,Y:{RS) 

y(n-2) 

;Y1 =x(n) (Input) 
;XO=a 
;A=ax(n} 
;A=A-ax(n-2) 
;A=A+w(n-1} 
;A=A-py(n-2) 
;y(n}=2A {assumes scaling 
;mode is set). X1 is Output. 

Figure 2.4-3. DSP56001 Code and Data Structures for Second Order Direct Form Imple­
mentation of a Bandpass Digital IIR Filter. 
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z-DOMAIN TRANSFER FUNCTION 

a( 1 + µz- 1 + crz- 2 ) 
H ( z) = - 1-------

2 - y z- 1 + f3 z-2 

DIFFERENCE EQUATION (DIRECT FORM) 

y(n) = 2{a[x(n) + µx(n- 1) + ax(n- 2)] + yy(n- 1 )- f3y(n- 2)} 

i[I-~d sin 80 ] 
[3 = -

2 1 + ~d sin 8 0 

where o < [3 < 112 and, 

COEFFICIENTS 

2 tan(8 0 /2Q) 
d = ---.,----

sin 8 0 
y=(l/2+[3)cos8 0 

where f 0 is the center frequency of the bandpass or bandstop filter, f 1 and f 2 are the 
half-power points (where gain is equal to 1 I f2 ), and f s is the sample frequency. Note 
that f 0 is re placed with f c in the low pass and high pass cases. 

Numerator Coefficients 

TYPE a _g_ a Unity Gain at... 

Low pass (1/2+[3-y)/4 2 1 f =0 
Highpass (l/2+[3+y)/4 -2 1 f = f sl2 
Bandpass (1/2-[3)/2 0 -1 f = f 0 

Bandstop (l/2+[3)/2 -2 coseo 1 f = 0 and f = f 5 12 

where 6 0 =2nfolfs. 

Figure 2.5-1. Summary of Digital Coefficients for the Four Basic Filter Types. 
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1989 

POLE EQUATION OF H(z) 

= y ±j ~2f3-y2 

cos9a±Jsin9o) 1-odr 

l+~dsin9 0 
for d < 2 

where [3=~(2-dsin9 0 )/(2+dsin9 0 ) and v=(l/2+[3)cos9 0 • This result 

applies to H ( z) as well as H wC z). Distance from origin to pole is 
lzP!-..f2r,. 

For d > 2 ... 

where ep = O. Note that in order to satisfy requirement o < [3 < ~ results in 

~dsin9 0 < 1. 

lm[z] 

Zo,., 
..... , 

/ ' 
/ ' 

Center or Cutoff 
Frequency 

/ \ 
/ Zp • 

/ ::..® 00 
/ <ir~...... "" Pole 1 

/ ~~~· \ I 
/ ,,, ,;.- 10p \ 

/_... ,,, 

Re[z] 

Figure 2.5-2. Pole Location and Analysis of Second Order Section. 
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3.0 SINGLE SECTION CANONIC FORM (DIRECT FORM II) 

3.1 THE CANONIC FORM DIFFERENCE EQUATION 

The direct form difference equation, rewritten from Equation (2.0-16), is: 

2 2 

y(n)= L b 1 x(n-i)- L a 1 y(n- j) (3.1-1) 
i= 0 J= l 

Equation (3.1-1) can be represented by the flow graph of Figure 3.1-la. This is the 
same as those shown in Figures 2.1-1, 2.2-2, 2.3-2, and 2.4-1 except that the summations 
have been separated to highlight the correspondence with the direct form difference 
equation (3.1-la). From this flow graph it is clear that the direct form implementation 
requires four delay elements or, equivalently four internal memory locations. 

The flow graph of Figure 3.1-lb represents the same transfer function as that 
implemented by the difference equation (3.1-1), but now the delay variable is w(n). 

Comparison of this network with that of the direct form network of Figure 3.1-la shows 
that interchanging the order of the left and right half's does not change the overall 
system response [ ]. The delay elements can then be collapsed to produce the final 
canonic form network shown in Figure 3.1-lc. As a result the memory requirements for 
the system are reduced to the minimum, two locations, and therefore this realization of 
the IIR filter is often referred to as the canonic form. The system difference equations 
for the canonic realization are: 

where, 

2 

y(n)= L b 1 w(n-i) 
i=O 

2 

w(n)=x(n)- La 1 w(n-j) 
j= l 

(3.l -2a) 

(3.l-2b) 

In order to prove that Equations (3.l-2a) and (3.l-2b) are equivalent to the original 
direct form difference equation (3.1-1), the following procedure can be used. First, 
combine Equations (3.l-2a) and (3.l-2b): 

y(n)= t b 1 [x(n-i)- t a 1 w(n-j-i)J 
1•0 /-1 

(3.l -3) 

2 2 2 

= L b1 x(n-i)- L a 1 Lb 1 w(n-i- j) 
1-0 /· l 1•0 

2 2 

= L b 1 x(n-i)- L a 1 y(n-j) 
1·0 J· l 

The last step uses the definition for y(n) from Equation (3.l-2a). The result is exactly 
equivalent to Equation (3.1-1 ), the direct form difference equation. 

In order to take advantage of the scaling mode on the DSP56001 it is advantageous to 

1989 34 MOTOROLA 



write the canonic realization equations as: 

{ 1 µ a } y(n)=2 -w(n)+-w(n-l)+-w(n-2) 
2 2 2 

(3.l-4a) 

and, 
w(n)=2{a x(n)+y w(n-1)-13 w(n-2)} (3.l-4b) 

where the coefficients have been substituted for the a; and b 1 • 

From these equations it can be seen that both y(n) and w(n) depend on a sum of 
products and therefore they are the output of an accumulator. The accumulators on the 
DSP56001 have eight extension bits so the sum can exceed unity by 255 without 
overflowing. However, whenever the contents of a 56-bit accumulator are transferred 
to a 24-bit register or memory location (i.e., delay element) an overflow error may occur. 
It is the digital filter designer's responsibility to insure that only values less than unity 
are stored. Of course even if memory had the precision of the accumulators, overflow 
may still occur if the accumulator itself experiences overflow. Note however, that 
intermediate sums are allowed to exceed the capacity of the accumulator providing the 
final result can be represented in the accumulator. (This is a result of the circular 
nature of two's complement arithmetic.) 

In order to insure that overflow does not occur, it is necessary to calculate the gain at 
the internal nodes (accumulator output) of a filter network. As will be seen in the next 
section, the canonic realization is susceptible to overflow. It's advantages are the 
minimum storage requirements and that it can be implemented in fewer instruction 
cycles. 

3.2 ANALYSIS OF INTERNAL NODE GAIN 

Calculating the gain at any internal node is no different then calculating the total 
network gain. In Figure 3.2-1 the transfer function of node w(n) is H wCz). H wCz) 
represents the transfer function from the input node x ( n) to the internal node w ( n) . 

The gain Gw(9) at w(n) is found in the standard manner by evaluating the magnitude 
of H wCz) as shown in Figure 3.2-3. Note that the network flow diagram of Figure 3.2-1 
uses the automatic scaling mode (multiply by a factor of two when transferring data 
from the accumulator to memory) so that the coefficients are by definition (as seen in 
section 2.0) less than one. 

The peak gain g 0 of Gw(O) is found by taking the derivative of Gw(9) with respect to 
e and setting the result equal to zero. A simple expression for g a is derived as: 

(3.2-1) 

where e p is the angle (see Figure 2.5-2) to the pole of the filter. Note that this result 
does not depend on the numerator of the filter transfer function H(z) so that the result 
is valid for all four of the basic filter types. However, as can be seen by the example 
given for a bandpass network in Figure 3.2-2, g 0 may exceed unity by a large amount 
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especially for filters having poles at frequencies much less than J sl2 where sin a P « 1. 
In order to compensate, the input must be scaled down by an amount equal to 1 /g 0 or 
guaranteed not to exceed 1 Igo before arriving at the filter. This scaling aspect of the 
canonic form network is a definite disadvantage, but this network has the significant 
advantage that it can be implemented in one less instruction than the other filter 
realizations for the lowpass, highpass, and bandstop filters and, of course, less memory 
is required since only two intermediate variables are stored. 

In general, the behavior of systems at internal nodes can be unexpected. For instance, 
it is interesting to note that the frequency at which the gain at the internal node of the 
canonic IIR filter section peaks is not the same as the frequency at which the gain of 
the filter peaks as given by the poles of the filter. From Figure 2.5-2 this behavior is 
expressed by: 

(3.2- 2) 

The canonic (direct form l/) network has trade-offs that must be carefully understood 
and analyzed for the particular application. 

3.3 IMPLEMENTATION ON THE DSPS6001 

Figure 3.3-1 shows the DSP56001 code and data structures for implementation of the 
canonic realization network. Note that the modifier register M4 is set equal to 4 in 
order to allow circular operation for addressing coefficient data. MO is set to FFFF to 
turn off circular addressing for w(n - 1) and w(n - 2). 
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y(n) 

Figure 3.1-Ja. Direct Form Network Flow Diagram of Equation (3.1-1). 

Figure 3.1-Jb. Left and Right Halves of Direct Form Network Interchanged. 

Figure 3.1-lc. Collapsing Delay Terms from Above Diagram Resulting in Canonic Form 
Network Diagram. 

1989 37 MOTOROLA 



, ... - - - - - - - - - - - - - - - H{z)= ~~:~ - - - - - - - - - - - - - ->I 
X(~ - - - - -Hw{Z)= Y{z) - - •1 Y(z) 

. X{z) W(z) I 
x(n) I 2 y(n) 

H(z) = a(1 +µz-1 +az-2) 
112-yz-1 +f3z-2 

(LEFT 
SHIFT) 

cr/2 

a 
Hw(z) = -----

112-yz-1 +f3z-2 

Figure 3.2-1. Internal Node Transfer Function H w(z) of Canonic (Direct Form II) Net­
work. 
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INTERNAL NODE GAIN 

Gain at node w(n) ... 

ex 

where v = (1 /2 + f3) cos 00 has been used. 

Peak Gain ••. 

Frequency of Peak Gain .:. 
for ~cos9 0 $1 

= 1 otherwise 

where 

1989 

ex 
otherwise 

EXAMPLE: Maximum Internal Node Gain for Bandpass 

1 
go= 2 sine for ~cos0 0 ~ 1 

p 

where y 2 -2[3cos 2 0P has been used, and where a=(l/2-[3)/2 for a band­
pass filter. 

If sin0p> 1/2, then g 0< 1, otherwise an overflow (i.e. g 0 > 1) may occur at 
the internal node w(n) unless the input is scaled down by 1 /g 0 • 

Figure 3.2-2. lntemal Node Gain Analysis of Canonic Second Order Section. 
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SECOND ORDER DIRECT FORM II (CANONIC) IMPLEMENTATION 

Difference Equation: 

y(n)=2{ ~ w(n)+tw(n-1)+ f-w(n-2)} 

w(n)=2{a x(n)+y w(n-1 )-~ w(n-2)} 

Data Structures: 

X:(RO) -­
w(n-1) 

w(n-2) 

DSP56001 Code: 

MPV YO,Y1 ,A X:(RO)+,XO 
MAC XO,YO,A X:(RO),X1 
MACR X1 ,YO,A XO,X:(RO)­
MAC XO,YO,A A,X:(RO) 
MACR X1 ,YO,A A,XO 

Total Instruction Cycles: 

5 lcyc @20 MHz=500ns 

Y:(R4) ---
'Y 

-~ 

µ12 

a/2 

Y:(R4)+,YO 
Y:(R4)+,YO 
Y:(R4)+,YO 
Y:(R4)+,YO 
Y:(R4)+,YO 

a 

;Y1 -x(n) (Input) 
;YO=a 
;A=ax(n) 
;A=A+YN(n-1) 
;A=A-~w(n-2) 
;A=~wJn)+\w(n-1) 
;A=A+ /2W(n-2). X0=2A 
;assumes scaling mode is 
;set. XO is Output. 

Figure 3.3-1. Single Second Order Canonic Section (Direct Form II) DSP56001 Code 
Implementation and Data Structures. 
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4.0 SINGLE SECTION TRANSPOSE FORM 

A third realization of IIR filters is the transposed form (direct form I) as shown in 
Figure 4.0-1. This network implementation can be derived directly from the direct form 
difference equation, as shown in this figure, or by taking the transpose of the canonic 
network [10,11). 

The transpose realization is characterized by three accumulator operations. One reason 
for popularity of this realization is that like the canonic realization, it only requires 
two memory locations, however, unlike the canonic realization, it is much less prone to 
overflow at internal node. The disadvantage is that this realization requires more 
instructions to implememt. 

4.1 GAIN EVALUATION OF INTERNAL NODES 

With the same techniques used to calculate H w(z) for the canonic realization, H u(z) 

and H vCz) are found as shown in Figures 4.1-1 and 4.1-2. The resulting expressions, 
unlike the canonic form results, depend on the numerator of the transfer function, so 
that the internal gains Gu(9) and Gv(9) have different forms for the different filter 
types. In the case of the bandpass filter, these results simplifiy signif cantly such that a 
closed form expression for the maximum gain at the internal nodes can be derived by 
calculating the maxima of the gain functions. For the bandpass and bandstop networks, 
the maximum of Gu(9) (and Gv(9)) is 9m ~ 13 + 1 /2. Since 13 < 1 /2 then 9m < 1 so that 
there is no overflow at these nodes in the bandpass or bandstop case. 

Figure 4.1-3 contain example plots of Gu(9) and G"(9) for the second order transpose 
form lowpass filter with various values of cutoff frequency 9c and damping factor d. 

In most cases Gu(9) and G"(9) never exceed the maximum value of G(9), so that if 
the total gain does not exceed unity, then the internal nodes will not exceed unity (i.e. 
no overflow). 

4.2 IMPLEMENTATION ON THE DSP56001 

The code for a single second order section of the transposed form network is shown in 
Figure 4.2-1, together with diagrams of the data structures. Ref erring back to the 
network diagram of Figure 4.0-1, the diamond blocks enclosing a 1/2 is represented in 
the code by an ASR (Accumulator Shift Right) instruction. As in the previous code 
implementation, the 2 enclosed by a diamond can be implemented by the automatic 
scaling mode (equivalent to a left shift of the accumulator) feature of the DSP56001. 
The modifier register M4 is again set to a value of 4 initially so that a circular buff er 
can be conveniently used to address the coefficient data. Note that this network 
requires more instructions than either of the previous two network forms. 
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DIRECT FORM DIFFERENCE EQUATION: 

y(n) = 2{a[x(n) + µx(n- 1) + ax(n-2)] + yy(n- 1 )-(3y(n-2)} 

=2{ax(n)+aµx(n- l)+yy(n- l)+[aax(n-2)-(3y(n-2)]} 

=2{ ax(n)+[ aµx(n- l)+yy(n-l)+~u(n-2) ]} 

=2{ax(n)+~v(n-l)} 

TRANSPOSE FORM DIFFERENCE EQUATION: 

y(n) = 2{ ax(n) + ~v(n- 1)} 
where v(n) = 2{ aµx(n) + yy(n) + ~u(n- 1)} 

and u(n) = 2{aax(n)-f3y(n)} 

Figure 4.0-1. Network Diagram for Transpose Form (Direct Form I) Implementation of 
Single Second Order Section Filter. 
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GAIN AT INTERNAL NODE u(n) 

Transfer Function of u(n) ..• 

H u(z) = 2[ aC1- j3H (z)] 

2a(A-Bz- 1 ) 

~-yz-1+13z-2 

U(z) = 2[ aC1 X(z)-13Y(z)] 

= H u(z) X(z) 

where H u(z) is the transfer function from input node x(n) to internal node u(n) and 
A-012-13 and B-oy+µ[3 

Gain of u(n) •.• 

2aVA 2 + B 2 -2ABcose 

BANDPASS EXAMPLE 

Bandpass Coefficients ... 
o==-1 µ==O a=(l/2-[3)/2 so that, A=-(1/2+[3) B == -y 

== -( 112 + [3)cos0 0 

and, 
( ~ - f3) ( ~ + f3) v sin 2 e + (cos e - cos e 0 ) 2 

Gu(S)--;============================ 
~ U- f3 )2 sin 2 e + ( ~ + f3 )2 (cos e - cos e 0 ) 2 

Peak Gain ••. 

em= 80 after evaluating derivative, so that, 

( 1 I 2 - [3) ( 1 I 2 + [3) sine 0 
g = =1/2+[3 <l (since [3<112) 

m (l/2-[3)sin8 0 

Figure 4.1-1. Gain Evaluation at First Internal Node u(n) of Transpose Network. 
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GAIN AT INTERNAL NODE v(n) 

Transfer Function of v(n) ••• 

where 

H v(z) == H(z)_~ 2a 
z 

V(z) = [Y(z)- 2aX(z)]I z- 1 

= H vCz)X(z) 

Y(z) = 2[~V(z)z- 1 + aX(z) J 

_ a[c1 +µz- 1+az-2)-2U+vz- 1+(3z- 2 )J 
- z-1(~-vz-1+f3z-2) 

2a(C+ Az- 1 ) 

i-vz-1 + f3z-2 

where H v(z) is the transfer function from input node x(n) to internal node v(n) and 
A - a/2- 13 and C - µ/2 + y. 

Gain of v(n) ••• c v c e) = I H v c z) I ,a 
z-e 

2aV A 2 + C 2 + 2ACcose 

BANDPASS EXAMPLE 
Bandpass Coefficients .•• 

a=-I µ=O a=(l/2-13)/2 so that, A=-(l/2+13) C=y 

Peak Gain ..• 

and. 

= (1/2+13)cos00 

( ~ - 13) ( ~ + 13) .J sin 2 e + (cos e - cos e 0 ) 2 

Gv(O) - -;:f (=1 =)=2 ==( 1=)=2 ==== 
\J 2-13 sin 2 0+ 2+13 (cos0-cos0 0 ) 2 

g,,. = Gv(0,,.) is found by evaluating : 0 Gv(0)1 - o •-•,,. 
e,,. - eo after evaluating derivative, so that as before. 

(l/2-(3)(1/2+(3)sin0 0 

g,,.- (l/2 -(3)sinao "'1/2+(3 <l (since (3<112) 

Figure 4.1-2. Gain Evaluation at Second Internal Node v(n) of Transpose Network. 
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8.9 

8.e 

8.4 

9,3 

8.2 

8 . .1 

2.5 

2.e 

.1.5 ............ . 

e.e 

Iii.Iii 58.9 

Frequency 

Figure 4.1-3. Total Gain and Gain at Internal Nodes of Lowpass Transpose Filter Network 
(of Figure 4.0-1) for fs= IOOOHz and (a) fc=450Hz and d=.[2; (b) fc=250Hz and 

d = .[2 ; ( c) f c = 250 Hz and d = 112. 
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SECOND ORDER DIRECT FORM I (TRANSPOSED) IMPLEMENTATION 

Difference Equations: 

y(n)=-2{a x(n) +fv(n-1)} 

v(n)==2{aµ x(n) +yy(n) + !u(n-1)} 

u(n)=2{aa x(n) - J3 y(n-1)} 

Data Structures: 

X:(RO) ~ 

~ 

X:(R1) ~ 

~ 

DSP56001 Code: 

MACR YO,Y1,A 
ASR B 
MAC YO,Y1,B 
MACR XO,YO,B 
MPY YO,Y1,B 
MACR XO,YO,B 
ASA A 

X:(R1),B 
A,XO 

B,X:(RO) 
X:(RO),A 
B,X:(R1) 

Total Instruction Cycles: 

7 lcyc @20 MHz=700ns 

Y:(R4) --
aµ 

'Y 

aa 

Y:(R4)+,YO 

Y:(R4)+,YO 
Y:(R4)+,YO 
Y:(R4)+,YO 

Y:(R4)+,YO 

a 

;Y1 =X(n) (Input) 
;YO·a. A=v(n-1 )/2 
;A=A+ax(n) 
;y(n)-X0=2A (scale mode on) 
;B-u(n-1 )/2+a µ x(n) 
;B=B+yy(n) 
;v(n)=2B. B·a a x(n) 
;B=B-~ y(n) 
;A=v(n)/2. u(n)=2B 
;YO=a . y(n)=XO (Output) 

Figure 4.2-1. Single Second Order Section Transpose DSP56001 Code Implementation and 
Data Structures. 
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5.0 CASCADED DIRECT FORM 

By placing any of the direct form second order filter networks from Figures 2.1-1, 2.2-1, 
2.3-1, or 2.4-1 in series (i.e., connect the y(n) of one to the x(n) of the next), a cascaded 
filter is created. The resulting order N of the network is two times the number of 
second order sections. An odd order network can be made simply by adding one first 
order section in the chain. Note that in general, to achieve a particular response the 
filter parameters associated with each second order section are different. The reason 
for this is that in order to generate a predefined total response requires that each 
individual section have a different response. This will become more obvious in the next 
section where the special case of Butterworth lowpass filters will be discussed in detail. 

5.1 BUTTERWORTH LOWPASS FILTER 

The Butterworth filter response, is maximally flat in the passband at the expense of 
phase linearity and steepness of attenuation slope in the transition band. For lowpass 
or highpass cascaded second order sections, all sections have the same center frequency 
(this is not the case for bandpass filters). For this reason it is easy to design since all 
that remains to be determined are the damping factors dk of each individual k'" 
section. The damping coefficients dk are calculated from a simple formula for any 
order N of response. 

The s-domain transfer function for the N'" order lowpass Butterworth filter is: 

1 1 
H(s)= ------------------ ------------------

(s/Oc)2+d1(s/Oc)+ 1 (s/Oc) 2+d 2 (s/Oc)+ 1 

N/2 =n 1 
(5.1-1) 

k•l 

where dk is the k'" damping coefficient, s = jO, and Oc is the common cutoff 
frequency [ ]. Only filter orders of even N will be considered in this discussion in 
order to minimize the complexity of mathematical results. The analysis can be extended 
to include odd values of N by inserting an additional term of [ ( s Io c) + 1 r 1 in 
Equation (5.1-1). Equation (5.1-1) can be generalized if Oc of each second order section 
is an arbitrary value (corresponding to a different cutoff frequency Ot of each 
section). However, since we are limiting this discussion to Butterworth polynomials, 
Equation (5.1-1) will serve as the basis of all following derivations. 

A filter of order N has N / 2 second order sections. The second order section of a 
Butterworth filter can be derived from the simple RCL network of Figure 1.1-1. 
However, the Butterworth damping factors are predetermined values which can be 
shown to yield a maximally flat passband response [ ]. The Butterworth damping 
coefficients are given by the following equation: 

. (2k - 1 )JC 
dk=2 Slil 2N (5.1 - 2) 

Equation (5.1-2) is the characteristic equation that determines a Butterworth filter 
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response. Note that for a single (k=J) second order (N=2) section lowpass filter, 
dt = 2 sin(n/4) = .[2 as expected for a maximally flat response. For a fourth order 
filter with two second order sections, d 1 - 2 sin(n/8) (where k=I and N=4) and 
d 2 - 2sin(3n/8) (where k=2 and N=4). 

Equation (5.1-1) represents an all pole response (the only zeros are at plus and minus 
infinity in the analog s-domain). The poles of a second order section are the roots of 
the quadratic denominator as given by: 

(5.l -3a) 

and 

(5.l -3b) 

Using (5.1-3) Equation (5.1-1) becomes: 

N12 1 
H(s)= n . 

t-1 [(s/0,)- Pt][s!O,)- Pd 
(5.1-4) 

where Pt - Pt1 and p: = Pk2 (complex conjugate of pd. 

Equation (5.1-4) is useful in that the response of the system can be analyzed entirely by 
studying the poles of the polynomial. However, for purposed of transforming to the 
z-domain, Equation (5.1-1) can be used as previously done in Figure 2.1-1. 

In order to examine the gain and phase response (physically measurable quantities) of 
the lowpass Butterworth filter, the transfer function H(s) of Equation (5.1-1) will be 
converted into a polar representation. The magnitude of H(s) i5' the gain G(O), while 
the angle between the real and imaginary components of H(s), cp(O), is the arctangent 
of. the phase shift introduced by the filter: 

G(O) = ~H(s)H'(s)l •• 10 

N 12 1 

= TI )'=c c=o=1=0=,=) 2=-=1=J2=+=(=d=k=o=1=0=,=) 2 
(5.1-S) 

N/ 2 d 0/0 
.l.(O) \ t -I k C 

"' = tL:1 an (O/Oc) 2 - l 
(5.1-6) 

Equations (5.1-2), (5.1-5), and (5.1-6) completely describe the response characteristics of 
a N 1h·order lowpass Butterworth filter in the continuous analog frequency domain. 
Since the quantity of interest is usually 20logG(O), Equation (5.1-5) can be trans­
formed into a sum (over the second order sections) of 201og(Gk), where Gk is the gain 
of the k 1h section. Similarly, the total phase is just the sum of the phase contribution 
by each section from Equation (5.1-6). 
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The bilinear transformation is used to convert the continuous frequency domain transfer 
function into the digital domain representation as done previously in Section 2.1. where 
e the normalized digital domain frequency equal to 2nf If. can be thought of as the 
ratio of frequency to sampling frequency scaled by 2n. Substituting s from Equation 
(2.0-11) and nc from Equation (2.0-12) into the k 1h section of Equation (5.1-1) yields 
the digital domain form of the Butterworth lowpass filter (for the k 1h second order 
section): 

where 

and 

a,= [tan 2 (0c/2)]/ Ak(0c) 

13, = [1-dk tan(0c/2)+ tan 2 (0c/2)]/ Ak(0c) 

yk=2[1-tan 2 (0c/2)]/Ak(0c) 

(5.1-7) 

(5.l-8a) 

(5.l -8b) 

(5.l -8c) 

(5.l -8d) 

Equations (5.l-8a) thru (5.l-8d) provide a complete description of the digital lowpass 
N 1h order Butterworth filter. Given Sc and dt. these formulas allow precise 
calculation of the digital coefficients ak, 13k, and y k used to implement each k 1h 

second order section of the filter. 

Following the game approach used in Section 2.1 Equations (5.l-8a) thru (5.l-8d) can be 
further simplified into the following set of formulas: 

1 -(dk/2)sin(0c) 
l3k=-2-[_l_+_(_d_k_/2~)s_i_n_(_0_c)-] 

y k = ( 1 I 2 + 13 k) cos ( 0 c) 

ak=(l/2+13k-yk)/4 

(5.l -9a) 

(5.l -9b) 

(5.l -9c) 

where dk is given by Equation (5.1-2), and Sc is the digital domain cutoff frequency 
(this is the actual operating cutoff frequency of the digital filter). 

Figure 5.1-1 shows an example of a 6 1h order lowpass Butterworth filter (three second 
order sections) in both the analog domain the the digital domain. Note that the gain of 
the first (k=l) section is greater than unity near the cutoff frequency but that the 
overall composite response never exceeds unity. This fact allows for easy implementa­
tion of the Butterworth filter in cascaded direct form (i.e., scaling of sections is not 
needed as long as the sections are implemented in the order of decreasing k). Overflow 
at the output of any section is then guaranteed not to occur (the gain of the filter never 
exceeds unity). Observe from Figure 5.1-1 that the digital response is identical to the 
analog response but warped from the right along the frequency axis. One may imagine 
the zero at plus infinity in the analog response mapping into the zero at f 5 12 in the 
digital case. Also note that because of this mapping, the digital response falls off faster 
than the -12 dB/octave of the analog filter when the cutoff is near f sl2. 
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In the case of the highpass filter, the above analysis is nearly identical except for 
coefficients (see Figure 3.0-1) have slightly different values. The bandstop is just the 
sum of a lowpass and highpass so it can be analyzed by these techniques. The bandpass 
however is more difficult and requires considerably more work [ ]. This is because the 
center frequency of each section is now different and the formula for calculating these 
frequencies is not as simple as the formulas for the previous filter types. In addition, 
to complicate matters further, scaling between sections becomes more of a problem since 
the offset of the center of each section reduces the final center response which must be 
compensated at some point in the filter network. It is for cases such as higher order 
Butterworth bandpass filter designs that commercially available filter design packages 
such as FDAS (Filter Design and Analysis System) available from Momentum Data 
Systems, are useful. The use of FDAS is discussed in Sections 6 and 7. 

5.2 CASCADED DIRECT FORM NETWORK IMPLEMENTATION 

Figure 5.2-1 shows the cascaded direct form network and data structures for the 
DSP5600 I code implementation of Figure 5.2-2. Note that by cascading network 
diagrams of Section 2 the set of delays at the output of one section can be combined 
with the set of delays at the input of the next section, thus reducing the total number 
of delays by almost a factor of two. For this reason, the cascaded direct form network 
becomes canonic as the filter order N increases. The DSP56001 code of Figure 5.2-2 
shows an example of reading data from a user supplied memory-mapped analog to 
digital converter (ADC) and writing it to a memory-mapped digital to analog converter 
(DAC). The number of sections (nsec) in these examples is three, thus the filter order is 
six. The total instruction time for this filter structure is 600nsec + 800 [ns], including 
the data I/0 moves (but excluding the interrupt overhead). 
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Figure 5.1-1. Composite Response of Cascaded Second Order Sections for Lowpass Butter­
worth Filter ( k 1h Section Damping Factor According to Equations [ 5.1-2} ). (a) is Aanalog 

Case, (b) is Digital Filter with f 5 = 1200 Hz and f c = 425 Hz. 
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SECOND ORDER CASCADED DIRECT FORM IMPLEMENTATION 

Network Diagram: 

Difference Equations: 

Y1(n)=2{a1 [x,(n)+µ 1x1(n-1)+a1x1(n-2)]+y1y 1(n-1)-P 1y 1(n-2)} 

X1+1(n-k) = Y1 (n-k) 

Data Structures: 

Y:(RO) 
coeff Y:(R4) xbuf 
-p, x1(n-2) 

a, x1(n-1) 

a, er, x:!(n-2) 

a,µ, x:!(n-1) 

"(1 x3(n-2) 

-P2 x3(n-1) 

CX2 y(n-2) 

CX2<J2 y(n-1) 

a2µ2 
"(2 

-p3 

CX3 

CX3<J3 

CX3µ3 
"(3 

,.------
: x(n-2) : 
i-------1 
: x(n-1) : 
~=====:! 
: y1(n-2) : 
........ .i 

: y1(n-1) : 
-======:! 
: y:!(n-2): 
~-----..f 

: y:!(n-1): ._ _____ ,., 
,..----- ... 
: y3(n-2): 
i------" 
: y:Jn-1): 
'------.J 

Figure 5.2-1. Network Diagram for Cascaded Direct Form Filter and Data Structutes used 
in Code Implementation (Three Section Example). 
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SECOND ORDER CASCADED DIRECT FOAM IMPLEMENTATION 

DSP56001 Code: 

MOVE #coeff,RO ;Pointer to coefficients 
MOVE #1,M4 ;Modulo of length 2 for xbuf 
MOVE X:(RO)+,X1 ;~1 
MOVE X:(RO)+,XO ;a1 
MOVE (R4)+ ;Point to next xbuf entry 

;Input: Y1 =X(n) 
DO X:nsec,Sectn ;Loop on number of sections 
MPV XO,Y1,A X:(RO)+,XO Y:(R4)+,YO ;A=a1 X1 (n) 
MAC XO,YO,A X:(RO)+,XO Y:(R4)+N4,YO ;A=A+a1 a1 x1 (n-2) 
MAC XO,YO,A X:(RO)+,XO Y:(R4)+,YO ;A=A+a1 µ1 xi(n-1) 
MAC XO,YO,A Y:(R4)-N4,YO ;A=A+11 Y1 (n-1) 
MAC -X1,YO,A X:(RO)+,X1 Y1 ,Y:(R4)+N4 ;A=A-~1 y1 (n-2). Save x(n) 
MOVE A,Y1 X:(RO)+,XO ;y1 (n)=2A. assumes scale 

Se ctn 
;mode on. 
;X1=~1+1. XO=a1+1 

;Output: y(n)=Y1 
MOVE X:Buflen,M4 ;Filter Order+ 1 
NOP 
MOVE Y1 ,Y:(R4)+N4 ;Save y(n) 

Total Instruction Cycles: 

(6*nsec + 10) lcyc @20 MHz=(0.6*nsec+ 1.0) ns 

Figure 5.2-2. DSP56001 Code for Cascaded Direct Form Filter 
(nsec is the number of sections). 
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6.0 FILTER DESIGN AND ANALYSIS SYSTEM (FDAS) 
The following sections will demonstrate the design of a cascaded filter in both the 

direct form and canonic implementations using a software package, FDAS, available from 
Momentum Data Systems, Inc. The filter example used in the next sections is a 6th 
order Butterworth lowpass filter with a cutoff frequency of approximately 225 Hz and 
a sample frequency of 1000 Hz. Figure 6.0-1 is the Log Magnitude (gain) plot from the 
system output (plotted on an HP LaserJet+ printer). Figure 6.0-2 is the Phase as a 
function of frequency in wrapped format (-rt wraps to +rt). In addition, Figure 6.0-3 
is a Zero/ Pole plot and Figure 6.0-4 is the Group Delay which is the negative of the 
derivative of the phase with respect to frequency. FDAS will also generate an Impulse 
Response, Step Response, and a linear Magnitude plot. The results of the design are 
written to a file, FDAS.OUT, which contains much useful information. The coefficient 
data is written to COEFF.FLT. The DSP56001 code generator (MGEN) reads the 
COEFF.FLT file and generates a DSP56001 assembly source file, COEFF.ASM, which can 
be assembled by the DSP56001 assembler or linker software. Examples of all these files 
will be shown in the next two sections based on the 6th order Butterworth lowpass filter 
example design of this section. 

6.1 CANONIC IMPLEMENTATION 
Figure 6.1-1 is the output file associated with the FDAS design session. As can be 

seen, it contains information on the analog s-domain equivalent filter as well as the 
final digital coefficients (listed again in Figure 6.1-2) which have been properly scaled 
to prevent overflow at the internal nodes as well as the outputs of each cascaded 
section. This is all done automatically by the program in a matter of seconds. 
Executable code is generated by MGEN (also from Momentum Data Systems, Inc.) in 
Figure 6.1-3. The code internal to each cascaded section is five instructions long, so 
that 500 [ns] (assuming a DSP56001 clock of 20 MHz) is added to the execution time for 
each additional second order section. 

6.2 DIRECT FORM I TRANSPOSE IMPLEMENTATION 
Figure 6.2-1 is the output file from FDAS for a transpose form implementation. As 

before, it contains information on the analog s-domain equivalent filter as well as the 
fin al digital coefficients (listed again in Figure 6.2-2) which have been properly scaled 
to prevent overflow at the internal nodes as well as the outputs of each cascaded 
section. It should be noted that because of the stability of the internal node gain of the 
transpose form and because of the response of each individual second order Butterworth 
section, scaling was not done by the program because it was not needed. Executable 
code shown in Figure 6.2-3 is again generated by MGEN. The code internal to each 
cascaded section is seven instructions long, so that 700 [ns] (assuming a DSP5600 I clock 
of 20 MHz) is added to the execution time for each additional second order section. 
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Figure 6.0-1. Log Magnitude Plot of Example Lowpass Butter­
worth Filter. 
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Figure 6.0-3. Zero/ Pole Plot of 6th Order Low pass Example 
Filter. 
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FILTER TYPE LOW PASS DIGITAL TRANSFER FUNCTION Hd(z) 

ANALOG FILTER TYPE BUTTER~RTH 

PASSBAND RIPPLE IN -dB -.5000 NUMERATOR COEFFICIENTS DENOMINATOR COEFFICIENTS 

STOPBAND RIPPLE IN ·dB ·20.0000 ************************************* ************************************* 

PASSBAND CUTOFF FREQUENCY 200.000 HERTZ Z**2 TERM Z TERM CONST TERM Z**2 TERM Z TERM COMST TERM 

STOPBAND CUTOFF FREQUENCY 300.000 HERTZ .2520353794 .5040707588 .2520353794 1.00000 .• 1463916302 .0225079060 

SAMPLING FREQUENCY 1000.00 HERTZ .2364231348 .4728463888 .2364231348 1.00000 ·.1684520245 .1765935421 

FILTER ORDER: 6 .36063873n .n12114754 .3606387377 1.00000 .• 2279487848 .5921629667 

FILTER DESIGN METHOD: BILINEAR TRANSFORMATION l~ITIAL GAIN .876116210 

COEFFICIENTS OF Hd(Z) ARE QUANTIZED TO 24 BITS 
QUANTIZATION TYPE: FIXED POINT FRACTIONAL ZEROES OF TRANSFER FUNCTION Hd(z) 
COEFFICIENTS SCALED FOR CASCADE FORM 11 

NORMALIZED ANALOG TRANSFER FUNCTION T(s) 

NUMERATOR COEFFICIENTS DENOMINATOR COEFFICIENTS 
************************************* ************************************* 

S**2 TERM S TERM CONST TERM S**2 TERM S TERM CONST TERM 
.OOOOOOE+OO .OOOOOOE+OO • 100000E+01 .100000E+01 .193185E+01 .100000E+01 
.OOOOOOE+OO .OOOOOOE+OO .100000E+01 . 100000E+01 .141421E+01 .100000E+01 
.OOOOOOE+OO .OOOOOOE+OO .100000E+01 .100000E+01 .517638E+OO .100000E+01 

INITIAL GAIN 1.00000000 

UNNORMALIZED ANALOG TRANSFER FUNCTION T(s) 

NUMERATOR COEFFICIENTS DENOMINATOR COEFFICIENTS 
************************************* ************************************* 

S**2 TERM S TERM CONST TERM S**2 TERM S TERM CONST TERM 
.OOOOOOE+OO .OOOOOOE+OO .299809E+07 .100000E+01 .334500E+04 .299809E+07 
.OOOOOOE+OO .OOOOOOE+OO .299809E+07 .100000E+01 .244871E+04 .299809E+07 
.OOOOOOE+OO .OOOOOOE+OO .299809E+07 • 100000E+01 .896290E+03 .299809£+07 

INITIAL GAIN 1.00000000 

REAL PART 
·.100000000E+01 

IMAGINARY PART REAL PART 
.OOOOOOOOOE+OO ·.100000000E+01 

IMAGINARY PART RADIUS 
.OOOOOOOOOE+OO .100000000E+01 

·.999290168E+OO .OOOOOOOOOE+OO ·.100071034E+01 .OOOOOOOOOE+OO .999290168E+OO 
·.100000000E+01 .OOOOOOOOOE+OO ·.100000000E+01 .OOOOOOOOOE+OO .100000000E+01 

POLES OF TRANSFER FUNCTION Hd(z) 

REAL PART IMAGINARY PART REAL PART IMAGINARY PART RADIUS 
.731958151E-01 • 130959072E+OO .731958151E·01 ·.1309590nE+oo .150026351E+OO 
.842260122E-01 .411703195E+OO .842260122E-01 -.411703195E+OO .420230344E+OO 
.113974392E+OO .761034036E+OO .113974392E+OO ·.761034036E+OO • 769521258E+OO 

NUMERATOR COEFFICIENTS · HIGHEST ORDER FIRST (in Z) 

.214893785E·01 .128936282E+OO .322340720E+OO .429787634E+OO .322340nOE+OO 

.128936282E+OO .214893785E·01 

DENOMINATOR COEFFICIENTS · HIGHEST ORDER FIRST (in Z) 

.100000000E+01 -.542792439E+OO .887692610E+OO ·.267088214E+OO .143235132E+OO 
·.184597152E-01 .235370025E-02 

IMPULSE RESPONSE MIN= ·.179722E+OO, MAX= .452734E+OO 

Figure 6.1-1. FDA.S.OUT File of Example Filter for Cascaded 
Canonic lmolementation. 
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FILTER COEFFICIENT FILE 
llR DESIGN 
FILTER TYPE 
ANALOG FILTER TYPE 
PASSBAND RIPPLE IN ·dB 
STOPBAND RIPPLE IN ·dB 
PASSBAND CUTOFF FREQUENCY 
STOPBAND CUTOFF FREQUENCY 
SAMPLING FREQUENCY 

LOW PASS 
BUTTERWORTH 

·.5000 
·20.0000 

.200000E+03 HERTZ 

.300000E+03 HERTZ 

.100000E+04 HERTZ 
FILTER DESIGN METHOD: BILINEAR TRANSFORMATION 
FILTER ORDER 6 0006h 
NUMBER OF SECTIONS 3 0003h 
NO. OF QUANTIZED BITS 24 0018h 
QUANTIZATION TYPE · FRACTIONAL FIXED POINT 
COEFFICIENTS SCALED FOR CASCADE FORM II 

0 00000000 /*shift count for overall gain*/ 
7349395 00702493 /* overall gain */ 

0 00000000 
2114226 002042B2 
4228452 00408564 
2114226 002042B2 
1228022 0012BCF6 
·188810 FFFD1E76 

0 00000000 
1983261 001E4310 
3966523 003C863B 
1983261 001E4310 
1413078 00158F06 

·1481374 FFE96562 
0 00000000 

3025257 002E2969 
6050514 005C52D2 
3025257 002E2969 

/* shift count for section 1 values 
/* section coefficient BO 
/* section 1 coefficient B1 
/* section 1 coefficient B2 
/* section 1 coefficient A1 
/* section 1 coefficient A2 
/* shift count for section 2 values 
/* section 2 coefficient BO 
/* section 2 coefficient B1 
/* section 2 coefficient B2 
/* section 2 coefficient A1 
/* section 2 coefficient A2 
/* shift count for section 3 values 
/* section 3 coefficient BO 
/* section 3 coefficient B1 
/* section 3 coefficient B2 

1912173 001D2D6D /* section 3 coefficient A1 
·4967423 FFB43401 /* section 3 coefficient A2 
.25203537940979000+00 3FD0215900000000 .25203538E+OO /* section 
.5040707588195801D+OO 3FE0215900000000 .50407076E+OO /* section 
.2520353794097900D+OO 3FD0215900000000 .25203538E+OO /* section 

*I 
*I 
*I 
*/ 
*I 
*I 
*I 
*I 
*I 
*I 
*I 
*I 
*I 
*I 
*I .. , 
*I 
*I 

BO */ 
B1 */ 
B2 */ 

.1463916301727295D+OO 3FC2BCF600000000 .14639171E+OO /*section 1 A1 */ 
·.22507905960083010·01 BF970C5000000000 ·.22507921E·01 /*section 1 A2 */ 

.2364231348037720D+OO 3FCE431DOOOOOOOO .23642325E+OO /* section 2 BO */ 

.4728463888168335D+OO 3FDE431D80000000 .47284651E+OO /* section 2 81 */ 

.2364231348037720D+OO 3FCE431DOOOOOOOO .23642325E+OO /* section 2 B2 */ 

.16845202445983890+00 3FC58FD600000000 .16845204E+OO /*section 2 A1 */ 
·.17659354209899900+00 BFC69A9EOOOOOOOO ·.17659356E+OO /*section 2 A2 */ 

.3606387376785278D+OO 3FD714B480000000 .36063876E+OO /* section 3 BO */ 

.72127747535705570+00 3FE714B480000000 .72127753E+OO /*section 3 B1 */ 

.36063873767852780+00 3FD714B480000000 .36063876E+OO /* section 3 B2 */ 

.2279487848281860D+OO 3FCD2D6DOOOOOOOO .22794882E+OO /* section 3 A1 */ 
·.5921629667282104D+OO BFE2F2FFC0000000 ·.59216306E+OO /*section 3 A2 */ 

Figure 6.1-2. COEFF.OUT File of Example Filter Design and 
Scaled for Cascaded Canonic Implementation. 
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OOFFFF 
OOFFFF 
OOFFFO 
OOFFF1 
OOFFF2 
OOFFE1 
OOFFFF 
000140 
FFD8F1 
000003 

X:OOOO 
X:OOOO 
Y:OOOO 

Figure 6.1-3. COEFF.ASM File Generated by MGEN for Exam­
ple Design and Cascaded Canonic Implementation. 

COE FF ident 1,0 
include 1head2.asm 1 

page 
opt 

132,66,0, 10 
cex,mex 

This program implements an llR filter in cascaded canonic sections 
The coefficients of each section are scaled for cascaded canonic sections 

datin equ $ff ff ;location in Y memory of input file 
datout equ $ff ff ;location in Y memory of output file 
m_scr equ $fff0 sci control register 
m ssr equ $fff1 sci status register 
m_sccr equ $fff2 sci clock control register 
m_pcc equ Sffe1 port c control register 
m_ipr equ Sffff interrupt priority register 
xx equ mcvi(20480/C64*1.000)) ;timer interrupt value 
m_tim equ ·9999 ;board timer interrupt value 
nsec equ 3 ;nunber of second order sections 

include 'cascade2.asm' 

This code segment implements cascaded biquad sections in canonic form 

cascade2 macro nsec 

assumes each section's coefficients are divided by 2 

mpy yO, y1 ,a x:Cr0)+,x0 y:(r4)+,y0 ;x0=1st section w(n·2),y0=a12/2 
do #nsec,_ends ;do each section 
mac xO,yO,a x:Cr0)· ,x1 y:(r4)+,y0 ;x1=w(n·1) ,y0=ai1/2 
macr x1,yO,a x1,x:Cr0)+ y:(r4)+,y0 ;push w(n·1) to w(n·2),y0=bi2/2 
mac xO,yO,a a,x:CrO) y:Cr4)+,y0 ;push w(n) to w(n·1),y0=bi1/2 
mac x1,y0,a x:Cr0)+,x0 y:Cr4)+,y0 :get this iter w(n),yO=bi0/2 
mac xO,yO,a x:Cr0)+,x0 y:(r4)+,y0 ;next iter:xO=wCn·2),y0=ai2/2 

ends -
endm 

multiple shift left macro 

mshl macro scount 
if scount 
rep #scount 
asl a 
endif 
endm 
org x:O 

states ds 2*nsec 
org y:O 
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53 coef 
54 d Y:OOOO FE8F3B de SFE8F3B ;aC*,2)/2 =·.01125395 section nuitier 
55 d Y:0001 095E7B de $095E7B ;aC*,1)/2 = .07319582 section nuitier 
56 d Y:0002 102159 de $102159 ;bC*,2)/2 = .12601769 section nlllt>er 
57 d Y:0003 204282 de $204282 ;bC*,1)/2 = .25203538 section nlllt>er 
58 d Y:0004 002159 de $002159 ;bC*,0)/2·0.5=·.37398231 section nlllt>er 
59 d Y:OOOS F48281 de $F48281 ;aC*,2)/2 =·.088296n section nlllt>er 2 
60 d Y:0006 0AC7E8 de $0AC7E8 ;aC*,1)/2 = .08422601 section nlllt>er 2 
61 d Y:0007 OF218E de $0F218E ;b(*,2)/2 = .11821157 section nlllt>er 2 
62 d Y:0008 1E4310 de $1E4310 ;b(*,1>/2 = .23642319 section nlllt>er 2 
63 d Y:0009 CF218E de $CF218E ;b(*,0)/2·0.5=·.38178843 section nlllt>er 2 
64 d Y:OOOA OA1A01 de $0A1A01 ;aC*,2)/2 =- .29608148 section nlllt>er 3 
65 d Y:0008 OE9686 de $0E9686 ;aC*,1)/2 = .11397439 section nlllt>er 3 
66 d Y:OOOC 171484 de $171484 ;bC*,2)/2 = .18031937 sect i on nl.llb! r 3 
67 d Y:OOOO 2E2969 de $2E2969 ;b(*,1)/2 = .36063874 section nlllt>er 3 
68 d Y:OOOE 071484 de $071484 ;bC*,0)/2-0.5=·.31968063 section nuitier 3 
69 Y:OOC8 org y:200 
70 d Y:OOC8 381249 igain de 3674697 
71 000000 scount equ 0 ;final shift count 
72 include 1body2.asm' 

73 
74 000040 start equ $40 ;origin for user program 
75 

76 P:OOOO org p:$0 ;origin for reset vector 
n P:OOOO OC0040 illl> start ;jlllp to 'start' on system reset 
78 
79 P:001C org p:S1c ;origin for timer interrupt vector 
80 P:001C 08F080 jsr filter ;jlllp to 'filter' on timer interrupt 

000051 
81 
82 P:0040 org p:start ;origin for user program 
83 

84 P:0040 0003F8 ori #3,mr ;disable all interrupts 
85 P:0041 08F482 movep #(xx·1),x:m_sccr ;cd=xx·1 for divide by xx 

00013F 
86 P:0043 08F4A1 movep #$7,x:m_pcc ;set cc(2;0) to turn on timer 

000007 
87 P:0045 08F480 movep #$2000,x:m_scr ;enable timer interrupts 

002000 
88 P:0047 08F48F movep #ScOOO,x:m_ipr ;set interrupt priority for sci 

oocooo 
89 
90 P:0049 300000 move #states,rO ;initialize internal state storage 
91 P:004A 200013 clr a •* set mem0ry to zero I 

92 P:0048 0606AO rep #nsec*2 ·* I 

93 P:004C 565800 move a,x:Cr0)+ ·* I 

94 
95 P:0040 4FFOOO move y:igain,y1 ;y1=initial gain/2 

0000C8 
96 P:004F OOFC88 andi #$fc,mr ;allow interrupts 
97 P:0050 OC0050 illl> * ;wait for interrupt 
98 
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99 filter 
100 P:0051 0008F8 ori #S08,mr ;set scaling mode 
101 P:0052 300000 move #states,rO ;point to filter states 
102 P:0053 340000 move #coef ,r4 ;point to filter coefficients 
103 P:0054 09463F movep y:datin,yO ;get s-.:>le 
104 
105 cascade2 nsec ;do cascaded biquads 
106 + 
107 + ass1.111es each section's coefficients are divided by 2 
108 + 
109 + P:OOSS F098BO q>y y0,y1,a x:(r0)+,x0 y: < r4.)+, yO ;x0=1st section w(n·2),y0=a12/2 
110 + P:0056 060380 do #nsec,_ends ;do each section 

oooosc 
111 + P:0058 F490D2 mac xO,yO,a x:(r0>·,x1 y:(r4)+,y0 ;x1=w<n·1) ,y0=ai1/2 
112 + P:0059 F418E3 macr x1,y0,a x1,x:(r0)+ y:(r4)+,y0 ;push w(n·1) to w(n·2),y0=bi2/2 
113 + P:OOSA F800D2 mac xO,yO,a a,x:(r0) y:(r4)+,y0 ;puish w(n) to w(n·1),y0=bi1/2 
114 + P:OOSB F098E2 mac x1,y0,a x:(r0)+,x0 y:(r4)+,y0 :get this iter w<n>,yO=bi0/2 
115 + P:005C F098D2 mac xO,yO,a x:(r0)+,x0 y:(r4)+,y0 ;next iter:xO=w<n·2),y0=ai2/2 
116 + ends -
117 mshl scount 
118 + if scount 
121 + end if 
122 P:OOSD 200011 rnd a ;round result 
123 P:OOSE 09CE3F movep a,y:datout ;output S-.:>le 
124 P:005F 000004 rti 
125 
126 end 
0 Errors 
0 Warnings 
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... co 
- 00 co 

Cl) 
w 

~ 
0 
~ 
0 
::n 
0 
I:""' 
> 

FILTER TYPE LOW PASS 
ANALOG FILTER TYPE BUTTERWORTH 
PASSBAND RIPPLE IN -dB -.5000 
STOPBAND RIPPLE IN ·dB -20.0000 
PASSBAND CUTOFF FREQUENCY 200.000 HERTZ 
STOPBAND CUTOFF FREQUENCY 300.000 HERTZ 
SAMPLING FREQUENCY 1000.00 HERTZ 
FILTER ORDER: 6 
FILTER DESIGN METHOD: BILINEAR TRANSFORMATION 

COEFFICIENTS OF Hd(Z) ARE QUANTIZED TO 24 BITS 
QUANTIZATION TYPE: FIXED POINT FRACTIONAL 
COEFFICIENTS SCALED FOR CASCADE FORM I (TRANSPOSE FORM) 

NORMALIZED ANALOG TRANSFER FUNCTION T(s) 

NUMERATOR COEFFICIENTS DENOMINATOR COEFFICIENTS 
************************************* ************************************* 

S**2 TERM S TERM CONST TERM S**2 TERM S TERM CONST TERM 
.OOOOOOE+OO .OOOOOOE+OO .100000E+01 .100000E+01 .193185E+01 .100000E+01 
.OOOOOOE+OO .OOOOOOE+OO .100000E+01 .100000E+01 .141421E+01 .100000E+01 
.OOOOOOE+OO .OOOOOOE+OO .100000E+01 .100000E+01 .517638E+OO .100000E+01 

INITIAL GAIN 1.00000000 

UNNORMALIZED ANALOG TRANSFER FUNCTION T(s) 

NUMERATOR COEFFICIENTS DENOMINATOR COEFFICIENTS 
************************************* ************************************* 

S**2 TERM S TERM CONST TERM $**2 TERM S TERM CONST TERM 
.OOOOOOE+OO .OOOOOOE+OO .299809E+07 .100000E+01 .334500E+04 .299809E+07 
.OOOOOOE+OO .OOOOOOE+OO .299809E+07 . 100000E+01 .244871E+04 .299809E+07 
.OOOOOOE+OO .OOOOOOE+OO .299809E+07 .100000E+01 .896290E+03 .299809E+07 

INITIAL GAIN 1.00000000 

DIGITAL TRANSFER FUNCTION Hd(Z) 

NUMERATOR COEFFICIENTS DENOMINATOR COEFFICIENTS 
************************************* ************************************* 
Z**2 TERM Z TERM CONST TERM Z**2 TERM Z TERM CONST TERM 

.2190289497 .4380580187 .2190289497 1.00000 -.1463916302 . .0225079060 
• 2520353794 .5040707588 .2520353794 1.00000 -.1684520245 -1765935421 
.3410534859 .6821070910 .3410534859 1.00000 - .2279487848 .5921629667 

INITIAL GAIN 1.00000000 

ZEROES OF TRANSFER FUNCTION Hd(z) 

REAL PART IMAGINARY PART REAL PART IMAGINARY PART RADIUS 
-.999262530E+OO .OOOOOOOOOE+OO -.100073801E+01 .OOOOOOOOOE+OO .999262530E+OO 
- .100000000E+01 .OOOOOOOOOE+OO -.100000000E+01 .OOOOOOOOOE+OO .100000000E+01 
- • 999408962E+OO .OOOOOOOOOE+OO -.100059139E+01 .OOOOOOOOOE+OO .999408962E+OO 

POLES OF TRANSFER FUNCTION Hd(z) 

REAL PART 
.731958151E-01 

IMAGINARY PART 
• 130959072E+OO 

.842260122E-01 .411703195E+OO 

.113974392E+OO .761034036E+OO 

REAL PART- IMAGINARY PART RADIUS 
.731958151E-01 -.130959072E+OO .150026351E+OO 
.842260122E-01 -.411703195E+OO .420230344E+OO 
.113974392E+OO ~.761034036E+OO .769521258E+OO 

NUMERATOR COEFFICIENTS - HIGHEST ORDER FIRST (in Z) 

.188271907E-01 .112963161E+OO .282407928E+OO .376543916E+OO .282407928E+OO 

.112963161E+OO .188271907E-01 

DENOMINATOR COEFFICIENTS - HIGHEST ORDER FIRST (in Z) 

.100000000E+01 -.542792439E+OO .887692610E+OO -.267088214E+OO .143235132E+OO 
-.184597152E-01 .235370025E-02 

IMPULSE RESPONSE MIN= -.179722E+OO, MAX= .452734E+OO 

Figure 6-2-1. FDAS.OUT File of Example Filter for Cascaded 
Transpose Form Implementation. 
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FILTER COEFFICIENT FILE 
I IR DESIGN 
FILTER TYPE LOW PASS 
ANALOG FILTER TYPE BUTTERIJORTH 
PASSBAND RIPPLE IN -dB -.5000 
STOPBAND RIPPLE IN -dB -20.0000 
PASSBAND CUTOFF FREQUENCY .200000E+03 HERTZ 
STOPBAND CUTOFF FREQUENCY .300000E+03 HERTZ 
SAMPLING FREQUENCY .100000E+04 HERTZ 
FILTER DESIGN METHOD: BILINEAR TRANSFORMATION 
FILTER ORDER 6 0006h 
NUMBER OF SECTIONS 3 0003h 
NO. OF QUANTIZED BITS 24 0018h 
QUANTIZATION TYPE - FRACTIONAL FIXED POINT 
COEFFICIENTS SCALED FOR CASCADE FORM I 

1 00000001 /*shift count for overall gain*/ 
4194304 00400000 /*overall gain */ 

0 00000000 
1837348 001C0924 
3674697 00381249 
1837348 001C0924 
1228022 0012BCF6 
-188810 FFFD1E76 

0 00000000 
2114226 00204282 
4228452 00408564 
2114226 002042B2 
1413078 00158FD6 

-1481374 FFE96562 
0 00000000 

2860964 002BA7A4 
5721929 00574F49 

/* shift count for section 1 values 
I* section 1 coefficient BO 
/* section coefficient B1 
/* section coefficient B2 
I* section coefficient A1 
/* section coefficient A2 
/* shift count for section 2 values 
/* section 2 coefficient BO 
/* section 2 coefficient B1 
/* section 2 coefficient B2 
/* section 2 coefficient A1 
/* section 2 coefficient A2 
/* shift count for section 3 values 
/* section 3 coefficient BO 
/* section 3 coefficient B1 

*I 
*I 
*I 
*I 
*I 
*I 
*/ 
*I 
*I 
*I 
*/ 

*I 
*/ 
*I 
*I 

2860964 002BA7A4 /* section 3 coefficient B2 */ 
1912173 001D2D6D /* section 3 coefficient A1 */ 

-4967423 FFB43401 /* section 3 coefficient A2 */ 
.2190289497375488D+OO 3FCC092400000000 .21902905E+OO /* section BO */ 
.4380580186843872D+OO 3FDC092480000000 .43805810E+OO /* section B1 */ 
.21902894973754880+00 3FCC092400000000 .21902905E+OO /* section B2 */ 
.1463916301727295D+OO 3FC2BCF600000000 .14639171E+OO /*section 1 A1 */ 

-.2250790596008301D-01 BF970C5000000000 -.22507921E-01 /*section 1 A2 */ 
.2520353794097900D+OO 3FD0215900000000 .25203538E+OO /* section 2 BO */ 
.5040707588195801D+OO 3FE0215900000000 .50407076E+OO /* section 2 B1 */ 
.2520353794097900D+OO 3FD0215900000000 .25203538E+OO /* section 2 B2 */ 
.16845202445983890+00 3FC58F0600000000 .16845204E+OO /*section 2 A1 */ 

-.17659354209899900+00 BFC69A9EOOOOOOOO -.17659356E+OO /*section 2 A2 */ 

.34105348587036130+00 3F05030200000000 .34105356E+OO /* section 3 BO */ 

.6821070909500122D+OO 3FE5D30240000000 .68210712E+OO /* section 3 B1 */ 

.34105348587036130+00 3F0503D200000000 .34105356E+OO /* section 3 82 */ 

.2279487848281860D+OO 3FC02D6DOOOOOOOO .22794882E+OO /* section 3 A1 */ 
-.5921629667282104D+OO BFE2F2FFCOOOOOOO -.59216306E+OO /* section 3 A2 */ 

Figure 6.2-2. COEFF.FLT File for Example Filter Design and 
Scaled for Cascaded Transpose Form. 
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000003 
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X:OOOO 
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Y:OOOO OE0492 
Y:0001 1C0924 
Y:0002 095E7B 
Y:0003 OE0492 

1989 

Figure 6.2-3. COEFF.ASM File Generated by MGEN for Exam­
ple Design and Cascaded Transpose Implementation. 

COEFF ident 1,0 
include 1head1.asm' 

page 
opt 

132,66,0,10 
cex,mex 

This program il!l>Lements an !IR filter in cascaded transpose sections 
The coefficients of each section are scaled for cascaded transpose sections 

datin equ $ffff ;Location in Y memory of input file 
datout equ $ffff ; Location in Y memory of output file 
m_scr equ Sf f fO sci control register 
m_ssr equ $fff1 sci status register 
m seer equ $fff2 sci clock control register 
m_pcc equ $ffe1 port c control register 
m_ipr equ $ffff interrupt priority register 
xx equ @cvi(20480/(64*1.000)) ;timer interrupt value 
m_tim equ ·9999 ;board timer interrupt value 
nsec equ 3 ;nlllber of second order sections 

include •cascade1.asm' 

This code segment il!l>lements cascaded biquad sections in transpose form 

cascade1 macro nsec 

asslJlles each section's coefficients are divided by 2 

do #nsec,_ends ;do each section 
macr y0,y1,a x:Cr1>,b y:(r4)+,y0 ;a=x(n)*bi0/2+wi1/2,b=wi2,y0=bi1/2 
asr b a,xO ;b=wi2/2,x0=y(n) 
mac y0,y1 ,b y:(r4)+,y0 ;b=x(n)*bi1/2+wi2/2,y0=ai1/2 
macr xO,yO,b y:(r4)+,y0 ;b=b+y(n)*ai1/2,y0=bi2/2 

lll>Y y0,y1 ,b b,x:(r0)+ y:(r4)+,y0 ;b=x(n)*bi2/2,save wi1,y0=ai2 
macr xO,yO,b x:(rO),a a,y1 ;b=b+y(n)*ai2/2,a=next iter wi1, 

;y1=output of section i 
asr a b,x:(r1)+ y:(r4)+,y0 ;a=next iter wi1/2,save wi2, 

;yO=next iter biO 
ends -

endn 

org x:O 
state1 dsm nsec 
state2 dsm nsec 

org y:O 
coef 

de SOE0492 ;b(*,0)/2 = .10951447 section nlllber 
de $1C0924 ;b(*,1)/2 = .21902901 section nuiber 
de $095E7B ;a(*,1)/2 = .07319582 section m.11Der 
de $0E0492 ;b(*,2)/2 = .10951447 section nurber 
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53 d Y:0004 FE8F38 de $FE8F38 ;aC*,2)/2 =· .01125395 section nl.lllber 1 
54 d Y:0005 102159 de $102159 ;bC*,0)/2 = .12601769 section nl.lllber 2 
55 d Y:0006 204282 de $204282 ;b(*, 1)/2 = .25203538 section nl.lllber 2 
56 d Y:0007 0AC7E8 de SOAC7EB ;a(*, 1)/2 = .08422601 section nl.lllber 2 
57 d Y:0008 102159 de $102159 ;bC*,2)/2 = .12601769 section nl.lllber 2 
58 d Y:0009 F4B2B1 de SF4B2B1 ;aC*,2>12 =· .oss296n section nl.lllber 2 
59 d Y:OOOA 150302 de $150302 ;b(*,0)/2 = .17052674 section nl.lllber 3 
60 d Y:OOOB 2BA7A4 de S2BA7A4 ;b(*,1)/2 = .34105355 section nl.lllber 3 
61 d Y:OOOC OE96B6 de SOE96B6 ;aC*,1)/2 .11397439 section nl.lllber 3 
62 d Y:OOOO 150302 de $150302 ;b(*,2)/2 = .17052674 section nl.lllber 3 
63 d Y:OOOE OA1A01 de SOA1A01 ;aC*,2)/2 =·.29608148 section nl.lllber 3 
64 include 1 body1.asm• 
65 
66 000040 start equ $40 ;origin for user program 
67 
68 P:OOOO org p:SO ;origin for reset vector 
69 P:OOOO OC0040 jmp start ;jl.IJ1) to •start' on system reset 
70 
71 P:001C org p:S1c ;origin for timer interrupt vector 
72 P:001C OBF080 jsr filter ;jl.IJ1) to 'filter' on timer interrupt 

000057 
73 

74 P:0040 org p:start ;origin for user program 
75 
76 P:0040 0003F8 ori #3,mr ;disable all interrupts 
n P:0041 08F4B2 movep #(xx·1),x:m_sccr ;cd=xx·1 for divide by xx 

00013F 
78 P:0043 08F4A1 movep #S7,x:m_pcc ;set ccC2;0) to turn on timer 

000007 
79 P:0045 08F4BO movep #$2000,x:m_scr ;enable timer interrupts 

002000 
80 P:0047 08F4BF movep #ScOOO,x:m_ipr ;set interrupt priority for sci 

oocooo 
81 
82 
83 P:0049 300000 move #state1,r0 ;point to filter state1 
84 P:004A 310400 move #state2,r1 ;point to filter state2 
85 P:004B 340000 move #coef,r4 ;point to filter coefficients 
86 P:004C 0502AO move #nsec·1,m0 ;addressing modulo nsec 
87 P:0040 050EA4 move #5*nsec·1,m4 ;addressing modulo 5*nsec 
88 P:004E 0502A1 move #nsec·1,m1 ;addressing modulo nsec 
89 P:004F 200013 clr a ;initialize internal state storage 
90 P:0050 0603AO rep #nsec ·* zero state1 I 

91 P:0051 565800 move a,x:Cr0)+ ·* I 

92 P:0052 0603AO rep #nsec ·* zero state2 I 

93 P:0053 565900 move a,x:Cr1)+ ·* I 

94 
95 P:0054 F88000 move x:Cr0),a y:Cr4)+,y0 ;a=w1 (initially zero) ,y0=b10/2 
96 
97 P:0055 OOFCB8 andi #Sfc,mr ;allow interrupts 
98 P:0056 OC0056 jmp * ;wait for interrupt 
99 
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100 filter 
101 P:0057 0008F8 ori #$08,mr ;set scaling mode 
102 P:0058 09473F movep y:datin,y1 ;get sa""le 
103 
104 cascade1 nsec ;do cascaded biquads 
105 + 
106 + assllllE!s each section's coefficients are divided by 2 
107 + 
108 + P:0059 060380 do #nsec,_ends ;do each section 

000061 
109 + P:005B FC81B3 macr y0,y1 ,a x:Cr1),b y:Cr4)+,y0 ;a=x(n)*bi0/2+wi1/2,b=wi2,yO~bi1/2 

110 + P:005C 21C42A asr b a,xO ;b=wi2/2,xO=y(n) 
111 + P:005D 4EDCBA mac y0,y1,b y:Cr4)+,y0 ;b=x(n)*bi1/2+wi2/2,yO=ai1/2 
112 + P:005E 4EDCDB macr xO,yO,b y:Cr4)+,y0 ;b=b+y(n)*ai1/2,yO=bi2/2 
113 + P:005F FC18B8 ""y yO, y1 ,b b,x:CrO)+ y:Cr4)+,y0 ;b=xCn)*bi2/2,save wi1,yO=ai2 
114 + P:0060 19AODB macr xO,yO,b x:CrO),a a,y1 ;b=b+y(n)*ai2/2,a=next iter wi1, 
115 + ;y1=output of section i 
116 + P:0061 FC1922 asr a b,x:Cr1)+ y: C r4)+, yO ;a=next iter wi1/2,save wi2, 
117 + ;yO=next iter biO 
118 + ends -
119 
120 P:0062 09C73F movep y1,y:datout ;output sa""le 
121 _endp 
122 
123 P:0063 000004 rti 
124 end 
0 Errors 
0 Warnings 
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7.0 FIR FILTERS 

As we discovered when discussing IIR filters, if phase distortion is of secondary 
importance to magnitude response the desired filter can generally be implemented with 
less memory, less computational complexity, and at the lowest cost using IIR structures. 
On the other hand, in applications requiring linear phase in the passband and a specific 
magnitude response, the specified filter is generally best implemented using FIR 
structures. Examples of applications requiring linear phase are: 

(1) Communication systems such as modems or Integrated Services Digital Networks 
(ISDN) in which the data pulse shape and relative timing in the channel must be 
preserved. 

(2) Ideal differentiators which provide a 90 degree phase shift at all frequencies in 
addition to a constant group delay. 

(3) Hilbert transformers used to demodulate complex signals such as those used in 
high speed modems. 

(4) Hi-fidelity audio systems where enthusiasts are always trying to minimize phase 
distortion of recorded music in order to reproduce the original sound with as much 
fidelity as possible. 

(5) System synthesis where the system impulse response is known a priori. Also, as 
we shall see. FIR filters are important because they are all-zero filters (i.e., no 
feedback) and are therefore guaranteed to be stable. 

7.1 LINEAR PHASE FIR FILTER STRUCTURE 

The basic structure of a FIR filter is simply a tapped delay line in which the output 
from each tap is summed to generate the filter output. This is shown in Figure 7.1-1. 
This structure can be represented mathematically as: 

N-1 

y(n) = L h(i) x(n - i) (7.1-1) 
i•O 

where x(n) is the most recent (t=nD input signal sample, x(n-i) are signal mples 
delayed by i sample periods un, h(i) are the tap weights (or filter coen .cients), and 
y(n) is the filter output at time t=nT. 

From this structure it is easy to see why the filter is termed finite - the impulse 
response of the filter will be identically zero after N sample periods because an 
impulse input (i.e., x(n)=l, x(n-i)=O for i '1"0) will have traversed the entire delay line at 
time t=NT. That is, the impulse response of FIR filters will only last for a finite period 
of time. This is in contrast to IIR filters which will "ring" in response to an impulse 
for an infinite period of time. The values of the coefficients represent the impulse 
response of the FIR filter as can be seen by evaluating Equation (7.1-1) over N sample 
periods for a single unit input pulse at time t=O. 

There are no feedback terms in the structure (i.e., Equation (7.1-1) has no denominator) 
but rather only N zeroes. By taking the Z-transform of Equation (7.1-1) the transfer 
function of the filter becomes: 
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Y(z) N-1 . 
H(z) .. -- = L h(i) z-• 

X(z) ;-o 
(7.1-2) 

Equation (7.1-2) is a polynomial in z of order N. The roots of this polynomial are the 
N zeroes of the filter. 

The same procedures used to calculate the magnitude and phase response of IIR filters 
can be applied to FIR filters. Accordingly, the gain, G(9), can be obtained by 
substituting z - e.1° into Equation (7.1-2) (where e = 2nf If. is the normalized digital 
frequency) then taking the absolute value so that: 

I N-1 I 
G(9) - I h(i) e- 118 

1-0 

N-1 

= I [h(i) cos i9 - j h(i) sin i0] (7.1-3) 
i•O 

The phase response, cj>(9). is found by taking the inverse tangent of the ratio of the 
imaginary to real components of G(9) so that: 

· l_ Nf h(i) sin ml 
- I i•O 

cj>(9) =tan -N---1----

L h(i) cos rn 
i•O 

(7.1-4) 

where it has been implicitly assumed that the h(i) are real. 

Intuitively it can be reasoned that in order for any pulse to retain its general shape and 
relative timing (i.e., pulse width and time delay to its peak value) after passing through a 
filter, the delay of each frequency component making up the pulse must be the same so 
that each component recombines in phase to reconstruct the original shape. In terms of 
phase, this implies that the phase delay must be linearly related to frequency or: 

cl>(e) =-Le (7.1-S) 

This is illustrated in Figure 7.1-2 where a pulse having two components sinwt and 
sin 2wt passes through a linear phase filter having a delay of two cycles per Hertz and 

constant magnitude response equal to unity. That is, the fundamental is delayed by two 
cycles ( 4n) and the first harmonic by four cycles (8n). The group delay of a system, 
Lg, is defined by taking the derivative of cj>(9): 

(7.1-6) 

Since e is the normalized frequency, Lg in Equation (7.1-6) is a dimensionless quantity 
and can be related to the group delay in seconds by dividing by the sample frequency 
f.. For a linear phase system Lg is independent of e and is equal. to L. This can be 

seen by substituting Equation (7.1-5) into Equation (7.1-6). 
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In our example, i;[l is 2 cycles per Hz. Note that the pulse shape within the filter has 
been retained but is twice the width of the original pulse; that is, the change in width 
of the pulse is equal to the group delay which is the origin of its name. The negative 
sign indicates the phase is retarded or delayed, i.e., a causal system. 

The impact of the requirement of linear phase on the design of a FIR filter can be seen 
by substituting Equation (7.1-4) into Equation (7.1-5) so that: 

l}·_-=0
1 

h(i) sini01 
tanei;[l = -N--1----

L h(i) cos ie 
1-0 

which can be rewritten as, 

or 

N-1 

I h(i)(cosrn sinei:[l - sinrn cosei:[l) = o 
i-0 

N-1 

L h(i) [sin 0(i;fl - i)] - 0 
i•O 

(7.1-7) 

(7.1-8) 

The solution to Equation (7.1-8) is the constraint on i:" for a FIR filter to be linear 
phase. The solution to Equation (7.1-8) can be found by expanding the left hand side 
(LHS) as follows: 

and noting that if: 
(N-1) 

i: =---
fJ 2 

(7.1-9) 

then for every positive argument there will be a corresponding negative argument. For 
example the argument for the h 1 term becomes: 

e(N;1_ 1)=e(N;3) 

which is the negative of the argument for the hN-2 term, i.e., 

( N-1 ) (N-3) e ~2--N+2 =-9 ~2-

so that if: 
h(i) = h(N - 1 - i) for 0 5 i 5 N - 1 (7.1-10) 

then Equations (7.1-9) and (7.1-10) represent the solution to (7.1-8). By substituting 
Equation (7.1-9) into (7.1-5) the phase of a linear phase FIR filter is given by: 
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( N- 1) <1>(9) = - - 2 - e (7.1-11) 

Therefore, a nonrecursive filter (FIR), unlike a recursive filter (IIR), can have a 
constant time delay for all frequencies over the entire range (from O to f ,12). It is 
only necessary that the coefficients (and therefore impulse response) be symmetrical 
about the midpoint between samples (N-2)/2 and N/2 for even N or about sample 
(N-1)/2 for odd N, as described by Equation (7.1-10). When this symmetry exists, i:g 

for the filter will be ( N; 1 )T seconds. 

7.2 LINEAR PHASE FIR FILTER DESIGN USING THE FREQUENCY­
SAMPLING (FFT) METHOD 

Implementing a FIR filter in DSP hardware such as the DSP56001 is a relatively simple 
task. Determining a set of coefficients which describe a given impulse response of a 
filter can also be a straight forward procedure. However, deriving the optimal 
coefficients necessary to obtain a particular response in the frequency domain is not 
always so easy. The following section introduces a simple method to determine a set of 
coefficients based on a desired arbitrary frequency response (often ref erred to as the 
Frequency Sampling Method). This method has the distinct advantage that it can be 
done in real time. However, the most efficient determination of coefficients is best 
done by utilizing a software filter design system such as FDAS (Filter Design and 
Analysis System from Momentum Data Systems, Inc.) to perform numerical curve-fitting 
and optimization which is a procedure that necessitates the use of a computer. (Using 
FDAS is discussed in the next section.) For example, the Inverse Fourier Transform 
Integral is used to determine the FIR coefficients from a response specification in the 
frequency domain; this generally requires a numerical integration procedure. In this 
section, we will use the Inverse Discrete Fourier Transform (IDFT), which can be 
implemented using the Inverse Fast Fourier Transform (IFFT) algorithm. One reason for 
choosing this approach is to demonstrate a method that can be used to determine 
coefficients in real time since the FFT can be implemented in the same DSP hardware 
as the FIR filter (this is at least true for the DSP56001). 

The question is "How must the filter be specified in the frequency domain so that 
Equations (7.1-10) and (7.1-11) are realized?". That is, starting with the definition of 
the filter in the frequency domain, a method for calculating the filter coefficients is 
required. Beginning with Equation (7.1-2), the Z-transform of the FIR filter, and 
evaluating this transfer function on the unit circle at N equally spaced normalized 
frequencies (i.e., z = e 12 nktN ), one can write: 

N-1 
H(k) = H(eJ2nk!N) = L h(i) e-J2nki!N 

i-0 

(7.2-1) 

where o ~ k ~ N- 1. h(i) can be solved in terms of the frequency response at the 
discrete frequencies, H(k), by multiplying both sides of Equation (7.2-1) by e 12 nkmtN 

and summing over k, as follows: 
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N-1 N-1 N-1 I H(k) ej2nkm/N = I I h(i) e-J2nkl/N ej2nkm/N 

k•O k•O i·O 

N-1 N-1 

= L h(i) L e-J2nkitN eJ2dmtN 

t•O k·O 

N-1 

= L h(i)Noim 
i· 0 

= N h(m) (7.2-2) 

where Dim is the Kronecker delta which is equal to one when i=m but is zero otherwise. 
Equation (7.2-2) can be used to find h(i) by simply setting i = m: 

1 N-1 

h(i) = - L H(k) e 12nwN (7 .2- 3) 
N k·O 

Equation (7.2-3) is the Inverse Discrete Fourier Transform (IDFT) of the filter response. 

In general the discrete Fourier coefficients are complex therefore the H(k) can be 
represented as: 

H(k) = A(k)eJHkl 

where A(k) •I H(k)i 

so that Equation (7.2-3) becomes: 

N-1 

h(i) = _!_ L A(k) eJHkl eJ2nkttN 

N k•O 

(7.2-4) 

At this point the linear phase constraints, Equations (7.l-10) and (7.1-11) can be applied. 
The constraint that the coefficients be real and symmetrical (Equation (7.1-10)) implies 
that 

h(i) = h(N-1-i) = h'(N-1-i) 

where * signifies the complex conjugate and therefore: 
1 N-1 

h'(N-1- i) = - L A(k) e-JHkl e-J2nk(N-l-i)tN 

N k·O 

1 N-1 
= _ L A(k) e-J[HkJ•2nk(N-l)tNJ eJ2nkitN 

N k•O 

Equation (7.2-5) will be identically equal to Equation (7.2-4) if, 

2nk(N-l) 
<l>(k) = -<l>(k)- +2nr for r=O, 1.2 ... 

N 

or 
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(N- l) 
cl>(k) = nr - nk N (7.2-6) 

Now, what are the constraints on r and A(k) which will guarantee a purely real 
response for N even? By substituting Equation (7.2-6) into Equation (7.2-4): 

1 N-1 
h(i) = _ L A(k)eJ[nr-nk(N-l)IN•2nkl!N] 

N k-o 
(7.2-7) 

Expanding Equation (7 .2-7) for even N yields: 

h(i) ·= _!_{A(O) ejnr +A( 1) ei[nr-n(N-l)/N•2ni/N] + ... 
N 

+ A(N 12) ej[u-n(N-l)/N•n1] + ... + A(N- 1) ej[nr-n(N-l)(N-l)/N•2n(N-l)l/N]} 

Consider the A(k) and A(N-k) terms; if r=O for the A(k) term and r=l for the A(N-k) 
term then the argument for the A(N-k) term is the negative of the argument for the 
A(k) term, given that N is even. That is, 

ej[n-n(N-k)(N-l)/N•2n(N-k)llN] = ej[nk(N-l)IN-2nkl!N] ej[n-n(N-1)•2nl] 

= e-j[-nk(N-l)/N•2nkl!N] ejn[-(N-2)+21] 

= e-j[-Jtk(N-l)IN•2nki!N] (1) 

Therefore if A(k) = (A( N-k) then all imaginary components in Equation (7.2-7) will 
cancel and the h(i) will be purely real, which is the desired result. In general, for N 
even, the formulas for the Frequency Sampling Method can be reduced to: 

h(i) = _ A(O)+ L A(k)e'[nr-nk(N-l)!N•2nki!N] 1 { N-1 } r = 0 for 
N k-1 

r = 1 

= _!_ A(O)+ I: A(k)[ej[-nk(N-l)/N+2nki!N]+ ej[n-n(N-k)(N-l)IN•2n(N-k)i!N]] { 
N/2-1 } 

N k-1 

1 { 
N 12-1 } 

= - A(O) + I: A(k)[ej[-nk(N-l)IN•2nki!N] + e-j[-nk(N-l)!N•2nk1/N]] 

N k•I 

1 
{ 

N 12-1 } 
= - A(O) + I: A(k) [e-jnk ej[Jtk/N•2nki!N] + ejnk e-j[nk!N•2nki/N]] 

N k-1 

1 { N/2-1 Jlk } 
= - A(O) + 2 L A(k) (-1 )k cos -( 1 + 2i) 

N k-1 N 

given, 
A(k) = A(N - k) 

N 
for l~k~--l 

2 
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with, 

and, 
cjl(k) 

cjl(k) 

A(N/2)=0 

-rtk(N-1) 
N 

= rt - rt k (_N_-_l_) 
N 

for 

for 
N 

O~k~--1 
2 

N 
-+l~k~N-1 
2 

In summary it can be said that if a filter with an even number of symmetrical real 
coefficients is desired then the phase must be linear and the frequency response must be 
symmetrical about N/2 and zero at N/2. [l] 

As an example consider the arbitrary filter specified in Figure 7.2-1. In this example 
N=32 and an arbitrary lowpass and bandpass combination is specified. Figures 7.2-2a 
and 7.2-2b show the result of transforming the polar coordinate filter specification into 
rectangular coordinates, yielding real and imaginary components of the transfer 
function. This transformation is accomplished simply by treating the magnitude of 
H(k) as the length of a vector in polar coordinates and the phase as the angle. The x 
component (real part) is the product of the length (magnitude of H(k)) and the cosine of 
the phase. Likewise, the y component (imaginary part) is the product of the length and 
the sine of the phase angle. This transformation to rectangular coordinates is necessary 
to perform the Inverse DFT (or Inverse FFT) calculation: · 

1 N- l 
\ Jke 

h(n) - - L H(k) e • 
N k-o 

(7.2-9) 

where H(k) is a complex number, and en= 2rtn/ N. 

When the filter's transfer function, H(k), is described as in Figures 7.2-1 and 7.2-2 (i.e., 
the real part symmetric about N / 2 and the imaginary part antisymmetric about N / 2), 
the h(n) are strictly real. If the h(n) were complex, the FIR filter would be much more 
difficult to implement, since twice as many terms would be present. Figure 7.2-3 shows 
the results of the IDFT applied to the example arbitrary filter specification. Note the 
symmetry of the coefficients in Figure 7.2-3 (they are symmetrical about ( N-1)/2). This 
symmetry is to be expected for an even number of coefficients. Equation (7.2-10) has 
N-1 roots, since it is a polynomial of order N-1. These roots are plotted in Figure 7.2-4 
and must be found from a numerical algorithm such as the Newton-Raphson root finding 
recursion relation or the Mueller method [2]. The h(n) can now be used to specify the 
filter response in the continuous frequency domain by setting e = 2rt f Ifs. 

The transfer function has exactly the same form as the DFT of the h(n), but now the 
frequency is continuous up to f .12: 

N- l 

H(S)= L h(n)e-jna (7.2-10) 
n•O 

where e = 2rtf If •. The continuous frequency gain and phase response of our 32 
coefficient example filter are plotted in Figures 7.2-5a and 7.2-5b, which are generated 
by: 

1989 73 MOTOROLA 



G(9) - IH(9)1 - [H(9)H 0 (9)] 112 

{[ N-1 ]2 [N-1 ]2}1/2 
- R~O h(n) cosn9 + Jo h(n) sinn9 (7.2-11) 

and 

-{~~ h(n) sin n9} 
cj>(9) - -tan 1 -N_-1----

2= h(n)cosn9 
R•O 

(7.2-12) 

where the h(n) are the values obtained from Equation (7.2-9) or equivalently from 
Equation (7.2-8). Note that the gain plot (Figure 7.2-Sa) intersects exactly the discrete 
frequency points originally specified in Figure 7.2-1. Clearly G(9) and cH9) are poorly 
behaved mathematically since they have many discontinuities. Due to the symmetry of 
linear phase FIR filters, analytic expressions can be found for H(w). This is shown in 
section 7.3, Equations (7.3-4) and (7.3-5). 

Figures 7.2-6 and 7.2-7 show, for comparison sake, the log magnitude response of the 
example filter with larger values of N. Note that the stopband attenuation is not 
improved as much as one may expect as the number of coefficients is increased, 
however the sharpness of the transition band is significantly enhanced. This is because 
the approach discussed thus far has implicitly assumed a rectangular window function. 
In order to improve this situation, a smoothing window, w(n), can be used [11]. 

If the h(n) are modified by a window function w(n), hw(n) - h(n) w(n) for 
o ~ n ~ N- 1, the gain of Equation (7.2-11) (as shown in Figure 7.2-8a) can be greatly 
improved. The function w(n) goes to zero at both ends (n=O and n=N) and is unity at 
the center. w(n) is symmetrical so as not to disrupt the linear phase characteristics of 
the filter. Figure 7.2-8b uses a window function described by w(n) =sin 2[nn/(N- 1 )] 
(also known as a Hanning window) to demonstrate the sensitivity of the gain to 
windowing. w(n) is basically an envelope function used to tapper the ends of h(n) 
smoothly. Note the rounding of the transition band edges in Figure 7.2-8b. This effect 
is the trade-off for windowing, however in most applications this trade-off is well 
worthwhile. The best passband transition slope performance is achieved with the 
rectangular window, as has been previously shown, but results in very poor stopband 
performance and often severe passband fluctuation (or ripple). All window functions 
have the effect of increasing the stopband attenuation and reducing the passband ripple 
at the expense of increasing the width of the transition region. It turns out that for 
most window functions, the passband ripple is relatively insensitive to N. 

Windowing is described in virtually any digital signal processing text book. Many are 
listed in the reference section of this Applications Report. Also, windowing is discussed 
with practical examples in the Motorola Applications Note; Implementation of Fast 
Fourier Transforms on Motorola's DSP56000/DSP56001 and DSP96002 Digital Signal 
Processors; APR4/D. 
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7.3 FIR FILTER DESIGN USING FDAS 

Figure 7.3-1 shows an example (log magnitude and impulse response) of a bandpass 
filter generated with the Filter Design and Analysis System (FDAS) software package 
from Momentum Data Systems using the Kaiser window. 

A totally different approach to FIR filter design, the Equiripple Method, is based on 
finding an optimum approximation to the ideal or desired response, D( 9). The reason 
why an optimum approximation can be found is the inherent symmetry of the 
coefficients of linear phase filters. 

Recall that the continuous frequency response of a FIR filter can be found by setting 
z = e18 in the z-transform so that: 

N-1 

H(9) = L h(n)e- 180 (7.3-1) 
n•O 

Now, if the linear phase factor z = e-! 9<N- 1>12 is factored out, Equation (7.3-1) can be 
written as: 

N-1 
H(S) = e-1ecN-JJ12 L h(n)e/&CCN-1J12-n1 

n•O 

= e - 1ecN-1 i12 {h(O) e/&CN-1 i12i + h( 1 ) e/&CCN-1)12i-11 + ... 

h(N - I) e -/&CN-JJt2> + h(N - 2) e-/&CCN-IJl2J-JJ} (7.3-2) 

Using Euler's identity, Equation (7.3-2) can be grouped into sine and cosine terms as 
follows: 

H(9) = e-iecN-ll' 2{[h(O)+h(N- l)]cos[ e( N; I)]+ j[h(O)-h(N- I)]sin[ e( N; I)] 

+ [h(l)+ h(N-2)]cos[ e( N; 1 -1 )]+ j[h(I)-h(N-2)]sin[ e( N; 1 -1 )] 

+ ..... } (7 .3- 3) 

If it is assumed that linear phase is achieved by even symmetry, i.e., h(n) = h(N-1-n), 
and that N is even, Equation (7.3-3) reduces to: 

. N/2·-1 [. (N-2 )] 
H(9) = e-/&(N-l)/ 2 1 2h(n)cos e -2--n 

which, with a change of variable, k=N / 2-n-l, can be written as: 

_ N12-1 (N ) [( l)] H(fJ) = e-1a(N-1)12 k~o 2h 2-k- I cos fJ k+2 (7.3-4) 

which is in the form: 
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H(0) = A(0) e1'<9> (7.3-S) 

where A(0) is a real valued amplitude function and P(0) is a linear phase function. 
The linear functions A(S) and P(S) are to be contrasted with the inherently nonlinear 
absolute value and arctangent functions in Equations (7.2-11) and (7.2-12). It turns out 
[14] that for all four types of linear phase filters (N even or odd and symmetry even or 
odd), A(S) can be expressed as a sum of cosines. 

Since an ideal filter cannot be realized, an approximation must be used. If the desired 
frequency response, D(S), can be specified in terms of a deviation, o, from the ideal 
response, then the error function in Equation (7.3-6) can be minimized: 

11£(0)11 =max ID(0)-A(8)1 
9 

(7.3-6) 

by finding the best A(S). Because A(S) can be expressed as a finite sum of cosines as 
in Equation (7.3-4), then it can be shown [17] that the optimal A(S) will be unique and 
will have at least N / 2+1 extremal frequencies where extremal frequencies are points 
such that for: 

and 
IE (0.) I = max[E (8)] 

9 

The foregoing states that the best approximation will exhibit an equiripple error 
function. The problem reduces to finding the extremal frequencies since once they are 
found, the coefficients, 2h( N / 2-k-1 ), can be found by solving the set of linear 
equations: 

N 12-1 ( N ) [ ( 1 ) J D(S)±o = A(S.) = ·k~O 2h 2'-k- l cos e. k+2 (7.3-7) 

The Remez exchange algorithm is used to systematically find the extremal frequencies 
[6]. Basically, a guess is made for the initial N/2+1 extremal frequencies. (Usually, 
this guess consists of N / 2+ 1 equally spaced frequencies in the Nyquist range.) Using 
this guess, Equation (7.3-7) is solved for the coefficients and o. Using these 
coefficients, A(S) is calculated for all frequencies and the extrema and frequencies at 
which the extrema are attained are determined. If the extrema are all equal and equal 
to or less than that specified in the initial filter specification, the problem is solved. 
However, if this is not the case, the frequencies at which the extrema were attained are 
used as the next guess. Note that the final extrema frequencies do not have to be 
equally spaced. Clearly the equiripple design approach is calculation intensive. Don't be 
alarmed when filter design programs such as FDAS ask you to wait while it designs an 
equiripple FIR filter to match the specification input. 
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Other than looking neat, what is the benefit of equiripp/e designs over window designs? 
In general, equiripp/e designs will require fewer taps for straight forward requirements. 
When the specification requires a sharp cut-off and/or a large stopband attenuation or a 
narrow bandpass, the equiripple approach may fail to converge. In general when N is 
decreased, an equiripple design tends to maintain its transition band while sacrificing 
stopband attenuation. This is in contrast to window designs which tend to do the 
opposite. Of the window alternatives, the Kaiser window is to be preferred for 
designing filters. This is because the passband ripple and stopband attenuation can be 
varied relatively independently of the transition width [l]. For spectral analysis, the 
Blackman-Harris window is to be preferred [11]. 

Figure 7.3-2 shows an example of an equiripple design generated from the FDAS design 
software package. This example is the same one used for the Kaiser window example 
of Figure 7.2-1. Note that the number of coefficients in the equiripple design is far less 
(179 versus 291) than that generated by the Kaiser window method. Note however that 
the passband ripple is larger. 

7.4 FIR IMPLEMENTATION ON THE DSP56001 

The DSP56000 has several architectural features that make it ideally suitable for 
implementing FIR filters: 

(1) Dual Harvard Architecture - two data memories with dedicated buses and address 
generation units allowing two addresses to be generated in a single cycle. If one 
address is pointing to data and another address is pointing to coefficients, a word of 
data and a coefficient can be fetched in a single cycle. 

(2) Modulo Addressing - make the shifting of data unnecessary. If an address 
pointer is incremented (or decremented) with the modulo modifier in effect, data 
shifting can be accomplished by just "backing up" the address register by one to 
overwrite the dat that would normally be shifted out. This allows very efficient 
addressing of operands without wasting time shifting the data or reinitializing pointers. 

(3) Hardware DO Loops - execute without any overhead once the loop is started. 
After a 3 cycle initialization of the DO loop, the body of the loop executes as if it was 
straight line code. Since the DO loop does not require any overhead cycles for each 
pass, the need for straight line code is eliminated. 

For a four coefficient example of a linear phase FIR filter, the input-output difference 
equation can be found by expanding Equation (7.1-1): 

This difference equation can be realized with the discrete time filter structure shown in 
Figure 7.4-1, using a four tap example. The filter can be efficiently implemented on 
the DSP56001 by using modulo addressing to implement the shifting and parallel data 
moves to load the multiplier-accumulator. For the filter network shown in Figure 7.4-1, 
the memory map for the filter inputs and coefficients are shown in Figure 7.4-2. The 
DSP56001 code to implement the direct form FIR filter is simply: 
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CLR 
REP 
MAC 
MACR 

A 
#NTAPS-1 
XO,YO,A 
XO,YO,A 

XO,X:(RO)+ 

X:(RO)+,XO 
(RO)-

A description of the code follows: 

Y:(R4)+,YO 

Y:(R4)+,YO 

;Save input sample, fetch coef. 
;Repeat next instruction. 
;FIR Filters. 
;Round result and adjust RO. 

Register RO points to the input variable buff er, MO is set to 3 (modulo 4), R4 
points to the coefficient buff er, and M4 is set to 3. The input sample is in XO. 

The CLR instruction clears accumulator A and performs parallel data moves. The 
data move saves the most recent input value to the filter (assumed to be in XO) into the 
location occupied by the oldest data in the shift register and moves the first coefficient 
in the filter (h 0 ) into the data ALU. 

The REP instruction repeats the next instruction NTAPS-1 times. Since there are 
four taps in this filter, the next instruction is repeated 3 times. 

The MAC instruction multiplies the data in XO by the coefficient in YO and adds 
the result to accumulator A in a single cycle. The data move in this instruction loads 
the next input data variable into XO and the next coefficient into YO. Both address 
registers RO and R4 are incremented. 

The MACR instruction calculates the final tap of the filter, rounds the result using 
convergent rounding and address register RO is decremented. 

Note that address register R4 is incremented once before the REP instruction and three 
times due to the REP instruction for a total of four increments. Since the modulus for 
R4 is four, the value of R4 wraps around pointing back to the first coefficient. 

The operation of RO is similar. The value input to the filter is saved and then RO is 
incremented pointing to the first state. The REP instruction increments RO three times. 
Since the modulo on RO is four and RO is incremented four times, the value in RO 
wraps around pointing to the new input sample. When the MACR instruction is 
executed, the value of RO is decremented pointing to the old x(n-3). The next sample 
time overwrites the value of x(n-3) with the new input sample, x(n). Thus the shifting 
of the input data is accomplished by simply adjusting the address pointer and the 
modular addressing wraps the pointer around at the ends of the input data buff er. 
Instruction Cycle counts for this filter are NT APS+3 cycles. Thus for a four tap filter, 
seven instruction are required. 
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Figure 7.1-2. Signal Data Through a FIR Filter. 
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Figure 7.2-la. Arbitrary Input Specifications for Frequency Response Magnitude. 

Figure 7.2-lb. Necessary Phase Specification for Constant Time Delay. 
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Figure 7.2-2a. Real Part of Response Transformed from Polar Coordinates. 

Figure 7.2-2b. Imaginary Part of Response Transformed from Polar Coordinates. 
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Figure 7.2-3. FIR Coe/ ficients from Equation (7.1-2) for Example Filter. 
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Figure 7.2-4. Roots (Zeros) of Equation (7.4-11) for Example Filter. 
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Figure 7.2-7. Same Example Filter Extended to 128 Points. 
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Figure 7.4-la. Direct Form FIR Filter Network with Four Coefficients. 
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Figure 7.4-lb. Data Structures for Four Tap FIR Example. 
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