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SPECIAL PRODUCT SECTION 
"MITY -AMP" 

2-WATT AUDIO 
AMPLIFIER 

.. �-�-�-�~� ... -

MA-lOO 

COMPLETELY EPOXY ENCAPSULATED 
MODULE. Shockproof & Moisture-proof 
• Dirt & Dustproof 

FEATURES 
• SPACE-SAVING-2" X 3%" X 'l'a" 
• HI-FI AMPLIFIER-20 cy. to 15KC :!: db at 

I-watt level 
• LIGHTWEIGHT-Weighs total of 6 ounces 
• RUGGED-Unconditionally guaranteed. 

Shock, moisture and dust· proof 
• EASY TO INSTALL & USE-Hooked up in 

minutes. Simple instructions make unit 
functional immediately. 

• ECONOMICAL-Low in price, big in per­
formance, Long, trouble-free life. Total 
power requirements 6 or 12 volts. 

• PORTABLE-Operates on auto or boat 
battery 

• VERSATILE-Uses limited only by your inge­
nuity. Ideal for p. a. system, phono ampli­
fier, stereo, intercom, signal tracer, modu­
lation, tape monitor, etc. 

SPECIFICATIONS 
1. INPUT VOLTAGE REQUIRED TO DRIVE FULL 

POWER-.5 Volts 
2. POWER REQUIREMENTS-6 to 12 volts at 

300 to 700 rna. Current determined by 
speaker voice coil impedance. 

3. FREQUENCY RESPONSE-20 cy. to 15 KC 
:!: 2 db at 1 watt level. 

4. INPUT IMPEDANCE-45 ohms to 50K ohms. 
5. OUTPUT IMPEDANCE-3.2 to 45 ohms. 
6. WEIGHT-Six ounces. 
7. OVERALL SIZE-2" x 3'h" x 7/B". 
B. HIGHLY SHOCKPROOF-Unaffected by dust, 

dirt or moisture. Operable under water. 
9. GUARANTEED AGAINST DEFECTS. 

GROUND MAST CLAMPS 

Saxton No. 1100 

FLOA TlNG GUY RINGS 

Cast aluminum, two-piece float­
ing guy ring. Fits most masts 
up to lW' dia. Individually 
packed, complete with hard­
ware, in plastic bags. 
Saxton No. l099 

BROWN, PORCELAIN 
GLAZED INSULATOR 

�~� 
Saxton No. 1154 

Film & 
Recording 
Tape 
STORAGE CHEST 

ANTENNA ACCESSORIES 
SPECIAL HARDWARE 

U·BOLTS AND SADDLES 

Saxton No: 1103 
Also available without saddle 

GROUND RODS 

�~� .· ... �i�~� 

Saxton No.1 064 
Four-foot overall length 
with clamp. 

ANTENNA WINDOW 
STRAPS 

Doublet type antenna insula· 
tor, white glazed. Excellent 
electrical characteristics, high 
tensile strength. Dim.: 4'12" x 
2%" Saxton No. 1155 

Saxton No. 1230-Complete with 12 Swivel·locked, dust·proof 
storage cans. Insures moisture and dust-free storage of valu· 
able tape and film. Attractive indexed storage chest. High­
impact Styrene containers accommodate 5" and 7" tape or 
Bmm film 

Saxton No. 1231 - Individual plastic storage can 

TV ANTENNA 
MATCHING BALUN COILS 

Efficiently matches 72 to 150 
ohms; 72 to 450 ohms; 150 to 
300 ohms; 150 to 450 ohms; 
300 to 450 ohms and 75 to 
300 ohms. Eliminates standing 
waves. Use as set coupler, im· 
pedance transformer or for line 
matching, etc. Instructions 
included. I Available in bulk 
or pairs. Saxton No. 1121 

Airplane type "egg" insulator. Low 
air resistance, high tensile 
strength, white porcelain glaze. 2" 
long. Saxton No. 1156 

Saxton No. 1126 

Transposition block with porcelain 
glaze finish. Use with many types 
of doublet antennae. 
Saxton No. 1157 

6·PAK TAPE 
STORAGE Saxton 
CASE No. 1234 
Sturdily constructed, indexed Tape 
Storage Case designed for book· 
shelf. Compartmented to accom· 
modate six 7-inch reels, boxes 
or cans. 

Saxton No. 1235 
Complete unit. Includes above 
Case plus six Saxton No. 1231 
Tape Cans. 

ISOLATION SOLDERLESS COAXIAL CONNECTORS CONNECTORS 
NETWORKS ADAPTERS & FITTERS, "F" AND "C" SERIES UHF· BNC 

0-
Saxton Saxton 

No. Type No. Type 

700 UGBBU 705 S0239 
703 UG175U 706 PL258. 
704 UG176U 707 PL259 

Saxton 
No. Type 

713 M359·A 
*722 Line Tap 

NEW SOLDERLESS COAX. CONNEC. 
Saxton No. Saxton No. 

716 
717 
71B 

C52 
C61 
CBl 

719 F59 
t719A F59A 
720 F61 

CUSTOM CABLES-Available with any combination of fittings or connectors. 
* ATTENUATED LINE TAPS: Color-coded in red, yellow, green and blue. 

721 FBI 

tFor use with 82-channel �c�~�x�.� 
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SPECIAL PRODUCT SECTION 
•• OPEN WIRE TRANSMISSION LINE 
LOW LOSS AIR DIELECTRIC • BULK QUANTITIES 

saxton 
Number Conductor 
2500 40% copperweld 
2501 40% copperweld 
2502 40% copperweld 
2507 solid copper 
2515 solid copper 

Formvar 
2517 solid copper 

Formvar 
2520 solid copper 

Formvar 
2525 40% copperweld 

2526 40% copperweld 

Spae- Awg Insul_ 
ing Imped. No. Spae. 
1" 450-ohm 18 6" 
1" 450-ohm 18 12" 

7/16" 300-ohm 18 6" 
1" 450-ohm 18 6" 

1" 450-ohm 18 6" 

7/16" 300-ohm 18 6" 

1" 450-ohm 16 6" 
2" 475-ohm 14 random 

spaced 
2" 450-ohm 12 random 

spaced 
MAX. SPOOL: 6" spacing, 500 ft.; 12" spacing, 1000 ft.; 300-ohm, 500 ft. 

I 500' spool standard. 100' & 250' available. 

300-0HM 

CHARACTERISTIC CHART TRANSMISSION LINE LOSS DB LOSS PER 100 FT. 

100 MC 500 MC 1000 MC 

Type Wet Dry Wet Dry Wet Dry 

300 Ohm Open Wire 1.20 0.40 2.30 .80 1.9 1.8 
450 Dhm Open Wire 0.35 .78 1.1 

'Two Inch Spaced Open Wire .19 .42 .89 
300 Ohm Tubular· 2.8 1.1 6.8 3.1 10.2 4.8 
300 Ohm Flat 7.6 1.5 20.0 3.2 30.0 5.0 
RG·59U 3.8 9.4 14.2 
RG-11U 1.8 5.0 7.6 

* CHARACTERISTIC IMPEDANCE WILL VARY WITH WIRE SIZES USED 
•• PLASTIC INSULATED OPEN WIRE - SEE P. 4, ITEM NO. 1562. 

OPEN LINE ACCESSORIES 
STAND·OFFS & STRESS INSULATORS 

No. 6001 

NO. 6003 

No. 6005 

#6000 

BLOCKS ONLY WITHOUT 
DRIVE·IN HARDWARE 

Complete with 2 plated screws 
for use as spacer blocks in 
making your own open line 
installations. 
Saxton No. 6000 

ESllecially designed for use with open line transmission wife installations. 
Tighten screws· after pulling wire taut. For use as spacer, partially tighten 
set-screws. This'permits movement of wire in the slots and avoids potential 
wire breaks. Use outside slots for 600·ohm wire. The "Tappee" Stand-off 
Insulator is go,od for community installations where random spacing of open 
line is desirable to avoid tuned circuits. Ideal also for use as anchor point 
or spacer for "fence wire" installations. "Tappee" permits inexpensive, time 
and labor-saving, trouble-free installations, and is made for use with No. 12 
thru No. lS·gauge wire. Hardware constructed of double·dip galvanized 
steel; block is high impact polystyrene. 

6000 Block only ___ _ 
SOOl 5112" nail type 
S003 5" wood screw type 
6005 5" pole clamp type 

"S007 INS-500 type 
SEE PAGE 4 FOR INSULATED OPEN WIRE TYPE INS·500. 

@ U.C.P., Inc. 

OPEN LINE ACCESSORIES 
STRESS INSULATORS AND BLOCKS 

HEAVY DUTY OPEN LINE 

#6011 

STRESS INSULATORS 
Plastic blocks, slotted on 
either one or two·inch cen­
ters, for taking up slack or as 
anchor points in open line 
installations. Complete with 
plated lag bolt.12 or 14 gauge. 
Saxton No. 6010 

12 AWG INSULATOR 
Same as Saxton No. 6010. Has 
2·inch spacing for #12 AWG 
wires. Insulators for other 
gauges available on special 
order only. 
Saxton No. 6011 

FIBRE GLASS GUY LIN E 

Non-radiating, non-absorbing, high­
strength "wireless" guy wire in 
vinyl jacket. 500-lb test strength. 
100-ft. coil. 
Saxton No. 7000 

Saxton No. 1205 

SUPER-STRONG FIBRE 
GLASS GUY WIRE 
Same as above but in grey vinyl 
jacket. 1000-lb. tensile strength. 
100-ft. coil. 
Saxton No. 7002 

PATIO SPEAKER BAFFLE 

Made of unbreakable, high impact 
styrene. Mahogany color. Complete 
with hardware and mounting instruc­
tions. Use for paging, monitoring, 
patio and stereo extensions, or as 
extension speaker anywhere. Com­
plete with mounting escutcheon for 
5 X 7, 6 x 9, 4,5 or 6" round speakers. 

DElAYED ACTION • COMMERCIAL 
SAFETY SWITCH 

Switch "off" and the lamp goes out SIXTY 
SECONDS LATER! Allows sufficient time to 
reach destination SAFELY. Replaces present 
wall switch in seconds. Ideal for Home, Farm 
or Cottage. Fu"y guaranteed and UL 
Approved. 
Saxton No. 560 (Ivory) or 
Saxton No. 561 (Brown) 
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SPECIAL PRODUCT SECTION 
SHIELDED TWIN LEAD 

CORROSION AND 
CHEMICAL RESISTANT 

"SEACOASTER" TV & FM TWIN LEAD 
Saxton No. Il18-Each conductor #20AWG. Features abrasion· 
proof Vfnyl jacket. Delivers noise-free signal on FM, FM Multiplex, 
TV. 

Designed to resist air-borne corrosives and chemical reactions. 
300-ohm 20 gauge (7 x 28) copper conductors encased in low loss 
PE foam and tough, brown outer jacket. 

100·ft. coil 1000-ft. spool 

TELEPHONE WIRE 

Saxton No. 1009 - 2·conductor, 
stranded for indoor or outdoor 
use. 

Saxton No. 1017-l00-ft. coil. Saxton No. 1017-1000-ft. spool 

HEAVY DUTY SHIELDED saxton No. 1008 - For ham or 
IGNITION WIRE CB applications. Reduces noise. 

HI 
100-ft. coil 

LOW LOSS UHF LIFELINE TUBULAR TWIN LEAD LOW LOSS LIFELINE 
"SPONGEE" TWIN LEAD 

o Heavy duty brown PE designed for 
UHF use. 20-gauge. Designed especially for UHF, 

"Spongee" provides stronger Sig­
nals on VHF. 300-ohm 20-ga: 
stranded copper conductors en­
cased in porous, low loss PE 
foam. 

Saxton No. 1016/100 
(1 ~O-ft. coil) 

Saxton No. 10 16/1 M 
1l000-ft. SpOOl) 

Saxton No. 1010 

(Deluxe) 

BAG·PACKED 
Saxton 
Number Length Type 

800 10' RG8U 
801 10' RG8U 
802 15' RG8U 
803 15' RG8U 
804 20' RG8U 
805 20' RG8U 
806 10' RG58U 

807 10' RG58U 
808 15' RG58U 

809 15' RG58U 

BUBBLE.PACKED 

810 20' . RG58U 

811 20' RG58U 
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COAXIAL CABLE ASSEMBLIES 
FOR CITIZEN'S BAND 

Description 

Has PL259 on one end, two terminating spade lugs on the other 
Same as #800 ex{:ept PL259 to PL259 
Has PL259 on one end, two terminating spade lugs on the other 
Sail1e as #802 except Pl259 on both ends 
Has Pl259 on one end and two terminating spade lugs on the other 
Same as #804 except Pl259 to Pl259 
Has Pl259 and UG175U reducer on one end, two univ. tenninating lugs 

on other end 
Same as #806 except Pl259 and UG175U reducer at both ends 
Has Pl259 and UG175U reducer on one end, two univ. type terminating 

lugs on other end 
Same as #808 except Pl259 and UG175U reducers are at both ends 

Has -PL259 and UG175U reducer on one end, two univ. type terminating 
lugs on other end 

Same as #810 except PL259 and UG175U reducers are at both ends 

© U.C.P., Inc. 
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