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Low Power Ethernet with
the CMOS DP83910 Serial
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INTRODUCTION

This application note discusses the features of, and imple-

mentation techniques for, National Semiconductor’s CMOS

Serial Network Interface (SNI), the DP83910. Also, a com-

parison of the CMOS SNI to National’s bipolar SNI

(DP8391) on several key issues will be provided. In general,

the DP83910 provides a low power Attachment Unit Inter-

face (AUI) for a Carrier-Sense Multiple Access with Collision

Detect (CSMA/CD) Ethernet system. In fact, when used in

conjunction with National Semiconductor’s Network Inter-

face Controller (NIC, DP8390) and Coaxial Transceiver In-

terface (CTI, DP8392), the DP83910 provides for a com-

plete IEEE 802.3 Ethernet and/or thin wire Ethernet solu-

tion, as shown in Figure 1.

FUNCTIONAL DESCRIPTION OF THE DP83910

The CMOS SNI operates as an interface between an Ether-

net transceiver and a local area network data controller. A

functional block diagram of the DP83910 is shown in Figure
2. The primary function of this interface is to perform the

encoding and decoding that is necessary for the differential

pair Manchester encoded data of the transceiver and the

Non-Return-to-Zero (NRZ) serial data of the NIC to be com-

patible with each other. In the case of a transmission, the

SNI translates the NRZ serial data from a network control-

ler’s transmit data line into differential pair Manchester en-

coded data on a transceiver’s transmit pair. In order to

perform this operation, the NRZ bit stream is first received

by the Manchester encoder block of the SNI. Once the bit

stream is encoded, it is transmitted out differentially on to

the transmit differential pair through the transmit driver.

When a reception takes place, the differential receive data

from a transceiver is converted from Manchester encoded

data into NRZ serial data and a receive clock, which are

passed to the receive data and receive clock inputs of the

Network Interface Controller. In executing this sequence,

the DP83910’s data receiver takes the Manchester data

from the differential receive lines and passes it to the phase

locked loop (PLL) decoder block. The PLL block then de-

codes the data and generates a data receive clock and a

stream of NRZ serial data, which is presented to the NIC. In

the case of National Semiconductor’s Network Interface

Controller, the DP8390, the serial NRZ signals are called

TXD and RXD.

In addition to performing the Manchester encoding and de-

coding function, the DP83910 also provides several impor-

tant network signals to the network controller. A diagram of

the interface between National Semiconductor’s NIC and

the CMOS SNI can be found in Figure 3. The first of these

signals is carrier sense (CRS), which indicates to the con-

troller that data is present on the SNI’s receive differential

pair. Secondly, the SNI provides the network controller with

a collision detection signal (COL), which informs the control-

ler that a collision is taking place somewhere on the net-

IEEE 802.3 Compatible Ethernet/Thin Ethernet/10BaseT

Local Area Network Chip Set
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FIGURE 1. A Block Level Diagram of an Ethernet Node
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FIGURE 2. DP83910 Block Diagram
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FIGURE 3. Interface between the DP8390 and DP83910

work. The SNI itself is informed of the collision when its

collision receiver detects a 10 MHz signal on the differential

collision input pair. Finally, the DP83910 provides both the

receive and transmit clocks (RXC and TXC, respectively).

The transmit clock is a divide by two derivative of the SNI’s

oscillator inputs (X1 and X2), while the receive clock is gen-

erated directly from the frequency of the input data to the

PLL.

The DP83910 can also be placed in a loopback mode, in

order to check the SNI’s receive and transmit interface to

the network controller. In loopback, as pictured above, the

SNI’s Manchester encoder block is essentially connected

directly to the PLL decoder block. This allows for the valida-

tion of the Manchester encoding and decoding process

without the variable of random network traffic. The SNI is

placed in loopback mode when the loopback pin (LBK) is

driven high.

COMPARING THE DP83910 WITH THE DP8391

The DP83910 is basically a CMOS version of the existing

National Semiconductor bipolar SNI, the DP8391. The func-

tionality of the two parts is identical. However, there are a

few differences that exist between the two parts, in spite of

the fact that they can be implemented as pin for pin compat-

ible. The most fundamental difference between the two

parts is the process under which each is manufactured. The

DP83910 SNI is fabricated in a CMOS process, while the

DP8391 is made in a bipolar process. As a result of this, the

level of average power supply current needed by the

DP83910 is approximately 75 percent less than the 270 mA

required by the DP8391. Another significant difference be-

tween the two parts is the CMOS SNI’s need for a pulse

transformer to be placed between all of its differential sig-

nals and those of the transceiver, regardless of whether a

drop cable or thin wire Ethernet configuration is being imple-
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mented. This is necessary due to the fact that the CMOS

process will not guarantee the IEEE 802.3 16V fail safe

specification if no isolation is provided to the differential sig-

nals that go to the AUI cable. One consequence of the

transformer requirement is that National Semiconductor de-

fines the AUI interface at the transceiver side of the trans-

former and only guarantees the correct operation of the

CMOS SNI when the pulse transformer is employed in the

system.

In addition to the above process related differences, there

are still two non-process related differences, which need to

be mentioned. First, the phase locked loop in the bipolar

SNI is digital, while the phase locked loop of the CMOS SNI

is analog. This is functionally transparent when designing

with the DP83910; however, it does provide for a significant

savings in power consumption. Finally, it should be noted

that pin 17 (TEST) on the bipolar SNI is required to be tied

to ground through a capacitor, while the same pin on the

CMOS SNI can either be implemented in the same manner

or connected directly to ground. A list of all the above men-

tioned differences can be found in Table I.

DESIGNING WITH THE DP83910

In developing the DP83910, National Semiconductor per-

formed extensive testing in its own Local Area Network Lab-

oratory to assure that the CMOS SNI would provide an easi-

ly implemented low power controller/transceiver interface

for Ethernet system designers. This development and test-

ing assured that the DP83910 was IEEE 802.3 and Ethernet

compatible, able to interface with industry standard trans-

ceivers (Ethernet, Twisted Pair Ethernet, and Fiber Optic

Ethernet), and is capable of having the National Semicon-

ductor DP8391 as a pin-for-pin replacement. In Figures 4
and 5, two methods of implementing the DP83910 with the

DP8392 are demonstrated. One significant feature of both

designs is that it is possible to directly substitute a DP8391

for the CMOS SNI and maintain the same functional quality.

The DP83910 Transmitter Operation

When operating as a transmitter, the DP83910 combines

NRZ data received from the controller with a clock signal,

which the SNI generates, and encodes them into a Man-

chester serial bit stream. This encoded signal then appears

differentially at the SNI’s TXg output. In Ethernet

(10Base5) applications, this signal is sent to the transceiver

or the Medium Attachment Unit (MAU) through an AUI

transceiver cable. This cable, which can be up to 50 meters

in length, typically consists of four individually shielded twist-

ed wire pairs (TXg, RXg, CDg, and PWR/GND), which

are covered by an additional overall shield. The transmit

signal pair, which has a differential characteristic impedance

of 78X, should be terminated at the receiving end of the

cable. It should be noted that each of the TXa and TXb

source follower outputs needs to be connected to ground

through a 270X pull down resistor.

When employing the CMOS SNI, it is important to place a

pulse transformer between the differential transmit pair on

the DP83910 and the differential transmit signal on the AUI

cable or CTI, as shown in Figures 4 and 5. This transformer

is required in order to provide the necessary isolation for the

CMOS SNI to meet the IEEE 802.3 16V fail safe specifica-

tion. However, the pulse transformer does reduce the trans-

mission of noise onto the transceiver cable. Also, it should

be noted that more inductive transformers will decrease the

magnitude of the undershoot. Furthermore, it is imperative

that the designer guarantee the inductive load seen be-

tween the DP83910’s AUI interface and the CTI receiver be

greater than 27 mH. Transformers with 50 mH to 150 mH

loading, such as the Pulse Engineering PE64103 and Nano

Pulse NP5417, are recommended, since they will minimize

the inductive undershoot on the SNI’s TXg output pair and

reduce the noise seen by the CTI’s differential transmit input

pair. It is important that the selected pulse transformer

doesn’t excessively increase the rise and fall time nor lower

the output amplitude despite the fact that it reduces the

undershoot.

The DP83910 provides both half and full step modes. The

IEEE 802.3 standard requires the use of half step mode, in

which the transmit output goes to differential zero in idle. In

full step mode, the transmitter enters idle and stays at a

fixed level. This will eventually allow the pulse transformer

to completely saturate. The desired mode of operation is

chosen through the Mode Select pin (SEL) on the SNI.

The DP83910 Data Receiver Operation

While performing reception, the CMOS SNI receives differ-

ential Manchester encoded serial data and converts it into

NRZ serial data and a receive clock. The Manchester en-

coded data, which is received from the CTI or AUI cable,

must be isolated before it reaches the SNI. Hence, the

DP83910 requires that there be a pulse transformer on the

SNI’s side of the AUI interface. The actual employment of

this transformer can be seen in both Figures 4 and 5. This

TABLE I. Comparison of the DP8391 and DP83910

DP8391 DP83910

Process Bipolar CMOS

Power Consumption 270 mA 70 mA

(Typical)

Pulse Transformer Optional Required

(At DTE Side of AUI Interface)

Phase Locked Loop Digital Analog

Pin 17 PLL Filter/Capacitor Test Pin/Capacitor

Required Optional
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transformer is mandatory and it forms part of the internal DC

biasing circuit used for the differential receivers. Further-

more, the transformer is also needed to isolate the trans-

ceiver cable against the 16V voltage fault specification in

the IEEE 802.3 standard. The performance of the differen-

tial receiver is not greatly affected by the selection of a

pulse transformer. As a result, the pulse transformer select-

ed for the transmitter design will also work correctly for the

RXg data receiver. It should be noted here that the collision

receiver is very similar to the data receiver and requires the

same isolation. The collision input will be discussed more in

the following section.

Once the data arrives at the receiver inputs of the SNI, it is

amplified and then decoded by the analog phase locked

loop, which can receive Manchester data with g20 ns of

random jitter. During the decoding process, the incoming

signal is converted into NRZ data and a receive clock,

which are sent to a network controller. Also, the differential

data receiver has a built in filter to provide a static noise

margin. This filter enables the SNI to reject signals that do

not exceed the input squelch voltage and have less than a

30 ns pulse width.

Furthermore, since the DP83910 and pulse transformer

constitute the AUI interface, the physical connection be-

tween the AUI and the MAU interfaces is defined as being

on the MAU side of the pulse transformer. In light of this, it is

permissible, when incorporating the CMOS SNI in a thin wire

Ethernet application, to have a 78X resistance appear

across the differential receive and collision inputs to the

CTI, as shown in Figure 5.

The DP83910 Collision Pair Operation

In addition to the data receiver, the DP83910 also provides

a differential receiver for the collision pair, which is driven by

the transceiver. This 10 MHz active signal, from the AUI

Interface, is converted to a TTL signal, digitally stretched,

and sent to the controller as the Collision Detect Output

(COL). Just as with the data receiver, the differential colli-

sion receiver has a built in filter that rejects pulses that do

not exceed the input squelch voltage level and have a pulse

width less than 30 ns.

Optimal Ethernet and Thin Wire Ethernet Interface

If it is necessary to design a LAN board that minimizes the

number of switching devices (jumpers) to alternate between

Ethernet and thin wire Ethernet, the solution in Figure 5
could be employed. This solution, in contrast to the six

jumper solution in Figure 4, requires only one switch, which

enables and disables the power supply to the CTI. In the

case of thin wire Ethernet, power would be supplied to the

CTI, while during drop cable Ethernet operation the unused

CTI would be powered down. Hence, no excessive power is

required when thin wire Ethernet is not in use. Furthermore,

since there is only one switch, it may be feasible to imple-

ment that switch with a transistor as opposed to a jumper.

The advantage to using a transistor is that the Ethernet/thin

wire Ethernet option can now be made to be software se-

lectable. This is accomplished by developing a control sig-

nal, which the software can issue to switch the transistor.

Also, in looking at Figure 5, it is seen that two pulse trans-

formers are used. The first transformer (Y3) is required by

the CMOS SNI, for the reasons previously mentioned. The

second pulse transformer (Y2), however, is used to isolate

the powered-down CTI from the AUI cable interface, when

Ethernet is being used. As in Figure 4, the application in

Figure 5 allows the direct substitution of a bipolar SNI, the

DP8391, for the CMOS SNI.

The DP83910 Oscillator Inputs

The oscillator inputs of the CMOS SNI can be driven with a

crystal or an oscillator. In either case, the SNI oscillator

must be driven with a 20 MHz signal that provides for the

transmitted frequency to be accurate within 0.01% as speci-

fied in IEEE 802.3 standard. When using an oscillator, the

output of the oscillator should be tied to input X1 of the SNI

and the X2 input of the SNI should be left unconnected or

grounded. However, the employment of a crystal to gener-

ate the 20 MHz signal at the SNI’s oscillator inputs requires

a great deal of care. The frequency of the crystal is usually

measured with a fixed load capacitance (CL, typically

20 pF), which is specified in the crystal’s data sheet. In or-

der to prevent any distortion in the transmitted frequency,

the total capacitance across the crystal’s leads should

equal its specified load capacitance. The capacitance that is

seen by the crystal’s leads is the sum of the stray PC board

capacitance (CPCB) and the capacitance looking into the X1

and X2 inputs (CSNI). If this capacitance is smaller than the

crystal’s load capacitance, a correctional capacitance (CC)

can be placed across the crystal’s leads. This correctional

capacitance would equal the difference between the crys-

tal’s load capacitance and the sum of the stray PC board

capacitance and the SNI’s X1 and X2 input capacitance. It

should be noted that the input capacitance of the SNI that is

seen across X1 and X2 is approximately a negligible 0.5 pF.

Figure 6 displays a possible crystal setup. The selected

crystal should meet the following specifications:

Resonant frequency 20 MHz

Tolerance g0.001% at 25§C
Stability g0.005% at 0§C–70§C
Type AT cut

Circuit Parallel Resonance

TL/F/10446–5

FIGURE 6. SNI Oscillator Input Circuit

Improving Transmitter Overshoot

Upon transitioning from a differential voltage of one polarity

to another polarity (i.e., positive to negative), the magnitude

of the differential transmit signal will reach a peak value.

This peak at the transition points in the differential transmit

waveform is referred to as the overshoot voltage. The over-

shoot voltage of the DP83910 is below the maximum allow-

able 1315 mV value that appears in the IEEE 802.3 stan-

dard. However, the IEEE standard also defines the over-

shoot voltage to be no greater than 1.12 times the nominal

value (IEEE calls this nominal value V2). The DP83910 ex-

ceeds this particular segment of the overshoot specifica-

tion, as shown in Figure 7. However, exceeding the allowa-

ble overshoot voltage value, as the CMOS SNI does, will

have no functional affect on a system. Furthermore, the

overshoot voltage can be altered to adhere to the IEEE

802.3 specification by placing a capacitor across the differ-

ential transmit pair at the primary (SNI side) of the required

pulse transformer. This capacitor should be in the range of

40 pF to 50 pF and will not degrade the performance of the

CMOS SNI or system in any way. It should also be men-

tioned that the DP8391, the bipolar SNI, will still be a pin-for-

pin replacement for the CMOS SNI, in a design which em-

ploys the capacitor for improving the overshoot.
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FIGURE 7. TXg Differential Overshoot Voltage
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LIFE SUPPORT POLICY

NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT

DEVICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL

SEMICONDUCTOR CORPORATION. As used herein:

1. Life support devices or systems are devices or 2. A critical component is any component of a life

systems which, (a) are intended for surgical implant support device or system whose failure to perform can

into the body, or (b) support or sustain life, and whose be reasonably expected to cause the failure of the life

failure to perform, when properly used in accordance support device or system, or to affect its safety or

with instructions for use provided in the labeling, can effectiveness.

be reasonably expected to result in a significant injury

to the user.

National Semiconductor National Semiconductor National Semiconductor National Semiconductor National Semiconductores National Semiconductor
Corporation GmbH Japan Ltd. Hong Kong Ltd. Do Brazil Ltda. (Australia) Pty, Ltd.
2900 Semiconductor Drive Livry-Gargan-Str. 10 Sumitomo Chemical 13th Floor, Straight Block, Rue Deputado Lacorda Franco Building 16
P.O. Box 58090 D-82256 F 4urstenfeldbruck Engineering Center Ocean Centre, 5 Canton Rd. 120-3A Business Park Drive
Santa Clara, CA 95052-8090 Germany Bldg. 7F Tsimshatsui, Kowloon Sao Paulo-SP Monash Business Park
Tel: 1(800) 272-9959 Tel: (81-41) 35-0 1-7-1, Nakase, Mihama-Ku Hong Kong Brazil 05418-000 Nottinghill, Melbourne
TWX: (910) 339-9240 Telex: 527649 Chiba-City, Tel: (852) 2737-1600 Tel: (55-11) 212-5066 Victoria 3168 Australia

Fax: (81-41) 35-1 Ciba Prefecture 261 Fax: (852) 2736-9960 Telex: 391-1131931 NSBR BR Tel: (3) 558-9999
Tel: (043) 299-2300 Fax: (55-11) 212-1181 Fax: (3) 558-9998
Fax: (043) 299-2500

National does not assume any responsibility for use of any circuitry described, no circuit patent licenses are implied and National reserves the right at any time without notice to change said circuitry and specifications.


