
SQ306RD SyQuest 

Half-height Winchester 
removable cartridge 
drives. 
Capacity of 6.38 megabytes, plated 
media, embedded servo, and power 
dissipation of 13 watts. 

SyQuest drives give you a better fit. Mount 
SyQuest half-height drives almost anywhere. 
Under a keyboard. In your terminal. Fit two in 
one minifloppy space. SyQuest drives are only 
1.625 inches high, 4.8 inches wide, and 8 
inches deep. 

The big difference is a little cartridge. Al
though most Winchester discs can't be re
moved, SyQuest seals their discs in small 
pocket-sized cartridges. These cartridges can 
be replaced when full. Like floppy discs, they 
can be transported from one computer or termi
nal to another. But they are far better than a 
floppy. Not only do they carry much more data, 
but they carry it more safely, sealed in their own 
protective cartridges. 

A better size. The Q-Pak cartridge is a more 
convenient size than floppies or larger car
tridges. Measuring less than five inches in 
length and width and less than half an inch in 
depth, the Q-Pak fits in a coat pocket, purse or 

briefcase. Its "unbendable" case is easy to 
handle and mail. 

Easy integration. The SyQuest drive has the 
same pin-outs, timing, data transfer rates, and 
track/sector formatting as industry-standard 
5.25" Winchester drives. Use standard Win
chester controllers and interfacing procedures, 
standard minifloppy DC power supplies. 

Better price/performance. SyQuest delivers 
low cost/high capacity with proven Winchester 
heads, precision positioning, brushless motors 
and air filtration. Buffered seek reduces aver
age seek time to 90 msec. But the cost is less 
than comparable 5 1/4" Winchesters. 

Better reliability. Advanced Winchester tech
nology seals media away from dust, smoke and 
other contamination. Chromaflux™ graphite 
coated thin film metallic alloy discs add even 
more protection against contamination. This 
thin film plating with lubricated coating shields 
against dirt, allows denser packing of data, and 
protects recording media and heads from 
"head crashes." 

Better performance. The digital servo is con
trolled by an on-board microcomputer for con
trol and microstepping positioner. This speeds 
access and improves accuracy. The microstep
ping positioner steps in increments of 0.9 de
gree rather than the conventional 1.8 degrees. 
The drive's microcomputer reads servo infor

mation, corrects for track alignment, and ad
justs the stepper within 75 microinches... all at 
sixty times a second. 

Compatible fixed disc drives. SyQuest fixed 
disc drives (SQ306F, SQ312F, and SQ325F) of
fer compatible fixed disc storage in capacities 
of 6.38,12.75, and 25.5 megabytes (unformat
ted). Form factor and operating specifications 
in common with removable cartridge drives 
simplify integration. One fixed disc drive and 
one cartridge drive can share one minifloppy 
space. 

Features and Benefits 

• Removable cartridge 
• 6.38 megabytes (unformatted) 
• Standard transfer rate (5 Mbits per second) 
• Access time (average of 90 msec) 
• Variable sector format 
• Half-height form factor 
• Buffered seek mode 
• Closed-loop embedded digital servo 
• Industry-standard ferrite heads 
• Industry-standard 51/4" HDD interface 
• Same DC power as minifloppy 
• Heat dissipation only 13 watts 

(45 BTU per hour) 






