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IBM CT Firmware Releases
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	ARI-F1-V0.11
	Hopper dispense algorithm brought up to the same standard as CR. If a hopper balance becomes empty during a dispense then the next lowest non-empty hopper is selected immediately. Empty hoppers are reported correctly on a ‘timeout’ condition.

	ARI-F1-V0.10
	A hopper balance of zero is now always honoured; dispensing coins from hoppers with zero balances will not even be attempted.

	ARI-F1-V0.09
	Allows FRT or FTC for the coin acceptor build ( FTC being the phase-reversed or in-phase database 2 version of the product )

	ARI-F1-V0.08
	Added output lamp connector flashing capability as per the recycler.

	ARI-F1-V0.07
	On fatal error, the ‘Changer initialising' flag is cleared AFTER the hoppers and coin acceptor have initialised to allow synchronised reading of configuration data.

	ARI-F1-V0.06
	Coin mech is now inhibited if cashbox is full at the start of a transaction.

	ARI-F1-V0.05
	Conveyor overrun time shortened from 10s to 5s.

	ARI-F1-V0.04
	Fixed a minor issue when setting the RTC; clears some internal timers.

	ARI-F1-V0.03
	First release of NR2 firmware ( coin conveyor belt, front entry SR5i )

	ARI-F1-V0.02
	First release of NR1 firmware ( gravity coin chute, top entry SR5i )

	ARI-F1-V0.01
	Prototype firmware for non-recycling project
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