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README File for MPM Tech Pack

File: README.UMTS-Ericsson-UTRAN-P5-Patch.doc

Version: 1.0.36.2
Date: 15 July 2008

This README is intended for use as a reference for the deployment of UMTS Ericsson UTRAN P5 Patch version 1.0.36.2 Technology Pack. It must be used in conjunction with the Generic Technology Pack Installation Notes.
21. Tech Pack Package Contents

2. Technology Pack Installation
2
2.1 Installation Pre-requisite
3
2.1.1 Metrica Performance Manager
3
2.1.2 Pre-requisite Software
3
2.1.3 Pre-requisite Tech Packs
3
2.2 Pre-Installation Procedure
3
2.3 Installation Procedure
3
2.3.1 Patch Installation
3
2.4 Post-Installation Procedure
4
2.5 Data Migration
5
2.6 Tech Pack Uninstallation Information
5
3. Gateway Configuration Information
5
3.1 Gateway Pre-requisites
5
3.2 Gateway Patch Installation
6
4. Bugs Information
6
4.1 Bugs Fixed in this Tech Pack release
6



1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.

Docs (DOCS/)

(i) README.UMTS-Ericsson-UTRAN-P5-Patch.doc (this file)

- Quick reference guide for deployment of a Technology Pack Patch.

(ii) PRS & FS

- Product Requirement Spec and Functional Spec for this Tech Pack Patch.

Tech Pack package

(i) UMTS-Ericsson-UTRAN-P5_b.1.0.0.2.tar.Z     

- The Technology Pack installation package.

Post-Installation Scripts (2-POST/)
The data migration files which to be applied manually after the Tech Pack Patch installation.
(i) DM directory

· This directory stores sql files for data migration and need to manually install after UTMS Ericsson UTRAN P5 Patch installation.
(ii) main.dbd

· This file contains the list of tdef files which meant for customer backup.
Gateway (3-GW/)

UMTS Ericsson UTRAN P5 Patch bugs fix only impacted 3gpp-xml Gateway. The respective scripts are store in 3-GW/pm directory. 3gpp-xml scripts are consists of specific DDM_MANIP_Config.pm and UserConfig.pm. 
(i) DDM_MANIP_Config.pm

· Additional configuration required for the Techpack
(ii) UserConfig.pm
· The UserConfig.pm file contains the configurations for the Post Parser stage. 
2. Technology Pack Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install this Technology Pack Patch on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this Technology Pack, there must be a fully installed released version of the Performance Manager product, version 2.2.13 or greater plus any post release patches. 

2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.

2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)

- UMTS Ericsson UTRAN P5 version 1.0.36.1
2.2 Pre-Installation Procedure

Before the actual Tech Pack Patch installation, the following steps need to be carried out.

(i) Make sure all the pre-requisites in Section 2.1 are fulfilled.

(ii) Setting the correct Normalisation and RPD parameter for the metalayer, follow the steps in Generic Technology Pack Installation Notes section 6.1.
(iii) Proceed to Section 2.3 “Installation Procedure”.

2.3 Installation Procedure

2.3.1 Patch Installation

This Tech Pack Patch needs the following Tech Pack to be installed:

UMTS Ericsson UTRAN P5 TP v1.0.36.1 

To install this patch, please take the following steps:
(i) Make sure all the steps in Section 2.2 “Pre-Installation Procedure” are carried out.

(ii) Setup the Performance Manager environment:

. $METRICA_DIR/setup.ksh

(iii) Carry out the steps in Generic Technology Pack Installation Notes Section 4.4 “Technology Pack Upgrade Preparation”.

(iv) Make a backup of the old Tech Pack directory:

cp -R $METRICA_DIR/TechnologyPacks/UMTS/UMTS-Ericsson-UTRAN-P5 $METRICA_DIR/TechnologyPacks/UMTS/UMTS-Ericsson-UTRAN-P5.bak
(v) Carry out the steps in Generic Technology Pack Installation Notes Section 4.5 “Installing the Technology Pack”.

(vi) Proceed to Section 2.4 “Post-Installation Procedure”.
2.4 Post-Installation Procedure

(i) Make sure all the steps in Section 2.3.1 (Patch Installation) are carried out.

(ii) Inspect the install log under $METRICA_DIR/etc/install.log for errors. For Patch Installation, please note that the following errors can be ignored:

i) Table altered

319: Index does not exist.

111: ISAM error:  no record found.

Error in line xxx
Near character position xx

ii) 328: Column (xxxxxxxxxxxxx) already exists in table or type.
Error in line xxxx

Near character position xxx

(iii) Some hierarchy information in the loadmap has been defaulted to:

“Manually populated by the customer” or “populated by the customer”
These values have to be populated by the customer or on-site consultant.

(iv) Initialise metalayer and generate summaries, follow the steps in Generic Technology Pack Installation Notes Section 5.4 “Setting up Metalayer”.
(v) Copy main.dbd from 2-POST in the Tech Pack package into $METRICA_DIR/TechnologyPacks/UMTS/UMTS-Ericsson-UTRAN-P5/data
(vi) The Technology Pack Patch installation is completed.

2.5 Data Migration

To migrate data from UMTS Ericsson UTRAN P5 TP v1.0.36.1, please take the following steps:
(i) Copy all the scripts from 2-POST/DM in the Tech Pack package and put it into a temporary location.

(ii) Setup the Performance Manager environment:

. $METRICA_DIR/setup.ksh

(iii) Run all the scripts provided in the directory by following the example below.
 cat <sql file> | dbaccess metrica_performance

     (Please replace <sql file> with the sql file provided.)

2.6 Tech Pack Uninstallation Information

There is no uninstall procedure specific to this Tech Pack Patch. In the event that the Tech Pack is to be removed/rolled back to a previous version, the Performance Manager backup/restore procedures should be used.

3. Gateway Configuration Information

3.1 Gateway Pre-requisites

Gateway Framework version used:

Gateway Framework version R3.3.1
Vendor Gateway used:

3gpp-xml_r3.3.1
You should have installed Gateway Framework version R3.3.1 and Vendor Gateway version 3gpp-xml_r3.3.1 prior Section 3.2 (Gateway Patch Installation).
UMTS Ericsson UTRAN P5 Patch version 1.0.36.2 Gateway files:
- DDM_MANIP_Config.pm
- UserConfig.pm
3.2 Gateway Patch Installation

(i) Before apply this gateway patch, backup DDM_MANIP_Config.pm and UserConfig.pm with a meaningful name.
(ii) To apply the fix of 3gpp-xml Gateway configuration, copy DDM_MANIP_Config.pm and UserConfig.pm from 3-GW/pm to correspond vstart/ directory.
4. Bugs Information

4.1 Bugs Fixed in this Tech Pack release

Tech Pack configuration bugs resolved in UMTS Ericsson UTRAN P5 Patch Version 1.0.36.2:
	Bug Id
	Summary

	55256
	Enhancement on Radio link object to allow Reporting and Correct Object Modelling

	56132
	nc_aaL2_access_point different for MGW and E/// UTRAN P4 causing grouping problems

	58046
	Complex KPIs failing due to difference in context produced

	58116
	Complex KPI:Metacontext Substitution Issue

	58202
	Incorrect KPI/Label in report

	58459
	New counter pmNoOutIratCcSuccess belongs to OutIratCc group

	58460
	Loadmap mapping for SpbDevice

	58461
	Mapping for ericsson_bs_carrier_carrier_2_raw incorrect

	58477
	nc_cdma_channel.bs_carrier_id not in Tech Pack

	58481
	New nc tables required

	58482
	column / counter / KPI name wrong

	58489
	No counter with name pmnorejrrcconnmmploadc

	58515
	total_traffic and cell_total_traffic mapped the same

	58691
	Channel level data using incorrect busy hours

	58745
	One of the lif file fail to load during dataloading and was moved to bad directory.

	58851
	Counters mapped incorrectly as Intensity

	58853
	New object load_control required (move some counters from plug_in_unit object)


Gateway related bugs resolved in UMTS Ericsson UTRAN P5 Patch Version 1.0.36.2:
	Bug Id
	Summary

	58458
	Mistake in DDM_Manip_Config.pm file

	58514
	Missing counters: pmTargetHsRate_1_70, pmTargetHsRate_1_100

	58615
	DDM manip file mistake

	58616
	DDM manip file mistake 2

	58703
	cell_total_traffic fails

	58712
	RNC total traffic does not include HSDPA counters

	58743
	Duplicate lif files produced for RNC_Virtual_Path_Link
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