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Vallent README File for MPM Tech Pack

File: 1.0.48.1-TIV-MPM-SGSNR8-FP0001.doc
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This README is intended for use as a reference for the deployment of UMTS Ericsson SGSN R8 version 1.0.48.1 Technology Pack Patch.
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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.
Docs (DOCS/)

(i) 1.0.48.1-TIV-MPM-SGSNR8-FP0001.doc  (this file)

- Quick reference guide for deployment of a Technology Pack Patch.

(ii) PRS and FS

- Product Requirement Spec and Functional Spec for this Tech Pack Patch.

Gateway Engine and User Configuration files
(i) EngineConfig.pm
(ii) UserConfig.pm   

2. Technology Pack Patch Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install this Technology Pack Patch on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this Technology Pack, there must be a fully installed released version of the Performance Manager product, version 2.2.13 or greater plus any post release patches. 
2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.

2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)
- UMTS Ericsson SGSN R8 Tech Pack version 1.0.48
2.2 Pre-Installation Procedure

Before the actual Tech Pack installation, the following steps need to be carried out.
(i) Make sure all the pre-requisites in Section 2.1 are fulfilled.
(ii) Back up the existing loader mapping by running the following SQL on $METRICA_ADMINISTRATION_DB:
unload to lc_loadmap_r8.bak

select * from lc_loadmap

where ruleset_id =”<RULESET_ID>”


where RULESET_ID is the ruleset ID on-site for SGSN R8
(iii) Back up the existing EngineConfig.pm and UserConfig.pm

(iv) Proceed to Section 2.3 “Installation Procedure”.
2.3 Installation Procedure

2.3.1 Patch Installation

(i) IZ34124 – CR59744

 
Update the nc_dlci.bearer_id mapping on METRICA_ADMINISTRATION 
database:
update lc_loadmap set expression= ’Node_Id & "/" & moid2’ where tabname=’nc_dlci’ and colname=’bearer_id’ where ruleset_id =<SGSN R8 ruleset id>
(ii) Ensure that this directory structure exists in the Gateway raw data input directory:


      <input_id>/Network_<NetworkID>/Region_<RegionID>

                e.g. input_d/Network_1/Region_1

(iii) IZ36637 – CR65465


Replace the old EngineConfig.pm and UserConfig.pm files with the ones 
provided in this Patch.
(iv) IZ36638 – CR65468

Please comment this rule in the UserConfig.pm if BSBGP NSVC data is not 
activated otherwise dummy LIF files will be created and they will go to bad 
directory when loaded.
### -------------------------Block BSBGP NSVC -----------------------------------##

{

        RULE_TYPE => 'JOIN',

        RULE_DESC => 'Join BSBGP files ',

        INPUT_FILE_DESCRIPTION => ['^bss-#-(.*-#-.*-#-.*)-#-.*-#-I.pif'],

        OUTPUT_BLOCK_NAME => 'bss',

        PRODUCE_PIF => 'True',

        PRODUCE_LIF => 0,

        COUNTERS_TO_JOIN_ON => [qw(Node_Id moid) ],

        HEADER_COUNTERS_TO_USE_IN_OUTPUT_FILENAME => ['Node_Id', 'mts_Date', 'mts_Time'],

        HOURS_TO_WAIT_FOR_PARTNER_FILES => -1,

        OUTPUT_FILENAME_START => 'BSS-NSVC',

        REDUNDANT_HEADER_COUNTERS => [],

},
3. Bugs Information
3.1 Bugs Fixed in this Tech Pack Patch release
Bugs resolved in UMTS Ericsson SGSN R8 Patch:
	APAR
	CR
	Summary
	Type

	IZ34124
	59744
	NC_DLCI.BEARER_ID COLUMN IS LOADED WITH WRONG DATA CAUSING DLCI SUMMARIES TO FAIL
	Mapping

	IZ36638
	65468
	SGSN R7 GATEWAY CAN CREATE BAD FILES
	Doc

	IZ36637
	65465
	Missing data in the LIFs when there are two Node Ids
	Gateway
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