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README File for MPM Tech Pack

File: README.GSM-Huawei-NSS-V61-TPv1.2.22.3.doc

Version: 1.2.22.3

Date: 5 Dec 2007
This README is intended for use as a reference for the deployment of GSM-Huawei-NSS-V61 version TPv1.2.22.3 Technology Pack. It must be used in conjunction with the Generic Technology Pack Installation Notes and the Tech Pack Release Note.
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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack package.

Docs (DOCS/)

(i) README.GSM-Huawei-NSS-V61.doc (this file)

- Quick reference guide for deployment of a Technology Pack.

(ii) schema_variables.GSM-Huawei-NSS-V61
- Please refer to the Generic Technology Pack Installation Notes Section 4.2 for information on Schema Variable File.

(iii) table_row_sizes.GSM-Huawei-NSS-V61 

- This file is used for hardware sizing purposes.

(iv) PRS & FS

- Product Requirement Spec and Functional Spec for this Tech Pack.

Tech Pack package

GSM-Huawei-NSS-V61_b1.0.0.8.tar.Z

- The Technology Pack installation package.

Gateway (GW/)

V33/

(i) UserConfig.pm

- The V33 UserConfig.pm file contains the configurations for V33 the Post Parser stage.

(ii) EngineConfig.pm

- The V33 EngineConfig.pm file contains the configurations for the V33 Engine stage. 

V61/

(iii) UserConfig.pm

- The V61 UserConfig.pm file contains the configurations for the V61 Post Parser stage.

(iv) EngineConfig.pm

- The V61 EngineConfig.pm file contains the configurations for the V61 Engine stage. 

2. Technology Pack Installation

FOR RECOVERY PURPOSE, YOU SHOULD HAVE A COMPLETE BACKUP OF YOUR PERFORMANCE MANAGER SYSTEM FROM WHICH YOU CAN RESTORE, BEFORE YOU ATTEMPT TO INSTALL THIS TECHNOLOGY PACK

This section explains the procedure to install this Technology Pack on a step by step basis. Please read each section and sub-section carefully.

2.1 Installation Pre-requisite

2.1.1 Metrica Performance Manager

As a pre-requisite to the installation of this Technology Pack, there must be a fully installed released version of the Performance Manager Product, version 2.2.8 or greater plus any post release patches. 

2.1.2 Pre-requisite Software

Fulfill the pre-requisites in Generic Technology Pack Installation Notes Section 3.

2.1.3 Pre-requisite Tech Packs

The following Tech Pack components must be fully installed on the system:

- Global Object Model: GSM component version 1.1.1.1 (Internal version r1.0.1.3)

- Global Object Model: GPRS component version 1.1.2.1 (Internal version r1.0.1.3)

- Global Object Model: UMTS component version 1.1.3.1 (Internal version r1.0.1.3)

- Global Object Model: Core Network component version 1.1.4.1 (Internal version r1.0.1.3)

- Vendor Neutral: GSM Core version 1.2.0.2

- Vendor Neutral: GPRS Core version 1.0

2.2 Pre-Installation Procedure

Before the actual Tech Pack installation, the following steps need to be carried out.

(i) Make sure all the pre-requisites in Section 2.1 are fulfilled.

(ii) Back up the GSM report tree; follow the steps in Generic Technology Pack Installation Notes section 4.3.

(iii) Setting the correct Normalisation and RPD parameter for the metalayer, follow the steps in Generic Technology Pack Installation Notes section 6.1.

(iv) Proceed to Section 2.3 “Installation Procedure”.

2.3 Installation Procedure

(i) Make sure all the steps in Section 2.2 “Pre-Installation Procedure” are carried out.

(ii) Carry out the steps in Generic Technology Pack Installation Notes Section 4.5 “Installing the Technology Pack”.

(iii) Proceed to Section 2.4 “Post-Installation Procedure”.

2.4 Post-Installation Procedure

(i) Make sure all the steps in Section 2.3 (for Fresh Installation).

(ii) Inspect the install log under $METRICA_DIR/etc/install.log for errors.

(iii) Carry out the steps in Generic Technology Pack Installation Notes Section 5.3 “Restoring Report Tree Layer”.

(iv) The following hierarchy information in the loadmap has been defaulted to:

destination_type: “Populated by the customer”

region_id : “Populated by the customer”
scp_type: “Populated by the customer”

data_rate: “Populated by the customer”

bsc_id: “Populated by the customer”

These values have to be populated by the customer or on-site consultant.

(v) Initialise metalayer and generate summaries, follow the steps in Generic Technology Pack Installation Notes Section 5.4 “Setting up Metalayer”.

(vi) The Technology Pack installation is completed.

(vii) During data loading, if you found the raw data key id length exceed the column size, please extend the column size. 
2.6 Tech Pack Uninstallation Information

There is no uninstall procedure specific to this Tech Pack. In the event that the

Tech Pack is to be removed/rolled back to a previous version, the Performance

Manager backup/restore procedures should be used.

3. Gateway Configuration Information

3.1 Gateway Pre-requisites

Gateway Framework version 3.3.0
ASCII Gateway version 3.3.0
3.2 Gateway Installation

(i) Follow the Gateway Framework User Guide in installing the Gateway Framework.

(ii) Take the engine (EngineConfig.pm) and post parser configuration (UserConfig.pm) files from GW/V33 and GW/V61 and put it under Vendor Gateway V33 vstart/ and V61 vstart/directory.

3.3 Additional Gateway Information & Configuration

Refer to the data coverage report for information on counters and blocks covered by this gateway.

4. Bugs Information

4.1 Bugs Fixed in this Tech Pack release

Bug Id 
Descriptions

58177
KPI Group Observed_cell_handover should be moved from Neighbour to

           Cell

57934
Rename the CELL and BSC KPI groups

57809
Requested CELL busyhours for v61 only - SRS 41275

57808
Busy hours requested for Office Direction for v33 and v61 - SRS 41274

57807
Newly requested Trunk Group Busy Hours for v33 and v61 - SRS 41273

57806
New Busy hours requested for LAI for v33 and v61 - SRS 41272

57805
New BH requested for Signaling link - should be applied to v61 and v33. 

57791
v61 issues with object CELLTD (job 20.2)

57790
v61 issues with object TUPNETP (job 17.15)

57789
v61 issues with object TUPNP (job 17.14)

57788
v61 Issues with object SMSFAX (jobs 13.1 and 13.2)

57787
v61 issues with object OBSCHM (job B12.6)

57786
v61: Problems with the mappings TGRP2 and TGRP3 for objects in jobs 

           4.1 to 4.4

57774
v33 Issues with object INSMOM (job 20.11)

57773
v33 Issues with object SRFRM (Job 20.10)

57772
v33 Issues with object INSM (Job 20.8)

57771
v33 Issues for object INCM (job 20.7)

57770
v33 Issues with object ITOICTM (job 20.6)

57769
v33 issues with object ICSUBTOOPCTM (Job 20.5) 

57768
v33 Issues with object MTOICTM (Job 20.4)

57767
v33 issues with object ITOMCTM (job 20.3)

57766
v33 Issues with object MAPSPETM (Job 17.14)

57765
v33 Issues with object MAPCSPEM (Job 17.13)

57764
v33 Issue with object AINTSPEM (job 17.12)

57763
v33 Issues with object FTOICTM (job 20.2)

57762
v33 Issues with object ITOFCTM (job 20.1)

57759
v33 Issues on object BSCRM (Job 18.1)

57756
v33 issues with object TCAPCSLPM (job 17.11)

57755
v33 Issues with object TCAPTSLPM (job 17.10)

57748
v33 Issues with object TCAPMAM (Job 17.9)

57747
v33 Issues with object TCAPCURM (job17.8)

57746
v33 Issues for object TCAPAM (job 17.7)

57745
v33 Issues with object SCCPURM (job 17.6)

57744
v33 issues with object SCCPAM (job 17.5)

57743
v33 Issues with object SCCPPM (job 17.4)

57742
v33 Issue with object DSPM (job 17.3)

57741
v33 Issue with the object LSETM (job 17.2)

57740
v33 Issues for object VLRTM (job 15.1)

57739
v33 Issues with object MSCBTM (Job 14.1)

57738
v33 issue with object SMSFAX (Jobs 13.1 and 13.2)

57731
v33 mapping issues for object CHECKIMEIPM (Job 12.10)

57730
v33 Issues with loader mappings for object ASSPROM (job 12.9)

57729
v33 issues regarding the object HOMOCELL (Job 12.7)

57728
v33 issues with the loader mappings for object OBSCHM (job 12.6)

57725
v33 loadmap Issues relating to object COMBCDOTM (job 10.1)

57723
v33 Loadmap issues for object DESTMBOD (job 6.1)

57722
v33 Tech Pack issues for object DEST (job 5.1)

57716
v33 Loader mapping issues in object 'TGRP' (jobs 4.1 and 4.2)

57712
v33 parser issue that leaves commas in the counter name.

57708
v33Loader issues for object 'FAIL' (Job 3.1)

57700
v33 Loader Mapping Issues in the for the object 'TRMBCT' (job 2.1)

57699
v33 VN Mapping issues for table 'msc_traffic_raw'

57698
v33 VS Loader Mapping issues for objects MSC objects (ORG, INT, 


ORGOEX, IEX, IEXTE, TRA, TE and OUT)

57596
v33/v61 - Gateway does not have rules to output the VN MSC_AGGR 


loadmap entries 

57595
v33 - 6 missing counters from FAIL object (job 3.1) in TP that are defined 


in the Vendor Docs and are available in the Raw Data

57374
v33: two missing counters in TP for object IWF10CHM

57373
v61: Job 14.2 - object MSCBTM2 is not handled by the Tech Pack

57372
INEM object is not handles by the v33 part of the Tech Pack

57370
v33: Missing counters in Tech Pack for object INSMOM

57369
v33 mappings confuse the ICSUBTOOPCTM and ITOICTM objects

57355
v33 raw data file for object LSETM and DSPM are not parsed and there 


are no errors in the log file

57351
v33: COMBCDOTM1 and COMBCDOTM2 raw files arriving, COMBCDOTM 


expected. Join required.

57349
All v33 TGRP_BI mappings are all incorrect.

57346
FILE_SPLIT_BY_COUNTERS pattern match error

57339
Huawei v33 Gateway fails to parse key fields that span more than one 


line.

57335
Huawei v33 Gateway causing incorrect counter name for end record in 


multiple files.

4.2 Outstanding Bugs
The following bug is not fixed due to insufficient information: 

57593
19 Jobs missing from v33 side of the Tech Pack, meaning 19 missing

          Objects
4.3 Known Issue
Bug Id 
Description

55375
Loader couldn't update secondary table and the production lif files turn to bad.

Please apply the work around by deleting the related nc secondary table lc relations record.
# END of README
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