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Vallent README File for MPM Tech Pack

File: GSM-Ericsson-NSS-R12.1-v.1.2.40.1-README.doc
Version: 1.0
Date: 12 Dec. 2008
This README is intended for use as a reference for the deployment of GSM-Ericsson-NSS-R121 version 1.2.40.1 Fix Pack. It must be used in conjunction with the GSM-Ericsson-NSS-R121 version 1.2.40 Technology Pack.
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1. Tech Pack Package Contents

This section describes the contents of the Technology Pack Fixpack package. 
Docs (DOCS/)

(i) GSM-Ericsson-NSS-R121-v.1.2.40.1-README.doc (this file)

- Quick reference guide for deployment of a Technology Pack Fixpack.

Gateway (3-GW/)

(i) GSM
· Contains the EngineConfig.pm for Ericsson GSM Vendor Gateway.
The bug fix only impacted EngineConfig.pm file for Ericsson GSM Gateway.
2. Technology Pack Installation

- None -

3. Gateway Configuration Information

3.1 Gateway Pre-requisites

Gateway Framework version r3.3.0
Ericsson GSM version r3.3.0
3GPP ASN1 version r3.3.0
3.2 Gateway Patch Installation

(i) Before applying this gateway patch, backup existing EngineConfig.pm with a meaningful name

mv $GATEWAY_ROOT/modules/ericsson-gsm/vstart/EngineConfig.pm $GATEWAY_ROOT/modules/ericsson-gsm/vstart/EngineConfig.pm.bak

(ii) Take the engine (EngineConfig.pm) from 3-GW/GSM and put it under Vendor Gateway vstart/ directory.

cp 3-GW/GSM/EngineConfig.pm $GATEWAY_ROOT/modules/ericsson-gsm/vstart/EngineConfig.pm
(iii) Restart the gateway.

4. Bugs Information

4.1 Bugs Fixed in this Tech Pack release

Gateway Bugs

	APAR
	Headlines

	IZ37232
	TRDIP RECORD SIZE SHOULD BE 86 AND NOT 64
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